NEW TRANSFORMER
BY ONTARIO HYDRO.

EXISTING HYDRO
POLE TO REMAIN. ‘

@
EH1
I_EXIST!NG SECONDARY
‘ OVERHEAD HYDRO
LINES TO REMAIN.

TERMINATE AND PLUG 50mm RIGID
PVC DUCT AT HYDRO POLE AND /

MARK LOCATION WITH STAKE.
BELL CANADA TO SUPPLY AND
INSTALL TELEPHONE CABLE IN

EH2

NEW DUCT TO NEW LOCK /
BUILDING. CONNECT NEW '
TELEPHONE CABLE TO EXISTNG

BELL SERVICE AT POLE.

_—84-0"

EXISTING PRIMARY
OVERHEAD 18 SUPPLY.

PROVIDE NEW GUY AND
—ANCHOR BY ONTARIO HYDRO. EXISTING HYDRO POLE AND

EXISTING HYDRO
POLE TO REMAIN. EH3

OVERHEAD LINE TO BE
2] REMOVED. ABANDON EXISTING
UNDERGROUND SERVICE FROM
POLE TO EXISTING LOCK HOUSE.

CO-ORDINATE WITH ONTARIO HYDRO TO
PROVIDE ALL REQUIRED CONDUIT FITTINGS
WRE FOR INSTALLATION ON POLE. ELECTRICAL
CONTRACTOR TO INSTALL CABLES PURCHASED
FROM ONTARIO HYDRO. INCLUDE ALL ONTARIO
HYDRO FEE'S.

o)

NEW 200AMP SERVICE.

i CO-ORDINATE WITH

ONTARIO HYDRO.
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S0mme PVC CONDUIT A NEW BUILDING
TO PUMP CHAMBER. L FIN. FL. ELEV. 235.76 A—SIC M
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SERVICE TRENCH %%CL"%,T{SDJ 3 F
SEE DETAIL THIS —
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PRESSURE SWITCH
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[ CONNECTION TO SEE
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| OUTLET FOR WALL MOUNTED st ot o, |
L 1.
| PAY TELEPHONE. MOUNTING B SEE NOTE |
' " HEIGHT TO BE 1200mmz 10 @ A-5.2
| SUIT HANDICAPPED. SEE NOTE 3. A21/23 |
| l
| A=5. ", PROVIDE FLUSH MOUNTED N
——————————————— — *'ab - 300mmx300mmx75mm JUNETION —- — — — — — — . .
e BOX FOR PA SYSTEM AT
| - }: 6pOmm AF.F. TO CENTRE.
4]
SOmme RIGID PVC CONDUIT.
: :E———sma OUT 2.5m OUT FROM
ELECTRICAL LAYOUT ) BUILDING, 800mm BELOW GRADE.
SCALE 1:50 METRIC

FINISHED GRADE -
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300mm "DANGER" MARKING TAPE,

150mm WIDE.

756mm MIN.

NATIVE BACKFILL

SAND BACKFILL

100mm BIG "0° PERFORATED
S50mmé RIGID POLYETHYLENE DRAINAGE PIPE
PVC DUCT (NON-VEHICULAR AREA) OR
FOR TELEPHONE. 100mm RIGID PVC DUCT

(VEHICULAR AREAS) C/W

3-3/0 ALUMINUM CABLES.

SERVICE TRENCH DETAILA

NOT TO SCALE El

LocATiod

LINE.
CONDUIT LIWME

JUNCTION PoYES

125 mm

NOTES:

1. FLUSH MOUNT 100mm SQUARE OUTLET BOX IN WALL,
1200mm A.F.F. FOR HAND DRYER. HAND DRYER
SUPPLIED BY GENERAL CONTRACTOR.

2. PROVIDE FLUSH MOUNTED 30AMP, 240VOLT, 1PHASE, 4WRE

3 POLE GROUNDED RECEPTACLE IN WALL, 400mm A.F.F.
FOR COMBINATION RANGE/REFRIGERATOR/KITCHEN UNIT.
- UNIT SUPPLIED BY GENERAL CONTRACTOR.:

3. INSTALL A 19mm PVC CONDUIT FROM THE TELEPHONE
OUTLET TO THE TELEPHONE SERVICE ENTRANCE

LOCATION IN THE STORAGE ROOM. INSTALL THE PVC CONDUIT

BELOW THE FLOOR SLAB. '

4. INSTALL 3-3/0 COPPER, XLPE, RWUS0 CABLES IN 50mm
RIGID PVC CONDUIT BELOW FLOOR SLAB FROM METER
SOCKET TO LP-A.

5. PROVIDE PHOTOCONTROL MOUNTED ON UNDERSIDE OF
EAVE, FACING NORTH SKY, TO CONTROL SOFFIT
LIGHTS IN FRONT Of PUBLIC WASHROOMS.

6. PROMVIDE EMERCENCY PULL CORD SWITCH FLUSH MOUNTED

900mm A.F.F. WIRED TO BUZZER IN MAIN OFFICE. LABEL
“PULL TO CALL FOR ASSISTANCE™. SWMITCH SHOULD BE
LATCHING STYLE, PULL TO UNLATCH, 24 VAC OPERATION.
(LABEL TO BE BILINGUAL ) SEE DETAIL AT RIGHT.

7. PROVIDE 24VAC DIXIE BUZZER AND 120VAC - 24VAC
TRANSFORMER FOR "ASSISTANCE REQUIRED™ IN
BARRIER-FREE ACCESS PUBLIC WASHROOM.

B.  PROVIDE DIRECT CONNECTION TO RANGE HOOD / FAN UNIT {(7)

MOUNTED 1800mm A.F.F. UNIT SUPPLIED BY MECHANICAL
CONTRACTOR.

9. LOCATE EFFLUENT PUMP ALARM IN MAIN OFFICE. CONNECT
EFFLUENT PUMP ALARM TO CONTROL PANEL. ALARM SUPPLIED
BY GENERAL CONTRACTOR,

10. PROVIDE 19mms PVC CONDUIT BELOW FLOOR SLAB FROM
EFFLUENT PUMP CONTROL PANEL IN STORAGE ROOM TO ALARM
OUTLET IN OFFICE. ‘

11. INSTALL 2-25mm¢ PVC CONDUITS FROM THE EFFLUENT CONTROL
PANEL AND TERMINATE EACH CONDUIT IN SEPERATE SUITABLY SIZED
WEATHER PROOF UNDERGROUND JUNCTION BOXES LOCATED NEAR THE
PUMPING CHAMBER. ONE JUNCTION BOX SHALL BE USED FOR THE

SPUCING OF CONTROL CIRCUITS AND THE OTHER JUNCTION BOX

SHALL BE USED FOR THE SPUCING OF POWER SUPPLY CIRCUITS,

INSTALL A 50mm¢ PVC CONDUIT FROM EACH JUCTION BOX 10
PUMPING CHAMBER. INSTALL POWER SUPPLY AND CONTROL WRI
THE CONDUITS.

12. EXTEND THE 50mme RIGID PVC DUCT BELOW THE FLOOR SLAB FROM

THE MAIN SERVICE TRENCH TO THE TELEPHONE BACKBOARD N

STORAGE ROOM. PROVIDE 2'x2" PAINTED PLYWOOD BACKBOARD FOR

TELEPHONE AUTHORITY USE.

"PULL TO CALL
FOR ASSISTANCE"

™mm |,
TIRER POUR RECEVOIR
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PLASTIC LAMICOID LABEL PLATE
BLACK. LETTERS 10mm HIGH ON
WHITE FACE.
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