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ACTIVE EXERCISE YARD
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ACTIVE EXERCISE YARD

EXISTING BUILDING

WALL / FOUNDATION

400Ø CONCRETE PILE

BELOW - REFER TO STRUCT.

TERMINAL FENCE POST

EDGE OF NEW CONC. SLAB

125 MAX.

100 MIN.

SCALE  1:25

POST AT WALL PLAN DETAIL

A4

12

EXISTING BUILDING

WALL / FOUNDATION

Ø 42 BENT STEEL BAR WELDED

TO POST . APPLY TOUCH-UP PAINT.

SITE VERIFY REQUIRED DEPTH.

TERMINAL FENCE POST

400Ø CONCRETE PILE

BELOW - REFER TO STRUCT.

125 MAX.

200 MIN.

SCALE  1:25

POST AT WALL FIN PLAN DETAIL
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LIMITS OF ROOF

OVERHANG ABOVE

EXISTING BUILDING

WALL / FOUNDATION

HSS 114 FENCE POST

- REFER TO STRUCT.

EDGE OF NEW CONC. SLAB

SCALE  1:25

POST AT WALL PLAN DETAIL
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ACUTE YARD GATE

CONCRETE PILE (TYP.)

- REFER TO STRUCT.

10mm GALVANIZED STEEL PLATE.

TYPICAL TO FILL GAP WHERE ACUTE

YARD FENCING MEETS EXISTING BUILDING

125 MAX

125 MAX.

Ø 42 BENT STEEL BAR WELDED

TO POST . APPLY TOUCH-UP PAINT.

SITE VERIFY REQUIRED DEPTH.

SCALE 1:25

TIE WIRE DETAIL
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TWIST TIE WIRE TOGETHER

IN THREE COMPLETE ROTATIONS.

CUT TIE WIRES FORMING TWIST

AT SAME TIME SO THEY ARE FLUSH

WITHOUT ANY PROTRUDING ENDS

FENCING TIE WIRE

A4
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TYP. AT

TIE

WIRES

FENCE POST
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LIMITS OF EXISTING BUILDING IN

FOREGROUND (SHOWN DASHED)
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A4

Ø 42 BENT STEEL BAR TO REDUCE GAP

BETWEEN POST AND BUILDING WALL.

TYPICAL AT ALL BUILDING LOCATIONS.
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MAXIMUM 50mm  BETWEEN U/S OF

BOTTOM RAIL AND T/O OF FINISHED CONCRETE - TYP.

LIMITS OF THICKENED EDGE SLAB

BELOW GRADE - TYP.

FENCE POSTS EMBEDDED WITHIN CAST-IN-PLACE

CONCRETE PILE - REFER TO STRUCTURAL

LIMITS OF EXISTING BUILDING (IN SECTION) - TYP.

12

A4

Ø 42 BENT STEEL BAR TO REDUCE GAP

BETWEEN POST AND BUILDING WALL.

TYPICAL AT ALL BUILDING LOCATIONS.

NOT GREATER

THAN 2500 (TYP.)

NOT GREATER

THAN 2500 (TYP.)

NOT GREATER

THAN 2500 (TYP.)

NOT GREATER

THAN 2500 (TYP.)

NOT GREATER

THAN 2500 (TYP.)

EQ. "B" EQ. "B"EQ. "A"EQ. "A" EQ. EQ. EQ. EQ. EQ. EQ. EQ.

LIMITS OF EXISTING BUILDING IN

FOREGROUND (SHOWN DASHED)

10mm GALVANIZED STEEL PLATE WELDED

TO TOP FENCE RAIL AT UNDERSIDE OF

EXISTING SOFFIT

LIMITS OF THICKENED EDGE SLAB

BELOW GRADE - TYP.
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A4

BASE PLATE

- REFER TO STRUCT.

10mm GALVANIZED

STEEL PLATE

BUILDING BEYOND
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BARBED WIRE GROOVES (TYP.)

- SHAPE OF GROOVE REVERSED

ON OPPOSITE SIDE

2.4mm (14 ga) GALVANIZED METAL

BREAK-SHAPE CONTROL-ARM

STRAIN, CORNER, LINE OR GATE POST.

GALVANIZED POST CAP TO SUIT POST

VERIFY REQUIRED DIAMETER.

60Ø PASS THROUGH HOLE FOR 45Ø

FENCE TOP PIPE RAIL

POST CAP EXTENSION SUPPORT.

EXTEND INTO CONTROL ARM CAVITY

c/w 10mm TORX BOLT

1

5

SCALE  1:25

POST ARM DETAIL
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20

26

10mm GALVANIZED STEEL

PLATE STITCH WELD (50 LONG @ 300 O.C.)

TO FENCE POST. APPLY TOUCH-UP PAINT.

SITE VERIFY REQUIRED DEPTH

25 MAX.

BASE PLATE - REFER TO STRUCT.

NOTE:

ACUTE EXERCISE YARE -  ALL METAL COMPONENTS TO BE

PAINTED - REFER TO SPEC.
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