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GENERAL DRAWING NOTES:

1. CONTRACTOR TO REPAIR / RESTORE / DAMAGED
TOPSOIL / GRASS / SOD RESULTANT FROM CONSTRUCTION.

2. CONTRACTOR TO REPAIR / RESTORE DAMAGED ASPHALT
RESULTANT FROM CONSTRUCTION.

3. CONTRACTOR TO RUN CONDUIT FOR ELECTRICAL DEVICES

IN CRAWLSPACE TO THE EXTERIOR OF THE BUILDING. NO EXPOSED
CONDUIT IS PERMITTED WITHIN THE FENCED IN AREAS OF THE
EXERCISE YARDS.

4. CONTRACTOR TO REVIEW SLOP OF CONCRETE SLAB IN ACTIVE
YARD PRIOR TO COMMENCEMENT OF WORK AND PROVIDE ANY
DISCREPENCIES IN SLOPES/ELEVATIONS TO DEPARTMENTAL
REPRESENTATIVE.

5. CONTRACTOR TO COMPLETE UNDERGROUND UTILITY SURVEY
PRIOR TO COMMENCEMENT OF WORK. CONTRACTOR TO NOTIFY
DEPARTMENTAL REPRESENTATIVE WITH ANY CONFLICTS

WITH CONSTRUCTION.

6. CONTRACTOR TO PROVIDE HYDROVAC EXCAVATION FOR SOIL
EXCAVATION FOR PILES IN LOCATIONS WHERE EXISTING
UNDERGROUND UTILITY SERVICES ARE PRESENT AND FOR PILES
WITHIN 1000mm OF BUILDING.

7. CONTRACTOR TO ENSURE CONCRETE PILES DO NOT INTERFERE
WITH BUILDING WEEPING TILE.

8. ENSURE ALL EXISTING LANDSCAPE MATERIALS AND SURFACES
AFFECTED BY THE WORK WITHIN THE LAYDOWN STAGING, ACCESS,
AND STORAGE AREAS RELATED TO THE WORK ARE PATCHED MADE
GOOD UPON COMPLETION OF THE WORK.

9. PROVIDE FIRESTOPPING IN ALL PENETRATION IN FIRE RATED
WALLS AND FLOOR ASSEMBLIES. MAIN FLOOR SLAB IS A 1 HOUR
FIRE RESISTANCE RATING.
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