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CENTERLINE
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PILASTER AND
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REPAINT EXISTING WALL COLOUR

TO MATCH EXISTING

INFILL OPENING LEFT BY CORKBOARD

AND COVER PANEL REMOVAL WITH NEW

CONCRETE BLOCK TO MATCH EXISTING.
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EXISTING PRIVACY

SCREEN WALL TO REMAIN
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EXISTING CONCRETE

GUTTER TO REMAIN

EXISTING NETWORK RACK - REFER TO ELEC.

EXISTING DOOR CONTROL CABLES

- REFER TO ELEC.

EXISTING ESS CONTROL - REFER TO ELEC.

ELECTRICAL CONDUIT FOR GUARD TOUR

SYSTEM AND INTERCOM TO RUN ON NORTH

SIDE OF WALL FIN. CONTRACTOR TO CORE

WALL FIN FOR THESE DEVICES AT HEIGHT OF

THE DEVICE FOR CONNECTION. NO EXPOSED

CONDUIT ON SOUTH SIDE IS PERMITTED

 - REFER TO ELEC.

EXISTING FIRE HYDRANT

TO REMAIN. CONTRACTOR

TO KEEP ACCESSIBLE

DURING CONSTRUCTION

EXISTING GRASS

TO REMAIN

EXISTING CONCRETE

SIDEWALK TO REMAIN

EXISTING 

WALK IN COOLER

EXISTING 

WALK IN COOLER

LINE OF EXISTING

ROOF OVERHANG
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EXISTING BOLLARDS

TO REMAIN

LINE OF EXISTING

ROOF OVERHANG

EXISTING CONCRETE

SLAB TO REMAIN

EXISTING CONCRETE

STAIR CURB TO REMAIN

EXISTING PLANTING TO

REMAIN

EXISTING STEEL GUARDRAIL

TO REMAIN

REMOVE AND

RE-INSTALL METAL

SOFFIT TO INSTALL

ELECTRICAL DEVICES

AS REQUIRED

CONTRACTOR TO REMOVE AND

REINSTALL ACOUSTIC CEILING TILE

TO INSTALL ELECTRICAL DEVICES

AS REQUIRED

NEW CONCRETE SLAB

TO MATCH T/O EXISTING

CONCRETE AT ENTRY

AND AT STAIR CURB

UP
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BASEPLATE (TYPICAL)

- REFER TO STRUCTURAL

DRAWING S-1

EXISTING CONCRETE CURB

TO REMAIN
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CHAINLINK SECURITY FENCE

C/W ROOF WITH WELDED WIRE MESH

ON STEEL FRAMING. REFER TO

DETAILS, STRUCT. & SPEC.

APPROXIMATE LOCATION OF STORM

WATER & SANITARY SEWER. REFER

TO GENERAL NOTE No. 5 & No. 6.

PROVIDE NEW SOIL AND SEEDING IN LOCATION

OF DEMOLISHED PAVERS

SLOPE

2.0%

SLOPE

1.25% MIN.

TERMINAL POST

- TYP. WHERE SHOWN

EXISTING LIGHT POLE C/W

UNDERGROUND WIRING

TO REMAIN. REFER TO

GENERAL NOTE No. 5

UNLESS NOTED OTHERWISE, ALL

INTERMEDIATE POSTS ARE TO BE

EQUALLY SPACED (MAX. 2.5m) - TYP.

TOP OF SLAB TO MATCH TOP

OF GRADE AT LOW POINT

CHAINLINK SECURITY FENCE

- REFER TO ELEV. ON A4 & DETAILS ON A5

EXTENT OF NEW CONCRETE SLAB

APPROXIMATE LOCATION OF EXISTING WATERMAIN.

- REFER TO GENERAL NOTE No.5

CAST-IN-PLACE CONCRETE PILE

- REFER TO STRUCTURAL

16100

SLOPE 1.25% MIN.

CONC. SLAB AND FENCE

TO BE PARALLEL WITH

BUILDING

CONC. SLAB AND FENCE

TO BE CONSTRUCTED

PARALLEL WITH PRIVACY

SCREEN

EXISTING EXERCISE YARD

FENCE TO REMAIN

ALIGN NEW EXERCISE

YARD FENCE WITH

EXISTING FENCE LINE AT

ASSINIBOINE UNIT

GENERAL DRAWING NOTES:

REMOVE AND RE-INSTALL EXISTING

DOOR AND FRAME AS REQUIRED FOR

ELECTRICAL DEVICE INSTALLATION.

RE-INSTALL DOOR AND FRAME TO

EXISTING CONDITIONS.

CONCRETE SLAB TO BE FLUSH TO UNDERSIDE

OF DOOR THRESHOLD
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APPROXIMATE LOCATION OF EXISTING

UNDERGROUND TELEPHONE SERVICE

-  REFER TO GENERAL NOTE No.5 & No.6

APPROXIMATE LOCATION OF EXISTING

UNDERGROUND ELECTRICAL SERVICE

- REFER TO GENERAL NOTE No.5 & No.6

PROVIDE NEW SOIL AND SEEDING IN LOCATION OF

DEMOLISHED FENCING AND OTHER MATERIALS  AS

REQUIRED AS RESULT OF DEMOLITION. FILL HOLES

FROM DEMOLISHED FENCE POSTS WITH CLEAN FILL

MATERIAL (TYPICAL) AND SOD.

EXISTING LIGHT TO REMAIN. CONTRACTOR

TO LOCATE FENCE TO ALLOW ACCESS TO LIGHT.

CO-ORDINATE WITH DEPARTMENTAL REPRESENTATIVE.
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GENERAL FENCING NOTES:

1. EXPOSED CONDUIT NOT ACCEPTED.

2. ALL WELDS GROUNDED SMOOTH.

3. ALL CORNERS WELDED.

LEGEND:

EXISTING SANITARY AND STORM

SEWER VALVE LOCATIONS (TO REMAIN)

NEW CONCRETE SLAB

SEE STRUCT.
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Ø42 BENT STEEL BAR WELDED TO

POST. TYPICAL AT ALL BUILDING LOCATIONS

Ø42 BENT STEEL BAR WELDED TO

POST. TYPICAL AT ALL BUILDING LOCATIONS
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1. CONTRACTOR TO REPAIR / RESTORE / DAMAGED

TOPSOIL / GRASS / SOD RESULTANT FROM CONSTRUCTION.

2. CONTRACTOR TO REPAIR / RESTORE DAMAGED ASPHALT

RESULTANT FROM CONSTRUCTION.

3. CONTRACTOR TO RUN CONDUIT FOR ELECTRICAL DEVICES

IN CRAWLSPACE TO THE EXTERIOR OF THE BUILDING. NO EXPOSED

CONDUIT IS PERMITTED WITHIN THE FENCED IN AREAS OF THE

EXERCISE YARDS.

4. CONTRACTOR TO REVIEW SLOP OF CONCRETE SLAB IN ACTIVE

YARD PRIOR TO COMMENCEMENT OF WORK AND PROVIDE ANY

DISCREPENCIES IN SLOPES/ELEVATIONS TO DEPARTMENTAL

REPRESENTATIVE.

5. CONTRACTOR TO COMPLETE UNDERGROUND UTILITY SURVEY

PRIOR TO COMMENCEMENT OF WORK. CONTRACTOR TO NOTIFY

DEPARTMENTAL REPRESENTATIVE WITH ANY CONFLICTS

WITH CONSTRUCTION.

6. CONTRACTOR TO PROVIDE HYDROVAC EXCAVATION FOR SOIL

EXCAVATION FOR PILES IN LOCATIONS WHERE EXISTING

UNDERGROUND UTILITY SERVICES ARE PRESENT AND FOR PILES

WITHIN 1000mm OF BUILDING.

7. CONTRACTOR TO ENSURE CONCRETE PILES DO NOT INTERFERE

WITH BUILDING WEEPING TILE.

8. ENSURE ALL EXISTING LANDSCAPE MATERIALS AND SURFACES

AFFECTED BY THE WORK WITHIN THE LAYDOWN STAGING, ACCESS,

AND STORAGE AREAS RELATED TO THE WORK ARE PATCHED MADE

GOOD UPON COMPLETION OF THE WORK.

9. PROVIDE FIRESTOPPING IN ALL PENETRATION IN FIRE RATED

WALLS AND FLOOR ASSEMBLIES. MAIN FLOOR SLAB IS A 1 HOUR

FIRE RESISTANCE RATING.
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10mm GALVANIZED STEEL PLATE.

TYPICAL AT ALL BUILDING LOCATIONS.
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