
CHAINLINK FENCE FABRIC

WIRE SIZE- 4.8mm(MIN.) (6 GUAGE)

MESH SIZE- 50.8mm

HT. OF WIRE- AS SHOWN

BARBED EDGES TOP & BOTTOM

ZINC COATING - NOT LESS THAN 610G/SQ.M.

OF UNCOATED WIRE.

BREAKING STRENGTH- 10,000N MIN.

POST CAP

TOP RAIL 42.2mm O.D.

TOP OF CHAIN LINK FENCING

45° GALV. STEEL POST ARM

CONCERTINA COIL

SEE SPECIFICATIONS

FOR INSTALLATION

COIL SUPPORT C/W WIRE

TIE COIL HERE - REFER TO 15/A4 (TYP.)
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CHAINLINK FABRIC

WELDED TO DOOR

FRAME (TYP.)

HANDCUFF HATCH

75 x 75 HSS DOOR

FRAMING

75 x 75 HSS DOOR

JAMBS & HEAD

HSS 114Ø X 4.8 POST

REFER TO STRUCT.
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300

1200

ACUTE EXERCISE YARD

HSS 114Ø X 4.8 POST

HSS 89Ø x 4.8 HORIZ PIPE

THICKENED EDGE 

CONC. SLAB - SEE STRUCT.

T.O. EXISTING

MAIN FLOOR

EL. 100 000

U/S OF EXISTING

ROOF OVERHANG

EL. 102 337±

T.O. EXISTING

ROOF PARAPET

EL. 103 760±

800

O.F. OF EXISTING 

600±

(SITE CONFIRM)

T.O. EXISTING

MAIN FLOOR

EL. 100 000

EDGE OF EXISTING

ENTRANCE SLAB

FEATHER NEW SLAB SURFACE TO

BE FLUSH WITH TOP OF

EXISTING SLAB (TYP.)

U/S OF EXISTING

ROOF OVERHANG

EL. 102 337±

T.O. EXISTING

MAIN FLOOR

EL. 100 000

EDGE OF EXISTING

ENTRANCE SLAB

U/S OF EXISTING

ROOF OVERHANG

EL. 102 337±

EXIT DOOR 

- REFER TO 

250

EXISTING ROOF 

OVERHANG ASSEMBLY

CENTERLINE OF NEW

HSS FENCE FRAMING

CENTERLINE OF NEW

HSS FENCE FRAMING

TO ELEVATION 1/A5

OF BRICK MASONRY

ENTRANCE DOOR - 

REFER TO ELEVATIONS 

HSS 89Ø x 4.8 HORIZ

PIPE - REFER

T.O. EXISTING

ROOF PARAPET

EL. 103 760±

T.O. EXISTING

ROOF PARAPET

EL. 103 760±

EXISTING ROOF 

OVERHANG ASSEMBLY

600±

(SITE CONFIRM)

(SITE CONFIRM)(SITE CONFIRM)(SITE CONFIRM)

(SITE CONFIRM) (SITE CONFIRM) (SITE CONFIRM)

T.O. EXISTING

ROOF PARAPET

EL. 103 760±

(SITE CONFIRM)
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1500

SECURE DOOR
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CENTERLINE OF FENCE POST

EXIT DOOR ENTRANCE DOOR

(TYP.) - REFER TO SPEC.

NOTE:  

ALL METAL COMPONENTS FOR BOTH EXERCISE YARD FENCES

TO BE HOT DIPPED GALVANIZED - REFER TO SPECIFICATION

CHAINLINK FENCE FABRIC 

150mm THICKENED EDGE 

CONC. SLAB ON COMPACTED

GRANULAR FILL 

SEE STRUCT.

L76 x 76 x 3 GALV. STEEL BASE ANGLE ALL AROUND 

ACUTE EXERCISE YARD (PAINTED) BETWEEN

HSS POSTS.  FASTEN TO CONC. SLAB WITH

10Ø S.S. EXPANSION ANCHORS AT 600 O.C.

WELD FENCE FABRIC TO ANGLE

100 x 100 DOOR STOP TAB

WELDED TO DOOR HEADER

EXISTING ROOF

OVERHANG ASSEMBLY

EXISTING CONCRETE

SLAB TO REMAIN

HSS 89Ø x 4.8 HORIZ. PIPE - REFER TO STRUCT.

HSS 89Ø x 4.8 HORIZ. PIPE - REFER TO STRUCT.

51 x 51 MW25.8 x MW25.8 WELDED

WIRE MESH WELDED TO ROOF BEAMS

150 THICKENED EDGE CONCRETE

SLAB ON COMPACTED GRANULAR

FILL - SEE STRUCTURAL

EXISTING METAL SOFFIT. REMOVE

AND RE-INSTALL TO ACCOMMODATE

INSTALLATION OF ELECTRICAL

DEVICE AS REQUIRED (TYP.)

HSS 114Ø x 4.8 POST

- REFER TO STRUCTURAL

HSS 114Ø x 4.8 POST

- REFER TO STRUCTURAL

CENTERLINE OF NEW

HSS FENCE FRAMING

- REFER TO STRUCT.

- REFER TO STRUCT.

BASE PLATE - REFER

TO STRUCTURAL
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GALVANIZED (TYP.)

CHAIN LINK FENCING

- REFER TO SPECIFICATION

SEE SPECIFICATIONS FOR

FENCE POST SIZES
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BOTTOM RAIL 

42.2mm O.D. (TYP.)

RAIL POST CAST INTO

CONCRETE PILE - REFER TO SPEC.

AND STRUCT.
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CENTERLINE OF FENCE POST

5
0

TOP OF CHAIN LINK FENCING

400Ø CONCRETE PILE (TYP.)

- REFER TO STRUCTURAL

CONCERTINA COIL

SEE SPECIFICATIONS

FOR INSTALLATION

EXISTING METAL SOFFIT (TYP.)

1
0

0
2

0
0

0

2
0

0

EXISTING MASONRY WALL

BEYOND

INTERCOM AND GUARD TOUR

SYSTEM BEYOND WALL. REFER

TO ELECTRICAL FOR HEIGHTS

AND LOCATION. REVIEW

LOCATION OF EXPOSED CONDUIT

WITH DEPARTMENTAL REP. PRIOR

TO INSTALLATION
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230

CONCERTINA COIL - SEE

SPECIFICATIONS FOR INSTALLATION

CHAINLINK FENCING

- REFER TO SPECIFICATION

114 O.D. GALVANIZED POST AT DOOR

OPENINGS - REFER TO SPECIFICATIONS

GALVANIZED TENSION BAR

CONNECTION BANDS

@ 300 O.C. MAX. (TYP.)

SPOT WELD BOLTS.

HEAVY DUTY LATCH AND

LATCH CATCH WITH PROVISION

FOR PADLOCK

400Ø CONCRETE PILE

- REFER TO STRUCTURAL

GALVANIZED STEEL

STRETCHER BAR (TYP.)

EXISTING WALL PILASTER

EQUAL EQUAL

SCALE  1:20

FENCE ELEVATION AT GATE

A5

1

ACUTE EXERCISE YARD

SCALE  1:20

FENCE SECTION AT GATE

A5

2

ACUTE EXERCISE YARD

SCALE  1:20

FENCE SECTION AT GATE

A5

3

ACUTE EXERCISE YARD

SCALE  1:20

FENCE SECTION

A5

4

ACUTE EXERCISE YARD

SCALE  1:20

FENCE SECTION

A5

5

ACTIVE EXERCISE YARD

SCALE  1:20

FENCE SECTION

A5

6

ACTIVE EXERCISE YARD

SCALE  1:20

FENCE SECTION AT BUILDING

A5

7

ACTIVE EXERCISE YARD

SCALE  1:20

GATE ELEVATION

A5
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2
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3

A5

4

A5

HSS ROOF FRAMING (TYP.)

- SEE STRUCTURAL

GALVANIZED TENSION BAR

CONNECTION STRAPS @ EQUAL

SPACING FOR UPPER & LOWER

FENCE SECTIONS. SPOT WELD BOLTS.

TO STRUCTURAL
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EXISTING

BUILDING

ELEVATIONS OF FENCE

BEYOND BUILDING

SHOWN AS DASHED

CHAINLINK FENCE FABRIC

(TYP.) - REFER TO SPEC.

BASE PLATE - REFER

TO SPEC. (TYP.)

LOCK - REFER TO SPEC.

RE-INSTALL ASPHALT C/W SUB-BASE AS

REQUIRED AS A RESULT OF DEMOLITION

ASPHALT

GRANULAR BASE (MIN. CBR =  65)

GRANULAR SUB-BASE (MIN. CBR = 30)

PREPARED SUBGRADE

GEOTEXTILE AS REQUIRED WHERE SOFT

SUBGRADE SOILS ARE ENCOUNTERED

- REFER TO DETAIL 15/A4
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10mm GALVANIZED

STEEL PLATE

10mm GALVANIZED

STEEL PLATE WELDED

TO TOP RAIL
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CONTINUOUS 10mm GALVANIZED

STEEL PLATE WELDED TO TOP OF

FENCE RAIL TO CLOSE OFF GAP

BETWEEN FENCE AND EXIST. SOFFIT

CONTINUOUS 10mm GALVANIZED

STEEL PLATE WELDED TO TOP OF

FENCE RAIL TO CLOSE OFF GAP

BETWEEN FENCE AND EXIST. SOFFIT

COIL SUPPORT C/W WIRE

TIE COIL HERE - REFER TO 15/A4 (TYP.)

51 x 51 MW25.8 x MW25.8 WELDED

WIRE MESH WELDED TO ROOF BEAMS

51 x 51 MW25.8 x MW25.8 WELDED

WIRE MESH WELDED TO ROOF BEAMS

Ø 42 BENT STEEL BAR TO REDUCE

GAP BETWEEN POST AND BUILDING

WALL - REFER TO DETAIL 13/A4

NOTE:

ACUTE EXERCISE YARD - ALL METAL COMPONENTS TO BE

PAINTED - REFER TO SPEC.
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