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LEGEND EXISTING OVERHEAD COMMUNICATIONS = e e
P#8 EXISTING PANEL, 100A, 120/240V,
—— — — — AERIAL SERVICE LINES CABLE TO BE MOVED UNDERGROUND  ~ PROVIDE ONE NEW 50A/2P /BREAKER AT
_ UNDERGROUND WIRING I(I:\IOI\?SIUEIT(” 53mm RIGID PVC / POSITION 15,17 AND TWO NEW 20A/1 ‘ ‘ ‘
- ELECTRICAL PANEL , BREAKERS AT POSITIONS 11 AND 13. —
" :
P UTILITY POLE / @\\\ Coles Associates
== DUPLEX RECEPTACLE k -7 OCEAN’S PRIDE architecture, engineering, project management
FISHERIES LTD.
X PEDESTAL _ - — -
e LED LUMINAIRE E RECONMECT - EXISTING U/G POWER LINES o (002, 365.9300 Fa (605 566.57¢
1 COMMUNICATIONS 0 REMAIN P EXISTING EXISTING Phone (902) 368-2300 Fax (902) 566-3768
ER EXISTING TO BE RELOCATED ] CABLE TO /\ PEDESTAL PEDESTAL Www.colesassociates.com
R RELOCATED ] EQUIPMENT . EXISTING 120V OVERHEAD LINES TO BE MOVED
= UTILITY METER UNDERGROUND IN ONE (1) 53mm RIGID PVC CONDUIT. NEW - EXISTING U/G POWER
{  RECONNECT POWER / 3#3, 1#8 BOND + 6#10, 3#12 BOND IN NEW 53mm RIGID - LINES TO REMAIN
{ TO EX'S.ENSUT’L’ETSE PVC CONDUIT. EXISTING WIRE QUANTITY AND SIZES TO BE P
] CONFIRMED ON SITE. —\ A (
NEW
SCHEDULING OF WORK: ] EXISTING _ - _ -\ N JUNCTION BOX
] — NOTE 1
REPAIRS SHALL NOT BE CARRIED OUT 1 u/G POWER LINES cR
DURING THE SPRING FISHING SEASON 1 TO BE REMOVED. -
— REFER TO SPECIFICATIONS AND g INSTALL NEW 3#6, NEW CONCRETE DECK (3 \ CVSTING DECK J /_ﬁgL,_gCATED
COORDINATE TIMING WITH ] 1410 BOND IN \EEY \L ; IR
DEPARTMENTAL REPRESENTATIVE & ] 27mm RIGID PVC o B e B e i B e e e —
HARBOUR AUTHORITY. g CONDUIT | P#5 |
i NOTE 1
EXIST, : NEW FACE OF WHARF (TYP.) PULL BACK AND REINSTATE SECTION | DEeR
] CONCRETE @ NEW TIMBER FENDERS (TYP.) OF WIRING AND CONDUIT AFFECTED BY ] NOTES:
1 DECK il REWIRE NEW LIGHT TO EXISTING CIRCUIT. INSTALLATION OF NEW SECTION OF
§ TURN REMOVED LIGHT STANDARD OVER TO DECK E 1. POLE TO BE REMOVED. REMOVE EXISTING LUMINAIRE AND TWO DUPLEX
: ; THE HARBOUR AUTHORITY. REWIRE NEW LIGHT TO EXISTING CIRCUIT. | RECEPTACLES AND STORE IN SAFE LOCATION. INSTALL NEW 11m, CLASS 1,
; ; TURN REMOVED LIGHT STANDARD OVER TO TREATED UTILITY POLE DURING THE CONSTRUCTION OF THE NEW DECK. REFER
E ; THE HARBOUR AUTHORITY. E TO DRAWING M7 FOR MOUNTING DETAILS. REINSTALL LUMINAIRE AND
1 § RECEPTACLES ON NEW POLE. EXTEND WIRING AS REQUIRED. SPLICE EXISTING
; WIRING TO NEW WIRING IN NEW UNDERGROUND JUNCTION BOX.
d i
; CONTRACTOR TO LOCATE ALL EXISTING AND NEW
[ ; UNDERGROUND SERVICES BEFORE COMMENCING
] WORK AND BE RESPONSIBLE FOR ANY DAMAGES
3 CAUSED BY FAILURE TO COORDINATE WITH AND
: i PRESERVE EXISTING OR NEW UNDERGROUND
I i _
200mm x 200mm NEMA 4x JUNCTION BOX
OUTLINE OF EXIST. WHARF NEW CONSTRUCTlON ()
o 2012 CONSTRUCTION 20A DUPLEX, WEATHERPROOF, MARINE GRADE
ﬁ : RECEPTACLE WITH "WHILE IN USE” COVER
EXIST. FUEL PUMP ]
2#12, 1#14 BOND IN 21mm PVC
EXISTING FUEL PUMP AND ASSOCIATED WIRING "
TO BE REMOVED AND NEW ELECTRICAL
CONDUIT TO BE INSTALLED WITH NEW DECK /_@%?Egﬁgﬁ/?"BEQ)&S%DGE%VQARODULE C/W
CONSTRUCTION
REWIRE NEW LIGHT TO EXISTING CIRCUIT. EXISTING BOAT PEN
TURN REMOVED LIGHT STANDARD OVER TO < |_—610mm x 914mm x 19mm PLYWOOD
) EXISTING FUEL LINE THE HARBOUR AUTHORITY. ) BACKBOARD C/W TWO COATS OF MARINE
5 - GRADE GREY ENAMEL.
- EXISTING 120V OVERHEAD LINES TO BE REMOVED. INSTALL NEW POWER AND —r—r__——150mm x 150mm x 3048mm LONG
j COMMUNICATION WIRING UNDERGROUND IN TWO (2) 53mm RIGID PVC % 9 s PRESSURE TREATED POST
- CONDUITS. ALSO PROVIDE (2) RUNS OF 2C#12 SOW IN 63mm RIGID PVC FOR A EXPANSION SLEEVE
l EXISTING FUEL PUMP. WIRE QUANTITY AND SIZES TO BE CONFIRMED ON SITE. A
EXISTING 2C#6 SOW IN 50mm . (/1/(7/] _——PROVIDE MECHANICAL PROTECTION.
e | FINISHED GRADE SLOPE //8{0PE SEE DETAIL 4/E1/E1
i : | EXISTING WIRING AND CONDUIT FOR FUEL PUMP TO BE REMOVED. [ R L N s 1 i .~ S
| ExisT i\ (2) RUNS OF 2C#12 SOW IN 63mm RIGID PVC AND (1) TEL 14410, 7412 BOND I NN SN o TR <5 AN DN NN
1 CONC | CABLE IN 21mm RIGID PVC FOR EXISTING FUEL PUMP. IN '53rmm’ RIGID PVC REPLACE EXISTING U/G CONDUIT AND ] SR | Y
| DECK I WIRING WITH 6#12, 3#14 BOND IN 1 COMPACT ALL DISTURBED R N
«‘ . REWIRE NEW LIGHT TO EXISTING CIRCUIT ' ; NN
Ve i / 27mmC. P#4] GROUND TO 100% SPMD RN
FENDERS \IEZAN (T A NOTE 1 RN
L i o eeceececiecieciciceiee aeciecaon. P N = N o = i I |
A S/ b S  \ I
\ (3 NEW CONCRETE DECK EXISTING DECK NEW
> B, JUNCTION BOX 0 Z
| ¢ = = — — — — = ! IR 53mm RIGID PVC = 53mm RIGID PVC TO NEXT PEDESTAL
Q
' / '\~ U/G FUEL LINE (5 (5 EXISTING U/G WIRING AND CONDUIT TO BE NOTE 1 INCOMING POWER 0 :
S 2 /A \ETJEY REMOVED AND REINSTALLED WITH NEW 10
/ e\ _ _ CcCT—15 \ CCT-17 |~ CCT-16\ CCT-18 DECK CONSTRUCTION o
0 paM\N_ 20 20 __ __° — 200Dmud20 __ __ ____ EXISTING CONTROLLER FOR TYPE 1 FILL (GRAVEL)
(2) RUNS OF 2C#12 SHOWN/IN 63mm I\ > o FUELING SYSTEM FIRMLY PACKED AROUND .
; RIGID PVC AND (1) TEL/ CABLE IN S 150mm_ x 150mm
; 21mm RIGID PVC FOR EXISTING FUEL \ PRESSURE TREATED POST. -
K PUMP AND 8#10,4#12,/5#14 BOND ‘ | WRAP POSTS WITH 2 .
IN 53mm RIGID PYC FOR NEW LAYERS OF 6ML POLY ~ G
GRAVEL RECEPTACLE® AND LIGHT. / #k—oumm—: OF EXIST. (TYPICAL) NMANNANANA
’ | FUEL TANKS & JERSEY
— BARRIERS T -
| | : TYPICAL PEDESTAL DETAIL /5
\ LINES TO REMAIN m
ELECTRICAL SITE_PLAN (1) N EEE o
SCALE : 1:200 B E1| E1 CONDUITS
° 3000 revisions date
om 5m 10m 15m 20m 25m ) 75mm_ MIN. STAINLESS. STEEL GUARD _ -
PROVIDE MECHANICAL PROTECTION AS REQUIRED AROUND CONDUIT — UTILITY POLE " project projet
BASE OF POLE. SEE DETAIL 4/E1/E1 4 STD. CU TO GO THROUGH EACH RECONSTRUCTION
CONNECTOR ON EACH SECTION FOR
SECURE CONDUIT TO U/S OF NEW CONCRETE DECK WITH PVC— TIMBER CURB GROUNDING PURPOSES. CONNECT T0 SoLE BOAT PEN 414A & 414B
. W/ BLOCKING
STRAPS AND STAINLESS STEEL FASTENERS 1000mm C/C / ) BUTT GROUND AT BOTH T%% T,?gl,a NORTH LAKE HARBOUR
_ ASPHALT PAVEMENT CIPPILE CAPS KING’'S CO. PEI
DETAIL NOTES: e eSS PT TIMBER )
| , (— 3 FENDERS DETAIL NOTES:
1. S = CONDUIT FOR POWER/COMMUNICATIONS | [ /
QUANTITY AND SIZE AS INDICATED. === PT TIMBER 1. ALL MATERIALS TO BE PROVIDED BY THE CONTRACTOR
2. BACKFILLING OF TRENCH IN LAYERS NOT EXCEEDING e A e PT WALES =) O AL # TS, B SO | | freving fessl
: { TIE=BACK WALL. ~ CALV. STEEL STRAP 2. CONTRACTOR TO PROVIDE A MINIMUM OF 24 HOURS
300mm (MECHANICALLY TAMPED). 4 Lo crERtmeROD . TMEBER PRETT 1 DS ), WRITTEN NOTICE TO UTILITY CONSTRUCTION INSPECTOR FOR ELECTRICAL
FINISHED GRADE (5 vy AT THE WORK AT POLE P#3 PRIOR TO SCHEDULED BACKFILLING
LONG T ALL CONDUITS TO HAVE
3. Oob MW SOlL FREE FROM LARGE ROCKS OR DEBRIS o[ Y warnine RIBEON SELECT BORROW FILL VERTICAL SHEATHING |t < 19mm NYLON PULL ROPES OF WORKS. BACKFILLING NOT PERMITTED UNTIL APPROVED SITE PLAN & DETAILS
' Q W < ; AND PVC CAPS = BY UTILITY.
\ \ \\//
4. ?8%%%%1#8?&/33 l\J/'E'ﬁE:FB LAA??P;'QI;:II;FIIE ?CR)E';?E SUBJECT 0 o X— //i\\j;\j/ \\2/\\/ BACKFILL REFER TO M1 DRAWING FOR MORE =~ STAINLESS STEEL GUARD TO BE CICAME e 3. EgCGTTlleOF DUCTS AT BASE OF POLE TO BE SPECIFIED
INSTALLED AN ADDITIONAL 300mm BELOW WARNING g =8l V7 INFORMATION ON CONSTRUCTION CULTER _EABRIC. ||| a #P=710PB_JNOX316 FOR 2xS3mm CONDUITS '
RIBBON IN ACCORDANCE WITH CSA 22.1—12 ARTICLE ik NN RIGID PVC OF NEW CONCRETE DECK U OR #P-951PB-JNOX316 FOR 2x100mm 4. KEEP CONDUITS 152mm APART ON POLE
19-0012. o /CONDU,TS. PRAD CONDUITS OR #P—1416PB—JNOX316 FOR : -
0 4x100mm CONDUITS. EASTERN FABRICATORS IS designed congu
5. IF_SITE CONDITIONS PROHIBIT TRENCH AS PER THIS i — @ OR SIZES AND | NEW CONCRETE DECK AN APPROVED MANUFACTURER. i GRADE. > OVERLAP CABLE GUARD: S0mm. A0 NG
DRAWING, ADVISE CONSULTANT. B QUANTITIES £ S Lo S G AANANARGRY I AN 6. CONDUIT SHALL BE EFFECTIVELY SEALED TO PREVENT THE date
| S | R= 1.5m / ’ ENTRANCE OF WATER. drawn  M.E.M., C.E.T. AE. dessiné
6. CONTRACTOR TO PROVIDE A MINIMUM OF 48 HOURS so Ll oo SAND CIP PILE CAP——_ © | °~———SECURE CONDUIT TO U/S OF NEW iy MEM., CET. AEM
WRITTEN NOTICE TO UTILITY CONSTRUCTION INSPECTOR 445404 - | CONCRETE DECK WITH PVC STRAPS ! < (e —7 7 7. RIGID PVC SWEEPS ARE TO HAVE A RADIUS OF 1.5m AND date  Aug. 2018
gié?(r; IJSN(s;c“g?u#EgM%%Fle#E ggpgg\% o o WALES% —= f‘gc?o STAINCL}ESS STEEL FASTENERS ———————————— T~ TO BE USED ON THE USABLE AND THE SPARE CONDUITS. approved AUG approuvé
mm .
UTILITY. VARIES T~ A A / L dote
—_—— TIMBER PILE REFER TO TRENCH DETAILS Tend Soumission
7. 6mm DIA. NYLON ROPE INSTALLED IN ALL DUCTS. Sneer réw
/A POWER AND COMMUNICATION CONDUITS ELEVATION AA Aug. 2018 fféj o _
8. ALL CONDUITS TO BE LABELED WITH WEATHER PROOF PWGSC Project Manager Administrateur de projets TPSGC
TAGS INDICATION THE DESTINATION OF THE CONDUITS. project number no. du-projet
9. AFTER TRENCHING IS COMPLETE, RETURN FINISHED [ TP|CA|= ENQH DETAIL a SECTION SHOWING CONDUIT TO U/S OF NEW CONCRETE DECK 3 UNDERGROUND RISER POLE m R.094623.001
GRADE TO SAME CONDITION OR BETTER. SCALE : NS WW SCALE - NTS. E1 SCALE : N.T.S. Qy Srawing o, no. du_ dessin
: E1 OF 2
IIII|IIII |
PWGSC BT (2004) l 1|0 20r|nm | 4|0 | 6|0 | 8|0 | 1l0 | 110 | 110 | 110 | 110 | 200|mm
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