Plot Scale:

NEW RIGID PVC CONDUIT C/W CABLES INSTALLED UNDER

EXISTING WOODEN DECK. SIZE AND QUANTITY AS

INDICATED. CONTRACTOR TO REMOVE PORTIONS OF THE EXISTING —
WOODEN DECK AS REQUIRED AND REINSTALL AFTER NEW

CONDUITS ARE IN PLACE.

CONCRETE DECK
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~ ROCK FILL ~

250 X 250 X 100mm RIGID PVC JUNCTION BOX C/W
WEATHERPROOF COVERPLATE, NEOPRENE GASKET AND MOUNTING
STRAPS, SCEPTER OR APPROVED EQUAL. MOUNT TO SIDE OF
WHARF. PROVIDE ALL MARINE GRADE CABLE CONNECTORS C/W
OIL RING. BOX TO BE C/W DIN RAIL AND TERMINAL BLOCKS
EQUAL TO PHOENIX CONTACT. UK16 SERIES. SPLICING NOT

ACCEPTABLE.

PROVIDE EXCESS CABLE FOR LOW TIDE
CONDITIONS. RUN CABLE TO PREVENT DAMAGE.
COORDINATE ON SITE.

TYPICAL:

3/8” SHOCK CORD. EXACT LENGTH
AND TENSION TO BE DETERMINED
ON SITE. PROVIDE THIMBLE AND
EYE HOOKS BOTH ENDS. PROVIDE
NON—CORROSIVE CLAMPS AND UV
STABILIZED TAPE.

MESSENGER
CABLE

THESE DETAILS ARE NOT EXACT AND WILL HAVE TO BE MODIFIED
TO ACCOMMODATE MOVEMENT OF FLOATING DOCKS AND RAMPS
DUE TO TIDES, WIND AND PRESSURE FROM VARIOUS SIZES OF
BOATS. CONTRACTOR SHALL INCLUDE ADDITIONAL TIME TO MODIFY
AND ADJUST MESSENGER CABLES AND CONDUCTOR SUPPORTS
FOR OPTIMUM PERFORMANCE
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, ; l CABLE éUPPORTS \
EVERY 300mm SOOW TYPE CABLES \ .
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STAINLESS STEEL
KELLEM GRIP. SIZE —
) TO SUIT L )
SOOW CABLES TO BE INSTALLED IN 53mm
) [ PRESSURE TREATED WOOD POST. RIGID PVC CONDUIT STRAPPED TO SIDE OF
" WHEELGUARD. STRAP EVERY 600mm.
PRESSURE TREATED WOOD BRACING COORDINATE ON SITE EXACT ROUTING. SOOW
(2 SUCH) © 90¢ ANGLE. CABLE TO BE UNSPLICED FROM JUNCTION BOX

ON SHORE TO PEDESTAL ON FLOATING WHARF.
SEE CIVIL DRAWINGS FOR DETAILS.

TYPICAL FLOATING DOCK SECTION (DOCKS ON SOUTH SIDE OF HARBOUR)
N.I.S.

NOTES

1. PROVIDE 152 x 152 x 2438mm PRESSURE TREATED WOOD POST AND
ATTACH TO FLOATING DOCKS AS INDICATED. ATTACH POST TO DOCK UTILIZING
13mm STAINLESS STEEL LAG SCREWS. LENGTH TO SUIT.

2. PROVIDE 13mm STAINLESS STEEL EYE TYPE LAG SCREW TO
SUPPORT MESSENGER CABLE AT CRIBBING AND FLOATING DOCK.

3. ATTACH 10mm STAINLESS STEEL CABLE TO EYE HOOKS UTILIZING
THIMBLE AND STAINLESS STEEL CLAMPS, LOCK WASHERS AND NUTS.

4, ATTACH MULTIPLE SOOW CABLES TO MESSENGER CABLE UTILIZING
WEATHER RESISTANT TY RAPS EQUAL TO THOMAS & BETTS MX SERIES. INSTALL
EVERY 300mm.

5. STAINLESS STEEL FITTINGS TO BE CORROSION RESISTANT TO SALT
WATER ENVIRONMENT.

6. RETURN TO SITE TO MAKE ADJUSTMENTS TO MESSENGER CABLE SAGS
FOR EACH SEASON OF THE YEAR, ie WINTER, SPRING, SUMMER, FALL.

7. ALL WOOD TO BE CLASS "A” PRESSURE TREATED.

8. COMPLETE INSTALLATION SHALL BE FABRICATED FOR QUICK RELEASE TO
PERMIT FLOATING DOCKS TO BE REMOVED FOR REPAIRS.

9. MESSENGER CABLE AND CONDUCTORS SHALL BE LOCATED ABOVE WATER AT
ALL TIMES.

10. CONTRACTOR SHALL DETERMINE SAG REQUIREMENTS IN MESSENGER ONLY
AFTER OBSERVING RAMP AND FLOATING DOCK MOVEMENT DUE TO TIDE CHANGES,
WIND AND WAVE MOTION.

11. CONTRACTOR SHALL UTILIZE BOOM TRUCK TO LIFT FLOATING DOCKS WHEN
ATTACHING POSTS.

TYPICAL NEW
ELECTRICAL
PEDESTAL
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SMALL CRAFT HARBOURS

NOTES:

1. DO NOT SCALE FROM THIS
DRAWING.

2. CONTRACTOR TO VERIFY ALL
DIMENSIONS ON SITE BEFORE
PROCEEDING WITH THIS WORK.

3. ALL WORK TO BE IN ACCORDANCE
WITH THE LATEST REQUIREMENTS
OF: THE NATIONAL BUILDING CODE
OF CANADA, LATEST EDITION;
CANADIAN ELECTRICAL CODE,
CURRENT EDITION; ANY OTHER
AUTHORITIES HAVING JURISDICTION.
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EXISTING ELECTRICAL SHED

TYPICAL
L.B.

TYPICAL
= PROVIDE 2 HOLE
= STRAPS
FINISHED GRADE /L,
// TYPICAL

NOTES

1. COORDINATE ON SITE EXACT LOCATION FOR
CONDUITS TO ENTER SHED. ELEVATION IS ONLY A
TYPICAL INSTALLATION.

600mm

EXPANSION JOINT

RIGID PVC CONDUIT. SEE UNDERGROUND

AND CONDUIT SIZE SCHEDULE ON
DRAWING E3 FOR CONDUCTOR AND
CONDUIT SIZES.
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