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GENERAL NOTES

1. ALL WORK SHALL BE COMPLETED IN ACCORDANCE WITH PARKS CANADA
STANDARDS AND GUIDELINES FOR THE CONSERVATION OF HISTORIC PLACES

IN CANADA (SECOND EDITION).

- :t--u"“'“:u- e

2. COMPLY WITH PARKS CANADA AGENCY REQUIREMENTS.
ig'of g
3. FORT GEORGE NATIONAL HISTORIC SITE WILL REMAIN IN OPERATION AND Eart; Geﬁgei
OPEN TO THE PUBLIC THROUGHOUT THE CONSTRUCTION PERIOD. CONFORM i

TO PARKS CANADA REQUIREMENTS INCLUDING WORK AREA LIMITS,

SCHEDULING REQUIREMENTS AND NOISE RESTRICTIONS.

Fort George National g

C\storic Site

4. CONTRACTOR IS REMINDED THAT THE SITE IS OF NATIONAL HISTORIC
SIGNIFICANCE AND SHOULD AT ALL TIMES, TREAT IT AS SUCH.

5. PRESERVATION MATERIALS AND METHODS SHALL BE THE LEAST INTRUSIVE

METHODS POSSIBLE AND IN ACCORDANCE WITH GOOD CONSERVATION
PRACTICE EXCEPT WHERE NOTED OTHERWISE.
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6. EXAMINE THE AREAS OF WORK AND REPORT CONDITIONS TO THE OWNER.

7. MAINTAIN THE SITE AND WORK AREAS IN A SECURE MANNER AT ALL TIMES.
PROVIDE SUITABLE SECURE SAFETY FENCING SATISFACTORY TO PARKS
CANADA AGENCY, MINIMUM 1.8 METRES HIGH AROUND ALL WORK AREAS.
DISMANTLE, REMOVE AND REINSTALL FENCING WHEN DIRECTED BY PARKS
CANADA AGENCY OR AS REQUIIRED BY PROGRAMMING REQUIREMENTS.

D.d. BOVILL
100166472

250 Water Street
Suite 201
Whitby, Ontario, LIN 0G5

Tel: (905) 666-5252

Fax: (905) 666-5256
e-mail: bba@bba-archeng.com

8. ENSURE THAT HERITAGE RESTORATION WORK DOES NOT ADVERSELY AFFECT
ADJACENT WATERCOURSES, GROUNDWATER AND WILDLIFE, OR CONTRIBUTE
TO EXCESS AIR AND NOISE POLLUTION.

IRicardo!S

9. REFER TO DESIGNATED SUBSTANCES & HAZARDOUS MATERIALS SURVEY,
FORT GEORGE— FOUR HISTORIC BUILDINGS (BLOCKHOUSES) PREPARED BY AERIAL PHOTO n LOCATION MAP n

ONTARIO ENVIRONMENTAL & SAFETY NETWORK LTD., DATED JUNE 20, 2018. , .
COMPLETE ALL HAZARDOUS MATERIALS ABATEMENT IN ACCORDANCE WITH SCALE: NTS v SCALE: NTS v
LEGISLATED STANDARDS.
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OTHERWISE. DIRECTED BY THE. DEPARTMENTAL REPRESENTATIVE. SITE PLAN BASED IN PART ON SITE CONDITION PLAN, FORT GEORGE NATIONAL
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BE TREATED AS SUCH. EXCAVATION BEYOND THE IMMEDIATE WORK AREA NIAGARA—ON—THE-LAKE REGIONAL MUNICIPALITY OF NIAGARA, PREPARED BY THE XX XXXX
DEFINED BY THE DEPARTMENTAL REPRESENTATIVE IS STRICTLY PROHIBITED. LAROCQUE GROUP, MAY 2018.
EVERY PRECAUTION WILL BE TAKEN TO MINIMIZE DISTURBANCE OR DAMAGE
TO THE AREA SURROUNDING OR ADJACENT TO THE DEFINED WORK SITE. DRAWING NO. | DRAWING NAME
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NOTES

@ REMOVE EXISTING 12CCT, 120/208V, 1P, 3W LIGHTING PANEL NO.5
LOCATED IN RECESS IN THE WALL IN TUNNEL. RETAIN EXISTING
FEEDER FROM PANEL LP—B IN MAIN ELECTRICAL ROOM IN

BLOCKHOUSE NO.3. TRACE OUT FEEDER TO CONFIRM IT IS FED
FROM BLOCK HOUSE NO.3 PANEL LP-B.

570 Water Street
Peterborough, Ontario
K9H 3M8
- p. (705) 745-2831
f. (705) 741-1526
www.kirklandeng.com
@ INSTALL NEW PANEL °T" IN TUNNEL. REUSE EXISTING FEEDER KI LAND ENGINEERINGLTD
PREVIOUSLY FEEDING EXISTING LIGHTING PANEL NO.5 THAT WAS
REMOVED. PROVIDE NEW NEMA TYPE 4 JUNCTION BOXES IN RECESS
IN WALL IN FORMER LOCATION OF REMOVED LIGHTING PANEL NO.5 AS
REQUIRED TO CONNECT EXISTING FEEDER AND BRANCH CIRCUITS TO
NEW PANEL 'T’.

INCLUDE FOR MAKING THE OPENING IN THE
EXISTING STONE WALL LARGER TO ACCOMODATE THE NEW PANEL AND

KEL PROJECT NO. 6215
ENCLOSURE, LIGHT SWITCHES AND ANY REQUIRED JUNCTION BOXES

THE EXISTING OPENING IN THE WALL IS 16" WIDE x 22" HIGH x 4"
DEEP. THE BOTTOM OF THE OPENING IS 55” ABOVE THE TUNNEL
FLOOR.

THE NEMA 3R PANEL SHALL BE INSTALLED IN A SEPARATE
NEMA 4 ENCLOSURE.

APPROXIMATE LOCATION OF EXISTING WALL MOUNTED TUNNEL LIGHTING.
THERE ARE A TOTAL OF 11 LIGHTS IN THE TUNNEL.

@ ©

PROVIDE FOUR (4) NEW WEATHERPROOF LIGHT SWITCHES TO CONTROL
EXISTING TUNNEL LIGHTING AND LIGHTING IN POWDER MAGAZINE.
INSTALL IN ENLARGED RECESS IN THE WALL BESIDE THE NEW PANEL
1-|—1'
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NEW PANEL ‘T’ P 578 Watelr1 Séreet.
EXISTING LIGHT FIXTURE SCHEDULE LEGEND OF SYMBOLS 120/208V, 1 PHASE, 3 WIRE, 125A BUS, 12 CIRCUIT, BOLT—ON BREAKERS, NEMA 3R, SURFACE MOUNTED oS
. - . (705) 745-2831
FIXTURE TYPE DESCRIPTION MANUFACTURER MODEL NO DESCRIPTION LOAD | BKR | CCT 3’) é)) CCT | BKR | LOAD DESCRIPTION F (705) 7411526
EXISTING 18” LONG LED LUMINAIRE SUITABLE FOR WET $ S P.ST LOCAL TOGGLE SWITCH www kirklandeng.com
W1 LOCATIONS, 8W/FT, 400 LUMENS/FOOT, 30 DEGREES 12 SysTEMs | V3285—A—8-3-CEC ol X X X 1 2 X X X KIRKILAND ENGINEERING LTD.
BEAM ANGLE, WARM WHITE 3500°K CCT C/W ROTATIONAL GEN 3 MINIWASHER X X x |3 4 X X X
ADJUSTABLE BRACKET TYPE VLA—14. *
- g g PANELBOARD — RECESSED OR SURFACE MOUNTED TUNREL LIORTS : 1A 6 194 | x SPARE KEL PROJECT NO. 6215
EXISTING 9” DIAMETER ARCHITECTURAL LED FLOODLIGHT VISTA TUNNEL LIGHTS X 15A |7 8 15A | x SPARE
F1 WHITE COLOUR WIDE FLOOD DISTRIBUTION, 3500K COLOUR [ PROFESSIONAL | 4 0eo v wF—35—GoMV—ND—HS POWDER MAGAZINE LTS X *20A |9 10 | x X X
TEMPERATURE 4500-5000 LUMENS, NO DIMMING, C/W OUTDOOR WP DENOTES WEATHERPROOF POWDER MAGAZINE LTS X *20A |11 12 | x X x
HALF—LIGHT SHIELD AND YOKE STRAP MOUNTING. LIGHTING | |
SECURITY SYSTEM CONCEALED LI 1]
o) WALL MOUNTED
* INDICATES GFI PROTECTED BREAKER
JB EXISTING JUNCTION BOX
C/W 100A MAIN BREAKER ¢ D) ELECTRICAL  BCIN 26406
[ | EXISTING LED STRIP DRIVERS IN NEMA3 BOX
w1 EXISTING OUTDOOR LED STRIP LIGHT FIXTURE
Y, EXISTING PANEL BOARD
F1 >0 EXISTING LED OUTDOOR FLOODLIGHT
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NOTES

@ CAREFULLY REMOVE 23 EXISTING LED EXTERIOR STRIP FIXTURES TYPE Pef;go‘yoitgggggﬁo
‘W1’ AS SHOWN AT TOP OF NORTH AND WEST WALLS BELOW THE K9H 3M8
ROOF TO PERMIT INSTALLATION OF NEW WOOD SIDING. CAREFULLY A p. (705) 745-2831
STORE REMOVED FIXTURES AND REINSTALL ONCE NEW SIDING IS £. (705) 741-1526
INSTALLED. www.kirklandeng.com

KIRKLAND ENGINEERING LTD.
KEL PROJECT NO. 6215

@ REMOVE EXISTING WIRING FEEDING FIXTURES TO BE REMOVED TO

PERMIT INSTALLATION OF NEW WOOD SIDING. CAREFULLY DOCUMENT
EXISTING WIRING CONFIGURATION PRIOR TO REMOVAL OF WIRING SO
THAT EXISTING WIRING CONFIGURATION CAN BE REINSTATED ONCE
NEW SIDING IS INSTALLED AND FIXTURES ARE REINSTALLED. PROVIDE
ALL NEW WIRING TO REINSTALLED LIGHT FIXTURES.

EXISTINé
@ 23 EXISTING LED EXTERIOR STRIP FIXTURES TYPE ‘W1’ AS SHOWN PANELB/OARD.
BELOW THE SECOND FLOOR OVERHANG ON THE NORTH AND WEST

WALLS ARE TO REMAIN. PROTECT FIXTURES DURING INSTALLATION OF

NEW SIDING.

CCT #32
EXISTING
120V WIRING,

@ CAREFULLY REMOVE TWO EXISTING LED FLOOD LIGHT FIXTURES TYPE
'F1’ AT TOP OF NORTH AND WEST WALLS (ONE ON NORTH WALL AND
ONE ON WEST WALL) TO PERMIT INSTALLATION OF NEW WOOD SIDING.
CAREFULLY STORE REMOVED FIXTURES AND REINSTALL ONCE NEW
SIDING IS INSTALLED CAREFULLY PROTECT EXISTING WIRING FOR
REUSE.

ELECTRICAL BCIN 23406

LOCATION OF EXISTING LED DRIVERS IN ACCESSIBLE ATTIC SPACE.
RECONNECT NEW WIRING FOR REINSTALLED EXTERIOR LED STRIP
FIXTURES TO EXISTING DRIVERS IN ATTIC SPACE.

©)

@ LOCATION OF EXISTING 120V JUNCTION BOXES.
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NOTES

@ CAREFULLY REMOVE 9 EXISTING LED EXTERIOR STRIP FIXTURES TYPE N 1 ] = 1 [ ] = 1 / 7 570 Water Street

Peterborough, Ontario
'W1' AS SHOWN AT TOP OF WEST WALL BELOW THE ROOF TO PERMIT N - KOH NS
INSTALLATION OF NEW WOOD SIDING. CAREFULLY STORE REMOVED N EXISTING / D A . (705) 745-2831

FIXTURES AND REINSTALL ONCE NEW SIDING IS INSTALLED. RN PANELBOARD 2 £ (705) 741-1526

N , www.kirklandeng.com

@ N s o KIRKLAND ENGINEERING LTD.

REMOVE EXISTING WIRING FEEDING FIXTURES TO BE REMOVED TO N -
PERMIT INSTALLATION OF NEW WOOD SIDING. CAREFULLY DOCUMENT AN /

EXISTING WIRING CONFIGURATION AND TYPE PRIOR TO REMOVAL OF - \ / KEL PROJECT NO. 6215
WIRING SO THAT EXISTING WIRING CONFIGURATION CAN BE REINSTATED \ /
ONCE NEW SIDING IS INSTALLED AND LIGHT FIXTURES ARE \ /
REINSTALLED. PROVIDE ALL NEW WIRING TO REINSTALLED LIGHT " / D ELECTRICAL ROOM EQUIPMENT LIST
FIXTURES. - RN 5

N p EXISTING MAIN SWITCH
@ 9 EXISTING LED EXTERIOR STRIP FIXTURES TYPE ‘W1’ BELOW THE AN . —
SECOND FLOOR OVERHANG ON THE WEST WALL TO REMAIN. _ N

PROTECT FIXTURES DURING INSTALLATION OF NEW SIDING. EXISTING METER CABINET

EXISTING PANEL ‘LP-B’

CAREFULLY REMOVE ONE EXISTING LED FLOOD LIGHT FIXTURES TYPE [
'F1° AT TOP OF WEST WALL TO PERMIT INSTALLATION OF NEW WOOD
SIDING. CAREFULLY STORE REMOVED FIXTURE AND REINSTALL ONCE -
NEW SIDING IS INSTALLED CAREFULLY PROTECT EXISTING WIRING FOR
REUSE.

)

EXISTING PANEL ’'LP-A’
ELECTRICAL  BCIN23406
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FIXTURES TO EXISTING DRIVERS IN ATTIC SPACE. N
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(6)  SEE ELECTRICAL ROOM ENLARGEMENT DETAILS ON THIS SHEET. |
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LOCATION OF EXISTING 120V JUNCTION BOXES. N “ @

DRAWING NO. | DRAWING NAME

PROJECT NORTH

REFERENCE DRAWINGS

(INELECTRICAL ROOM ENLARGEMENT

\E5/ SCALE
500 0 500 1000 1500 2000 2500 3000 3500 mm

|
150 M —— JUL./11/18| ISSUED FOR TENDER KER.

JUN./26/18| ISSUED FOR 100% REVIEW |K.E.R.
MAY/18/18]| ISSUED FOR 90% REVIEW |K.E.R.

Drawn
DATE DESCRIPTION Dessine
REVISIONS
| | A A Detail number A Numero de detail
PROJECT NORTH

e B Sheet number B Sur feuille numero

@%5&OND FLOOR PLAN Liﬂgor dimensions in Dimensions lineaires

I J 1000 0 1000 2000 3000 4000 5000 6000 7000 mm —J J millimeters en millimetres

1:100 w

i Sl T i il 0] i Al Al Gl G| i 3l T
— Eﬂ iy Al il m —— m m I*. Parcs Parks
‘V 77777777777777777777777777777777777777777777777777777 7‘ Canada Canada @
| \ ) — ] N —
] } } m I S
| |
| |
(] I et } } i sl il sl 3l Sl sl [y
| |
| |
L | 1+l
[ | +
; n | y Canada
} )} 1 1T
| |
s - - | PARKS CANADA
| i SOUTHWESTERN ONTARIO FIELD UNIT
i &) i
o |
} } Type of Record /
} [ } Type d’enregistrement
(MEAST ELEVATION | - (AN\NORTH ELEVATION
ES / SCALE e | E5 J SCALE
1000 0 1000 2000 3000 4000 5000 6000 7000 mm | | 1000 0 1000 2000 3000 4000 5000 6000 7000 mm
LT e e ™ e ™ e ™ s 1 1 LT e e ™ e ™ e = Project title / Titre duprojet
i . O O 1 i N
| B | FORT GEORGE BLOCKHOUSE
| |
| | ! |
| I |
y = - - RESTORATION PROJECT
| I
| F |
i i — Drawing title / Titre du dessin
| |
| |
mj Lo 558 g 3 BLOCKHOUSE NO.3
\ | PLANS AND ELEVATIONS
| =i |
| L= ik —
H | = =
| |
| |
i 3l i b Il i i L i T T e e 1T 17 i Plot Scale / Echelle
f |
Wiowl Wi wi wiw . owt owt ow )/ @ i = i I AS NOTED
T e e e s e i | ] A o — 1] M Drawn by/ Dessine par Date
1 1 W1 W1 W1 W1 W1 W1 W1 W1 w1 -
| | B N e ! K.E.R. 04/12/18
i 0 gl il I ] @ \ \ [Pz | i ol il ] |
b o Field Recording by / Date
| | Releve—Temoin par
— Y] 03/15/18
Approved by / Approuve par Date
SER R.J.V. 07/11/18
Checked by/ Verifie par Date
I PROJECT NORTH R.J.V. 07/11/18
Project No./ No. du projet |Asset No. Sheet No.
(ONWEST ELEVATION (ANGROUND FLOOR PLAN (BNSOUTH ELEVATION Feuille Né
£S5/ SCALE E5/ SCALE E6/ SCALE PROCOTS04 1201173
1000 0 1000 2000 3000 4000 5000 6000 7000 mm 1000 0 1000 2000 3000 4000 5000 6000 7000 mm 1000 0 1000 2000 3000 4000 5000 6000 7000 mm

1:100 %E;H—H—H 1:100 w 1:100 %E;E_H_H Drawing Re No./No. du Dessin = 5




NOTES

CAREFULLY REMOVE 48 EXISTING LED EXTERIOR STRIP FIXTURES TYPE
'W1' AS SHOWN AT TOP OF NORTH, SOUTH AND WEST WALLS BELOW
THE ROOF TO PERMIT INSTALLATION OF NEW WOOD SIDING.
CAREFULLY STORE REMOVED FIXTURES AND REINSTALL ONCE NEW
SIDING IS INSTALLED.

570 Water Street
Peterborough, Ontario
K9H 3M8

A p. (705) 745-2831
f. (705) 741-1526
www.kirklandeng.com

KIRKLAND ENGINEERING LTD.
KEL PROJECT NO. 6215

@ REMOVE EXISTING WIRING FEEDING FIXTURES TO BE REMOVED TO
PERMIT INSTALLATION OF NEW WOOD SIDING. CAREFULLY DOCUMENT
EXISTING WIRING CONFIGURATION AND TYPE PRIOR REMOVAL TO SO
THAT EXISTING WIRING CONFIGURATION CAN BE REINSTATED ONCE

g NEW SIDING IS INSTALLED. PROVIDE ALL NEW WIRING TO

[ — \ [ — \ ) [ — \ [ — \ [ — [ \ [ ’ REINSTALLED LIGHT FIXTURES.

W1®@ @ 48 EXISTING LED EXTERIOR STRIP FIXTURES TYPE ‘W1’ AS SHOWN
@ JB BELOW THE SECOND FLOOR OVERHANG ON THE NORTH, SOUTH AND
7 / WEST WALLS TO REMAIN. PROTECT FIXTURES ARE TO BE DURING

w1 INSTALLATION OF NEW SIDING.

s ELECTRICAL BCIN 23406

’/ W1 @ CAREFULLY REMOVE FIVE EXISTING LED FLOOD LIGHT FIXTURES TYPE
'F1° AS SHOWN AT TOP OF WALL (THERE ARE THREE ON THE WEST
WALL AND ONE EACH ON THE NORTH AND SOUTH WALLS) TO PERMIT
INSTALLATION OF NEW WOOD SIDING. CAREFULLY STORE REMOVED
FIXTURES AND REINSTALL ONCE NEW SIDING IS INSTALLED.
CAREFULLY PROTECT EXISTING WIRING FOR REUSE.

@ LOCATION OF EXISTING LED DRIVERS IN ACCESSIBLE ATTIC SPACE.

D s | i I I
| RECONNECT NEW WIRING FOR REINSTALLED EXTERIOR LED STRIP
. lwi FIXTURES TO EXISTING DRIVERS IN ATTIC SPACE.
[] [] [] RN
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