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U/S Underside

W/ With

1. EXISTING SITE INFORMATION  WAS TAKEN FROM DRAWINGS RECEIVED FROM PARKS CANADA AND IS ASSUMED CORRECT.

2. THE CONTRACTOR IS RESPONSIBLE FOR THE VERIFICATION OF SITE MEASUREMENTS AND QUANTITIES OF MATERIALS

REQUIRED.

3. PERFORM WORK IN STRICT ACCORDANCE WITH THE NATIONAL BUILDING CODE OF CANADA  AND ANY OTHER CODE OF

APPLICATION OR ANY AUTHORITY HAVING JURISDICTION.

4. DRAWINGS MUST NOT BE SCALED.

5. WHERE NEW WORK CONNECTS WITH EXISTING AND WHERE EXISTING WORK IS ALTERED, PATCH, REPAIR AND MAKE GOOD

TO MATCH EXISTING. CONTACT DEPARTMENTAL REPRESENTATIVE FOR CLARIFICATION AS REQUIRED.

6.  ALL FINISHES AND MATERIALS TO REMAIN ARE TO BE PROTECTED IN THEIR EXISTING CONDITION EXCEPT AS NOTED.  ANY

FINISHES DAMAGED IN THE COURSE OF CONSTRUCTION ARE TO BE PATCHED, REPAIRED AND MADE GOOD.

7. IN CASE OF DOUBT, CONFLICT OR DISCREPANCIES ON THE DRAWINGS, SPECIFICATIONS, MATERIALS OR METHOD OF

CONSTRUCTION, CONTACT DEPARTMENTAL REPRESENTATIVE FOR CLARIFICATION IN WRITING BEFORE PROCEEDING

WITH WORK.

8. DIMENSIONS TO FINISHED FACE OF WALL UNLESS OTHERWISE INDICATED.

9. SITE CONFIRM EXACT QUANTITIES OF ITEMS TO BE DEMOLISHED PRIOR TO TENDER CLOSE.

10. ALL CONSTRUCTION MATERIAL, RECYCLING & WASTE TO BE TAKEN OFF SITE BY CONTRACTOR.

11. ALL WORK MUST REMAIN WITHIN THE SITE BOUNDARY TO ENSURE THERE IS NO DISRUPTION OR DAMAGE TO THE

BUTTERFLY HABITAT.
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A0.0 COVER

A0.1 LIST OF CONSULTANTS, LIST OF DRAWINGS, CODE REVIEW, 

GENERAL NOTES

ARCHITECTURAL

A1.0 SITE PLAN

A2.1 ALPINE COTTAGE AND BUNKHOUSE NEW CONSTRUCTION FLOOR

PLANS

A3.1 ALPINE COTTAGE AND BUNKHOUSE NEW CONSTRUCTION 

REFLECTED CEILING PLANS

A4.1 ALPINE COTTAGE AND BUNKHOUSE EXTERIOR ELEVATIONS

A5.1 ALPINE COTTAGE AND BUNKHOUSE PLAN DETAILS

A6.1 ALPINE COTTAGE SECTIONS

A6.2 ALPINE COTTAGE AND BUNKHOUSE BUNKHOUSE SECTIONS

A7.1 ALPINE COTTAGE AND BUNKHOUSE SECTION DETAILS

A8.1 ALPINE COTTAGE INTERIOR ELEVATIONS

A8.2 BUNKHOUSE INTERIOR ELEVATIONS AND SECTIONS

A8.3 ALPINE COTTAGE MILLWORK SECTIONS

A8.4 ALPINE COTTAGE AND BUNKHOUSE FINISHES SCHEDULE AND

INTERIOR DOOR ELEVATIONS

STRUCTURAL

S3.1 SCHEDULES AND ABBREVIATIONS

S3.2 BUNK HOUSE FRAMING PLANS

S3.3 ALPINE COTTAGE FRAMING PLANS

S3.4 ELEVATIONS AND SECTIONS ELEVATIONS

MECHANICAL

M0 DRAWING LIST AND SYMBOL LEGEND

M1 ALPINE COTTAGE AND BUNKHOUSE FLOOR PLANS

PLUMBING

M2 ALPINE COTTAGE AND BUNKHOUSE FLOOR PLANS

HVAC

M3 MECHANICAL DETAILS AND SCHEDULES

ELECTRICAL

E0 DRAWING LIST, SYMBOL LEGEND,  MOTOR AND HEATER

SCHEDULES

E1 SITE PLAN AND SINGLE LINE DIAGRAM

E2 ALPINE COTTAGE AND BUNKHOUSE CRAWLSPACE PLAN -

ELECTRICAL AND RISER DIAGRAM

E3 ALPINE COTTAGE AND BUNKHOUSE FLOOR PLANS - LIGHTING,

POWER AND SYSTEMS

ARCHITECTURAL

REPUBLIC ARCHITECTURE

INC.

385 ST. MARY AVENUE

WINNIPEG, MANITOBA R3C 0N1

CIVIL

KGS GROUP

SUITE 200-4561 PARLIAMENT AVE

REGINA, SASKATCHEWAN S4W 0G3

LANDSCAPE

SCATLIFF + MILLER +

MURRAY

1120-201 PORTAGE AVE,

WINNIPEG, MANITOBA R3B 3K6

STRUCTURAL

CROSIER KILGOUR &

PARTNERS LTD.

300-275 CARLTON STREET

WINNIPEG, MANITOBA R3C 5R6

MECHANICAL, ELECTRICAL

SMS ENGINEERING LTD.

770 BRADFORD STREET

WINNIPEG, MANITOBA R3H 0N3

CONSULTANTS

CODE REVIEW - NBC 2015

ALPINE COTTAGE

BUILDING AREA:  227 M2 1 STOREY

BUILDING CLASSIFICATION: RESIDENTIAL - PART 9

BARRIER FREE 3.8.2.1 IS NOT REQUIRED TO BE BARRIER-FREE BECAUSE IT IS A DETACHED HOUSE.

BEDROOM WINDOWS

9.9.10 MUST BE A MINIMUM OF 0.35 M2 FOR EGRESS WITH NO DIMENSION LESS THAN 380MM.

FIRE RESISTANCE RATINGS:

9.10.8.1 ROOFS DO NOT REQUIRE A FIRE RESISTANCE RATING. FLOORS (EXCEPT OVER THE CRAWL SPACE) REQUIRE A 45 MINUTE FIRE

RESISTANCE RATING.

LIMITING DISTANCE + FIRE DEPARTMENT RESPONSE

9.10.15.3 A LIMITING DISTANCE EQUAL TO HALF THE ACTUAL LIMITING DISTANCE SHALL BE USED AS INPUT WHERE THE TIME FROM RECEIPT

OF NOTIFICATION OF A FIRE BY

THE FIRE DEPARTMENT UNTIL THE FIRST FIRE DEPARTMENT VEHICLE ARRIVES AT THE BUILDING EXCEEDS 10 MIN IN 10% OR MORE OF ALL

CALLS TO THE BUILDING AND ANY STOREY IN THE BUILDING THAT IS NOT SPRINKLERED.

NORTH FACE IS 2.6 M TO PROPERTY LINE/2 = 1.3 M. THE EXPOSED BUILDING FACE IS 27 M2. 7 % UNPROTECTED OPENINGS ALLOWABLE (1.8

M2).

EAST FACE IS 25 M TO PROPERTY LINE /2 =12.5 M. THE EXPOSED BUILDING FACE IS 67 M2. 100% UNPROTECTED OPENING IS ALLOWABLE.

SOUTH FACE IS 2.4 M /2 = 1.2 M. THE EXPOSED BUILDING FACE IS 27 M2. 7% UNPROTECTED OPENING ALLOWABLE (1.8 M2)

WEST FACE IS 8 M TO PROPERTY LINE /2 = 4 M. THE EXPOSED BUILDING FACE IS 67 M2. 28% UNPROTECTED OPENING IS ALLOWABLE. (18.8 M2)

FIRE ALARM SYSTEM

9.10.18.2 REQUIRED FOR OCCUPANT LOADS ABOVE 10 RESIDENTIAL SLEEPING ACCOMMODATIONS.

LOCATION OF SMOKE ALARMS

9.10.19.3 INSTALLED ON EACH STOREY, IN EACH SLEEPING ROOM, IN A LOCATION BETWEEN THE SLEEPING ROOMS AND THE REMAINDER OF

THE STOREY, AND IF THE SLEEPING ROOMS ARE SERVED BY A HALLWAY, THE SMOKE ALARM SHALL BE LOCATED IN THE HALLWAY.

INSTALLED NEAR CEILING. SHALL BE INSTALLED WITH PERMANENT CONNECTIONS TO AN ELECTRICAL CIRCUIT. ALL SMOKE ALARMS SHALL

BE INTERCONNECTED.

FIRE FIGHTING

9.10.20.3 FIRE FIGHTING ACCESS PROVIDED TO EACH BUILDING BY MEANS OF A STREET, PRIVATE ROADWAY OR YARD.

BUNKHOUSE

BUILDING AREA: 86 M2 1.5 STOREY

BUILDING CLASSIFICATION: RESIDENTIAL - PART 9

BARRIER FREE 3.8.2.1 IS NOT REQUIRED TO BE BARRIER-FREE BECAUSE IT IS A DETACHED HOUSE.

BEDROOM WINDOWS

9.9.10 MUST BE A MINIMUM OF 0.35 M2 FOR EGRESS WITH NO DIMENSION LESS THAN 380MM.

FIRE RESISTANCE RATINGS:

9.10.8.1 ROOFS DO NOT REQUIRE A FIRE RESISTANCE RATING. FLOORS (EXCEPT OVER THE CRAWL SPACE) REQUIRE A 45 MINUTE FIRE

RESISTANCE RATING.

9.10.8.3 ALL LOAD BEARING WALLS, COLUMNS, AND ARCHES SHALL HAVE A FIRE-RESISTANCE RATING OF NOT LESS THAN THAT REQUIRED

FOR THE SUPPORTED FLOOR OR ROOF ASSEMBLY = 45 MINUTES.

LIMITING DISTANCE + FIRE DEPARTMENT RESPONSE

9.10.14.

NORTH FACE IS 2.4 M TO ALPINE COTTAGE/2 = 1.2 M. THE EXPOSED BUILDING FACE IS 19 M2. 7% UNPROTECTED OPENINGS ALLOWED (1.3 M2).

EAST FACE IS 28 M TO PROPERTY LINE./2 =14 M. THE EXPOSED BUILDING FACE IS 24 M2. 100% UNPROTECTED OPENING IS ALLOWABLE.

SOUTH FACE IS 4 M LD/2 = 2 M. THE EXPOSED BUILDING FACE IS 19 M2.. 12% UNPROTECTED OPENINGS ALLOWED (2.28 M2).

WEST FACE IS 9 M TO PROPERTY LINE. /2 = 4.5 M. THE EXPOSED BUILDING FACE IS 24 M2. 100% UNPROTECTED OPENING IS ALLOWABLE.

LOCATION OF SMOKE ALARMS

9.10.19.3 INSTALLED ON EACH STOREY, IN EACH SLEEPING ROOM, IN A LOCATION BETWEEN THE SLEEPING ROOMS AND THE REMAINDER OF

THE STOREY, AND IF THE SLEEPING ROOMS ARE SERVED BY A HALLWAY, THE SMOKE ALARM SHALL BE LOCATED IN THE HALLWAY.

INSTALLED NEAR CEILING. SHALL BE INSTALLED WITH PERMANENT CONNECTIONS TO AN ELECTRICAL CIRCUIT. ALL SMOKE ALARMS SHALL

BE INTERCONNECTED.

FIRE FIGHTING

9.10.20.3 FIRE FIGHTING ACCESS PROVIDED TO EACH BUILDING BY MEANS OF A STREET, PRIVATE ROADWAY OR YARD.

Hayley Akre
Waterton IFC



SITE GENERAL NOTES:
1. SITE DIMENSIONS ARE TO OUTSIDE FACE OF CONCRETE FOUNDATIONS.

2. ALL WORK IS TO REMAIN WITHIN THE ALPINE STABLES SITE BOUNDARY / PROPERTY

LINE.

3. EXISTING BUTTERFLY HABITAT TO BE PROTECTED OVER COURSE OF

CONSTRUCTION.

ABBREVIATIONS:
ACT Acoustic Ceiling Tile

ADO Automatic Door Opener

AFF Above Finished Floor

AWP Acoustic Wall Panels

BFL Baffle

B/W Between

CPT Carpet Tile

CG Corner Guard

CLG Ceiling

DW Dishwasher

ELEC Electrical

EQ Equal

EX Existing

EXP Exposed

FD Floor Drain

FHC Fire Hose Cabinet

FR Fridge

FRR Fire Resistance Rating

GB Gypsum Board

HPL High Pressure Laminate

HR Hour

HWT Hot Water Tank

MAX Maximum

MECH Mechanical

MIN Minimum

MW Microwave

NBC National Building Code

NIC Not in Contract

NTS Not to Scale

O/C On Centre

PLY Plywood

PT Pressure Treated

PTD Painted

QTY Quantity

RB Rubber Base

RCP Reflected Ceiling Plan

REQS Requirements

RTF Resilient Tile Floor

RM Room

SHP Shiplap

STC Sound Transmission Class

TB Tack Board

TBD To Be Determined

TS Transition Strip

TV Television

TYP Typical

U/S Underside

W/ With

1. EXISTING SITE INFORMATION  WAS TAKEN FROM DRAWINGS RECEIVED FROM PARKS CANADA AND IS ASSUMED CORRECT.

2. THE CONTRACTOR IS RESPONSIBLE FOR THE VERIFICATION OF SITE MEASUREMENTS AND QUANTITIES OF MATERIALS

REQUIRED.

3. PERFORM WORK IN STRICT ACCORDANCE WITH THE NATIONAL BUILDING CODE OF CANADA  AND ANY OTHER CODE OF

APPLICATION OR ANY AUTHORITY HAVING JURISDICTION.

4. DRAWINGS MUST NOT BE SCALED.

5. WHERE NEW WORK CONNECTS WITH EXISTING AND WHERE EXISTING WORK IS ALTERED, PATCH, REPAIR AND MAKE GOOD

TO MATCH EXISTING. CONTACT DEPARTMENTAL REPRESENTATIVE FOR CLARIFICATION AS REQUIRED.

6.  ALL FINISHES AND MATERIALS TO REMAIN ARE TO BE PROTECTED IN THEIR EXISTING CONDITION EXCEPT AS NOTED.  ANY

FINISHES DAMAGED IN THE COURSE OF CONSTRUCTION ARE TO BE PATCHED, REPAIRED AND MADE GOOD.

7. IN CASE OF DOUBT, CONFLICT OR DISCREPANCIES ON THE DRAWINGS, SPECIFICATIONS, MATERIALS OR METHOD OF

CONSTRUCTION, CONTACT DEPARTMENTAL REPRESENTATIVE FOR CLARIFICATION IN WRITING BEFORE PROCEEDING

WITH WORK.

8. DIMENSIONS TO FINISHED FACE OF WALL UNLESS OTHERWISE INDICATED.

9. SITE CONFIRM EXACT QUANTITIES OF ITEMS TO BE DEMOLISHED PRIOR TO TENDER CLOSE.

10. ALL CONSTRUCTION MATERIAL, RECYCLING & WASTE TO BE TAKEN OFF SITE BY CONTRACTOR.

11. ALL WORK MUST REMAIN WITHIN THE SITE BOUNDARY TO ENSURE THERE IS NO DISRUPTION OR DAMAGE TO THE

BUTTERFLY HABITAT.

GENERAL NOTES:
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ABBREVIATIONS:
ACT Acoustic Ceiling Tile

ADO Automatic Door Opener

AFF Above Finished Floor

AWP Acoustic Wall Panels

BFL Baffle

B/W Between

CPT Carpet Tile

CG Corner Guard

CLG Ceiling

DW Dishwasher

ELEC Electrical

EQ Equal

EX Existing

EXP Exposed

FD Floor Drain

FHC Fire Hose Cabinet

FR Fridge

FRR Fire Resistance Rating

GB Gypsum Board

HPL High Pressure Laminate

HR Hour

HWT Hot Water Tank

MAX Maximum

MECH Mechanical

MIN Minimum

MW Microwave

NBC National Building Code

NIC Not in Contract

NTS Not to Scale

O/C On Centre

PLY Plywood

PT Pressure Treated

PTD Painted

QTY Quantity

RB Rubber Base

RCP Reflected Ceiling Plan

REQS Requirements

RTF Resilient Tile Floor

RM Room

SHP Shiplap

STC Sound Transmission Class

TB Tack Board

TBD To Be Determined

TS Transition Strip

TV Television

TYP Typical

U/S Underside

W/ With

1. EXISTING SITE INFORMATION  WAS TAKEN FROM DRAWINGS RECEIVED FROM PARKS CANADA AND IS ASSUMED CORRECT.

2. THE CONTRACTOR IS RESPONSIBLE FOR THE VERIFICATION OF SITE MEASUREMENTS AND QUANTITIES OF MATERIALS

REQUIRED.

3. PERFORM WORK IN STRICT ACCORDANCE WITH THE NATIONAL BUILDING CODE OF CANADA  AND ANY OTHER CODE OF

APPLICATION OR ANY AUTHORITY HAVING JURISDICTION.

4. DRAWINGS MUST NOT BE SCALED.

5. WHERE NEW WORK CONNECTS WITH EXISTING AND WHERE EXISTING WORK IS ALTERED, PATCH, REPAIR AND MAKE GOOD

TO MATCH EXISTING. CONTACT DEPARTMENTAL REPRESENTATIVE FOR CLARIFICATION AS REQUIRED.

6.  ALL FINISHES AND MATERIALS TO REMAIN ARE TO BE PROTECTED IN THEIR EXISTING CONDITION EXCEPT AS NOTED.  ANY

FINISHES DAMAGED IN THE COURSE OF CONSTRUCTION ARE TO BE PATCHED, REPAIRED AND MADE GOOD.

7. IN CASE OF DOUBT, CONFLICT OR DISCREPANCIES ON THE DRAWINGS, SPECIFICATIONS, MATERIALS OR METHOD OF

CONSTRUCTION, CONTACT DEPARTMENTAL REPRESENTATIVE FOR CLARIFICATION IN WRITING BEFORE PROCEEDING

WITH WORK.

8. DIMENSIONS TO FINISHED FACE OF WALL UNLESS OTHERWISE INDICATED.

9. SITE CONFIRM EXACT QUANTITIES OF ITEMS TO BE DEMOLISHED PRIOR TO TENDER CLOSE.

10. ALL CONSTRUCTION MATERIAL, RECYCLING & WASTE TO BE TAKEN OFF SITE BY CONTRACTOR.

11. ALL WORK MUST REMAIN WITHIN THE SITE BOUNDARY TO ENSURE THERE IS NO DISRUPTION OR DAMAGE TO THE

BUTTERFLY HABITAT.

GENERAL NOTES:

EXTERIOR WALL - CEMENT SIDING

- 8 mm FIBER CEMENT SIDING EXTERIOR

WALL FINISH

- 13 mm PT PLYWOOD VERTICAL FURRING

STRIPS @ 400 mm O/C

- DRAIN WRAP

- 13 mm PLYWOOD

- 38 x 140 mm WOOD STUDS @ 600 mm O/C

- FILL CAVITY WITH MINERAL WOOL

INSULATION (R-22 MIN)

- POLY VAPOUR BARRIER

- 16 mm SHIPLAP INTERIOR WALL FINISH

INTERIOR WALL - PARTITION

- 16 mm SHIPLAP

- 38 x 89 mm WOOD STUDS @ 400 mm O/C

- 16 mm SHIPLAP

INTERIOR WALL -  PLUMBING WALL

- 16 mm SHIPLAP

- 38 x 140 mm WOOD STUDS @ 400 O/C

- 13 mm CEMENT BACKER BOARD

(BATHROOM SIDE)

- WALL TILE & MORTAR (BATHROOM SIDE)

INTERIOR WALL - PLUMBING WALL

- WALL TILE & MORTAR

- 13 mm CEMENT BACKER BOARD

- 38 x 89 mm WOOD STUDS @ 400 mm O/C

- 96 mm AIRSPACE

- 38 x 89 mm WOOD STUDS @ 400 mm O/C

- 13 mm CEMENT BACKER BOARD

- WALL TILE & MORTAR

 INTERIOR LOAD BEARING WALL

- 16 mm SHIPLAP

- 38 x 140 mm WOOD STUDS @ 400 mm O/C

- 16 mm SHIPLAP

ROOF TYPE 1 - CEILING WITH ATTIC

- 50mm PRE-FINISHED STANDING SEAM

METAL ROOF WITH CONCEALED FASTNERS

- SELF-ADHERED SYNTHETIC UNDERLAY

- 13mm PLYWOOD

- WOOD TRUSSES

- RSI 8.67 MINERAL WOOL

- POLY VAPOUR BARRIER

- 16 mm SHIPLAP

ROOF TYPE 2 - CATHEDRAL CEILING

- 50mm PRE-FINISHED STANDING SEAM

METAL ROOF WITH CONCEALED FASTNERS

- SELF-ADHERED SYNTHETIC UNDERLAY

- 13mm PLYWOOD

- WOOD SCISSOR TRUSSES

- RSI 4.67 MINERAL WOOL

- POLY VAPOUR BARRIER

- 16 mm SHIPLAP

FLOOR TYPE 1

- FINISHED FLOOR

- PLYWOOD DECK

- FLOOR JOISTS

FLOOR TYPE 2 - CRAWLSPACE

- 100 mm CONCRETE SKIM COAT

- 100 mm RIGID INSULATION

- 16 Mil VAPOUR BARRIER
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PLAN LEGEND

NEW DOWNLIGHT

NEW POTLIGHT

WALL MOUNTED FIXTURE

NEW SUSPENDED LIGHT FIXTURE

MECHANICAL VENT
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NEW SHIP LAP PINE CEILING -
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ABBREVIATIONS:
ACT Acoustic Ceiling Tile

ADO Automatic Door Opener

AFF Above Finished Floor

AWP Acoustic Wall Panels

BFL Baffle

B/W Between

CPT Carpet Tile

CG Corner Guard

CLG Ceiling

DW Dishwasher

ELEC Electrical

EQ Equal

EX Existing

EXP Exposed

FD Floor Drain

FHC Fire Hose Cabinet

FR Fridge

FRR Fire Resistance Rating

GB Gypsum Board

HPL High Pressure Laminate

HR Hour

HWT Hot Water Tank

MAX Maximum

MECH Mechanical

MIN Minimum

MW Microwave

NBC National Building Code

NIC Not in Contract

NTS Not to Scale

O/C On Centre

PLY Plywood

PT Pressure Treated

PTD Painted

QTY Quantity

RB Rubber Base

RCP Reflected Ceiling Plan

REQS Requirements

RTF Resilient Tile Floor

RM Room

SHP Shiplap

STC Sound Transmission Class

TB Tack Board

TBD To Be Determined

TS Transition Strip

TV Television

TYP Typical

U/S Underside

W/ With

1. EXISTING SITE INFORMATION  WAS TAKEN FROM DRAWINGS RECEIVED FROM PARKS CANADA AND IS ASSUMED CORRECT.

2. THE CONTRACTOR IS RESPONSIBLE FOR THE VERIFICATION OF SITE MEASUREMENTS AND QUANTITIES OF MATERIALS

REQUIRED.

3. PERFORM WORK IN STRICT ACCORDANCE WITH THE NATIONAL BUILDING CODE OF CANADA  AND ANY OTHER CODE OF

APPLICATION OR ANY AUTHORITY HAVING JURISDICTION.

4. DRAWINGS MUST NOT BE SCALED.

5. WHERE NEW WORK CONNECTS WITH EXISTING AND WHERE EXISTING WORK IS ALTERED, PATCH, REPAIR AND MAKE GOOD

TO MATCH EXISTING. CONTACT DEPARTMENTAL REPRESENTATIVE FOR CLARIFICATION AS REQUIRED.

6.  ALL FINISHES AND MATERIALS TO REMAIN ARE TO BE PROTECTED IN THEIR EXISTING CONDITION EXCEPT AS NOTED.  ANY

FINISHES DAMAGED IN THE COURSE OF CONSTRUCTION ARE TO BE PATCHED, REPAIRED AND MADE GOOD.

7. IN CASE OF DOUBT, CONFLICT OR DISCREPANCIES ON THE DRAWINGS, SPECIFICATIONS, MATERIALS OR METHOD OF

CONSTRUCTION, CONTACT DEPARTMENTAL REPRESENTATIVE FOR CLARIFICATION IN WRITING BEFORE PROCEEDING

WITH WORK.

8. DIMENSIONS TO FINISHED FACE OF WALL UNLESS OTHERWISE INDICATED.

9. SITE CONFIRM EXACT QUANTITIES OF ITEMS TO BE DEMOLISHED PRIOR TO TENDER CLOSE.

10. ALL CONSTRUCTION MATERIAL, RECYCLING & WASTE TO BE TAKEN OFF SITE BY CONTRACTOR.

11. ALL WORK MUST REMAIN WITHIN THE SITE BOUNDARY TO ENSURE THERE IS NO DISRUPTION OR DAMAGE TO THE

BUTTERFLY HABITAT.
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ABBREVIATIONS:
ACT Acoustic Ceiling Tile

ADO Automatic Door Opener

AFF Above Finished Floor

AWP Acoustic Wall Panels

BFL Baffle

B/W Between

CPT Carpet Tile

CG Corner Guard

CLG Ceiling

DW Dishwasher

ELEC Electrical

EQ Equal

EX Existing

EXP Exposed

FD Floor Drain

FHC Fire Hose Cabinet

FR Fridge

FRR Fire Resistance Rating

GB Gypsum Board

HPL High Pressure Laminate

HR Hour

HWT Hot Water Tank

MAX Maximum

MECH Mechanical

MIN Minimum

MW Microwave

NBC National Building Code

NIC Not in Contract

NTS Not to Scale

O/C On Centre

PLY Plywood

PT Pressure Treated

PTD Painted

QTY Quantity

RB Rubber Base

RCP Reflected Ceiling Plan

REQS Requirements

RTF Resilient Tile Floor

RM Room

SHP Shiplap

STC Sound Transmission Class

TB Tack Board

TBD To Be Determined

TS Transition Strip

TV Television

TYP Typical

U/S Underside

W/ With

1. EXISTING SITE INFORMATION  WAS TAKEN FROM DRAWINGS RECEIVED FROM PARKS CANADA AND IS ASSUMED CORRECT.

2. THE CONTRACTOR IS RESPONSIBLE FOR THE VERIFICATION OF SITE MEASUREMENTS AND QUANTITIES OF MATERIALS

REQUIRED.

3. PERFORM WORK IN STRICT ACCORDANCE WITH THE NATIONAL BUILDING CODE OF CANADA  AND ANY OTHER CODE OF

APPLICATION OR ANY AUTHORITY HAVING JURISDICTION.

4. DRAWINGS MUST NOT BE SCALED.

5. WHERE NEW WORK CONNECTS WITH EXISTING AND WHERE EXISTING WORK IS ALTERED, PATCH, REPAIR AND MAKE GOOD

TO MATCH EXISTING. CONTACT DEPARTMENTAL REPRESENTATIVE FOR CLARIFICATION AS REQUIRED.

6.  ALL FINISHES AND MATERIALS TO REMAIN ARE TO BE PROTECTED IN THEIR EXISTING CONDITION EXCEPT AS NOTED.  ANY

FINISHES DAMAGED IN THE COURSE OF CONSTRUCTION ARE TO BE PATCHED, REPAIRED AND MADE GOOD.

7. IN CASE OF DOUBT, CONFLICT OR DISCREPANCIES ON THE DRAWINGS, SPECIFICATIONS, MATERIALS OR METHOD OF

CONSTRUCTION, CONTACT DEPARTMENTAL REPRESENTATIVE FOR CLARIFICATION IN WRITING BEFORE PROCEEDING

WITH WORK.

8. DIMENSIONS TO FINISHED FACE OF WALL UNLESS OTHERWISE INDICATED.

9. SITE CONFIRM EXACT QUANTITIES OF ITEMS TO BE DEMOLISHED PRIOR TO TENDER CLOSE.

10. ALL CONSTRUCTION MATERIAL, RECYCLING & WASTE TO BE TAKEN OFF SITE BY CONTRACTOR.

11. ALL WORK MUST REMAIN WITHIN THE SITE BOUNDARY TO ENSURE THERE IS NO DISRUPTION OR DAMAGE TO THE

BUTTERFLY HABITAT.

GENERAL NOTES:

ALPINE COTTAGE AND BUNKHOUSE  KEY NOTES:
STONE VENEER.

HORIZONTAL FIBER CEMENT LAP SIDING. CEDARMILL FINISH, 209.55MM WIDE (177.8MM EXPOSURE). FACTORY FINISH COLOUR

SIMILAR TO; BENJAMIN MOORE; 2057-10.

FIBER CEMENT BOARD AND BATTEN  WITH  SMOOTH BOARDS AND BATTENS. BATTENS 63.5MM WIDE, 19MM THICK. FACTORY FINISH

COLOUR SIMILAR TO; BENJAMIN MOORE; 2057-10. SPREAD EQUALLY ACROSS BUILDING FACE. BATTENS 406MM O.C.

24 GAUGE STANDING SEAM METAL ROOFING WITH CONCEALED FASTENERS. COLOUR; CHARCOAL.

WOOD DECK AND POSTS WITH BLACK METAL PICKETS. DECK FINISHED WITH NON-TOXIC WOOD PRESERVATIVE.

FIBER CEMENT TRIM BOARD. 114.3MM WIDE. FACTORY FINISH COLOUR SIMILAR TO; BENJAMIN MOORE 2057-10.

EXTERIOR LIGHT. BLACK FINISH. SEE ELECTRICAL.

LOCATION OF MECHANICAL VENT AND EXISTING WINDOW WELL.

NON- PERFORATED FIBER CEMENT SOFFIT AND FASCIA. COLOUR SIMILAR TO; JAMES HARDIE COBBLE STONE.

PRE-FINISHED METAL RIDGE VENT. COLOUR; CHARCOAL.

FIBER CEMENT TRIM BOARD. 184.15mm x 25.4mm. FACTORY FINISH COLOUR SIMILAR TO; BENJAMIN MOORE 2057-10.

DOORS AND FRAMES PTD COLOUR SIMILAR TO; BENJAMIN MOORE HC-166.

PRE-FINISHED METAL GUTTER AND DOWNSPOUTS WITH INTEGRAL GUTTER GUARDS AND SPLASH PADS.(SEE LANDSCAPE FOR

SPLASHPADS).

MECHANICAL LOUVER. SEE MECHANICAL.
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WRAP ENTIRE WINDOW ROUGH
OPENING W/ SELF-ADHERING

MEMBRANE. LAP & SEAL OVER
VAPOUR BARRIER & DRAINAGE

WRAP

WOOD CASING

TRANSLUCENT CAULKING

FILL W/ SPRAY FOAM INSULATION
CELL AROUND WINDOW.

PRE-FINISHED METAL DRIP FLASHING

FIBRE CEMENT TRIM
WRAP DETAIL STRIP OF SELF ADHERING
MEMBRANE OVER WINDOW NAILING
FLANGE AND DRIP FLASHING.

MULLION BETWEEN FIXED WINDOW &
AWNING WINDOW

TRANSLUCENT
CAULKING

PRE-FINISHED METAL DRIP FLASHING

W3

WOOD WINDOW
SILL

FILL W/ SPRAY FOAM INSULATION ALL
AROUND WINDOW

FIBRE CEMENT TRIM

WRAP ENTIRE ROUGH OPENING W/
SELF-ADHERED MEMBRANE ALL AROUND.
LAP & SEAL OVER VB & DRAIN WRAP.

SLOPE

1
0

0

M
I
N

5
0

SLOPED STONE SILL (50mm x 150mm) - ALIGN
STONE SILL WITH MAIN FLOOR LEVEL

MANUFACTURED STONE ON MORTAR BED

FASTEN GALVANIZED METAL KICKOUT
FLASHING TO PLYWOOD SHEATHING

LAP SELF-ADHERING  DETAIL MEMBRANE OVER
KICKOUT FLASHING TO ENSURE PROPER SEAL

FASTEN DRAIN WRAP TO PLYWOOD
SHEATHING
13mm PT FURRING STRIPS

FIBRE CEMENT BOARD SIDING

E1

EXISTING 100mm CONCRETE FACED
RIGID INSULATION, DRAINAGE BOARD
AND WATERPROOFING OVER 200 mm

CONCRETE FOUNDATION WALL.

PREFINISHED METAL DRIP FLASHING
FASTENED TO PLYWOOD SHEATHING

NEOPRENE SILL GASKET

FILL JOIST CAVITY W/ MIN 100mm SPRAY
FOAM INSULATION - TYPICAL ALL AROUND.

ENSURE FULL FILL.
LAP AND SEAL TOP OF FLASHING TO WALL
SHEATHING W/ DRAINAGE MEMBRANE

F1

STARTER STRIP

FINISHED GRADE BY OTHERS

SEAL VAPOUR BARRIER MEMBRANE
TO FLOOR/BASE PLATE

MECHANICALLY FASTEN LATH THROUGH
RIGID INSULATION TO PLYWOOD

SOLID WOOD BLOCKING CUT TO SLOPE -
SECURE BACK TO BUILDING

18°

184mm FIBRE CEMENT TRIM BOARD

FASTEN GALVANIZED METAL DRIP FLASHING TO
PLYWOOD SHEATHING. LAP DETAIL STRIP OF
DRAINAGE WRAP OVER FLASHING

E1

LAP AND SEAL ROOF POLY VAPOUR BARRIER
OVER WALL POLY VAPOUR  BARRIER

PERFORATED FIBRE CEMENT SOFFIT

184mm FIBER CEMENT
FASCIA TRIM

R1

XPS VENTILATION BAFFLE
13mm ROOF SHEATHING
SELF-ADHERED SYNTHETIC ROOF
UNDERLAYMENT
PRE-FINISHED METAL ROOFING

PRE-FINISHED METAL
DRIP FLASHING
LAP ROOF UNDERLAY
OVER FLASHING

PRE-FINISHED METAL
EAVESTROUGH C/W
INTEGRAL LEAF
COVER

SOLID BLOCKING
BETWEEN ROOF TRUSS'S

CARRY PLYWOOD SHEATHING TO
UNDERSIDE OF TRUSS

SHIPLAP INTERIOR WALL FINISH

SHIPLAP INTERIOR CEILING FINISH -
PERPENDICULAR TO ROOF TRUSSES

WEEP SCREED

2 LAYERS 15 lb FELT BEHIND STONE TYP.

FIBRE CEMENT TRIM BOARD

FASTEN GALVANIZED METAL DRIP FLASHING TO
PLYWOOD SHEATHING.

FIBRE CEMENT BATTENS (BEYOND)
FIBRE CEMENT PANEL

E1

LAP DETAIL STRIP OF DRAINAGE
WRAP OVER FLASHING.

BREAK PT FURRING STRIPS AT TRIM
LOCATIONS TO ALLOW FLASHING TO BE

CONNECTED TO DRAINAGE PLANE

13mm PT FURRING STRIPS
DRAIN WRAP

FASTEN GALVANIZED METAL DRIP FLASHING TO
PLYWOOD SHEATHING.

200mm FIBRE CEMENT BOARDS
ON PT 13mm FURRING STRIPS

DRAIN WRAP LAP AND SEAL ROOF
POLY VAPOUR BARRIER
OVER WALL POLY
VAPOUR  BARRIER

DRAIN WRAP

PRE-FINISHED METAL
GABLE END TRIM

184mm FIBRE CEMENT TRIM BOARD
FASTEN GALVANIZED METAL DRIP FLASHING TO

PLYWOOD SHEATHING. LAP DETAIL STRIP OF
DRAINAGE WRAP OVER FLASHING.

WOOD BLOCKING

PLYWOOD SHEATHING
GABLE TRUSS

FIBRE CEMENT SOFFIT - NO
PERFORATIONS ON GABLES

184mm FIBRE CEMENT
FASCIA BOARD

PLYWOOD ROOF
SHEATHING

R1

SELF-ADHERED SYNTHETIC
ROOF UNDERLAY

PRE-FINISHED METAL ROOF

38x140mm CONTINUOUS
WOOD BLOCKING

PREFINISHED METAL VENT GRILLE

PREFINISHED METAL DRIP FLASHING
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WINDOW WELL
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4
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SLOPED STONE SILL

CRAWLSPACE EXHAUST/INTAKE VENT
SURROUND 150x150mm VENT WITH

SPRAY FOAM INSULATION

NEOPRENE
SILL GASKET

E1

F1

PCV DRAIN PIPE
CONNECTED TO

WEEPING TILE

PRE-FINISHED METAL RIDGE CAP
PRE-FINISHED METAL ROOFING
SELF-ADHERED SYNTHETIC
ROOF UNDERLAY
13 mm PLYWOOD ROOF DECKR1

ROOF TRUSS

13mm PAINTED PLYWOOD

WOOD CASING
16mm PLYWOOD BLOCKING ALL AROUND OPENING

SHIPLAP INTERIOR CEILING FINISH -
PERPENDICULAR TO ROOF TRUSSES

POLY VAPOUR BARRIER
P1

CAULK VAPOUR BARRIER TO
WOOD FRAMING - ENSURE

CONTINUOUS SEAL

BATT INSULATION OVER
ATTIC ACCESS

STAINLESS STEEL EDGE TRIM ALL
AROUND EDGE OF HATCH & OPENING

CERAMIC TILE FLOORING ON TOP OF ACCESS HATCH
19mm PLYWOOD
13mm PLYWOOD

WOOD BLOCKING ON ALL 4 SIDES OF HATCH
WOOD BLOCKING TO FRAME FLOOR JOISTS

P1

F1

F1

POLY VAPOUR BARRIER PRE-FINISHED METAL DRIP FLASHING

E1

LAP SELF-ADHERED DETAIL STRIP OVER FLASHING
FIBRE CEMENT STARTER STRIP

HORIZONTAL FIBRE CEMENT LAP SIDING
SHIPLAP

WOOD DECKING

LAP SELF-ADHERED DETAIL STRIP OVER FLASHING

LAP SELF-ADHERED DETAIL STRIP OVER FLASHING

PRE-FINISHED METAL DRIP FLASHING

PRE-FINISHED METAL DRIP FLASHING

SECURE DECK RIM BOARD TO BUILDING

SLOPE

1
1
0
0

9
0
0

300

1
8
0

280

1
0
0

38x140mm PT WOOD
RAILING/HANDRAIL CAP

BLACK METAL PICKETS
@100mm O/C -
SECURE/DRILL INTO
WOOD RAILS

38x89mm PT WOOD SECURE TO POSTS

PT WOOD TREAD & RISERS SECURE
TO PT WOOD STRINGER

25mm STAIR NOSING - TYPICAL

SECURE RIM BOARD BACK
TO WALL BEYOND

MA
X

38x140mm PT WOOD
JOISTS @400mm O/C

38x140mm PT WOOD
DECKING - RUN
PERPENDICULAR TO
WOOD JOISTS

CONTINUOUS 150mm x 400mm
CONCRETE PAD UNDER STAIR

STRINGER

GRADE

BUILD UP EARTH/ GRAVEL TO MEET
STAIR/LANDING

EXISTING CONCRETE
FOUNDATION

38x89mm PT WOOD SECURE TO POSTS

38x89mm PT WOOD SECURE TO POSTS

38x140mm PT WOOD RAILING/HANDRAIL CAP

BLACK METAL PICKETS @100mm O/C -
SECURE/DRILL INTO WOOD RAILS

38x140mm PT WOOD DECKING - RUN
PERPENDICULAR TO WOOD JOISTS
38x140mm PT WOOD JOISTS @400mm O/C

1
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1
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89x89mm PT WOOD POST

ABBREVIATIONS:
ACT Acoustic Ceiling Tile

ADO Automatic Door Opener

AFF Above Finished Floor

AWP Acoustic Wall Panels

BFL Baffle

B/W Between

CPT Carpet Tile

CG Corner Guard

CLG Ceiling

DW Dishwasher

ELEC Electrical

EQ Equal

EX Existing

EXP Exposed

FD Floor Drain

FHC Fire Hose Cabinet

FR Fridge

FRR Fire Resistance Rating

GB Gypsum Board

HPL High Pressure Laminate

HR Hour

HWT Hot Water Tank

MAX Maximum

MECH Mechanical

MIN Minimum

MW Microwave

NBC National Building Code

NIC Not in Contract

NTS Not to Scale

O/C On Centre

PLY Plywood

PT Pressure Treated

PTD Painted

QTY Quantity

RB Rubber Base

RCP Reflected Ceiling Plan

REQS Requirements

RTF Resilient Tile Floor

RM Room

SHP Shiplap

STC Sound Transmission Class

TB Tack Board

TBD To Be Determined

TS Transition Strip

TV Television

TYP Typical

U/S Underside

W/ With

1. INFORMATION CONCERNING EXISTING CONSTRUCTION WAS TAKEN FROM ORIGINAL DRAWINGS AND IS ASSUMED CORRECT.

2. THE CONTRACTOR IS RESPONSIBLE FOR THE VERIFICATION OF SITE MEASUREMENTS AND QUANTITIES OF MATERIALS

REQUIRED.

3. PERFORM WORK IN STRICT ACCORDANCE WITH THE NATIONAL BUILDING CODE OF CANADA  AND ANY OTHER CODE OF

APPLICATION OR ANY AUTHORITY HAVING JURISDICTION.

4. DRAWINGS MUST NOT BE SCALED.

5. WHERE NEW WORK CONNECTS WITH EXISTING AND WHERE EXISTING WORK IS ALTERED, PATCH, REPAIR AND MAKE GOOD TO

MATCH EXISTING. CONTACT DEPARTMENTAL REPRESENTATIVE FOR CLARIFICATION AS REQUIRED.

6. ALL FINISHES AND MATERIALS TO REMAIN ARE TO BE PROTECTED IN THEIR EXISTING CONDITION EXCEPT AS NOTED.  ANY

FINISHES DAMAGED IN THE COURSE OF CONSTRUCTION ARE TO BE PATCHED, REPAIRED AND MADE GOOD.

7. IN CASE OF DOUBT, CONFLICT OR DISCREPANCIES ON THE DRAWINGS, SPECIFICATIONS, MATERIALS OR METHOD OF

CONSTRUCTION, CONTACT DEPARTMENTAL REPRESENTATIVE FOR CLARIFICATION IN WRITING BEFORE PROCEEDING WITH

WORK.

8. DIMENSIONS TO FACE OF FINISHED GB UNLESS OTHERWISE INDICATED.

9. SITE CONFIRM EXACT QUANTITIES OF ITEMS TO BE DEMOLISHED PRIOR TO TENDER CLOSE.

10. TURN OVER EXISTING ITEMS ON WALLS TO BE DEMOLISHED TO DEPARTMENTAL REPRESENTATIVE FOR FIRST RIGHT OF

REFUSAL.

11. ALL CONSTRUCTION MATERIAL, RECYCLING & WASTE TO BE TAKEN OFF SITE BY CONTRACTOR.
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6 ATTIC HATCH DETAIL
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2 SOUTH ELEVATION 

1:50A8.1

3 WEST ELEVATION

1:50A8.1

4 NORTH ELEVATION

1:50A8.1

7 ISLAND CABINETS

1:50A8.1

9 TYP W/C VANITY ELEVATION

1:50A8.1

10 TYP SHOWER ELEVATION

1:50A8.1

11 TYP SHOWER AND TOWEL HOOKS ELEVATION

1:50A8.1

5 ISLAND WEST ELEVATION

1:50A8.1

8 ISLAND SEATING

1:50A8.1

15 TYPICAL MUDROOM ELEVATION

1:50A8.1

OPEN TO CORRIDOR

OPEN TO CORRIDOR

SHIPLAP PINE

SHIPLAP PINE

SHIPLAP PINE

SHIPLAP PINE

SHIPLAP PINE

CT-2

ACRYLIC SHOWER

SURROUND

ACRYLIC SHOWER

SURROUND

ACRYLIC SHOWER

SURROUND

MIRROR
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CORNER PANTRY
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4

3
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WOOD STORAGE BEYOND, PINE

SHIPLAP ALL SIDES

FIREPLACE SUPPLIED

BY DEPARTMENT REP, GC TO

INSTALL

OPEN SHELVING

SHIPLAP PINE BEHIND

RANGE HOOD

STAINLESS STEEL

RANGE HOOD

914

3048

VERTICAL WOOD

STORAGE

SHIPLAP ALL SIDES

OF WALL

CT-1 TILE
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BY DEPARTMENT REP,
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FR
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MICROWAVE

   N.I.C.
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COAT ROD AND
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ORGANIZER
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1
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AP
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945 OVERALL OPENING

SLIDING DOOR

16 CORRIDOR 17 ELEVATION

1:50A8.1

SHIPLAP PINE

CERAMIC TILE
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ACRYLIC TUB/SHOWER

SURROUND
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14 TYP SHOWER /TUB AND TOWEL HOOKS ELEVATION

1:50A8.1

ACRYLIC SHOWER
SURROUND SHIPLAP PINE
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CURTAIN NIC
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1. COORDINATE EXACT MILLWORK DIMENSIONS WITH EQUIPMENT

SPECIFICATIONS.

2. GC TO SITE CONFIRM EXACT DIMENSIONS.
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1 EAST KITCHEN ELEVATION

1:50A8.2

SHIPLAP PINE

SHIPLAP PINE,

BLUE

SHIPLAP PINE

SHIPLAP PINE SHIPLAP PINE

SHIPLAP PINE

MIRROR

CT-2

CT-2

SHIPLAP PINE, BLUE

CERAMIC TILE

CT-3, CT-4, OR CT-5

CERAMIC TILE

ACRYLIC SHOWER

SURROUND

ACRYLIC SHOWER

SURROUND

2 SOUTH KITCHEN ELEVATION

1:50A8.2

3 ISLAND WEST ELEVATION

1:50A8.2

4 ISLAND EAST ELEVATION

1:50A8.2

5 TYP W/C NORTH ELEVATION

1:50A8.2

6 TYP W/C WEST ELEVATION

1:50A8.2

7 TYP W/C SOUTH ELEVATION

1:50A8.2

8 MUDROOM NORTH ELEVATION

1:50A8.2

9 MUDROOM EAST ELEVATION

1:50A8.2

10 BEDROOM NORTH ELEVATION

1:50A8.2
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SCALE: 1:20A8.2
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ROOM
NO. ROOM NAME

FLOOR BASE WALL CEILING
NOTESNORTH EAST SOUTH WEST

MAT MAT MAT FINISH MAT FINISH MAT FINISH MAT FINISH MAT FINISH
ALPINE COTTAGE

01 Bedroom LVT MDF SHP PTD SHP PTD SHP PTD SHP PTD SHP PTD
03 Mud Room CT1 MDF SHP PTD SHP PTD SHP PTD SHP PTD SHP PTD

02 Laundry LVT MDF SHP PTD SHP PTD SHP PTD SHP PTD SHP PTD

04 Living/Dining LVT/CT1 MDF SHP/CT1 PTD - - SHP PTD SHP PTD SHP PTD

05 Washroom CT1 CT1 CT3 - CT3 - SHP/CT3 PTD SHP PTD GWB PTD
06 Bedroom LVT MDF SHP PTD SHP PTD SHP PTD SHP PTD SHP PTD
07 Bedroom LVT MDF SHP PTD SHP PTD SHP PTD SHP PTD SHP PTD
08 Corridor LVT MDF SHP PTD SHP PTD - - SHP PTD SHP PTD
09 Bedroom LVT MDF SHP PTD SHP PTD SHP PTD SHP PTD SHP PTD
10 Washroom CT1 CT1 SHP/CT4 PTD CT4 - CT4 - SHP PTD GWB PTD

11 Bedroom LVT MDF SHP PTD SHP PTD SHP PTD SHP PTD SHP PTD

12 Kitchen LVT MDF SHP/CT2 PTD SHP/CT2 PTD SHP/CT2 PTD - - SHP PTD

13 Entrance CT1 MDF - - SHP PTD SHP PTD SHP PTD SHP PTD

14 Utility LVT MDF GWB PTD GWB PTD GWB PTD GWB PTD GWB PTD

15 Washroom CT1 CT1 SHP/CT5 PTD CT5 - CT5 - SHP PTD GWB PTD

16 Bedroom LVT MDF SHP PTD SHP PTD SHP PTD SHP PTD SHP PTD

17 Corridor LVT MDF - - SHP PTD SHP PTD SHP PTD SHP PTD
BUNKHOUSE

01 Bedroom LVT MDF SHP PTD SHP PTD SHP PTD SHP PTD SHP PTD
02 Washroom CT1 CT1 CT3 - SHP PTD SHP/CT3 PTD CT3 - GWB PTD
03 Washroom CT1 CT1 SHP/CT5 PTD SHP PTD CT5 - CT5 - GWB PTD
04 Bedroom LVT MDF SHP PTD SHP PTD SHP PTD SHP PTD SHP PTD
05 Bedroom LVT MDF SHP PTD SHP PTD SHP PTD SHP PTD SHP PTD
06 Living Room LVT MDF SHP PTD SHP PTD - - - - SHP PTD
07 Kitchen LVT MDF - - SHP/CT2 PTD SHP/CT2 PTD - - SHP PTD
08 Utility LVT MDF GWB PTD GWB PTD GWB PTD GWB PTD GWB PTD
09 Mud Room CT1 MDF SHP PTD SHP PTD SHP PTD - - SHP PTD
10 Corridor LVT MDF SHP PTD SHP PTD SHP PTD SHP PTD SHP PTD

ABBREVIATIONS

CT CERAMIC TILE

GWB GYPSUM WALLBOARD

PTD PAINTED

SHP SHIPLAP PINE (5.5")

LVT LUXERY VINYL TILE

ALPINE COTTAGE AND BUNKHOUSE

FINISHES SCHEDULE

GENERAL FINISHES NOTES

1. ALL MDF BASE TO BE 150MM SQUARE PROFILE, PAINTED WHITE.

2. ALL WASHROOM BASE TO BE CERAMIC TILE, 4", TO MATCH FLOOR

COMPLETE WITH STAINLESS STEEL CAP.

3. REFER TO ELEVATIONS AND DETAILS FOR EXACT LOCATIONS OF FINISHES.

4. ALL FLOOR TILE TO BE INSTALLED STACK BOND.

5. ALL KITCHEN ISLAND SHIPLAP TO BE PAINTED BLUE AS PER

SPECIFICATIONS.

GENERAL DOOR NOTES

1. ALL INTERIOR DOORS TO BE STAINED AS PER SPECIFICATIONS.

2. ALL EXTERIOR DOORS TO BE PAINTED AS PER SPECIFICATIONS.
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