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4 / / ] ] - A\ p— CONSTRUCTION GENERAL NOTES (FOR BUILDINGS 1, 2. & 3):
- 77
L 1. DEVICES SHOWN ARE TO BE NEW UNLESS OTHERWISE NOTED.
FIRE ALARM ANNUNCIATOR NETWORK Suite 1200, 10909 Jasper Avenue
- OD <> ™ FROM FACP UP TO MAIN FLOOR 2. NEW DEVICES LOCATED IN BUILDINGS 1, 2, AND 3 ARE TO BE TIED INTO FIRE ALARM CONTROL PANEL LOCATED IN BUILDING 1. gjfa%f;tggj?gem
— O | ] INITIATING CONDUIT RETURN TO FACP Phone; 780 410-6740 Fax: 780 449-4050
o E j S 3. NEW DEVICES LOCATED IN BUILDING 4 ARE TO BE TIED INTO NEW FIRE ALARM CONTROL PANEL LOCATED IN BUILDING 4. Wwwsp.com
S | INITIATING RETURN CONDUIT UP TO MAIN FLOOR
| M= 4. EACH FIRE ALARM CONTROL PANEL WILL SEND A SUPERVISORY SIGNAL TO THE OTHER PANEL WHEN THE SYSTEM IT MONITORS GOES INTO
— ” — INITIATING CONDUIT UP TO MAIN FLOOR ALARM. CONNECTION BETWEEN THE FIRE ALARM PANELS SHALL BE ROUTED THROUGH THE TUNNELS CONNECTING BUILDING 3 AND BUILDING
— . 4. CONDUIT SHALL NOT PENETRATE THE EXTERIOR OF THE BUILDING.
g g J
@ 5. CONTRACTOR TO CONFIRM EXACT CEILING AND WALL TYPES IN EACH ROOM AS WELL AS CONSIDER ANY HAZARDOUS MATERIAL F
- I_\‘.\ ] CONDUIT PENETRATION UP TO - CONSIDERATIONS, TO DETERMINE MOUNTING REQUIREMENTS PRIOR TO INSTALLATION. o
@ _ KITCHEN AREA BEHIND FRIDGE '
| R INITIATING DEVICES 6. ALL CONDUITS, CABLES AND JUNCTION BOXES ARE TO BE NEW. NEW CONDUIT ROUTING AND JUNCTION BOXES ARE SHOWN FOR
i uii DIAGRAMMATIC PURPOSES ONLY. CONTRACTOR TO CONFIRM EXACT CONDUIT RUNS AND PENETRATIONS ON SITE. ENSURE EXISTING FIRE ALARM
[T FONDUIT PENETRATION T KITCHEN iENEr ATING mil SIGNALING CIRCUITS TO BUILDING 2 AND 3. ALLOW SYSTEM REMAINS OPERATIONAL DURING CONSTRUCTION OF THE NEW FIRE ALARM SYSTEM.
KITCHEN AREA FORINITIATING
UP FOR SIGNALING FOR A MINIMUM OF ONE CIRCUIT PER FLOOR PER
CCTS TO MAIN. FLOOR ™~ RETURN LOOP BUILDING. 7. EXISTING FIRE SEPARATIONS ARE TO BE MAINTAINED. THIS IS TO INCLUDE, BUT IS NOT LIMITED TO, BETWEEN FLOORS AND BETWEEN
i O fF 7 RAMP BUILDINGS.
- I - ] 8. ALL DEVICES TO BE FED VIA IDENTIFIED FIRE ALARM CONDUIT C/W 4—WIRES. =P
_oogr o om 1004
1T—011 Lo g 1-00 9. ALL FIRE ALARM STROBE CANDELA RATINGS ARE 15cd UNLESS OTHERWISE NOTED ADJACENT TO DEVICE. ALL STROBES TO BE SYNCHRONIZED.
HE | n<o< 2 — =y
- = B« T - 10. SMOKE DETECTORS C/W LOCALIZED ALARMS SHALL BE INSTALLED IN SLEEPING ROOMS. THESE DEVICES WILL SOUND LOCALLY WHEN SMOKE —
BwSn IS DETECTED AND CEASE WHEN THE SMOKE HAS CLEARED. A SUPERVISORY SIGNAL WILL BE SENT TO THE FIRE ALARM PANEL. PROVIDE DC
Be oo /H W\ CIRCUIT TO ALL THE SOUNDER BASES IN BEDROOMS. CONFIRM EXACT DC VOLTAGE WITH MANUFACTURER. —
IS . 5 ma g .
a8 —— T i N 11. CONDUIT SHALL BE RECESSED IN ALL AREAS WITH THE EXCEPTION OF AREAS CONSISTING OF BRICK OR TILE OR IN MECHANICAL OR
_— SR SR AP FACE) || ELECTRICAL ROOMS. SURFACE CONDUIT IN THESE AREAS SHALL BE PAINTED TO MATCH THE COLOUR OF THE WALL/CEILING. LARGE FORMAT
12. CONTRACTOR TO REPLACE ALL EXISTING PASSIVE GRAPHICS AND PROVIDE NEW IN THE LOCATIONS SHOWN ON THE CONSTRUCTION DRAWINGS.
e in 1—0034 - CONTRACTOR TO SUPPLY FOUR (4) ADDITIONAL PASSIVE GRAPHICS TO DEPARTMENTAL REPRESENTATIVE. PERMIT TO PRACTICE
in 13. CONTRACTOR TO PROVIDE A BUILDING GRAPHIC SIMILAR TO PHOTO 3 ON DRAWING E2.11 AT THE SAME LOCATIONS AS ALL PASSIVE WSP Canada Inc.
— Q ﬂ 3 = . GRAPHICS. IT IS TO INCLUDE, BUT NOT LIMITED TO, THE EMERGENCY LIGHTING, FIRE EXTINGUISHERS LOCATIONS, AND ALL FIRE ALARM SYSTEM PERMIT NUMBER: P07641
= i = DEVICES. WSP TO PROVIDE CAD FILES TO CONTRACTOR TO UPDATE AND CONFIRM LOCATIONS. CONTRACTOR TO SUPPLY AN ADDITIONAL FOUR The Association of Professional
| 11 (4) BUILDING GRAPHICS TO DEPARTMENTAL REPRESENTATIVE. Engineers and Geoscientists of Alberta E
| HH | m
A i ; 3 \ SPECIALTY PAINTING 14. CONTRACTOR TO AVOID PLACING NEW DEVICES ON WALLS WITH SPECIALTY PAINTING. CONTRACTOR TO RELOCATE NEW DEVICE AS REQUIRED TO
1 - E1.11/ SCAE NTs. NEAREST CLEAR WALL SPACE. REFER TO DETAIL 3 ON DRAWING E1.11 FOR EXAMPLE OF WALL WITH SPECIALTY PAINTING.
| EOLS FOR AND - \ y 15. CONTRACTOR TO INSTALL INITIATING AND SIGNALLING WIRING IN SEPARATE LOOPS FOR EACH BUILDING. REFER TO RISER DIAGRAM FOR
L STROBE CIRCU REFERENGE
/‘ e O /‘ 4‘ CLIENT:
— = 16. CONTRACTOR TO PROVIDE ADDITIONAL ACCESS HATCHES TO SUIT NEW FIRE ALARM SYSTEM INSTALLATION AS REQUIRED AND DETERMINE NEW
PNL Fl— (SEE) —— LOCATIONS ON SITE. CONTRACTOR TO ALLOW FOR FIVE (5) ADDITIONAL ACCESS HATCHES IN DRYWALL CONTAINING NO ASBESTOS AND FIVE
i i 0 % e — (5) ADDITIONAL ACCESS HATCHES IN DRYWALL CONTAINING MODERATE RISK ASBESTOS ABATEMENT LEVELS.
L L=
\H 1022 D | 17. REFER TO TYPICAL FIRE ALARM ISOLATION INSTALLATION DIAGRAM ON DRAWING E5.02. Correctional Service
1-015 @ n 18. CONTRACTOR IS TO COORDINATE WITH DEPARTMENTAL REPRESENTATIVE TO ENSURE PROPER DESCRIPTION FOR ALL MONITORED SPRINKLER Service correctionnel
& il } 11007 e 55 99 DEVICES TO BE INCLUDED IN NEW FACP PROGRAM. Canada Canada —
2 f — — |EXITE
. i APOXEAR) [ | 19. PROVIDE CEILING MOUNTED LAMICOIDS FOR CEILING MOUNTED DEVICES (ie. TAMPER SWITCHES, FLOW SWITCHES, ETC.)
CE DIF ] -
ZH MUA () 20. CONTRACTOR TO INCLUDE ALL COSTS FOR CONTROLS, START—UP, AND COMMISSIONING FROM CONTROLS MANUFACTURER AND MAINTENANCE
&2 ® :‘ 1 ﬂ 9 CONTRACTOR. ) |ouen Rer. #: cuenT_ReFeRence ¢
@ /‘ - PROJECT:
D
: 1l r D
NE] ‘ 1 5 ™ CONSTRUCTION KEYNOTES:
1—016 pNL BAlll — @ " ) 71 BILLINGUAL 'FIRE DO NOT ENTER’ ILLUMINATED SIGN. ILLUMINATED SIGN TO BE STANPRO SLESS—SLSES—1-WM—WH—IB C/W CUSTOM
5192 ETERING. O APPROVED EQUAL GRIERSON & STAN DANIELS CENTRE|
miin \ ROOM [ECGEND THE SIGN LOCATED IN BUILDING 3 SHALL BE TIED INTO THE FIRE ALARM SYSTEM IN BUILDING 4. WHEN BUILDING 4 IS SENT INTO ALARM, FIRE ALARM UPGRADE
- ‘ 1 é? E THE SIGN LOCATED IN BUILDING 3 SHALL ILLUMINATE.
@3 ‘7 i BUILDING THE SIGN LOCATED IN BUILDING 4 SHALL BE TIED INTO THE FIRE ALARM SYSTEM IN BUILDINGS 1, 2, AND 3. WHEN BUILDINGS 1, 2, AND
3 ARE SENT INTO ALARM, THE SIGN LOCATED IN BUILDING 4 SHALL ILLUMINATE.
I — _
C - — 1001 VESTIBULE THE DEVICE LOCATED IN BUILDING 3 SHALL BE TIED INTO THE FIRE ALARM SYSTEM FOR BUILDINGS 1, 2, AND 3. —
File T T 1-002  RECEPTION :
10717 g a ~—TO REMOTE ANNUNCIATOR ABOVE THE DEVICE LOCATED IN BUILDING 4 SHALL BE TIED INTO THE FIRE ALARM SYSTEM FOR BUILDING 4.
@4 1—003  CONTROL POINT
F 1-004  OFFICERS E] WEATHER—PROOF STROBE TO BE MOUNTED ON EXTERIOR WALL ABOVE EXISTING SIAMESE CONNECTION.
@ CD 1-005  CORRECTIONAL MANAGER NOT USED.
6 /e ~¢
[ ] : 8 }f 3 :‘ 1-006  DIRECTOR PULL STATIONS SHALL BE MOUNTED ON DRYWALL PILLAR AS OPPOSED TO BRICK WHEN POSSIBLE. REFER TO DETAIL 4 ON DRAWING E1.11.
1-007  CORRIDOR
m T T — 1 e @ CONTRACTOR TO PROVIDE AN ELECTRICAL SHUT OFF RELAY OPERATED BY THE FIRE ALARM SYSTEM FOR CUTTING ALL HEAT PRODUCING
. d ! 1-008  STAFF WASHROOM / SOURCES OF FUEL AND ELECTRICAL POWER FOR THE COOKING EQUIPMENT. CONTRACTOR TO INCLUDE ALL COST ASSOCIATED TO THE WORK
@ @ @ 2 1-009  MENS WASHROOM B ABOVE IN THEIR BID.
. :‘ fl 1-010  WOMENS WASHROOM m PILLAR MOUNTED PULL STATION PROVIDE A HEAT DETECTOR IN ELEVATOR PIT. DISCLAIMER: COPYRIGHT:
E @O 1011 VISITING F1.11 SCALE NT.S THIS DRAWING AND DESIGN IS COPYRIGHT PROTECTED WHICH SHALL NOT BE USED,
- : 171] ELECTRICAL CONTRACTOR TO DISCONNECT AND RECONNECT EXISTING DOOR MAGNETIC HOLD OPEN DEVICES AT DOOR. CONTRACTOR TO REPRODUCED OR REVISED WITHOUT WRITTEN PERMISSION BY WSP CANADA INC. THE
@ 1-012  CORRIDOR \_ _J SUPPLY AND INSTALL FIRE ALARM RELAYS TO TIE DOOR INTO FIRE ALARM SYSTEM AS REQUIRED. oy e A e oS D UTILITY LOCATIONS AND REPORT
THIS DRAWING IS NOT TO BE SCALED.
i & 1-013 SIS LAMICOID STATING IN ENGLISH AND FRENCH "WHEN THIS STROBE IS ON, BUILDING 3 IS IN ALARM — DO NOT ENTER.”
i : 1-014
C @7 ‘ L STORAGE LAMICOID STATING IN ENGLISH AND FRENCH "WHEN THIS STROBE IS ON, BUILDING 4 IS IN ALARM — DO NOT ENTER.” C
Zo 1—015  SECURE STORAGE <F
1016  ELECT/MECH ROOM SINGLE BOOSTER POWER SUPPLY SHOWN FOR BUILDING 3. CONTRACTOR TO DETERMINE IF ADDITIONAL BOOSTER POWER SUPPLIES ARE
.I D] 2k REQUIRED FOR BUILDING 3 AND REMAINDER OF BUILDINGS. CONTRACTOR TO PROVIDE AND ALLOW FOR ADDITIONAL BOOSTER POWER
‘ I é L 1-017  OFFICE SUPPLIES IN BID PRICE.
@Cj ‘: - RECREATION ISSUED FOR — REVISION:
@ 1-018 21mmC c/w 4C#16 FAS TO BUILDING TELEPHONE BACKBOARD FOR AUTODIALER AND MONITORING PANEL. PROVIDE NEW AUTODIALER WITH
o 1 1019  DINING TWO COMMUNICATION DIAL OUT SIGNALS OUTPUT (PRIMARY AND ALTERNATE PHONE LINES). CONFIRM PHONE NUMBERS WITH PWGSC AND
@ e == ENSURE TWO TYPES OF TRANSMISSION. PROVIDE NEW MONITORING PANEL THAT IS ULC—S561 COMPLIANT. BOTH AUTODIALER AND
) o4 1—020  WASHROOM MONITORING PANEL ARE TO BE FROM SAME MANUFACTURER. CONTRACTOR TO CONFIRM MODEL OF AUTODIALER AND MONITORING PANEL
*‘ é% 1-021  DORMITORY WITH OWNER AND PROVIDE ALL COSTS FOR SUPPLY AND INSTALLATION OF AUTODIALER / MONITORING PANEL IN THEIR BID.
I = 1-022  LAUNDRY REMOTE LED INDICATOR IS TO BE PROVIDED FOR ALL NOT VISIBLE DUCT DETECTORS.
ng 1-0235  STAIRWAY CONTRACTOR TO PROVIDE FIRE EMERGENCY PROCEDURE SIGN AT DESIGNATED LOCATIONS. SIGN SHALL INCLUDE ALL ARTICLES NOTED IN —
@ @9 5 . oy il 1-024  KITCHEN BARRIER—FREE "NATIONAL FIRE CODE SECTION 2.8.2.1.1.a WRITTEN IN ENGLISH AND FRENCH. CONTRACTOR TO SUBMIT DRAFT COPY TO PUBLIC WORKS,
o 1_025  KITCHEN GREIERSON AND CONSULTANT FOR REVIEW PRIOR TO ORDERING SIGNS. CONTRACTOR TO PROVIDE FOUR (4) ADDITIONAL COPIES OF
D a EMERGENCY PROCEDURE SIGNS TO BE INSTALLED AS DIRECTED BY DEPARTMENTAL REPRESENTATIVE.
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FOR INITIATING e e e e s W W 42 E >< H T F INITIATING L 1. DEVICES SHOWN ARE TO BE NEW UNLESS OTHERWISE NOTED. Suite 1200, 10909 Jasper Avenue
- ‘ ‘ [ | ‘ ‘ Edmonton, Alberta
DEVICES —— === TO SECOND_ FL Camada T3] 319
2. NEW DEVICES LOCATED IN BUILDINGS 1, 2, AND 3 ARE TO BE TIED INTO FIRE ALARM CONTROL PANEL LOCATED IN BUILDING 1. ; ,
= Phone; 780 410-6740 Fax: 780 449-4050
CONDUIT DN | SIGNALLING _CIRC WWW.WSp.Comn
PENETRATION UP [ up L FROM BASEMENT 3. NEW DEVICES LOCATED IN BUILDING 4 ARE TO BE TIED INTO NEW FIRE ALARM CONTROL PANEL LOCATED IN BUILDING 4.
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TO SECOND FLOOR
FOR SIGNALLING 4. EACH FIRE ALARM CONTROL PANEL WILL SEND A SUPERVISORY SIGNAL TO THE OTHER PANEL WHEN THE SYSTEM IT MONITORS
CIRCUITS \ . GOES INTO ALARM. CONNECTION BETWEEN THE FIRE ALARM PANELS SHALL BE ROUTED THROUGH THE TUNNELS CONNECTING
CONDUIT BUILDING 3 AND BUILDING 4. CONDUIT SHALL NOT PENETRATE THE EXTERIOR OF THE BUILDING. -
PENETRATION DOWN W — W %O 1—131 CONDUIT PENETRATION BEHIND FRIDGE 5. CONTRACTOR TO CONFIRM EXACT CEILING AND WALL TYPES IN EACH ROOM AS WELL AS CONSIDER ANY HAZARDOUS MATERIAL SoNSULTAT
FORC%gEﬁLSL”#g IN KITCHEN AREA DOWN TO BASEMENT CONSIDERATIONS, TO DETERMINE MOUNTING REQUIREMENTS PRIOR TO INSTALLATION. :
— FOR INITIATING DEVICES
BASEMENT ROO M LEG EN D 6. ALL CONDUITS, CABLES AND JUNCTION BOXES ARE TO BE NEW. NEW CONDUIT ROUTING AND JUNCTION BOXES ARE SHOWN FOR
CONDUIT L BUILDING 1 DIAGRAMMATIC PURPOSES ONLY. CONTRACTOR TO CONFIRM EXACT CONDUIT RUNS AND PENETRATIONS ON SITE. ENSURE EXISTING
— FIRE ALARM SYSTEM REMAINS OPERATIONAL DURING CONSTRUCTION OF THE NEW FIRE ALARM SYSTEM.
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TO BASEMENT FOR [T —
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> 1 71 27 1—-102 OFFICE <P
O : 133 W 132 03 orficE 8. ALL DEVICES TO BE FED VIA IDENTIFIED FIRE ALARM CONDUIT C/W 4—WIRES.
o N - - -
1-104  OFFICE 9. ALL FIRE ALARM STROBE CANDELA RATINGS ARE 15cd UNLESS OTHERWISE NOTED ADJACENT TO DEVICE. ALL STROBES TO BE
-
| ‘ mn o5 orrce SYNCHRONIZED. —
- - 1106  STORAGE 10. SMOKE DETECTORS C/W LOCALIZED ALARMS SHALL BE INSTALLED IN SLEEPING ROOMS. THESE DEVICES WILL SOUND LOCALLY
WHEN SMOKE IS DETECTED AND CEASE WHEN THE SMOKE HAS CLEARED. A SUPERVISORY SIGNAL WILL BE SENT TO THE FIRE SEAL:
1134 1—1235 1-107  FILING ALARM PANEL. PROVIDE DC CIRCUIT TO ALL THE SOUNDER BASES IN BEDROOMS. CONFIRM EXACT DC VOLTAGE WITH
108 WAITING MANUFACTURER. LARGE FORMAT
1-109  SECRETARY 11. CONDUIT SHALL BE RECESSED IN ALL AREAS WITH THE EXCEPTION OF AREAS CONSISTING OF BRICK OR TILE OR IN MECHANICAL
110 BOARDROOM OR ELECTRICAL ROOMS. SURFACE CONDUIT IN THESE AREAS SHALL BE PAINTED TO MATCH THE COLOUR OF THE WALL/CEILING. PERMIT TO PRACTICE
1—111 OFFICE 12. CONTRACTOR TO REPLACE ALL EXISTING PASSIVE GRAPHICS AND PROVIDE NEW IN THE LOCATIONS SHOWN ON THE CONSTRUCTION WSP Canada Inc.
0 o orrcr DRAWINGS. CONTRACTOR TO SUPPLY FOUR (4) ADDITIONAL PASSIVE GRAPHICS TO DEPARTMENTAL REPRESENTATIVE. PERMIT NUMBER: P07641
o The Association of Professional
s orreg OTRIDOR 13. CONTRACTOR TO PROVIDE A BUILDING GRAPHIC SIMILAR TO PHOTO 3 ON DRAWING E2.11 AT THE SAME LOCATIONS AS ALL PASSIVE Engineers and Geoscientists of Alberta
GRAPHICS. IT IS TO INCLUDE, BUT NOT LIMITED TO, THE EMERGENCY LIGHTING, FIRE EXTINGUISHERS LOCATIONS, AND ALL FIRE F
1-114  OFFICE ALARM SYSTEM DEVICES. WSP TO PROVIDE CAD FILES TO CONTRACTOR TO UPDATE AND CONFIRM LOCATIONS. CONTRACTOR TO
1T —124 ‘L 12115 ENTRY SUPPLY AN ADDITIONAL FOUR (4) BUILDING GRAPHICS TO DEPARTMENTAL REPRESENTATIVE.
- D] 1-116  WOMEN 14. CONTRACTOR TO AVOID PLACING NEW DEVICES ON WALLS WITH SPECIALTY PAINTING. CONTRACTOR TO RELOCATE NEW DEVICE AS
REQUIRED TO NEAREST CLEAR WALL SPACE. REFER TO DETAIL 3 ON DRAWING E1.11 FOR EXAMPLE OF WALL WITH SPECIALTY
L 1—-117 MEN PAINTING. CLIENT:
1-118  LUNCHROOM
1T—722 15. CONTRACTOR TO INSTALL INITIATING AND SIGNALLING WIRING IN SEPARATE LOOPS FOR EACH BUILDING. REFER TO RISER DIAGRAM
_ 1-119  HALL FOR REFERENCE.
1-1273 1-120  CORRIDOR 16. CONTRACTOR TO PROVIDE ADDITIONAL ACCESS HATCHES TO SUIT NEW FIRE ALARM SYSTEM INSTALLATION AS REQUIRED AND Correctional Service
1—121 PROGRAM ROOM DETERMINE NEW LOCATIONS ON SITE. CONTRACTOR TO ALLOW FOR FIVE (5) ADDITIONAL ACCESS HATCHES IN DRYWALL CONTAINING . i !
- NO ASBESTOS AND FIVE (5) ADDITIONAL ACCESS HATCHES IN DRYWALL CONTAINING MODERATE RISK ASBESTOS ABATEMENT LEVELS. Service correciionne
1-122  SUPPORT OFFICE Canada Canada
1-193  PAROLE OFFICE 17. REFER TO TYPICAL FIRE ALARM ISOLATION INSTALLATION DIAGRAM ON DRAWING E5.02.
L 1-124  PAROLE OFFICE 18. CONTRACTOR IS TO COORDINATE WITH DEPARTMENTAL REPRESENTATIVE TO ENSURE PROPER DESCRIPTION FOR ALL MONITORED
| 1_195  PAROLE OFFICE SPRINKLER DEVICES TO BE INCLUDED IN NEW FACP PROGRAM.
- 1-126  PAROLE OFFICE 19. PROVIDE CEILING MOUNTED LAMICOIDS FOR CEILING MOUNTED DEVICES (ie. TAMPER SWITCHES, FLOW SWITCHES, ETC.) CLIENT REF. f: CLIENT_REFERENCE_#
PROJECT:
1 2 ] 1—=127  SECTION SUPERVISOR 20. CONTRACTOR TO INCLUDE ALL COSTS FOR CONTROLS, START—UP, AND COMMISSIONING FROM CONTROLS MANUFACTURER AND
- [FK 12128  WASHROOM \ MAINTENANCE CONTRACTOR. y
. 1—139 12129 WASHROOM
o 1-130  GENERAL OFFICE 4 N\
99 99 )
: T [EXIT™D SoMsTRICTON ke GRIERSON & STAN DANIELS CENTRE|
SWITCHES LOCATED IN FS ' ,
1-132  PAROLE OFFICE 71 BILLINGUAL 'FIRE DO NOT ENTER’ ILLUMINATED SIGN. ILLUMINATED SIGN TO BE STANPRO SLESS—SLSES—1—-WM—WH—IB C/W CUSTOM
il CEILING SPACE DOWN TO FIRE ALARM CONTROL ' EETERING OR APPROVED EQUAL FIRE ALARM UPGRADE
. PANEL IN BASEMENT 1-133  PAROLE OFFICE
12134 PAROLE OFFICE THE SIGN LOCATED IN BUILDING 3 SHALL BE TIED INTO THE FIRE ALARM SYSTEM IN BUILDING 4. WHEN BUILDING 4 IS SENT INTO
THE SIGN LOCATED IN BUILDING 3 SHALL ILLUMINATE.
1-135  PAROLE OFFICE
- THE SIGN LOCATED IN BUILDING 4 SHALL BE TIED INTO THE FIRE ALARM SYSTEM IN BUILDINGS 1, 2, AND 3. WHEN BUILDINGS 1,
- 1-136  PAROLE OFFICE 3 ARE SENT INTO ALARM, THE SIGN LOCATED IN BUILDING 4 SHALL ILLUMINATE. KEY PLAN:
X X E ) 1-137  GENERAL OFFICE
— up THE DEVICE LOCATED IN BUILDING 3 SHALL BE TIED INTO THE FIRE ALARM SYSTEM FOR BUILDINGS 1, 2, AND 3.
L 1-138  PSYCHOLOGIST OFFICE
_ 139 PROGRAM ROOM THE DEVICE LOCATED IN BUILDING 4 SHALL BE TIED INTO THE FIRE ALARM SYSTEM FOR BUILDING 4.
e 1-140  VESTIBULE WEATHER—PROOF STROBE TO BE MOUNTED ON EXTERIOR WALL ABOVE EXISTING SIAMESE CONNECTION. e
4 1-141  STORAGE NOT USED.
1-142  STAIRWAY
PULL STATIONS SHALL BE MOUNTED ON DRYWALL PILLAR AS OPPOSED TO BRICK WHEN POSSIBLE. REFER TO DETAIL 4 ON DRAWIN
TAMPER AND FLOW CONTRACTOR TO PROVIDE AN ELECTRICAL SHUT OFF RELAY OPERATED BY THE FIRE ALARM SYSTEM FOR CUTTING ALL HEAT PRODU
SngEFuSNGLOgéI(E:E SOURCES OF FUEL AND ELECTRICAL POWER FOR THE COOKING EQUIPMENT. CONTRACTOR TO INCLUDE ALL COST ASSOCIATED TO Tt DISCLAIMER: COPYRIGHT:
ABOVE IN THEIR BID. THIS DRAWING AND DESIGN IS COPYRIGHT PROTECTED WHICH SHALL NOT BE USED,
REPRODUCED OR REVISED WITHOUT WRITTEN PERMISSION BY WSP CANADA INC. THE
L jJ_\ PROVIDE A HEAT DETECTOR IN ELEVATOR PIT. CONTRACTOR SHALL CHECK AND VERIFY ALL DIMENSIONS AND UTILITY LOCATIONS AND REPORT
ALL ERRORS AND OMISSIONS PRIOR TO COMMENCING WORK.
ELECTRICAL CONTRACTOR TO DISCONNECT AND RECONNECT EXISTING DOOR MAGNETIC HOLD OPEN DEVICES AT DOOR. CONTRACTOR THS ORAWNG IS NOT TO BE SCALED.
1102 SUPPLY AND INSTALL FIRE ALARM RELAYS TO TIE DOOR INTO FIRE ALARM SYSTEM AS REQUIRED.
- I LAMICOID STATING IN ENGLISH AND FRENCH "WHEN THIS STROBE IS ON, BUILDING 3 IS IN ALARM — DO NOT ENTER.” AQ
i LAMICOID STATING IN ENGLISH AND FRENCH "WHEN THIS STROBE IS ON, BUILDING 4 IS IN ALARM — DO NOT ENTER.”
L SINGLE BOOSTER POWER SUPPLY SHOWN FOR BUILDING 3. CONTRACTOR TO DETERMINE IF ADDITIONAL BOOSTER POWER SUPPLIES .
i REQUIRED FOR BUILDING 3 AND REMAINDER OF BUILDINGS. CONTRACTOR TO PROVIDE AND ALLOW FOR ADDITIONAL BOOSTER POWEF ISSUED FOR — REVISION:
} SUPPLIES IN BID PRICE.
21mmC ¢/w 4C#16 FAS TO BUILDING TELEPHONE BACKBOARD FOR AUTODIALER AND MONITORING PANEL. PROVIDE NEW AUTODIALE
_ TWO COMMUNICATION DIAL OUT SIGNALS OUTPUT (PRIMARY AND ALTERNATE PHONE LINES). CONFIRM PHONE NUMBERS WITH PWGSC
ENSURE TWO TYPES OF TRANSMISSION. PROVIDE NEW MONITORING PANEL THAT IS ULC—S561 COMPLIANT. BOTH AUTODIALER AND
1—T05A T L MONITORING PANEL ARE TO BE FROM SAME MANUFACTURER. CONTRACTOR TO CONFIRM MODEL OF AUTODIALER AND MONITORING P/
l O i WITH OWNER AND PROVIDE ALL COSTS FOR SUPPLY AND INSTALLATION OF AUTODIALER / MONITORING PANEL IN THEIR BID.
-
| — REMOTE LED INDICATOR IS TO BE PROVIDED FOR ALL NOT VISIBLE DUCT DETECTORS. —
T—7004 i T — CONTRACTOR TO PROVIDE FIRE EMERGENCY PROCEDURE SIGN AT DESIGNATED LOCATIONS. SIGN SHALL INCLUDE ALL ARTICLES NOTE
i 1 113 A "NATIONAL FIRE CODE SECTION 2.8.2.1.1.0 WRITTEN IN ENGLISH AND FRENCH. CONTRACTOR TO SUBMIT DRAFT COPY TO PUBLIC WC
I . 5 - GREIERSON AND CONSULTANT FOR REVIEW PRIOR TO ORDERING SIGNS. CONTRACTOR TO PROVIDE FOUR (4) ADDITIONAL COPIES OF
/ % L EMERGENCY PROCEDURE SIGNS TO BE INSTALLED AS DIRECTED BY DEPARTMENTAL REPRESENTATIVE. y
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TO BE MOUNTED IN - ‘ T ; — - L —| == - - N [p— R - R e ~N
AN—ROOM TGED[E — E—
PENTHOPSE. F @\U\:; W CE ] G | - Up ] \ CONSTRUCTION GENERAL NOTES (FOR BUILDINGS 1. 2. & 3):
N \TOR[OF| STAIRS
D w N N
Y [ﬂ ,“« L[] S - 2—201 1. DEVICES SHOWN ARE TO BE NEW UNLESS OTHERWISE NOTED. Sute 1200, 10909 Jsper Avente
N ——r——— = % 2. NEW DEVICES LOCATED IN BUILDINGS 1, 2, AND 3 ARE TO BE TIED INTO FIRE ALARM CONTROL PANEL LOCATED IN BUILDING 1. Eiﬁ%ﬁt%?ﬁgem
\\ @ DN — — _ p;i _ _ ;g_ - _ _gg . Phone; 780 410-6740 Fax: 780 449-4050
> OO Fon P = : : 3. NEW DEVICES LOCATED IN BUILDING 4 ARE TO BE TIED INTO NEW FIRE ALARM CONTROL PANEL LOCATED IN BUILDING 4. WWW.WSp.com
FIF}
\ M e a 4. EACH FIRE ALARM CONTROL PANEL WILL SEND A SUPERVISORY SIGNAL TO THE OTHER PANEL WHEN THE SYSTEM IT MONITORS
L \K —~+ |l& GOES INTO ALARM. CONNECTION BETWEEN THE FIRE ALARM PANELS SHALL BE ROUTED THROUGH THE TUNNELS CONNECTING
mil N CONDUIT PENETRATION DOWN [T BUILDING 3 AND BUILDING 4. CONDUIT SHALL NOT PENETRATE THE EXTERIOR OF THE BUILDING.
~N
RN | = o AaCe, N BISEMENT FOR 5. CONTRACTOR TO CONFIRM EXACT CEILING AND WALL TYPES IN EACH ROOM AS WELL AS CONSIDER ANY HAZARDOUS MATERIAL F
O O . CONSIDERATIONS, TO DETERMINE MOUNTING REQUIREMENTS PRIOR TO INSTALLATION. CONSULTANT:
CONDUIT PENETRATION DOWN
\’v R TO MAIN FLOOR FOR 6. ALL CONDUITS, CABLES AND JUNCTION BOXES ARE TO BE NEW. NEW CONDUIT ROUTING AND JUNCTION BOXES ARE SHOWN FOR
] | d SIGNALLING CIRCUITS DIAGRAMMATIC PURPOSES ONLY. CONTRACTOR TO CONFIRM EXACT CONDUIT RUNS AND PENETRATIONS ON SITE. ENSURE EXISTING
= FIRE ALARM SYSTEM REMAINS OPERATIONAL DURING CONSTRUCTION OF THE NEW FIRE ALARM SYSTEM.
r RTU — 7. EXISTING FIRE SEPARATIONS ARE TO BE MAINTAINED. THIS IS TO INCLUDE, BUT IS NOT LIMITED TO, BETWEEN FLOORS AND
BETWEEN BUILDINGS.
C o —_ — <P
T 1=256 / 259 8. ALL DEVICES TO BE FED VIA IDENTIFIED FIRE ALARM CONDUIT C/W 4—WIRES. -
1—240 9. ALL FIRE ALARM STROBE CANDELA RATINGS ARE 15cd UNLESS OTHERWISE NOTED ADJACENT TO DEVICE. ALL STROBES TO BE
]| SYNCHRONIZED.
10. SMOKE DETECTORS C/W LOCALIZED ALARMS SHALL BE INSTALLED IN SLEEPING ROOMS. THESE DEVICES WILL SOUND LOCALLY
i i WHEN SMOKE IS DETECTED AND CEASE WHEN THE SMOKE HAS CLEARED. A SUPERVISORY SIGNAL WILL BE SENT TO THE FIRE e
ALARM PANEL. PROVIDE DC CIRCUIT TO ALL THE SOUNDER BASES IN BEDROOMS. CONFIRM EXACT DC VOLTAGE WITH :
LO L MANUFACTURER.
m LARGE FORMAT
o\ 11. CONDUIT SHALL BE RECESSED IN ALL AREAS WITH THE EXCEPTION OF AREAS CONSISTING OF BRICK OR TILE OR IN MECHANICAL
1—24/ | _ & OR ELECTRICAL ROOMS. SURFACE CONDUIT IN THESE AREAS SHALL BE PAINTED TO MATCH THE COLOUR OF THE WALL/CEILING.
L FK
T & o ROOM | FCEND 12. CONTRACTOR TO REPLACE ALL EXISTING PASSIVE GRAPHICS AND PROVIDE NEW IN THE LOCATIONS SHOWN ON THE CONSTRUCTION PERMV\I,-SFP-Enan}}ﬁ‘ETICE
3 DRAWINGS. CONTRACTOR TO SUPPLY FOUR (4) ADDITIONAL PASSIVE GRAPHICS TO DEPARTMENTAL REPRESENTATIVE. e
—r - PERMIT NUMBER: P07641
L BUILDING 1 13. CONTRACTOR TO PROVIDE A BUILDING GRAPHIC SIMILAR TO PHOTO 3 ON DRAWING E2.11 AT THE SAME LOCATIONS AS ALL PASSIVE The Association of Professional
i GRAPHICS. IT IS TO INCLUDE, BUT NOT LIMITED TO, THE EMERGENCY LIGHTING, FIRE EXTINGUISHERS LOCATIONS, AND ALL FIRE Engineers and Geoscientists of Alberta
oo R ALARM SYSTEM DEVICES. WSP TO PROVIDE CAD FILES TO CONTRACTOR TO UPDATE AND CONFIRM LOCATIONS. CONTRACTOR TO E
1 —-236 o - SUPPLY AN ADDITIONAL FOUR (4) BUILDING GRAPHICS TO DEPARTMENTAL REPRESENTATIVE.
1-202 GENERAL AREA
L Ll 14. CONTRACTOR TO AVOID PLACING NEW DEVICES ON WALLS WITH SPECIALTY PAINTING. CONTRACTOR TO RELOCATE NEW DEVICE AS
1-203 AREA SUPERVISOR REQUIRED TO NEAREST CLEAR WALL SPACE. REFER TO DETAIL 3 ON DRAWING E1.11 FOR EXAMPLE OF WALL WITH SPECIALTY
| 1234 ] 1-204 PAROLE OFFICE PAINTING. CLIENT:
°e 1-205 PAROLE OFFICE 15. CONTRACTOR TO INSTALL INITIATING AND SIGNALLING WIRING IN SEPARATE LOOPS FOR EACH BUILDING. REFER TO RISER DIAGRAM
1 =255 N 1_908 SARGLE OFFICE FOR REFERENCE.
QN B
| 1-207 PAROLE OFFICE 16. CONTRACTOR TO PROVIDE ADDITIONAL ACCESS HATCHES TO SUIT NEW FIRE ALARM SYSTEM INSTALLATION AS REQUIRED AND
=224 DETERMINE NEW LOCATIONS ON SITE. CONTRACTOR TO ALLOW FOR FIVE (5) ADDITIONAL ACCESS HATCHES IN DRYWALL CONTAINING Correctional Service
@) 1-208 PAROLE OFFICE
L ~ — L o e e NO ASBESTOS AND FIVE (5) ADDITIONAL ACCESS HATCHES IN DRYWALL CONTAINING MODERATE RISK ASBESTOS ABATEMENT LEVELS. Service correctionnel
|| QN ] oo oL ot 17. REFER TO TYPICAL FIRE ALARM ISOLATION INSTALLATION DIAGRAM ON DRAWING E5.02. Canada Canada —
| o READING 18. CONTRACTOR IS TO COORDINATE WITH DEPARTMENTAL REPRESENTATIVE TO ENSURE PROPER DESCRIPTION FOR ALL MONITORED
=252 A SPRINKLER DEVICES TO BE INCLUDED IN NEW FACP PROGRAM.
TAMPER AND— ] =270 1-212 JANITOR
FLOVY_O%:VX!;EDH S ( o o 19. PROVIDE CEILING MOUNTED LAMICOIDS FOR CEILING MOUNTED DEVICES (je. TAMPER SWITCHES, FLOW SWITCHES, ETC.) CLENT REF. #: CLIENT_REFERENCE_#
Ll CEILING SPACE e 1-214 DISTRICT DIRECTOR 20. CONTRACTOR TO INCLUDE ALL COSTS FOR CONTROLS, START—UP, AND COMMISSIONING FROM CONTROLS MANUFACTURER AND PROJECT:
MAINTENANCE CONTRACTOR.
o ‘ 1-215 OFFICE \ y
FAN SHUTDOWN IS TO BE F 1-216 STORAGE
WIRED TO MFD CONTROL
VFD |LOCATED UNDER = é/ 1=217 WASHROOM é _ )
THE RfOF ?'I;%HW W 7225 :m: 1-218 STAFF LOUNGE CONSTRUCTION KEYNOTES: GR|ERSON & STAN DAN'ELS CENTRE D
1—P 30 1-219 PHOTOCOPY 71 BILLINGUAL ’FIRE DO NOT ENTER’ ILLUMINATED SIGN. ILLUMINATED SIGN TO BE STANPRO SLESS—SLSES—1-WM—WH—IB C/W CUSTOM
L & LETTERING OR APPROVED EQUAL. FIRE ALARM UPGRADE
1 CONTROL_RELAY_TO N 1-220 GENERAL OFFICE .
IN [HEATED SPAC FLOOR BELOW B 2] THE SIGN LOCATED IN BUILDING 3 SHALL BE TIED INTO THE FIRE ALARM SYSTEM IN BUILDING 4. WHEN BUILDING 4 IS SENT INTO ALARM,
MAIL A 1=221 OFFICE 2] THE SIGN LOCATED IN BUILDING 3 SHALL ILLUMINATE.
SLOTS 1-222 STAIRWAY
THE SIGN LOCATED IN BUILDING 4 SHALL BE TIED INTO THE FIRE ALARM SYSTEM IN BUILDINGS 1, 2, AND 3. WHEN BUILDINGS 1, 2, AND
£6.0) WORK 1-223 STORAGE 3 ARE SENT INTO ALARM, THE SIGN LOCATED IN BUILDING 4 SHALL ILLUMINATE. KEY PLAN:
1—-204 BOARDROOM
®\ [ STATION e oRACE THE DEVICE LOCATED IN BUILDING 3 SHALL BE TIED INTO THE FIRE ALARM SYSTEM FOR BUILDINGS 1, 2, AND 3.
_296 REMOVED THE DEVICE LOCATED IN BUILDING 4 SHALL BE TIED INTO THE FIRE ALARM SYSTEM FOR BUILDING 4.
o N 1-227 REMOVED WEATHER—PROOF STROBE TO BE MOUNTED ON EXTERIOR WALL ABOVE EXISTING SIAMESE CONNECTION. e
1] 1-228 CORRIDOR NOT USED.
1-229 GENERAL OFFICE
1—210 QTOAF%KON CoMPUTER ROO PULL STATIONS SHALL BE MOUNTED ON DRYWALL PILLAR AS OPPOSED TO BRICK WHEN POSSIBLE. REFER TO DETAIL 4 ON DRAWING E1.11.
_ 1-230
1=220 o SAROLE OFFICE CONTRACTOR TO PROVIDE AN ELECTRICAL SHUT OFF RELAY OPERATED BY THE FIRE ALARM SYSTEM FOR CUTTING ALL HEAT PRODUCING
O%VX'TTé?DHElﬁ - SOURCES OF FUEL AND ELECTRICAL POWER FOR THE COOKING EQUIPMENT. CONTRACTOR TO INCLUDE ALL COST ASSOCIATED TO THE WORK DISCLAMER: COPYRIGHT:
CEIING SPACE 1232 PAROLE OFFICE ABOVE IN THEIR BID. THIS DRAWING AND DESIGN IS COPYRIGHT PROTECTED WHICH SHALL NOT BE USED,
I REPRODUCED OR REVISED WITHOUT WRITTEN PERMISSION BY WSP CANADA INC. THE
1-233 PAROLE OFFICE PROVIDE A HEAT DETECTOR IN ELEVATOR PIT. CONTRACTOR SHALL CHECK AND VERIFY ALL DIMENSIONS AND UTILITY LOCATIONS AND REPORT
L ALL ERRORS AND OMISSIONS PRIOR TO COMMENCING WORK.
T 1=234 STORAGE ELECTRICAL CONTRACTOR TO DISCONNECT AND RECONNECT EXISTING DOOR MAGNETIC HOLD OPEN DEVICES AT DOOR. CONTRACTOR TO THIS DRAWING IS NOT TO BE SCALED.
L _ GENERAL OFFICE SUPPLY AND INSTALL FIRE ALARM RELAYS TO TIE DOOR INTO FIRE ALARM SYSTEM AS REQUIRED.
1-235
- ; . WORK 1-236 PAROLE OFFICE LAMICOID STATING IN ENGLISH AND FRENCH "WHEN THIS STROBE IS ON, BUILDING 3 IS IN ALARM — DO NOT ENTER.” JC
- _ a 1-237 PAROLE OFFICE ~
1 209 .J\ STATION . - LAMICOID STATING IN ENGLISH AND FRENCH "WHEN THIS STROBE IS ON, BUILDING 4 IS IN ALARM — DO NOT ENTER.”
= 1-939 OFFICE SINGLE BOOSTER POWER SUPPLY SHOWN FOR BUILDING 3. CONTRACTOR TO DETERMINE IF ADDITIONAL BOOSTER POWER SUPPLIES ARE .
- O . REQUIRED FOR BUILDING 3 AND REMAINDER OF BUILDINGS. CONTRACTOR TO PROVIDE AND ALLOW FOR ADDITIONAL BOOSTER POWER ISSUED FOR - REVISION:
éﬁ 1—-240 BOARDROOM SUPPLIES IN BID PRICE.
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DEMOLITION GENERAL NOTES (FOR BUILDINGS 1, 2. & 3): Suite 1200, 10909 Jasper Avenue
R O O M L E G E N D Edmonton, Alberta
1. ALL DEVICES ARE EXISTING TO BE REMOVED BACK TO THE SOURCE (INCLUDING, L o 780 4494050
BUILDING 2 BUT NOT LIMITED TO, CONDUIT, CABLING, DEVICES, BOXES, FITTINGS, PANELS, WWW.wsp.com

ETC.) UNLESS OTHERWISE NOTED.

2
2 2-001  STORAGE — PAINT 2. ALL EXISTING FIRE ALARM DEVICES, PANELS, AND MISCELLANEOUS PARTS TO BE
5_002  UNEXCAVATED DISPOSED BY THE CONTRACTOR. PRIOR TO DISPOSAL, COORDINATE WITH

CORRECTIONAL SERVICES CANADA |F THEY WOULD LIKE TO RETAIN. F

4 2—003 CORRIDOR
CONDUIT UP TO 3. CONTRACTOR IS TO PATCH, REPAIR, AND PAINT CEILINGS, WALLS, AND CONSULTANT:
MAIN FLOOR PENETRATIONS WHERE POSSIBLE. IN AREAS OF BRICK/TILE WALLS, CONTRACTOR IS
TO SUPPLY AND INSTALL A STEEL COVER PLATE. THIS IS FOR INITIATING DEVICES,
SIGNALLING DEVICES, AND END OF LINE RESISTORS. LOCATIONS OF END OF LINE
| ] RESISTORS ARE NOT SHOWN ON DRAWINGS.
4, REPAIR IS TO INCLUDE REMOVED FIRE SPRAY, INSULATION, ETC. CONTRACTOR TO
REPAIR AND PROVIDE FIRE SPRAY, INSULATION, ETC. TO MAINTAIN EXISTING
RATING. EXISTING FIRE SEPARATIONS ARE TO BE MAINTAINED.
5. EXISTING FIRE ALARM SYSTEM IS TO REMAIN OPERATIONAL UNTIL NEW SYSTEM IS
____________ FULLY FUNCTIONAL AND VERIFICATION IS COMPLETE. DOWNTIME OF THE FIRE
r ALARM SYSTEM SHALL BE LIMITED AND FIRE WATCH SHOULD BE ALLOWED FOR IN
0 THE BID DURING DOWNTIME OF THE FIRE ALARM SYSTEM. I
|
| 6. ALL EXISTING CONDUIT RUNS SHOWN ON DEMOLITION DRAWINGS ARE FOR
('\ | DIAGRAMMATIC PURPOSES ONLY AND NOT ALL EXISTING CONDUIT RUNS MAY BE SEAL:
/. T SHOWN. CONTRACTOR TO EXAMINE SITE PRIOR TO BID.
: 0 LARGE FORMAT
|
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‘ Edmonton, Alberta
L] L] L] L] B U ‘ L D ‘ N G 2 Canada T5] 3L9
1. ALL DEVICES ARE EXISTING TO BE REMOVED BACK TO THE SOURCE (INCLUDING, o o 740 Fax: 780 4494050
o BUT NOT LIMITED TO, CONDUIT, CABLING, DEVICES, BOXES, FITTINGS, PANELS, WWW.WSp.COm
T D00 WAL RECENVING ETC.) UNLESS OTHERWISE NOTED.
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OFFICE OFFICE l o 2-101  GENERAL OFFICE 2. ALL EXISTING FIRE ALARM DEVICES, PANELS, AND MISCELLANEOUS PARTS TO BE
| === 7 DISPOSED BY THE CONTRACTOR. PRIOR TO DISPOSAL, COORDINATE WITH
2—110 2—109 I | 2=102 PO FILE ROOM CORRECTIONAL SERVICES CANADA IF THEY WOULD LIKE TO RETAIN. F
| 2—-103  WASHROOM
ﬂ rpdy u\ l : [ 3. CONTRACTOR IS TO PATCH, REPAIR, AND PAINT CEILINGS, WALLS, AND SONSULTANT.
INMATE FILE ROOM i3 91 GENERAL OFFICE * : I l 2-104  EXIT CORRIDOR PENETRATIONS WHERE POSSIBLE. IN AREAS OF BRICK/TILE WALLS, CONTRACTOR IS
o l I [ 5105  ELECTRICAL ROOM TO SUPPLY AND INSTALL A STEEL COVER PLATE. THIS IS FOR INITIATING DEVICES,
-1 ! 210 | 1150x150 J/B - SIGNALLING DEVICES, AND END OF LINE RESISTORS. LOCATIONS OF END OF LINE
l I C’\‘ ______ I l 2—106  MAINTENANCE AREA RESISTORS ARE NOT SHOWN ON DRAWINGS.
[ _
! | OFFICE GO N 2-107 TO0L LREB 4. REPAR IS TO INCLUDE REMOVED FIRE SPRAY, INSULATION, ETC. CONTRACTOR TO
FXIT CORRIDOR [ 708 (D—ch Nen 2-108  OFFICE REPAIR AND PROVIDE FIRE SPRAY, INSULATION, ETC. TO MAINTAIN EXISTING
| ! O —————_ I 7 6 ¥ JJa . RATING. EXISTING FIRE SEPARATIONS ARE TO BE MAINTAINED. e
I = I = 1o - i
| : l l - 5110  OFFICE 5. EXISTING FIRE ALARM SYSTEM IS TO REMAIN OPERATIONAL UNTIL NEW SYSTEM IS
! | : : “ FULLY FUNCTIONAL AND VERIFICATION IS COMPLETE. DOWNTIME OF THE FIRE
| | a2 ALARM SYSTEM SHALL BE LIMITED AND FIRE WATCH SHOULD BE ALLOWED FOR IN
,' ! | . THE BID DURING DOWNTIME OF THE FIRE ALARM SYSTEM. —
I , —————m] R e e — 4
I 2 1@3 ! [ = QE% l E 6. ALL EXISTING CONDUIT RUNS SHOWN ON DEMOLITION DRAWINGS ARE FOR
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| ' [ i - I - |
K = (3\-_—_ ______ J!J\l i T i \\\ : 2 W O 6:, ! LARGE FORMAT
N : g 1’: : : A | : l
— | | H= L ——_
! - | N L ! o p NP | PERMIT TO PRACTICE
< i : : ! : QI> ! | | T N o : WSP Canada Inc.
I [ I L I :
L1 it LECTRICAL I IPSO fILE ROOM I | 794 | : ,[ PERMIT N'U_MBER. EO7641
| | || I o t(\ ————————— 4 | | _The Association c_:f Rrofe53|onal
l ROO 2 O Mm' - R EC ‘ E\/‘ NG | Engineers and Geoscientists of Alberta
(I L e ' : | . E
72 Ko . 2100 y | | . J
| L _
' ' MAIL l *F.F#ME'J _______ CONDUIT DOWN TO . | S5—=112 || 3—
: : i {g= BASEMENT : :
—— Ll ]
I : SOR—HNG : CONDUIT UP TO | : \ f \ CLIENT:
! i e | SECOND FLOOR 1 , ﬂ
— : ! 15 ! M BPSMF - ———————— g—' == = = DEMOLITION KEYNOTES:
N |
i |
~ CONDUIT 6 BUILDING f2— | (j\_bf _____ I A XSEI:ISRMET%XA((J)L LS(?_(l_)éATION OF DETECTORS IN MECHANICAL ROOMS, MAINTENANCE ' .
IN WIRE CHASE O g 59 99 s : Correctional Service
CONDUIT DOWN T T 47 E >< ﬂ T F AREA DENOTED BY HATCH HAS BEEN ABANDONED AND DEMOLITION OF EXISTING Service correctionnel
Sl Lt E >< “ T 59 @ 99 DN DEVICES, CONDUIT, CABLING, ETC. IS NOT INCLUDED IN THE SCOPE OF THIS Canada Canada —
1—129 I PROJECT. (APPLICABLE TO BUILDING 2 BASEMENT — REFER TO DWG E2.01).
: L gl L T — NOT USED.
| | hd
— | J 4] EXISTING DOOR TIED INTO FIRE ALARM SYSTEM TO BE DISCONNECTED AND
L] j LS o RECONNECTED TO NEW FIRE ALARM SYSTEM. REFER TO CONSTRUCTION CUENT REF. #: CLIENT_REFERENCE_#
DRAWINGS. PROJECT:
EXIT"H”

FIRE ALARM UPGRADE

=127 i S T s SUILDING 2

2 AREA 52272 S5Q.M e
1—135
A\

1—1754
T A | -6
/"1 BUILDING 2 GROUND FLOOR DEMOLITION

@ SCALE 1:100 \_ )

1—120
. -

1—125 || 1126 |

Ci//
T
N
0
Fﬂﬂ
Y |

APG)

DISCLAIMER: COPYRIGHT:

THIS DRAWING AND DESIGN IS COPYRIGHT PROTECTED WHICH SHALL NOT BE USED,
REPRODUCED OR REVISED WITHOUT WRITTEN PERMISSION BY WSP CANADA INC. THE
CONTRACTOR SHALL CHECK AND VERIFY ALL DIMENSIONS AND UTILITY LOCATIONS AND REPORT
ALL ERRORS AND OMISSIONS PRIOR TO COMMENCING WORK.
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ROOM LEGEND DEMOLITION GENERAL NOTES (FOR BUILDINGS 1, 2, & 3): Suite 1200, 10909 Jasper Avenue
7 7 Edmonton, Alberta
U U U U U SUILDING 2 1. ALL DEVICES ARE EXISTING TO BE REMOVED BACK TO THE SOURCE (INCLUDING, s L o Fa 780 4494050

BUT NOT LIMITED TO, CONDUIT, CABLING, DEVICES, BOXES, FITTINGS, PANELS, WWW.Wsp.com

———l ETC.) UNLESS OTHERWISE NOTED.
2—-201 CORRIDOR

D 5 200 CYMNASIUM 2. ALL EXISTING FIRE ALARM DEVICES, PANELS, AND MISCELLANEOUS PARTS TO BE
DISPOSED BY THE CONTRACTOR. PRIOR TO DISPOSAL, COORDINATE WITH
CORRECTIONAL SERVICES CANADA IF THEY WOULD LIKE TO RETAIN. F

CONTRACTOR IS TO PATCH, REPAIR, AND PAINT CEILINGS, WALLS, AND ONSULTANT.
PENETRATIONS WHERE POSSIBLE. IN AREAS OF BRICK/TILE WALLS, CONTRACTOR IS
TO SUPPLY AND INSTALL A STEEL COVER PLATE. THIS IS FOR INITIATING DEVICES,
SIGNALLING DEVICES, AND END OF LINE RESISTORS. LOCATIONS OF END OF LINE

RESISTORS ARE NOT SHOWN ON DRAWINGS.

HT99S99

4. REPAIR IS TO INCLUDE REMOVED FIRE SPRAY, INSULATION, ETC. CONTRACTOR TO
REPAIR AND PROVIDE FIRE SPRAY, INSULATION, ETC. TO MAINTAIN EXISTING
RATING. EXISTING FIRE SEPARATIONS ARE TO BE MAINTAINED.
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H ALARM SYSTEM SHALL BE LIMITED AND FIRE WATCH SHOULD BE ALLOWED FOR IN
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CONSTRUCTION GENERAL NOTES (FOR BUILDINGS 1, 2, & 3):
1. DEVICES SHOWN ARE TO BE NEW UNLESS OTHERWISE NOTED. . \
uite 1200, 10909 Jasper Avenue
2. NEW DEVICES LOCATED IN BUILDINGS 1, 2, AND 3 ARE TO BE TIED INTO FIRE ALARM CONTROL PANEL LOCATED IN BUILDING 1. gjgla%f;tggjggem
hone: - : -
3. NEW DEVICES LOCATED IN BUILDING 4 ARE TO BE TIED INTO NEW FIRE ALARM CONTROL PANEL LOCATED IN BUILDING 4. Mo | T80 45400
4. EACH FIRE ALARM CONTROL PANEL WILL SEND A SUPERVISORY SIGNAL TO THE OTHER PANEL WHEN THE SYSTEM IT MONITORS GOES INTO
ALARM. CONNECTION BETWEEN THE FIRE ALARM PANELS SHALL BE ROUTED THROUGH THE TUNNELS CONNECTING BUILDING 3 AND BUILDING
4. CONDUIT SHALL NOT PENETRATE THE EXTERIOR OF THE BUILDING.
F 5. CONTRACTOR TO CONFIRM EXACT CEILING AND WALL TYPES IN EACH ROOM AS WELL AS CONSIDER ANY HAZARDOUS MATERIAL F
CONSIDERATIONS, TO DETERMINE MOUNTING REQUIREMENTS PRIOR TO INSTALLATION. SoNSULTAT
6. ALL CONDUITS, CABLES AND JUNCTION BOXES ARE TO BE NEW. NEW CONDUIT ROUTING AND JUNCTION BOXES ARE SHOWN FOR
A DIAGRAMMATIC PURPOSES ONLY. CONTRACTOR TO CONFIRM EXACT CONDUIT RUNS AND PENETRATIONS ON SITE. ENSURE EXISTING FIRE ALARM
L] SYSTEM REMAINS OPERATIONAL DURING CONSTRUCTION OF THE NEW FIRE ALARM SYSTEM.
A
7. EXISTING FIRE SEPARATIONS ARE TO BE MAINTAINED. THIS IS TO INCLUDE, BUT IS NOT LIMITED TO, BETWEEN FLOORS AND BETWEEN
A BUILDINGS.
P> N — 8. ALL DEVICES TO BE FED VIA IDENTIFIED FIRE ALARM CONDUIT C/W 4—WIRES. nii
A 9. ALL FIRE ALARM STROBE CANDELA RATINGS ARE 15cd UNLESS OTHERWISE NOTED ADJACENT TO DEVICE. ALL STROBES TO BE SYNCHRONIZED.
— 10. SMOKE DETECTORS C/W LOCALIZED ALARMS SHALL BE INSTALLED IN SLEEPING ROOMS. THESE DEVICES WILL SOUND LOCALLY WHEN SMOKE —
IS DETECTED AND CEASE WHEN THE SMOKE HAS CLEARED. A SUPERVISORY SIGNAL WILL BE SENT TO THE FIRE ALARM PANEL. PROVIDE DC
CIRCUIT TO ALL THE SOUNDER BASES IN BEDROOMS. CONFIRM EXACT DC VOLTAGE WITH MANUFACTURER. —
11. CONDUIT SHALL BE RECESSED IN ALL AREAS WITH THE EXCEPTION OF AREAS CONSISTING OF BRICK OR TILE OR IN MECHANICAL OR
. ELECTRICAL ROOMS. SURFACE CONDUIT IN THESE AREAS SHALL BE PAINTED TO MATCH THE COLOUR OF THE WALL/CEILING. LARGE FORMAT
CONTROL 12. CONTRACTOR TO REPLACE ALL EXISTING PASSIVE GRAPHICS AND PROVIDE NEW IN THE LOCATIONS SHOWN ON THE CONSTRUCTION DRAWINGS.
FIRE ALAF CONTRACTOR TO SUPPLY FOUR (4) ADDITIONAL PASSIVE GRAPHICS TO DEPARTMENTAL REPRESENTATIVE. PERMIT TO PRACTICE
BOOSTER 13. CONTRACTOR TO PROVIDE A BUILDING GRAPHIC SIMILAR TO PHOTO 3 ON DRAWING E2.11 AT THE SAME LOCATIONS AS ALL PASSIVE WSP Canada Inc.
MONITOR GRAPHICS. IT IS TO INCLUDE, BUT NOT LIMITED TO, THE EMERGENCY LIGHTING, FIRE EXTINGUISHERS LOCATIONS, AND ALL FIRE ALARM SYSTEM PERMIT NUMBER: P07641
DEVICES. WSP TO PROVIDE CAD FILES TO CONTRACTOR TO UPDATE AND CONFIRM LOCATIONS. CONTRACTOR TO SUPPLY AN ADDITIONAL FOUR The Association of Professional ‘
. gggg'@é (4) BUILDING GRAPHICS TO DEPARTMENTAL REPRESENTATIVE. Engineers and Geoscientists of Alberta e
SITE PRIC 14. CONTRACTOR TO AVOID PLACING NEW DEVICES ON WALLS WITH SPECIALTY PAINTING. CONTRACTOR TO RELOCATE NEW DEVICE AS REQUIRED TO
s NEAREST CLEAR WALL SPACE. REFER TO DETAIL 3 ON DRAWING E1.11 FOR EXAMPLE OF WALL WITH SPECIALTY PAINTING.
cC
‘. 15. CONTRACTOR TO INSTALL INITIATING AND SIGNALLING WIRING IN SEPARATE LOOPS FOR EACH BUILDING. REFER TO RISER DIAGRAM FOR
[ REFERENCE.
o= CLIENT:
% —CONC 16. CONTRACTOR TO PROVIDE ADDITIONAL ACCESS HATCHES TO SUIT NEW FIRE ALARM SYSTEM INSTALLATION AS REQUIRED AND DETERMINE NEW
SIGNALLING CIRCUITS UP TO MAIN y /o N LOCATIONS ON SITE. CONTRACTOR TO ALLOW FOR FIVE (5) ADDITIONAL ACCESS HATCHES IN DRYWALL CONTAINING NO ASBESTOS AND FIVE
A FLOOR 5 / SIGN/ (5) ADDITIONAL ACCESS HATCHES IN DRYWALL CONTAINING MODERATE RISK ASBESTOS ABATEMENT LEVELS.
o
SIGNALLING CIRCUITS FROM FACP UP = | E . .
~ 277770 GYMNASIUM ON' 2ND FLOOR »p > 17. REFER TO TYPICAL FIRE ALARM ISOLATION INSTALLATION DIAGRAM ON DRAWING E5.02. Correctional Service
FROM FACP IN BUILDING 1 VU 1 — 18. CONTRACTOR IS TO COORDINATE WITH DEPARTMENTAL REPRESENTATIVE TO ENSURE PROPER DESCRIPTION FOR ALL MONITORED SPRINKLER Service correctionnel
— D DEVICES TO BE INCLUDED IN NEW FACP PROGRAM. Canada Canada —
] ] 1 (SEE)% E— 19. PROVIDE CEILING MOUNTED LAMICOIDS FOR CEILING MOUNTED DEVICES (ie. TAMPER SWITCHES, FLOW SWITCHES, ETC.)
20. CONTRACTOR TO INCLUDE ALL COSTS FOR CONTROLS, START—UP, AND COMMISSIONING FROM CONTROLS MANUFACTURER AND MAINTENANCE
FIRE ALARM ANNUNCIATOR NETWORK INITITATING LOOP CONTRACTOR.
FROM FACP UP TO MAIN FLOOR FROM FACP IN \ J CLIENT REF. # CLIENT_REFERENCE_#
BUILDING 1 ,
INITIATING CONDUIT RETURN TO FACP SIGNALLING CIRCUITS PROJECT:
INITIATING RETURN CONDUIT UP TO MAIN FLOOR FROM FACP IN ( N
BUILDING 1 CONSTRUCTION KEYNOTES:
INITIATING CONDUIT UP TO MAIN FLOOR 1
! BILLINGUAL 'FIRE DO NOT ENTER’ ILLUMINATED SIGN. ILLUMINATED SIGN TO BE STANPRO SLESS—SLSES—1-WM—-WH-IB C/W CUSTOM
0 gt J LETTERING OR APPROVED EQUAL. GRIERSON & STAN DANIELS CENTRE 0
— @T A CONDUIT PENETRATION UP TO - THE SIGN LOCATED IN BUILDING 3 SHALL BE TIED INTO THE FIRE ALARM SYSTEM IN BUILDING 4. WHEN BUILDING 4 IS SENT INTO ALARM, FIRE ALARM UPGRADE
L @ |__ KITCHEN AREA BEHIND FRIDGE q C THE SIGN LOCATED IN BUILDING 3 SHALL ILLUMINATE.
R INITIATING DEVICES
Ul | \ L THE SIGN LOCATED IN BUILDING 4 SHALL BE TIED INTO THE FIRE ALARM SYSTEM IN BUILDINGS 1, 2, AND 3. WHEN BUILDINGS 1, 2, AND
ONDUIT PENETRATION =Coane ;ﬂgw@;@m&r@ — SIGNALING CIRCUITS TO BUILDING 2 AND 3. ALLOW ]][[ 3 ARE SENT INTO ALARM, THE SIGN LOCATED IN BUILDING 4 SHALL ILLUMINATE.
UP FOR SIGNALING RETUREN LooEé FOR A MINIMUM OF ONE CIRCUIT PER FLOOR PER
CCTS TO MAIN FLOOR ™ BUILDING. 2 THE DEVICE LOCATED IN BUILDING 3 SHALL BE TIED INTO THE FIRE ALARM SYSTEM FOR BUILDINGS 1, 2, AND 3.
] O PF " . :
O ' ~RAMP THE DEVICE LOCATED IN BUILDING 4 SHALL BE TIED INTO THE FIRE ALARM SYSTEM FOR BUILDING 4. KEY PLAN:
| = -
101" L | otk m | 1-004 / WEATHER—PROOF STROBE TO BE MOUNTED ON EXTERIOR WALL ABOVE EXISTING SIAMESE CONNECTION.
— Lo o -
Zz =z
] o 2<es EQ 1—00 T I NOT USED.
€ B 50 PULL STATIONS SHALL BE MOUNTED ON DRYWALL PILLAR AS OPPOSED TO BRICK WHEN POSSIBLE. REFER TO DETAIL 4 ON DRAWING E1.11. -5
[CpeX]
| *Z yZ /n H\ e CONTRACTOR TO PROVIDE AN ELECTRICAL SHUT OFF RELAY OPERATED BY THE FIRE ALARM SYSTEM FOR CUTTING ALL HEAT PRODUCING
e — T ! N SOURCES OF FUEL AND ELECTRICAL POWER FOR THE COOKING EQUIPMENT. CONTRACTOR TO INCLUDE ALL COST ASSOCIATED TO THE WORK
_— SR SR (APG) EACP) || ABOVE IN THEIR BID.
‘ ' T 1-003 A R E A 1 @ 7 S Q M PROVIDE A HEAT DETECTOR IN ELEVATOR PIT. DSCLANER. COPYRIGHT.
[ — | [ 11] ELECTRICAL CONTRACTOR TO DISCONNECT AND RECONNECT EXISTING DOOR MAGNETIC HOLD OPEN DEVICES AT DOOR. CONTRACTOR TO THIS DRAWING AND DESIGN IS COPYRIGHT PROTECTED WHICH SHALL NOT BE USED,
B SUPPLY AND INSTALL FIRE ALARM RELAYS TO TIE DOOR INTO FIRE ALARM SYSTEM AS REQUIRED. R o R o R P D Ty LOCANONS aND REPORT
— O W 3 : ALL ERRORS AND OMISSIONS PRIOR TO COMMENCING WORK.
T | L LAMICOID STATING IN ENGLISH AND FRENCH "WHEN THIS STROBE IS ON, BUILDING 3 IS IN ALARM — DO NOT ENTER.” THIS DRAWING IS NOT TO BE SCALED.
C — - [ — | LAMICOID STATING IN ENGLISH AND FRENCH "WHEN THIS STROBE IS ON, BUILDING 4 IS IN ALARM — DO NOT ENTER.” C
F- SINGLE BOOSTER POWER SUPPLY SHOWN FOR BUILDING 3. CONTRACTOR TO DETERMINE IF ADDITIONAL BOOSTER POWER SUPPLIES ARE ~F
m BUILDING 2 BASEMENT CONSTRUCTION ROOM LEGEND REQUIRED FOR BUILDING 3 AND REMAINDER OF BUILDINGS. CONTRACTOR TO PROVIDE AND ALLOW FOR ADDITIONAL BOOSTER POWER
=5 17/ SoALE 1100 SUPPLIES IN BID PRICE.
SUILDING 2 21mmC c/w 4C#16 FAS TO BUILDING TELEPHONE BACKBOARD FOR AUTODIALER AND MONITORING PANEL. PROVIDE NEW AUTODIALER WITH ISSUED FOR — REVISION:
TWO COMMUNICATION DIAL OUT SIGNALS OUTPUT (PRIMARY AND ALTERNATE PHONE LINES). CONFIRM PHONE NUMBERS WITH PWGSC AND
2-001  STORAGE — PAINT ENSURE TWO TYPES OF TRANSMISSION. PROVIDE NEW MONITORING PANEL THAT IS ULC—S561 COMPLIANT. BOTH AUTODIALER AND
D005 UNEXCAVATED MONITORING PANEL ARE TO BE FROM SAME MANUFACTURER. CONTRACTOR TO CONFIRM MODEL OF AUTODIALER AND MONITORING PANEL
- WITH OWNER AND PROVIDE ALL COSTS FOR SUPPLY AND INSTALLATION OF AUTODIALER / MONITORING PANEL IN THEIR BID.
2-003  CORRIDOR
REMOTE LED INDICATOR IS TO BE PROVIDED FOR ALL NOT VISIBLE DUCT DETECTORS.
4 ~N\ CONTRACTOR TO PROVIDE FIRE EMERGENCY PROCEDURE SIGN AT DESIGNATED LOCATIONS. SIGN SHALL INCLUDE ALL ARTICLES NOTED IN
— Al "NATIONAL FIRE CODE SECTION 2.8.2.1.1.a WRITTEN IN ENGLISH AND FRENCH. CONTRACTOR TO SUBMIT DRAFT COPY TO PUBLIC WORKS, —
GREIERSON AND CONSULTANT FOR REVIEW PRIOR TO ORDERING SIGNS. CONTRACTOR TO PROVIDE FOUR (4) ADDITIONAL COPIES OF
EMERGENCY PROCEDURE SIGNS TO BE INSTALLED AS DIRECTED BY DEPARTMENTAL REPRESENTATIVE.
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CONSTRUCTION GENERAL NOTES (FOR BUILDINGS 1, 2, & 3):
— —— — — — — 1. DEVICES SHOWN ARE TO BE NEW UNLESS OTHERWISE NOTED. Suite 1200, 10909 Jasper Avenue
L ‘ L] L | L] Edmonton, Alberta
i 2. NEW DEVICES LOCATED IN BUILDINGS 1, 2, AND 3 ARE TO BE TIED INTO FIRE ALARM CONTROL PANEL LOCATED IN BUILDING 1. Canada T5] 319 ,
Phone: 780 410-6740 Fax: 780 449-4050
MUA 3. NEW DEVICES LOCATED IN BUILDING 4 ARE TO BE TIED INTO NEW FIRE ALARM CONTROL PANEL LOCATED IN BUILDING 4. HsReon
E ) ORgLCE OFFICE 4. EACH FIRE ALARM CONTROL PANEL WILL SEND A SUPERVISORY SIGNAL TO THE OTHER PANEL WHEN THE SYSTEM IT MONITORS
6.0 - GOES INTO ALARM. CONNECTION BETWEEN THE FIRE ALARM PANELS SHALL BE ROUTED THROUGH THE TUNNELS CONNECTING
HT110 727 —709 BUILDING 3 AND BUILDING 4. CONDUIT SHALL NOT PENETRATE THE EXTERIOR OF THE BUILDING. F
ﬂ ROOM [ ECEND 5. CONTRACTOR TO CONFIRM EXACT CEILING AND WALL TYPES IN EACH ROOM AS WELL AS CONSIDER ANY HAZARDOUS MATERIAL ST
INIAATE  LILE PO GENERAL OFFICE e CONSIDERATIONS, TO DETERMINE MOUNTING REQUIREMENTS PRIOR TO INSTALLATION. -
FKE 30cd D
X 2101 ® L SUILDING 2 6. ALL CONDUITS, CABLES AND JUNCTION BOXES ARE TO BE NEW. NEW CONDUIT ROUTING AND JUNCTION BOXES ARE SHOWN FOR
DIAGRAMMATIC PURPOSES ONLY. CONTRACTOR TO CONFIRM EXACT CONDUIT RUNS AND PENETRATIONS ON SITE. ENSURE EXISTING
0= OAFICE FIRE ALARM SYSTEM REMAINS OPERATIONAL DURING CONSTRUCTION OF THE NEW FIRE ALARM SYSTEM.
- = 2—100  MAIL RECEIVING
- ? EXIT CORRIDOR JQO[T 21108 | o0 CENERAL OFFICE 7. E)élTSvJIE,\IECI;\J FBlleLDsINEgéRAHONs ARE TO BE MAINTAINED. THIS IS TO INCLUDE, BUT IS NOT LIMITED TO, BETWEEN FLOORS AND
P 6.0 —Q P :DV | | 2-102  IPSO FILE ROOM <P
20ed ¢| 2103 WASHROOM 8. ALL DEVICES TO BE FED VIA IDENTIFIED FIRE ALARM CONDUIT C/W 4—WIRES.
2-104  EXIT CORRIDOR 9. g\*ﬂgg@égM STROBE CANDELA RATINGS ARE 15cd UNLESS OTHERWISE NOTED ADJACENT TO DEVICE. ALL STROBES TO BE
TOOl CRIB 2—105  ELECTRICAL ROOM '
[FK¥ 30cd 5106  MAINTENANCE AREA 10. SMOKE DETECTORS C/W LOCALIZED ALARMS SHALL BE INSTALLED IN SLEEPING ROOMS. THESE DEVICES WILL SOUND LOCALLY
= 2107 MAINTENANCE AREA 3—101 WHEN SMOKE IS DETECTED AND CEASE WHEN THE SMOKE HAS CLEARED. A SUPERVISORY SIGNAL WILL BE SENT TO THE FIRE SEAL:
i * 2—107  TOOL CRIB ALARM PANEL. PROVIDE DC CIRCUIT TO ALL THE SOUNDER BASES IN BEDROOMS. CONFIRM EXACT DC VOLTAGE WITH
N = 1 \ 2 7 W O 6 J/B TO FEED ] 2—108 OFFICE MANUFACTURER. LARGE FORMAT
= STARTER Va—— SIGNALING CIRCUITS - 2—109  OFFICE 11. CONDUIT SHALL BE RECESSED IN ALL AREAS WITH THE EXCEPTION OF AREAS CONSISTING OF BRICK OR TILE OR IN MECHANICAL
— AN ON 2ND FLOOR OR ELECTRICAL ROOMS. SURFACE CONDUIT IN THESE AREAS SHALL BE PAINTED TO MATCH THE COLOUR OF THE WALL/CEILING.
S ] AND ANNUNCIATOR 2=110  OFFICE / PERMIT TO PRACTICE
>< LCE] U i i 12. CONTRACTOR TO REPLACE ALL EXISTING PASSIVE GRAPHICS AND PROVIDE NEW IN THE LOCATIONS SHOWN ON THE CONSTRUCTION WSP Canada Inc.
DRAWINGS. CONTRACTOR TO SUPPLY FOUR (4) ADDITIONAL PASSIVE GRAPHICS TO DEPARTMENTAL REPRESENTATIVE. .
L | |]| ELECTRICAL PSO FILE ROOM ul | 5 » R o DR, oot 041
ROOM 2402 MAIL RECIEVING 13. CONTRACTOR TO PROVIDE A BUILDING GRAPHIC SIMILAR TO PHOTO 3 ON DRAWING E2.11 AT THE SAME LOCATIONS AS ALL PASSIVE Engineers and Geosclentists of Alberta
INITIATING RETURN CONDUIT — 1 GRAPHICS. IT IS TO INCLUDE, BUT NOT LIMITED TO, THE EMERGENCY LIGHTING, FIRE EXTINGUISHERS LOCATIONS, AND ALL FIRE F
2105 ) —] O@ e CONDUIT DOWN TO | PENETRATIO _\ 4 ALARM SYSTEM DEVICES. WSP TO PROVIDE CAD FILES TO CONTRACTOR TO UPDATE AND CONFIRM LOCATIONS. CONTRACTOR TO
A SIGNALLING CIRCUITS BASEMENT g&s MEN \ SUPPLY AN ADDITIONAL FOUR (4) BUILDING GRAPHICS TO DEPARTMENTAL REPRESENTATIVE.
EOL'S FOR HORN AND— - BPS -1
STROBE CIRCUITS S (SEE) TO GYMNASIUM ON INITIATING  CONDUIT MAIN FLOOR 14. CONTRACTOR TO AVOID PLACING NEW DEVICES ON WALLS WITH SPECIALTY PAINTING. CONTRACTOR TO RELOCATE NEW DEVICE AS
S NG = T 2ND FLOOR DOWN TO BASEMENT SIGNALLING - REQUIRED TO NEAREST CLEAR WALL SPACE. REFER TO DETAIL 3 ON DRAWING E1.11 FOR EXAMPLE OF WALL WITH SPECIALTY
u \\% | l CIRCUIT PAINTING. CLIENT:
\/ “ (P | W
— ] M :$/ — ° hl. [Fl — e el e 15. CONTRACTOR TO INSTALL INITIATING AND SIGNALLING WIRING IN SEPARATE LOOPS FOR EACH BUILDING. REFER TO RISER DIAGRAM
z / N \ ———1 — s A o s A FOR REFERENCE.
<SEE> e /
PENHRA%%"#ID%'; Lﬁ-k' 'RF)Rf(' ’T_%“gPANF“FLLJNC'éI\OR 16. CONTRACTOR TO PROVIDE ADDITIONAL ACCESS HATCHES TO SUIT NEW FIRE ALARM SYSTEM INSTALLATION AS REQUIRED AND Correctional Service
70 SECOND FLOOR Al UP 11142 QM FAGH, DETERMINE NEW LOCATIONS ON SITE. CONTRACTOR TO ALLOW FOR FIVE (5) ADDITIONAL ACCESS HATCHES IN DRYWALL CONTAINING . 4 ]
FOR. INITIATING | L[| | L[ [ E >< HT F INITIATING - NO ASBESTOS AND FIVE (5) ADDITIONAL ACCESS HATCHES IN DRYWALL CONTAINING MODERATE RISK ASBESTOS ABATEMENT LEVELS. Service correciionne
DEVICES 7] “\ 1 I e s 1 \H TO SECONIL FL@O 33 39 DN Canada Canada D —
\ 17. REFER TO TYPICAL FIRE ALARM ISOLATION INSTALLATION DIAGRAM ON DRAWING E5.02.
CONDUIT DN [ | SIGNALLING_CIRCUITS
PENETRATION UP ! up 1 FROM BASEMENT 18. CONTRACTOR IS TO COORDINATE WITH DEPARTMENTAL REPRESENTATIVE TO ENSURE PROPER DESCRIPTION FOR ALL MONITORED
— SPRINKLER DEVICES TO BE INCLUDED IN NEW FACP PROGRAM.
TO SECOND FLOOR
FOR SIGNALLING SANIN .
CIRGUITS || 19. PROVIDE CEILING MOUNTED LAMICOIDS FOR CEILING MOUNTED DEVICES (ie. TAMPER SWITCHES, FLOW SWITCHES, ETC.) CLENT REF. #: CLIENT_REFERENCE_#
PROJECT:
CONDUIT 1—130 1 171 20. CONTRACTOR TO INCLUDE ALL COSTS FOR CONTROLS, START—UP, AND COMMISSIONING FROM CONTROLS MANUFACTURER AND
PENETRATION DOWN — ‘ CONDUIT PENETRATION BEHIND FRIDGE MAINTENANCE CONTRACTOR.
FOR SIGNALLING IN KITCHEN AREA DOWN TO BASEMENT E >< HT 93 H 93 \_ y,
CIRCUITS TO = FOR INITIATING DEVICES
BASEMENT i r N\
CONDUIT - *‘— CONSTRUCTION KEYNOTES: GRIERSON & STAN DANIELS CENTRE 0
PENETRATION DOWN
TO BASEMENT FOR [T — 7] BILLINGUAL 'FIRE DO NOT ENTER’ ILLUMINATED SIGN. ILLUMINATED SIGN TO BE STANPRO SLESS—SLSES—1-WM—-WH—IB C/W CUSTOM
INITIATING RETURN LETTERING OR APPROVED EQUAL. F|RE A'—ARM UPGRADE
LOOP L
1127/ THE SIGN LOCATED IN BUILDING 3 SHALL BE TIED INTO THE FIRE ALARM SYSTEM IN BUILDING 4. WHEN BUILDING 4 IS SENT INTO
O 1 132 THE SIGN LOCATED IN BUILDING 3 SHALL ILLUMINATE.
-~ | 1—1253 —
_ THE SIGN LOCATED IN BUILDING 4 SHALL BE TIED INTO THE FIRE ALARM SYSTEM IN BUILDINGS 1, 2, AND 3. WHEN BUILDINGS 1,
] | — A R E A 5 2 2 S Q M 3 ARE SENT INTO ALARM, THE SIGN LOCATED IN BUILDING 4 SHALL ILLUMINATE. KEY PLAN:
- — - ’ THE DEVICE LOCATED IN BUILDING 3 SHALL BE TIED INTO THE FIRE ALARM SYSTEM FOR BUILDINGS 1, 2, AND 3.
1125 1—126 E 1134 1T—1745 THE DEVICE LOCATED IN BUILDING 4 SHALL BE TIED INTO THE FIRE ALARM SYSTEM FOR BUILDING 4.
: A T A [ WEATHER—PROOF STROBE TO BE MOUNTED ON EXTERIOR WALL ABOVE EXISTING SIAMESE CONNECTION. e
NOT USED.
@ Z\Lﬂ%l?:gﬂ@ 2 GROUND FLOOR CONSTRUCTION PULL STATIONS SHALL BE MOUNTED ON DRYWALL PILLAR AS OPPOSED TO BRICK WHEN POSSIBLE. REFER TO DETAIL 4 ON DRAWIN
: CONTRACTOR TO PROVIDE AN ELECTRICAL SHUT OFF RELAY OPERATED BY THE FIRE ALARM SYSTEM FOR CUTTING ALL HEAT PRODU
SOURCES OF FUEL AND ELECTRICAL POWER FOR THE COOKING EQUIPMENT. CONTRACTOR TO INCLUDE ALL COST ASSOCIATED TO Tt DISCLAIMER: COPYRIGHT:
ABOVE IN THEIR BID. THIS DRAWING AND DESIGN IS COPYRIGHT PROTECTED WHICH SHALL NOT BE USED,
REPRODUCED OR REVISED WITHOUT WRITTEN PERMISSION BY WSP CANADA INC. THE
PROVIDE A HEAT DETECTOR IN ELEVATOR PIT. CONTRACTOR SHALL CHECK AND VERIFY ALL DIMENSIONS AND UTILITY LOCATIONS AND REPORT
ALL ERRORS AND OMISSIONS PRIOR TO COMMENCING WORK.
ELECTRICAL CONTRACTOR TO DISCONNECT AND RECONNECT EXISTING DOOR MAGNETIC HOLD OPEN DEVICES AT DOOR. CONTRACTOR THIS DRAWING IS NOT TO BE SCALED.
SUPPLY AND INSTALL FIRE ALARM RELAYS TO TIE DOOR INTO FIRE ALARM SYSTEM AS REQUIRED.
LAMICOID STATING IN ENGLISH AND FRENCH "WHEN THIS STROBE IS ON, BUILDING 3 IS IN ALARM — DO NOT ENTER.” C
LAMICOID STATING IN ENGLISH AND FRENCH "WHEN THIS STROBE IS ON, BUILDING 4 IS IN ALARM — DO NOT ENTER.”
SINGLE BOOSTER POWER SUPPLY SHOWN FOR BUILDING 3. CONTRACTOR TO DETERMINE IF ADDITIONAL BOOSTER POWER SUPPLIES
REQUIRED FOR BUILDING 3 AND REMAINDER OF BUILDINGS. CONTRACTOR TO PROVIDE AND ALLOW FOR ADDITIONAL BOOSTER POWEF ISSUED FOR — REVISION:
SUPPLIES IN BID PRICE.
21mmC c/w 4C#16 FAS TO BUILDING TELEPHONE BACKBOARD FOR AUTODIALER AND MONITORING PANEL. PROVIDE NEW AUTODIALE
TWO COMMUNICATION DIAL OUT SIGNALS OUTPUT (PRIMARY AND ALTERNATE PHONE LINES). CONFIRM PHONE NUMBERS WITH PWGSC
ENSURE TWO TYPES OF TRANSMISSION. PROVIDE NEW MONITORING PANEL THAT IS ULC—S561 COMPLIANT. BOTH AUTODIALER AND
MONITORING PANEL ARE TO BE FROM SAME MANUFACTURER. CONTRACTOR TO CONFIRM MODEL OF AUTODIALER AND MONITORING P/
WITH OWNER AND PROVIDE ALL COSTS FOR SUPPLY AND INSTALLATION OF AUTODIALER / MONITORING PANEL IN THEIR BID.
REMOTE LED INDICATOR IS TO BE PROVIDED FOR ALL NOT VISIBLE DUCT DETECTORS. —
CONTRACTOR TO PROVIDE FIRE EMERGENCY PROCEDURE SIGN AT DESIGNATED LOCATIONS. SIGN SHALL INCLUDE ALL ARTICLES NOTE
AJ “NATIONAL FIRE CODE SECTION 2.8.2.1.1.a WRITTEN IN ENGLISH AND FRENCH. CONTRACTOR TO SUBMIT DRAFT COPY TO PUBLIC WC
GREIERSON AND CONSULTANT FOR REVIEW PRIOR TO ORDERING SIGNS. CONTRACTOR TO PROVIDE FOUR (4) ADDITIONAL COPIES OF
\ EMERGENCY PROCEDURE SIGNS TO BE INSTALLED AS DIRECTED BY DEPARTMENTAL REPRESENTATIVE. y
]D A 2018/09/26 ISSUED FOR TENDER B
s | Re DATE DESCRIPTION
Tg%%ﬂ; MANTENANCE AREA PROJECT NO: DATE:
= ‘ 171-04506-00 2018/09/26
e ORIGINAL SCALE:
B P IF THIS BAR IS NOT 1”
53 s ] AS NOTED LONG, ADJUST YOUR
= <5 = = DESIGNED BY: PLOTTING SCALE.
o BUILDING 3
I AREA 497 SQ.M L SHADE
] BUILDING 2 DRAWN BY:
AREA 522 sSQ.M
I L. SHADE
I CHECKED BY: ]
"
I J. ESPINO
= DISCIPLINE:
I ELECTRICAL
BUILDING 4 TLE:
AREA 1207 SQ.M
BUILDING 2 — GROUND FLOOR
A
PUILDING SHEET NUMBER:
/"2 GROUND FLOOR KEY PLAN SHEET 12 oF 28
£2.12/ SCALE 1:500 ISSUE: REV #
DATE OF: 2018/09/26
1 1 1
10 ¢ 9 8 ¢ 7 6 5 | 4 | 3 ¢ 2 1
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CONSTRUCTION GENERAL NOTES (FOR BUILDINGS 1., 2, & 3):

RQQ M LEG EN D 1. DEVICES SHOWN ARE TO BE NEW UNLESS OTHERWISE NOTED. ,
Suite 1200, 10909 Jasper Avenue
— ] % — — — BUILDING 2 2. NEW DEVICES LOCATED IN BUILDINGS 1, 2, AND 3 ARE TO BE TIED INTO FIRE ALARM CONTROL PANEL LOCATED IN BUILDING 1. gfj;gg;tggjg\gem
Phone: 780 410-6740 Fax: 780 449-4050

75¢d EOL'S FOR HORN AND 3. NEW DEVICES LOCATED IN BUILDING 4 ARE TO BE TIED INTO NEW FIRE ALARM CONTROL PANEL LOCATED IN BUILDING 4. WWWWSP.Com

STROBE CIRCUITS ==

S 2-201 CORRIDOR 4. EACH FIRE ALARM CONTROL PANEL WILL SEND A SUPERVISORY SIGNAL TO THE OTHER PANEL WHEN THE SYSTEM IT MONITORS
. 2-202 GYMNASIUM GOES INTO ALARM. CONNECTION BETWEEN THE FIRE ALARM PANELS SHALL BE ROUTED THROUGH THE TUNNELS CONNECTING
] BUILDING 3 AND BUILDING 4. CONDUIT SHALL NOT PENETRATE THE EXTERIOR OF THE BUILDING.

5. CONTRACTOR TO CONFIRM EXACT CEILING AND WALL TYPES IN EACH ROOM AS WELL AS CONSIDER ANY HAZARDOUS MATERIAL F
— CONSIDERATIONS, TO DETERMINE MOUNTING REQUIREMENTS PRIOR TO INSTALLATION. CONSULTANT:

99 99 DIAGRAMMATIC PURPOSES ONLY. CONTRACTOR TO CONFIRM EXACT CONDUIT RUNS AND PENETRATIONS ON SITE. ENSURE EXISTING
HT S FIRE ALARM SYSTEM REMAINS OPERATIONAL DURING CONSTRUCTION OF THE NEW FIRE ALARM SYSTEM.

5 - 2 W 6 6. ALL CONDUITS, CABLES AND JUNCTION BOXES ARE TO BE NEW. NEW CONDUIT ROUTING AND JUNCTION BOXES ARE SHOWN FOR

7. EXISTING FIRE SEPARATIONS ARE TO BE MAINTAINED. THIS IS TO INCLUDE, BUT IS NOT LIMITED TO, BETWEEN FLOORS AND
BETWEEN BUILDINGS.

SEE
[>]

P

A

K 8. ALL DEVICES TO BE FED VIA IDENTIFIED FIRE ALARM CONDUIT C/W 4—WIRES.
DN

- GY M NAS ‘ U M i 9. ALL FIRE ALARM STROBE CANDELA RATINGS ARE 15cd UNLESS OTHERWISE NOTED ADJACENT TO DEVICE. ALL STROBES TO BE
SYNCHRONIZED.

f

I [ 3 *QW 5 10. SMOKE DETECTORS C/W LOCALIZED ALARMS SHALL BE INSTALLED IN SLEEPING ROOMS. THESE DEVICES WILL SOUND LOCALLY
i 2 - 202 WHEN SMOKE IS DETECTED AND CEASE WHEN THE SMOKE HAS CLEARED. A SUPERVISORY SIGNAL WILL BE SENT TO THE FIRE e
ALARM PANEL. PROVIDE DC CIRCUIT TO ALL THE SOUNDER BASES IN BEDROOMS. CONFIRM EXACT DC VOLTAGE WITH -
MANUFACTURER.
ALL HORIZONTAL CONDUIT INSTALLATION LARGE FORMAT
i I TO BE INSTALLED IN T—BAR. ALL 11. CONDUIT SHALL BE RECESSED IN ALL AREAS WITH THE EXCEPTION OF AREAS CONSISTING OF BRICK OR TILE OR IN MECHANICAL
i VERTICAL CONDUIT INSTALLATION CAN BE OR ELECTRICAL ROOMS. SURFACE CONDUIT IN THESE AREAS SHALL BE PAINTED TO MATCH THE COLOUR OF THE WALL/CEILING.

SURFACE MOUNTED.
12. CONTRACTOR TO REPLACE ALL EXISTING PASSIVE GRAPHICS AND PROVIDE NEW IN THE LOCATIONS SHOWN ON THE CONSTRUCTION PERMV\II-Sl-PTC?nan§ﬁ]CCTICE
‘ U NTE R N SIGNALLING CIRCUITS [

M)
O DRAWINGS. CONTRACTOR TO SUPPLY FOUR (4) ADDITIONAL PASSIVE GRAPHICS TO DEPARTMENTAL REPRESENTATIVE.
FROM BASEMENT @\ PERMIT NUMBER: P07641

: 13. CONTRACTOR TO PROVIDE A BUILDING GRAPHIC SIMILAR TO PHOTO 3 ON DRAWING E2.11 AT THE SAME LOCATIONS AS ALL PASSIVE The Association of Professional
‘G HT INITIATING CONDUIT i GRAPHICS. IT IS TO INCLUDE, BUT NOT LIMITED TO, THE EMERGENCY LIGHTING, FIRE EXTINGUISHERS LOCATIONS, AND ALL FIRE Engineers and Geoscientists of Alberta
DOWN TO MAIN FLOOR

N ALARM SYSTEM DEVICES. WSP TO PROVIDE CAD FILES TO CONTRACTOR TO UPDATE AND CONFIRM LOCATIONS. CONTRACTOR TO E
SUPPLY AN ADDITIONAL FOUR (4) BUILDING GRAPHICS TO DEPARTMENTAL REPRESENTATIVE.

14. CONTRACTOR TO AVOID PLACING NEW DEVICES ON WALLS WITH SPECIALTY PAINTING. CONTRACTOR TO RELOCATE NEW DEVICE AS
REQUIRED TO NEAREST CLEAR WALL SPACE. REFER TO DETAIL 3 ON DRAWING E1.11 FOR EXAMPLE OF WALL WITH SPECIALTY
PAINTING.

O I

M _| INITIATING RETURN

CONDUIT DOWN TO
@),
S
M 75cdT T
FIEAPO[F
Up

MAIN FLOOR
DN ()P< STAIRS .A
/ / ' 7\ ] -

CLIENT:

15. CONTRACTOR TO INSTALL INITIATING AND SIGNALLING WIRING IN SEPARATE LOOPS FOR EACH BUILDING. REFER TO RISER DIAGRAM
FOR REFERENCE.

i —

TO BE| MOUNTED IN\\ |
= AN ROOM

3

4
—o

\

16. CONTRACTOR TO PROVIDE ADDITIONAL ACCESS HATCHES TO SUIT NEW FIRE ALARM SYSTEM INSTALLATION AS REQUIRED AND
DETERMINE NEW LOCATIONS ON SITE. CONTRACTOR TO ALLOW FOR FIVE (5) ADDITIONAL ACCESS HATCHES IN DRYWALL CONTAINING I ' I Correctional Service

|
|
4

NO ASBESTOS AND FIVE (5) ADDITIONAL ACCESS HATCHES IN DRYWALL CONTAINING MODERATE RISK ASBESTOS ABATEMENT LEVELS. Service correctionnel
Canada Canada S—

G-
g 3-202
O |

i

\ H o — H % "I(SEE) €APC) 17. REFER TO TYPICAL FIRE ALARM ISOLATION INSTALLATION DIAGRAM ON DRAWING E5.02.
P

DN — = — == — = —= - — s B s B 18. CONTRACTOR IS TO COORDINATE WITH DEPARTMENTAL REPRESENTATIVE TO ENSURE PROPER DESCRIPTION FOR ALL MONITORED

SPRINKLER DEVICES TO BE INCLUDED IN NEW FACP PROGRAM.

L s

e 6

19. PROVIDE CEILING MOUNTED LAMICOIDS FOR CEILING MOUNTED DEVICES (ie. TAMPER SWITCHES, FLOW SWITCHES, ETC.) CLIENT REF. §: CLIENT_REFERENGE_#

|
(3
=
/
43
EAPG)
B

CONDUIT PENETRATION DOWN ] 20. CONTRACTOR TO INCLUDE ALL COSTS FOR CONTROLS, START—UP, AND COMMISSIONING FROM CONTROLS MANUFACTURER AND PROJECT:
TO FACP IN BASEMENT FOR MAINTENANCE CONTRACTOR.
INITIATING RETURN LOOP k )

CONDUIT PENETRATION DOWN ]
— TO MAIN FLOOR FOR ( N

L | *2@ — SIGNALLINGECIRCUIS LU CONSTRUCTION KEYNOTES: GRIERSON & STAN DANIELS CENTRE

RTU ) )
BILLINGUAL 'FIRE DO NOT ENTER  ILLUMINATED SIGN. ILLUMINATED SIGN TO BE STANPRO SLESS—SLSES—-1-WM-WH-IB C/W CUSTOM
259 LETTERING OR APPROVED EQUAL. / F|RE ALARM UPG RADE

| | SUILDING 2

o - AREA 573 SQ.M
1 ORVaNw, R 7 [

mBUILDING 2 SECOND FLOOR CONSTRUCTION

£2.13/ SCALE 1:100

4

0
0
0
=4
7
L
W‘
d

[
| —
Y

THE SIGN LOCATED IN BUILDING 3 SHALL BE TIED INTO THE FIRE ALARM SYSTEM IN BUILDING 4. WHEN BUILDING 4 IS SENT INTO ALARM,
THE SIGN LOCATED IN BUILDING 3 SHALL ILLUMINATE.

THE SIGN LOCATED IN BUILDING 4 SHALL BE TIED INTO THE FIRE ALARM SYSTEM IN BUILDINGS 1, 2, AND 3. WHEN BUILDINGS 1, 2, AND
3 ARE SENT INTO ALARM, THE SIGN LOCATED IN BUILDING 4 SHALL ILLUMINATE. KEY PLAN:

THE DEVICE LOCATED IN BUILDING 3 SHALL BE TIED INTO THE FIRE ALARM SYSTEM FOR BUILDINGS 1, 2, AND 3.

(6]

CUEHUY W & G

THE DEVICE LOCATED IN BUILDING 4 SHALL BE TIED INTO THE FIRE ALARM SYSTEM FOR BUILDING 4.

WEATHER—PROOF STROBE TO BE MOUNTED ON EXTERIOR WALL ABOVE EXISTING SIAMESE CONNECTION. -t

NOT USED.
PULL STATIONS SHALL BE MOUNTED ON DRYWALL PILLAR AS OPPOSED TO BRICK WHEN POSSIBLE. REFER TO DETAIL 4 ON DRAWING E1.11.

CONTRACTOR TO PROVIDE AN ELECTRICAL SHUT OFF RELAY OPERATED BY THE FIRE ALARM SYSTEM FOR CUTTING ALL HEAT PRODUCING
SOURCES OF FUEL AND ELECTRICAL POWER FOR THE COOKING EQUIPMENT. CONTRACTOR TO INCLUDE ALL COST ASSOCIATED TO THE WORK DISCLAIMER: COPYRIGHT:

ABOVE IN THEIR BID. THIS DRAWING AND DESIGN IS COPYRIGHT PROTECTED WHICH SHALL NOT BE USED,
REPRODUCED OR REVISED WITHOUT WRITTEN PERMISSION BY WSP CANADA INC. THE
PROVIDE A HEAT DETECTOR IN ELEVATOR PIT. CONTRACTOR SHALL CHECK AND VERIFY ALL DIMENSIONS AND UTIITY LOCATIONS AND REPORT
ALL ERRORS AND OMISSIONS PRIOR TO COMMENCING WORK.

THIS DRAWNG IS NOT TO BE SCALED.

ELECTRICAL CONTRACTOR TO DISCONNECT AND RECONNECT EXISTING DOOR MAGNETIC HOLD OPEN DEVICES AT DOOR. CONTRACTOR TO
SUPPLY AND INSTALL FIRE ALARM RELAYS TO TIE DOOR INTO FIRE ALARM SYSTEM AS REQUIRED.

LAMICOID STATING IN ENGLISH AND FRENCH "WHEN THIS STROBE IS ON, BUILDING 3 IS IN ALARM — DO NOT ENTER.” 9

LAMICOID STATING IN ENGLISH AND FRENCH "WHEN THIS STROBE IS ON, BUILDING 4 IS IN ALARM — DO NOT ENTER.”

FEE 6
A

SINGLE BOOSTER POWER SUPPLY SHOWN FOR BUILDING 3. CONTRACTOR TO DETERMINE IF ADDITIONAL BOOSTER POWER SUPPLIES ARE .
REQUIRED FOR BUILDING 3 AND REMAINDER OF BUILDINGS. CONTRACTOR TO PROVIDE AND ALLOW FOR ADDITIONAL BOOSTER POWER ISSUED FOR — REVISION:
SUPPLIES IN BID PRICE.

21mmC c/w 4C#16 FAS TO BUILDING TELEPHONE BACKBOARD FOR AUTODIALER AND MONITORING PANEL. PROVIDE NEW AUTODIALER WITH
TWO COMMUNICATION DIAL OUT SIGNALS OUTPUT (PRIMARY AND ALTERNATE PHONE LINES). CONFIRM PHONE NUMBERS WITH PWGSC AND
ENSURE TWO TYPES OF TRANSMISSION. PROVIDE NEW MONITORING PANEL THAT IS ULC—S561 COMPLIANT. BOTH AUTODIALER AND
MONITORING PANEL ARE TO BE FROM SAME MANUFACTURER. CONTRACTOR TO CONFIRM MODEL OF AUTODIALER AND MONITORING PANEL

WITH OWNER AND PROVIDE ALL COSTS FOR SUPPLY AND INSTALLATION OF AUTODIALER / MONITORING PANEL IN THEIR BID.

(]

REMOTE LED INDICATOR IS TO BE PROVIDED FOR ALL NOT VISIBLE DUCT DETECTORS.

CONTRACTOR TO PROVIDE FIRE EMERGENCY PROCEDURE SIGN AT DESIGNATED LOCATIONS. SIGN SHALL INCLUDE ALL ARTICLES NOTED IN
"NATIONAL FIRE CODE SECTION 2.8.2.1.1.a WRITTEN IN ENGLISH AND FRENCH. CONTRACTOR TO SUBMIT DRAFT COPY TO PUBLIC WORKS,
GREIERSON AND CONSULTANT FOR REVIEW PRIOR TO ORDERING SIGNS. CONTRACTOR TO PROVIDE FOUR (4) ADDITIONAL COPIES OF
EMERGENCY PROCEDURE SIGNS TO BE INSTALLED AS DIRECTED BY DEPARTMENTAL REPRESENTATIVE.
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i / CONDUIT UP TO ( )
MAIN FLOOR
F ROOM LEGEND DEMOLITION GENERAL NOTES (FOR BUILDINGS 1, 2, & 3): Suite 1200, 10009 Jasper Avenue
| F§* kE‘ F% F§* F§* monton, erta
L] L % BUILDING 3 1. ALL DEVICES ARE EXISTING TO BE REMOVED BACK TO THE SOURCE (INCLUDING, s L o Fa 780 4494050
BUT NOT LIMITED TO, CONDUIT, CABLING, DEVICES, BOXES, FITTINGS, PANELS, WWW.Wsp.com
2—001 BOILER ROOM ETC.) UNLESS OTHERWISE NOTED.
3-002  ELECTRICAL ROOM 2. ALL EXISTING FIRE ALARM DEVICES, PANELS, AND MISCELLANEOUS PARTS TO BE
3_003  PLUMBING SHOP DISPOSED BY THE CONTRACTOR. PRIOR TO DISPOSAL, COORDINATE WITH
CORRECTIONAL SERVICES CANADA IF THEY WOULD LIKE TO RETAIN. F
____________________ 3-004  STORAGE — CHEMICAL
D> r . 3. CONTRACTOR IS TO PATCH, REPAIR, AND PAINT CEILINGS, WALLS, AND CONSULTANT:
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B SOURCES OF FUEL AND ELECTRICAL POWER FOR THE COOKING EQUIPMENT. CONTRACTOR TO INCLUDE ALL COST ASSOCIATED TO THE WORK
3-001  BOILER ROOM
ABOVE IN THEIR BID.
3-002  ELECTRICAL ROOM
005 BLUMBING SLOP PROVIDE A HEAT DETECTOR IN ELEVATOR PIT. DISCLAIMER: COPYRIGHT:
n THIS DRAWING AND DESIGN IS COPYRIGHT PROTECTED WHICH SHALL NOT BE USED,
3004  STORAGE — CHEMICAL ELECTRICAL CONTRACTOR TO DISCONNECT AND RECONNECT EXISTING DOOR MAGNETIC HOLD OPEN DEVICES AT DOOR. CONTRACTOR TO REPRODUCED OR REVISED WITHOUT WRITTEN PERMISSION BY WSP CANADA INC. THE
SUPPLY AND INSTALL FIRE ALARM RELAYS TO TIE DOOR INTO FIRE ALARM SYSTEM AS REQUIRED. CONTRACTOR SHALL CHECK AND VERIFY ALL DIMENSIONS AND UTILITY LOCATIONS AND REPORT
37005 CORRIDOR AL A Qg Lo i
3-006  PLUMBING SHOP LAMICOID STATING IN ENGLISH AND FRENCH "WHEN THIS STROBE IS ON, BUILDING 3 IS IN ALARM — DO NOT ENTER.”
3-007  STAFF WASHROOM LAMICOID STATING IN ENGLISH AND FRENCH "WHEN THIS STROBE IS ON, BUILDING 4 IS IN ALARM — DO NOT ENTER.” C
> 5-008  STORAGE SINGLE BOOSTER POWER SUPPLY SHOWN FOR BUILDING 3. CONTRACTOR TO DETERMINE IF ADDITIONAL BOOSTER POWER SUPPLIES ARE nii
3009  STORAGE REQUIRED FOR BUILDING 3 AND REMAINDER OF BUILDINGS. CONTRACTOR TO PROVIDE AND ALLOW FOR ADDITIONAL BOOSTER POWER
SUPPLIES IN BID PRICE.
5—010 CARPENTRY SHOP ISSUED FOR REVISION
3_011  VESTIBULE 21mmC c/w 4C#16 FAS TO BUILDING TELEPHONE BACKBOARD FOR AUTODIALER AND MONITORING PANEL. PROVIDE NEW AUTODIALER WITH - :
TWO COMMUNICATION DIAL OUT SIGNALS OUTPUT (PRIMARY AND ALTERNATE PHONE LINES). CONFIRM PHONE NUMBERS WITH PWGSC AND
3-012  STORAGE ENSURE TWO TYPES OF TRANSMISSION. PROVIDE NEW MONITORING PANEL THAT IS ULC—S561 COMPLIANT. BOTH AUTODIALER AND
S 01r STORAGE MONITORING PANEL ARE TO BE FROM SAME MANUFACTURER. CONTRACTOR TO CONFIRM MODEL OF AUTODIALER AND MONITORING PANEL
- WITH OWNER AND PROVIDE ALL COSTS FOR SUPPLY AND INSTALLATION OF AUTODIALER / MONITORING PANEL IN THEIR BID.
3-014  STORAGE
Co1s ctomack REMOTE LED INDICATOR IS TO BE PROVIDED FOR ALL NOT VISIBLE DUCT DETECTORS.
3016  STORAGE CONTRACTOR TO PROVIDE FIRE EMERGENCY PROCEDURE SIGN AT DESIGNATED LOCATIONS. SIGN SHALL INCLUDE ALL ARTICLES NOTED IN
AJ “NATIONAL FIRE CODE SECTION 2.8.2.1.1.a WRITTEN IN ENGLISH AND FRENCH. CONTRACTOR TO SUBMIT DRAFT COPY TO PUBLIC WORKS,
GREIERSON AND CONSULTANT FOR REVIEW PRIOR TO ORDERING SIGNS. CONTRACTOR TO PROVIDE FOUR (4) ADDITIONAL COPIES OF
EMERGENCY PROCEDURE SIGNS TO BE INSTALLED AS DIRECTED BY DEPARTMENTAL REPRESENTATIVE.
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TAMPER AND FLOW
SWITCHES LOCATED lN‘\ CONSTRUCTION GENERAL NOTES (FOR BUILDINGS 1, 2, & 3):
CEILING SPACE .
1. DEVICES SHOWN ARE TO BE NEW UNLESS OTHERWISE NOTED. Suite 1200, 10909 Jasper Avenue
\ I I — T ] 1] ¥ I
e s A s A s N s M — = = = o o _ = \ = T
| ] 2. NEW DEVICES LOCATED IN BUILDINGS 1, 2, AND 3 ARE TO BE TIED INTO FIRE ALARM CONTROL PANEL LOCATED IN BUILDING 1. O o 780 445,405
INITIATING LOOP o, ‘
O O CONDUIT PENETRATIONS 3. NEW DEVICES LOCATED IN BUILDING 4 ARE TO BE TIED INTO NEW FIRE ALARM CONTROL PANEL LOCATED IN BUILDING 4. e
A—1L2A - = ™ DOWN TO BASEMENT
N 34— w 1 4. EACH FIRE ALARM CONTROL PANEL WILL SEND A SUPERVISORY SIGNAL TO THE OTHER PANEL WHEN THE SYSTEM IT MONITORS
‘ ‘ — — — NITIATING LOOP 4 GOES INTO ALARM. CONNECTION BETWEEN THE FIRE ALARM PANELS SHALL BE ROUTED THROUGH THE TUNNELS CONNECTING
B b 5—-124 | | | CONDUIT PENETRATIONS BUILDING 3 AND BUILDING 4. CONDUIT SHALL NOT PENETRATE THE EXTERIOR OF THE BUILDING.
30 UP/DOWN TO BASEMENT F
N N M AND SECOND FLOOR 5. CONTRACTOR TO CONFIRM EXACT CEILING AND WALL TYPES IN EACH ROOM AS WELL AS CONSIDER ANY HAZARDOUS MATERIAL T
| | CONSIDERATIONS, TO DETERMINE MOUNTING REQUIREMENTS PRIOR TO INSTALLATION. -
— o N 6. ALL CONDUITS, CABLES AND JUNCTION BOXES ARE TO BE NEW. NEW CONDUIT ROUTING AND JUNCTION BOXES ARE SHOWN FOR
— DIAGRAMMATIC PURPOSES ONLY. CONTRACTOR TO CONFIRM EXACT CONDUIT RUNS AND PENETRATIONS ON SITE. ENSURE EXISTING
% = ) — \/ \ g FIRE ALARM SYSTEM REMAINS OPERATIONAL DURING CONSTRUCTION OF THE NEW FIRE ALARM SYSTEM.
T - - TICT] —‘ "
— ol o o O P 4 Oy 7. EXISTING FIRE SEPARATIONS ARE TO BE MAINTAINED. THIS IS TO INCLUDE, BUT IS NOT LIMITED TO, BETWEEN FLOORS AND
~ O Es J \ FSH BETWEEN BUILDINGS. )
N i ‘ £ N\ BallE
FKE 3004 O D 8. ALL DEVICES TO BE FED VIA IDENTIFIED FIRE ALARM CONDUIT C/W 4—WIRES.
— Jd | / 13 S—111 f@E? Pl 9. ALL FIRE ALARM STROBE CANDELA RATINGS ARE 15cd UNLESS OTHERWISE NOTED ADJACENT TO DEVICE. ALL STROBES TO BE
@ [ =45 TROBE ICIRCUITS
U | " ® BUILDING A3 SYNCHRONIZED. —
J/B TO FEED ‘ F
SIGNALING Clrcurs | L B 10. SMOKE DETECTORS C/W LOCALIZED ALARMS SHALL BE INSTALLED IN SLEEPING ROOMS. THESE DEVICES WILL SOUND LOCALLY
ON 2ND FLOOR \E?Dj/ m ‘ E{ }E{ 3-101  PROGRAM ROOM 2 WHEN SMOKE IS DETECTED AND CEASE WHEN THE SMOKE HAS CLEARED. A SUPERVISORY SIGNAL WILL BE SENT TO THE FIRE SEAL:
AND ANNUNCIATOR . , ‘ ? 3102  WASHROOM ALARM PANEL. PROVIDE DC CIRCUIT TO ALL THE SOUNDER BASES IN BEDROOMS. CONFIRM EXACT DC VOLTAGE WITH
~ MANUFACTURER.
i 110 3-103  WASHROOM s
. DN TO BOILER ROOM 5_104  CORRIDOR 11. CONDUIT SHALL BE RECESSED IN ALL AREAS WITH THE EXCEPTION OF AREAS CONSISTING OF BRICK OR TILE OR IN MECHANICAL
L 5 \ OR ELECTRICAL ROOMS. SURFACE CONDUIT IN THESE AREAS SHALL BE PAINTED TO MATCH THE COLOUR OF THE WALL/CEILING.
o|Z % % % | 3-104  STORAGE PERMIT TO PRACTICE
jR{“o CONDUIT—\* &AL 5105 CORRIDOR 12. CONTRACTOR TO REPLACE ALL EXISTING PASSIVE GRAPHICS AND PROVIDE NEW IN THE LOCATIONS SHOWN ON THE CONSTRUCTION WSP Canada Inc.
- ESEQEQT'% \ \ = C_ RE—USE EXISTING CONDUIT TO FEED DRAWINGS. CONTRACTOR TO SUPPLY FOUR (4) ADDITIONAL PASSIVE GRAPHICS TO DEPARTMENTAL REPRESENTATIVE. PERMIT NUMBER: P07641
BPSF ~ DEVICE. MOUNT DEVICE AT NEW LOCATION 5>—-106  CORRIDOR The Association of Professional
DUIT \__RE%—fﬁUSE EXISTING CONDUT 70 FEED Z AS PER’SPECIFICATIONS 13. CONTRACTOR TO PROVIDE A BUILDING GRAPHIC SIMILAR TO PHOTO 3 ON DRAWING E2.11 AT THE SAME LOCATIONS AS ALL PASSIVE Engineers and Geoscientists of Alberta
“MENT MAIN FLOOR DEVICE. MOUNTLDEVICE AT -NEW LOGATION 3-107  OFFICE GRAPHICS. IT IS TO INCLUDE, BUT NOT LIMITED TO, THE EMERGENCY LIGHTING, FIRE EXTINGUISHERS LOCATIONS, AND ALL FIRE F
SIGNALLING AS PER SPECIFICATIONS 3108 OFFICE ALARM SYSTEM DEVICES. WSP TO PROVIDE CAD FILES TO CONTRACTOR TO UPDATE AND CONFIRM LOCATIONS. CONTRACTOR TO
J ] CIRCUIT ] o oFer SUPPLY AN ADDITIONAL FOUR (4) BUILDING GRAPHICS TO DEPARTMENTAL REPRESENTATIVE.
\ —
[ [T [T T ] —
== = = N\ SIGNALLING 'CIRCUIT OUT TO| 2ND FLOOR PAN— N B 14. CONTRACTOR TO AVOID PLACING NEW DEVICES ON WALLS WITH SPECIALTY PAINTING. CONTRACTOR TO RELOCATE NEW DEVICE AS
N s e \ AND TOWER 3—110  CORRIDOR
REQUIRED TO NEAREST CLEAR WALL SPACE. REFER TO DETAIL 3 ON DRAWING E1.11 FOR EXAMPLE OF WALL WITH SPECIALTY
— INITIATING LOOP OUT TO 2ND FLOOR 3-111  PROGRAM ROOM 3 PAINTING. CLIENT:
AND TOWER
L 3-112  OFFICE 15. CONTRACTOR TO INSTALL INITIATING AND SIGNALLING WIRING IN SEPARATE LOOPS FOR EACH BUILDING. REFER TO RISER DIAGRAM
/ I 99 1 99 99 | 99 3—-114  CORRIDOR 16. CONTRACTOR TO PROVIDE ADDITIONAL ACCESS HATCHES TO SUIT NEW FIRE ALARM SYSTEM INSTALLATION AS REQUIRED AND Correctional Service
RCUITS E >< HT ﬂ E >< HT J 5_115  OFFICE DETERMINE NEW LOCATIONS ON SITE. CONTRACTOR TO ALLOW FOR FIVE (5) ADDITIONAL ACCESS HATCHES IN DRYWALL CONTAINING . 4 ]
NT NO ASBESTOS AND FIVE (5) ADDITIONAL ACCESS HATCHES IN DRYWALL CONTAINING MODERATE RISK ASBESTOS ABATEMENT LEVELS. Service correciionne
3-116  OFFICE Canada Canada —
— 17 HEALTH CARE 17. REFER TO TYPICAL FIRE ALARM ISOLATION INSTALLATION DIAGRAM ON DRAWING E5.02.
. ~ 5—109 3118  STAIRWAY 18. CONTRACTOR IS TO COORDINATE WITH DEPARTMENTAL REPRESENTATIVE TO ENSURE PROPER DESCRIPTION FOR ALL MONITORED
] ! B U D N G e oerce SPRINKLER DEVICES TO BE INCLUDED IN NEW FACP PROGRAM.
2108 E \ ; < 120 OFFICE 19. PROVIDE CEILING MOUNTED LAMICOIDS FOR CEILING MOUNTED DEVICES (ie. TAMPER SWITCHES, FLOW SWITCHES, ETC.) CUENT REF. #: CLIENT_REFERENCE
— PROJECT:
3—121  PROGRAM ROOM 1 20. CONTRACTOR TO INCLUDE ALL COSTS FOR CONTROLS, START—UP, AND COMMISSIONING FROM CONTROLS MANUFACTURER AND
A R E A 4 9 7 S Q @ M 4100 VESTIBULE \ MAINTENANCE CONTRACTOR. y
3-123  VESTIBULE
— % 3—-124  VESTIBULE ( . N\
CONSIRUCTION KLTHOTES: GRIERSON & STAN DANIELS CENTRE

' - —SLSES—1—WM—WH— D
BILLINGUAL 'FIRE DO NOT ENTER" ILLUMINATED SIGN. ILLUMINATED SIGN TO BE STANPRO SLESS—SLSES—1-WM-WH-IB C/W CUSTOM
LETTERING OR APPROVED EQUAL. / F|RE ALARM UPG RADE

THE SIGN LOCATED IN BUILDING 3 SHALL BE TIED INTO THE FIRE ALARM SYSTEM IN BUILDING 4. WHEN BUILDING 4 IS SENT INTO
THE SIGN LOCATED IN BUILDING 3 SHALL ILLUMINATE.

N

LEHREE W B B

THE SIGN LOCATED IN BUILDING 4 SHALL BE TIED INTO THE FIRE ALARM SYSTEM IN BUILDINGS 1, 2, AND 3. WHEN BUILDINGS 1,

m BUILDING 3 GROUND FLOOR CONSTRUCTION 3 ARE SENT INTO ALARM, THE SIGN LOCATED IN BUILDING 4 SHALL ILLUMINATE.

£3.12/ SCALE 1:100

KEY PLAN:
THE DEVICE LOCATED IN BUILDING 3 SHALL BE TIED INTO THE FIRE ALARM SYSTEM FOR BUILDINGS 1, 2, AND 3.

THE DEVICE LOCATED IN BUILDING 4 SHALL BE TIED INTO THE FIRE ALARM SYSTEM FOR BUILDING 4.
WEATHER—PROOF STROBE TO BE MOUNTED ON EXTERIOR WALL ABOVE EXISTING SIAMESE CONNECTION.

NOT USED.
PULL STATIONS SHALL BE MOUNTED ON DRYWALL PILLAR AS OPPOSED TO BRICK WHEN POSSIBLE. REFER TO DETAIL 4 ON DRAWIN

CONTRACTOR TO PROVIDE AN ELECTRICAL SHUT OFF RELAY OPERATED BY THE FIRE ALARM SYSTEM FOR CUTTING ALL HEAT PRODU
SOURCES OF FUEL AND ELECTRICAL POWER FOR THE COOKING EQUIPMENT. CONTRACTOR TO INCLUDE ALL COST ASSOCIATED TO Tk DISCLAMER: COPYRIGHT:

ABOVE IN THEIR BID.
THIS DRAWING AND DESIGN IS COPYRIGHT PROTECTED WHICH SHALL NOT BE USED,
REPRODUCED OR REVISED WITHOUT WRITTEN PERMISSION BY WSP CANADA INC. THE

PROVIDE A HEAT DETECTOR IN ELEVATOR PIT. CONTRACTOR SHALL CHECK AND VERIFY ALL DIMENSIONS AND UTILITY LOCATIONS AND REPORT

ALL ERRORS AND OMISSIONS PRIOR TO COMMENCING WORK.

ELECTRICAL CONTRACTOR TO DISCONNECT AND RECONNECT EXISTING DOOR MAGNETIC HOLD OPEN DEVICES AT DOOR. CONTRACTOR THS DRAWNG IS NOT TO BE SCALED.

SUPPLY AND INSTALL FIRE ALARM RELAYS TO TIE DOOR INTO FIRE ALARM SYSTEM AS REQUIRED.

A

LAMICOID STATING IN ENGLISH AND FRENCH "WHEN THIS STROBE IS ON, BUILDING 3 IS IN ALARM — DO NOT ENTER.” C
LAMICOID STATING IN ENGLISH AND FRENCH "WHEN THIS STROBE IS ON, BUILDING 4 IS IN ALARM — DO NOT ENTER.” I
SINGLE BOOSTER POWER SUPPLY SHOWN FOR BUILDING 3. CONTRACTOR TO DETERMINE IF ADDITIONAL BOOSTER POWER SUPPLIES

REQUIRED FOR BUILDING 3 AND REMAINDER OF BUILDINGS. CONTRACTOR TO PROVIDE AND ALLOW FOR ADDITIONAL BOOSTER POWEF ISSUED FOR — REVISION:
SUPPLIES IN BID PRICE.
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TAMPER AND FLOW ~ ~
I SW'TCH%SElbg%ATSEPDA(:”E“\ CONSTRUCTION GENERAL NOTES (FOR BUILDINGS 1. 2. & 3):
JITS é{ +§4 L§* +§4 +§4 +§J F§* +§4 % 1. DEVICES SHOWN ARE TO BE NEW UNLESS OTHERWISE NOTED. Suite 1200, 10909 Jasper Avenue
< — T % PROVIDE WIRING BETWEEN THE CONTROL Edmontor, Alberta
8 1 2. NEW DEVICES LOCATED IN BUILDINGS 1, 2, AND 3 ARE TO BE TIED INTO FIRE ALARM CONTROL PANEL LOCATED IN BUILDING 1. Canada T5] 3L9
RELAY AND RTU. CONTROL RELA TO BE Phone: 780 410-6740 Fax: 780 449-4050
MOUNTED IN HEATED SPACE| BELOW. o ‘
2_91713-218| 3—-219 23997 2999 239973 2954 700k 59 2_oh7 3. NEW DEVICES LOCATED IN BUILDING 4 ARE TO BE TIED INTO NEW FIRE ALARM CONTROL PANEL LOCATED IN BUILDING 4. WWWWSP.
e /é\ 4. EACH FIRE ALARM CONTROL PANEL WILL SEND A SUPERVISORY SIGNAL TO THE OTHER PANEL WHEN THE SYSTEM IT MONITORS
€6.07 GOES INTO ALARM. CONNECTION BETWEEN THE FIRE ALARM PANELS SHALL BE ROUTED THROUGH THE TUNNELS CONNECTING
2916 = AN ][ BUILDING 3 AND BUILDING 4. CONDUIT SHALL NOT PENETRATE THE EXTERIOR OF THE BUILDING.
/ \ J\ @ @ | 5 RTU q[, 5. CONTRACTOR TO CONFIRM EXACT CEILING AND WALL TYPES IN EACH ROOM AS WELL AS CONSIDER ANY HAZARDOUS MATERIAL i
w w | w | w ® | B- & . ) CONSIDERATIONS, TO DETERMINE MOUNTING REQUIREMENTS PRIOR TO INSTALLATION. CONSULTANT:
€6.0) ] ~ _ & 6. ALL CONDUITS, CABLES AND JUNCTION BOXES ARE TO BE NEW. NEW CONDUIT ROUTING AND JUNCTION BOXES ARE SHOWN FOR
/ o= 1) IO ZJU DIAGRAMMATIC PURPOSES ONLY. CONTRACTOR TO CONFIRM EXACT CONDUIT RUNS AND PENETRATIONS ON SITE. ENSURE EXISTING
= ‘ o FIRE ALARM SYSTEM REMAINS OPERATIONAL DURING CONSTRUCTION OF THE NEW FIRE ALARM SYSTEM.
) | i L b L] ‘ ' 12 13
i AN PROVIDE WIRING BETWEEN THE\cONTHOL P ‘ Sl o |NITIATING LOOP DOWN Sl d : 12} 13) 7. E)grs\’w\é% I—'BIIL?JFLDSIE(F;’QRATIONS ARE TO BE MAINTAINED. THIS IS TO INCLUDE, BUT IS NOT LIMITED TO, BETWEEN FLOORS AND
L [ % __ 1 /4 RELAY AND RTU. CONTROL RELAX T{) BE 10 BAslﬁMEﬁTL;ﬁ'é 1 1 / B ' .
' 5—215 S5—274 MPUNTED N _HEATED SPACE BELOW. o [ [Z] ﬂl—} 8. ALL DEVICES TO BE FED VIA IDENTIFIED FIRE ALARM CONDUIT C/W 4—WIRES. '
| I—=235TA | 3=2318| 18 S5—229 L = 5 2575)0
o170 MAIN FLOOR ‘ _‘B)N 5] = 9. ALL FIRE ALARM STROBE CANDELA RATINGS ARE 15cd UNLESS OTHERWISE NOTED ADJACENT TO DEVICE. ALL STROBES TO BE
i i [ ]| - SYNCHRONIZED.
4 —
 Me— Tl 4-[
" — | : ! 10. SMOKE DETECTORS C/W LOCALIZED ALARMS SHALL BE INSTALLED IN SLEEPING ROOMS. THESE DEVICES WILL SOUND LOCALLY
[ = = = = = = — — = | WHEN SMOKE IS DETECTED AND CEASE WHEN THE SMOKE HAS CLEARED. A SUPERVISORY SIGNAL WILL BE SENT TO THE FIRE SEAL:
- 2 o010 Bk : L CABLING AND CONDUIT FROM RELAY ( ) Qll\mMFAE?UEEh PROVIDE DC CIRCUIT TO ALL THE SOUNDER BASES IN BEDROOMS. CONFIRM EXACT DC VOLTAGE WITH
Q\ — < ‘J/__ ;% .
O @ \ :_:NJﬁ'E)LFfS,Z‘\E/EgEQg‘%RD%'SEcngCT CONTACT TO BUILDING 4 'FIRE, DO ROOM LEGEND e
JITS [ N T A 70 MONITOR MODULE IN ‘CORRIDOR AS NOT ENTER’ LIGHT. 11. CONDUIT SHALL BE RECESSED IN ALL AREAS WITH THE EXCEPTION OF AREAS CONSISTING OF BRICK OR TILE OR IN MECHANICAL
N / | STAIRWELL IS UNHEATED. SMOKE : BUILDING A3 | OR ELECTRICAL ROOMS. SURFACE CONDUIT IN THESE AREAS SHALL BE PAINTED TO MATCH THE COLOUR OF THE WALL/CEILING.
T | | DETECTOR LOCATED AT THE TOP OF EOL'S_FOR HORN AND PERMIT TO PRACTICE
LOOR N N ‘ TOWER STROBE CIRCUITS || 12. CONTRACTOR TO REPLACE ALL EXISTING PASSIVE GRAPHICS AND PROVIDE NEW IN THE LOCATIONS SHOWN ON THE CONSTRUCTION WSP Canada Inc.
] 3-201 CORRIDOR d DRAWINGS. CONTRACTOR TO SUPPLY FOUR (4) ADDITIONAL PASSIVE GRAPHICS TO DEPARTMENTAL REPRESENTATIVE. PERMIT NUMBER: P07641
{ : INITIATING CONDUIT DOWN TO VESTIBULE 9202 WASHROOM il 13. CONTRACTOR TO PROVIDE A BUILDING GRAPHIC SIMILAR TO PHOTO 3 ON DRAWING E2.11 AT THE SAME LOCATIONS AS ALL PASSIVE The Association of Professional
O O Engineers and Geoscientists of Alberta
0 03 ~ 3-203 WASHROOM GRAPHICS. IT IS TO INCLUDE, BUT NOT LIMITED TO, THE EMERGENCY LIGHTING, FIRE EXTINGUISHERS LOCATIONS, AND ALL FIRE £
w ! o O Z2JJ SIGNALLING CONDUIT DOWN To < oos CLosET 0= ALARM SYSTEM DEVICES. WSP TO PROVIDE CAD FILES TO CONTRACTOR TO UPDATE AND CONFIRM LOCATIONS. CONTRACTOR TO
BOOSTER POWER SUPPLY IN BASEMENT SUPPLY AN ADDITIONAL FOUR (4) BUILDING GRAPHICS TO DEPARTMENTAL REPRESENTATIVE.
3-205 OFFICE
i <06 . 14. CONTRACTOR TO AVOID PLACING NEW DEVICES ON WALLS WITH SPECIALTY PAINTING. CONTRACTOR TO RELOCATE NEW DEVICE AS
- — 1 — - REQUIRED TO NEAREST CLEAR WALL SPACE. REFER TO DETAIL 3 ON DRAWING E1.11 FOR EXAMPLE OF WALL WITH SPECIALTY
% 3207 OFFICE L PAINTING. CLIENT:
4—201 3-208 OFFICE L 15. CONTRACTOR TO INSTALL INITIATING AND SIGNALLING WIRING IN SEPARATE LOOPS FOR EACH BUILDING. REFER TO RISER DIAGRAM
| L
A 3-209 OFFICE FOR REFERENCE.
GED Ao L LRIV ][[ 3-210 OFFICE 16. CONTRACTOR TO PROVIDE ADDITIONAL ACCESS HATCHES TO SUIT NEW FIRE ALARM SYSTEM INSTALLATION AS REQUIRED AND . .
] = =5 = 290 <o STAIRWAY DETERMINE NEW LOCATIONS ON SITE. CONTRACTOR TO ALLOW FOR FIVE (5) ADDITIONAL ACCESS HATCHES IN DRYWALL CONTAINING Correctional Service
M — = Q" ][[ NO ASBESTOS AND FIVE (5) ADDITIONAL ACCESS HATCHES IN DRYWALL CONTAINING MODERATE RISK ASBESTOS ABATEMENT LEVELS. Service correctionnel
— 3-212 CORRIDOR Canada Canada
A R E A 5 @ 9 S Q ) M <o — 17. REFER TO TYPICAL FIRE ALARM ISOLATION INSTALLATION DIAGRAM ON DRAWING E5.02.
PROVIDE WIRING BETWEEN THE CONTROL 3914  OFFICE 18. CONTRACTOR IS TO COORDINATE WITH DEPARTMENTAL REPRESENTATIVE TO ENSURE PROPER DESCRIPTION FOR ALL MONITORED
RELAY AND RTU. CONTROL RELAY TO BE SPRINKLER DEVICES TO BE INCLUDED IN NEW FACP PROGRAM
MOUNTED IN HEATED SPACE BELOW. 3 915 OFFICE :
]ﬂ 3—-205 3—206 ][[ 3-216 OFFICE 19. PROVIDE CEILING MOUNTED LAMICOIDS FOR CEILING MOUNTED DEVICES (je. TAMPER SWITCHES, FLOW SWITCHES, ETC.) CLIENT REF. f#: CLIENT_REFERENCE_#
3-217 OFFICE 20. CONTRACTOR TO INCLUDE ALL COSTS FOR CONTROLS, START—UP, AND COMMISSIONING FROM CONTROLS MANUFACTURER AND PROJECT:
< oig OFFICE MAINTENANCE CONTRACTOR.
WORK — WORK \_ Y,
3-219 OFFICE
STATION STATION
. e 3-220  CORRIDOR ( )
3-221 OFFICE CONSTRUCTION KEYROTES: GRIERSON & STAN DANIELS CENTRE D
3997 OFFICE 71 BILLINGUAL ’FIRE DO NOT ENTER’ ILLUMINATED SIGN. ILLUMINATED SIGN TO BE STANPRO SLESS—SLSES—1-WM—WH—IB C/W CUSTOM
J LETTERING OR APPROVED EQUAL. FIRE ALARM UPGRADE
3-223 OFFICE
2 504 OFFICE THE SIGN LOCATED IN BUILDING 3 SHALL BE TIED INTO THE FIRE ALARM SYSTEM IN BUILDING 4. WHEN BUILDING 4 IS SENT INTO ALARM,
THE SIGN LOCATED IN BUILDING 3 SHALL ILLUMINATE.
3-225 OFFICE
m BUILDING 3 SECOND FLOOR CONSTRUCTION THE SIGN LOCATED IN BUILDING 4 SHALL BE TIED INTO THE FIRE ALARM SYSTEM IN BUILDINGS 1, 2, AND 3. WHEN BUILDINGS 1, 2, AND
£3.13/ SCALE 1:100 5-226 OFFICE 3 ARE SENT INTO ALARM, THE SIGN LOCATED IN BUILDING 4 SHALL ILLUMINATE. KEY PLAN:
3-227 LUNCHROOM
o oon et THE DEVICE LOCATED IN BUILDING 3 SHALL BE TIED INTO THE FIRE ALARM SYSTEM FOR BUILDINGS 1, 2, AND 3.
3_90g OFFICE THE DEVICE LOCATED IN BUILDING 4 SHALL BE TIED INTO THE FIRE ALARM SYSTEM FOR BUILDING 4.
e 3-230 STAIRWAY WEATHER—PROOF STROBE TO BE MOUNTED ON EXTERIOR WALL ABOVE EXISTING SIAMESE CONNECTION. -
3-231A  OFFICE
NOT USED.
3-231B  OFFICE
3_030 WALKWAY PULL STATIONS SHALL BE MOUNTED ON DRYWALL PILLAR AS OPPOSED TO BRICK WHEN POSSIBLE. REFER TO DETAIL 4 ON DRAWING E1.11.
CONTRACTOR TO PROVIDE AN ELECTRICAL SHUT OFF RELAY OPERATED BY THE FIRE ALARM SYSTEM FOR CUTTING ALL HEAT PRODUCING
SOURCES OF FUEL AND ELECTRICAL POWER FOR THE COOKING EQUIPMENT. CONTRACTOR TO INCLUDE ALL COST ASSOCIATED TO THE WORK DISCLAMER: COPYRIGHT:
ABOVE IN THEIR BID. THIS DRAWING AND DESIGN IS COPYRIGHT PROTECTED WHICH SHALL NOT BE USED,
REPRODUCED OR REVISED WITHOUT WRITTEN PERMISSION BY WSP CANADA INC. THE
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uP — . 4. CONDUIT SHALL NOT PENETRATE THE EXTERIOR OF THE BUILDING.
4‘ 7@2 5 4 o O 2 6 4 o O 2 7 4004 STORAGE CONSULTANT:
| | ! P 6. CONTRACTOR TO CONFIRM EXACT CEILING AND WALL TYPES IN EACH ROOM TO DETERMINE MOUNTING REQUIREMENTS PRIOR TO INSTALLATION.
Q @) 3 4—-006 4-006  GARAGE 7. NEW CONDUIT ROUTING AND JUNCTION BOXES ARE SHOWN FOR DIAGRAMMATIC PURPOSES ONLY. CONTRACTOR TO CONFIRM EXACT CONDUIT
a ™~ - - RUNS AND PENETRATIONS ON SITE. ENSURE EXISTING FIRE ALARM SYSTEM REMAINS OPERATIONAL DURING CONSTRUCTION OF THE NEW FIRE
E]@ O 4-007  CORRIDOR ALARM SYSTEM OR CONTRACTOR TO PROVIDE ADEQUATE FIRE WATCH.
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- — — 4-008  WASHROOM 8. ALL DEVICES TO BE FED VIA IDENTIFIED FIRE ALARM CONDUIT C/W 4—WIRES.
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3 'FIRE. DO NOT ENTER _ 4—-0034 4-010  DUMBWAITER
LIGHT. 4-011  COOLER 10. SMOKE DETECTORS C/W LOCALIZED ALARMS SHALL BE INSTALLED IN SLEEPING ROOMS. THESE DEVICES WILL SOUND LOCALLY WHEN SMOKE
] | | - ] ] r L 01s BACK TO WoRK IS DETECTED AND CEASE WHEN THE SMOKE HAS CLEARED. A SUPERVISORY SIGNAL WILL BE SENT TO THE FIRE ALARM PANEL. ]
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DL A f /\ i - 4-013  CORRIDOR — WASHROOM 11. CONDUIT SHALL BE RECESSED IN ALL AREAS WITH THE EXCEPTION OF AREAS CONSISTING OF BRICK OR TILE OR IN MECHANICAL OR
i ELECTRICAL ROOMS. SURFACE CONDUIT IN THESE AREAS SHALL BE PAINTED TO MATCH THE COLOUR OF THE WALL/CEILING. SEAL:
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MEHCR ABOVE CEILING u 4-016  STORAGE
DOWN | N SPACE H SROCRAN ROOM 5 13. CONTRACTOR TO PROVIDE A BUILDING GRAPHIC SIMILAR TO PHOTO 3 ON DRAWING E2.11 AT THE SAME LOCATIONS AS ALL PASSIVE
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THIS DRAWING AND DESIGN IS COPYRIGHT PROTECTED WHICH SHALL NOT BE USED
111 ELECTRICAL CONTRACTOR TO DISCONNECT AND RECONNECT EXISTING DOOR MAGNETIC HOLD OPEN DEVICES AT DOOR. CONTRACTOR TO G D T R N i ot BE JSED,
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CONSTRUCTION GENERAL NOTES (FOR BUILDING 4):

ROO M LEG EN D 1. CONTRACTOR TO ALLOW FOR ADDITIONAL CONDUIT AND CABLE AS REQUIRED.

Suite 1200, 10909 Jasper Avenue
B U ‘ LD ‘ NG 4 2. DEVICES SHOWN ARE TO BE NEW UNLESS OTHERWISE NOTED. DEVICES SHALL BE A ONE-TO—ONE REPLACEMENT OF EXISTING DEVICES. Edm%nt%'?gem
ALL SIGNALLING BELLS AND BELL STROBES SHALL BE REPLACED WITH HORN STROBES. o 2106740 Farc 700 40-4050

4—101 CORRIDOR 4—-144 LOUNGE WWW.wsp.com
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3. NEW DEVICES LOCATED IN BUILDINGS 1, 2, AND 3 ARE TO BE TIED INTO FIRE ALARM CONTROL PANEL LOCATED IN BUILDING 1.
‘\ || \‘ ‘\ || \‘ }\ \‘ ‘\ IT IT \‘ ‘\ IT \} }\ IT \‘ ‘\ IT \} ‘\ || \‘ ‘\ || \‘ ‘\ IT \‘ ‘\ IT \‘ ‘\ || \‘ 47/‘ 02 CORR‘DOR 47/‘ 45 STORAGE
! I ] T I ] I ! : : ] ! : 1 : ] ! : ] ! I ] ! I [ I : ] ! : [ | I ] 4. NEW DEVICES LOCATED IN BUILDING 4 ARE TO BE TIED INTO NEW FIRE ALARM CONTROL PANEL LOCATED IN BUILDING 4.
I I N — [T ‘ | A L L — | — L 4-103  LOBBY 4-146  WASHROOM
4-104  OFFICE 4_147  BEDROOM 5. EACH FIRE ALARM CONTROL PANEL WILL SEND A SUPERVISORY SIGNAL TO THE OTHER PANEL WHEN THE SYSTEM IT MONITORS GOES
INTO ALARM. CONNECTION BETWEEN THE FIRE ALARM PANELS SHALL BE ROUTED THROUGH THE TUNNELS CONNECTING BUILDING 3 AND F
s 4-105  OFFICE 4-148  CORRIDOR BUILDING 4. CONDUIT SHALL NOT PENETRATE THE EXTERIOR OF THE BUILDING. ——
N :
~ i} * — : _ 120V — 4-106  ENTRY 4-149  VESTIBULE 6. CONTRACTOR TO CONFIRM EXACT CEILING AND WALL TYPES IN EACH ROOM TO DETERMINE MOUNTING REQUIREMENTS PRIOR TO
~ 4A—111 | 4-107  OFFICE 4-150  BEDROOM INSTALLATION.
— <t ’ 4—%%2 4—155 4-108  OFFICE 4-151  OFFICE 7. NEW CONDUIT ROUTING AND JUNCTION BOXES ARE SHOWN FOR DIAGRAMMATIC PURPOSES ONLY. CONTRACTOR TO CONFIRM EXACT
4—108 4—109 4—110 4_109  OFFICE S CONDUIT RUNS AND PENETRATIONS ON SITE. ENSURE EXISTING FIRE ALARM SYSTEM REMAINS OPERATIONAL DURING CONSTRUCTION OF
| 4112 00 |1 - 4152 THE NEW FIRE ALARM SYSTEM OR CONTRACTOR TO PROVIDE ADEQUATE FIRE WATCH.
Fe - - A 8. ALL DEVICES TO BE FED VIA IDENTIFIED FIRE ALARM CONDUIT C/W 4—WIRES. mii
\ A-TIT OFFICE 4—154  MEETING ROOM
I | @) | 4 20 4-112  OFFICE 9. ALL FIRE ALARM STROBE CANDELA RATINGS ARE 15cd UNLESS OTHERWISE NOTED ADJACENT TO DEVICE. ALL STROBES TO BE
i < |l —Q SYNCHRONIZED.
4106 = 4-113  STORAGE —
b ! ‘ i 4_114  OFFICE 10. SMOKE DETECTORS C/W LOCALIZED ALARMS SHALL BE INSTALLED IN SLEEPING ROOMS. THESE DEVICES WILL SOUND LOCALLY WHEN
i H\ H\ ® SMOKE IS DETECTED AND CEASE WHEN THE SMOKE HAS CLEARED. A SUPERVISORY SIGNAL WILL BE SENT TO THE FIRE ALARM PANEL. —
Y; i 4-115  OFFICE :
k COREIDOR 11. CONDUIT SHALL BE RECESSED IN ALL AREAS WITH THE EXCEPTION OF AREAS CONSISTING OF BRICK OR TILE OR IN MECHANICAL OR
] o i A | ] [ 4-116 ELECTRICAL ROOMS. SURFACE CONDUIT IN THESE AREAS SHALL BE PAINTED TO MATCH THE COLOUR OF THE WALL/CEILING. LARGE FORMIAT
= | 4—117  HOLDING ROOM
T 12. CONTRACTOR TO REPLACE ALL EXISTING PASSIVE GRAPHICS AND PROVIDE NEW IN THE LOCATIONS SHOWN ON THE CONSTRUCTION
A—134 L4129 4-118  STORAGE DRAWINGS. CONTRACTOR TO SUPPLY FOUR (4) ADDITIONAL PASSIVE GRAPHICS TO DEPARTMENTAL REPRESENTATIVE. PERMIT TO PRACTICE
] 4-119  STORAGE
m 13. CONTRACTOR TO PROVIDE A BUILDING GRAPHIC SIMILAR TO PHOTO 3 ON DRAWING E2.11 AT THE SAME LOCATIONS AS ALL PASSIVE WSP Canada Inc.
4—105 4-120  OFFICE GRAPHICS. IT IS TO INCLUDE, BUT NOT LIMITED TO, THE EMERGENCY LIGHTING, FIRE EXTINGUISHERS LOCATIONS, AND ALL FIRE ALARM PERMIT NUMBER: P07641
Il foio1 OFFICE SYSTEM DEVICES. WSP TO PROVIDE CAD FILES TO CONTRACTOR TO UPDATE AND CONFIRM LOCATIONS. CONTRACTOR TO SUPPLY AN The Association of Professional
: 4—135 T ADDITIONAL FOUR (4) BUILDING GRAPHICS TO DEPARTMENTAL REPRESENTATIVE. Engineers and Geoscientists of Alberta g
il 4-122  OFFICE
1 PR 14. CONTRACTOR TO AVOID PLACING NEW DEVICES ON WALLS WITH SPECIALTY PAINTING. CONTRACTOR TO RELOCATE NEW DEVICE AS
: Il - OFFICE REQUIRED TO NEAREST CLEAR WALL SPACE. REFER TO DETAIL 3 ON DRAWING E1.11 FOR EXAMPLE OF WALL WITH SPECIALTY PAINTING.
— M 4-124  MOP ROOM
Up 15. CONTRACTOR TO INSTALL INITIATING AND SIGNALLING WIRING IN SEPARATE LOOPS FOR EACH BUILDING. REFER TO RISER DIAGRAM FOR
4—125  WASHROOM REFERENCE.
= CLIENT:
d 4-126  CORRIDOR 16. CONTRACTOR TO PROVIDE ADDITIONAL ACCESS HATCHES TO SUIT NEW FIRE ALARM SYSTEM INSTALLATION AS REQUIRED AND DETERMINE
| 1 4-127  WASHROOM NEW LOCATIONS ON SITE. CONTRACTOR TO ALLOW ADDITION OF ACCESS HATCHES WITHIN BID PRICE.
] 4—775 4 25T Eg%\_\ [j I 4-128  CORRIDOR 17. REFER TO TYPICAL FIRE ALARM ISOLATION INSTALLATION DIAGRAM ON DRAWING ES5.02.
Il PANEL \ ] 4-129 CORRIDOR 18. CONTRACTOR IS TO COORDINATE WITH DEPARTMENTAL REPRESENTATIVE TO ENSURE PROPER DESCRIPTION FOR ALL MONITORED SPRINKLER Correctional Service
m . E;E 4—130  STORAGE DEVICES TO BE INCLUDED IN NEW FACP PROGRAM. Service correctionnel
& Canada Canada —
] K FK 4-131  STORAGE 19. PROVIDE CEILING MOUNTED LAMICOIDS FOR CEILING MOUNTED DEVICES (ie. TAMPER SWITCHES, FLOW SWITCHES, ETC.)
M i 4-132  BEDROOM
4138 20. CONTRACTOR TO INCLUDE ALL COSTS FOR CONTROLS, START—UP, AND COMMISSIONING FROM CONTROLS MANUFACTURER AND
] / 4-=135  DINING MAINTENANCE CONTRACTOR.
N - H 4-134  OFFICE CLIENT REF. #: CLIENT_REFERENCE_#
— 4-135  DINING .
N i PROJECT:
. ° 7] 4-136  FREEZER
14—120 4—1(19 4—118 o 4—157/ ° 4-137  KITCHEN . )
d ( 4-138  STORAGE s N\
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i w \ ) 4—=158 EXISTING ELEVIOR 4-141  LOUNGE BILLINGUAL 'FIRE DO NOT ENTER’ ILLUMINATED SIGN. ILLUMINATED SIGN TO BE STANPRO SLESS—SLSES—1—WM—WH—IB C/W CUSTO FIRE ALARM UPGRADE
° 414D WASHROOM LETTERING OR APPROVED EQUAL.
4143  STORAGE THE SIGN LOCATED IN BUILDING 3 SHALL BE TIED INTO THE FIRE ALARM SYSTEM IN BUILDING 4. WHEN BUILDING 4 IS SENT INTO
47 W zw 4 W 25 4 W SW 4 W 52 4 W 29 THE SIGN LOCATED IN BUILDING 3 SHALL ILLUMINATE.
SSH T o T o U) pee
i EXISTING FIRE THE SIGN LOCATED IN BUILDING 4 SHALL BE TIED INTO THE FIRE ALARM SYSTEM IN BUILDINGS 1, 2, AND 3. WHEN BUILDINGS 1, KEY PLAN:
NI L o ‘ ‘ . — SUPPREESST'(E’,\"A‘ 3 ARE SENT INTO ALARM, THE SIGN LOCATED IN BUILDING 4 SHALL ILLUMINATE.
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| = | | = o ! THE DEVICE LOCATED IN BUILDING 3 SHALL BE TIED INTO THE FIRE ALARM SYSTEM FOR BUILDINGS 1, 2, AND 3.
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fa) = R al
© 4—139 — WEATHER—PROOF STROBE TO BE MOUNTED ON EXTERIOR WALL ABOVE EXISTING SIAMESE CONNECTION. ©
<+ NOT USED.
PULL STATIONS SHALL BE MOUNTED ON DRYWALL PILLAR AS OPPOSED TO BRICK WHEN POSSIBLE. REFER TO DETAIL 4 ON DRAWIN
] = z CONTRACTOR TO PROVIDE AN ELECTRICAL SHUT OFF RELAY OPERATED BY THE FIRE ALARM SYSTEM FOR CUTTING ALL HEAT PRODU DISCLAIMER: COPYRIGHT:
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< i‘» CONTRACTOR SHALL CHECK AND VERIFY ALL DIMENSIONS AND UTILITY LOCATIONS AND REPORT
I PROVIDE A HEAT DETECTOR IN ELEVATOR PIT. ALL ERRORS AND OMISSIONS PRIOR TO COMMENCING WORK.
S THIS DRAWING IS NOT TO BE SCALED.
120V | ELECTRICAL CONTRACTOR TO DISCONNECT AND RECONNECT EXISTING DOOR MAGNETIC HOLD OPEN DEVICES AT DOOR. CONTRACTOR
1150 < SUPPLY AND INSTALL FIRE ALARM RELAYS TO TIE DOOR INTO FIRE ALARM SYSTEM AS REQUIRED. C
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,— CABLING AND CONDUIT 4—209 WASHROOM CONSTRUCTION OF THE NEW FIRE ALARM SYSTEM OR CONTRACTOR TO PROVIDE ADEQUATE FIRE WATCH.
cu FROM RELAY CONTACT -p
O BUILDING 4 ‘FIRE, ) 4-210 STORAGE 8. ALL DEVICES TO BE FED VIA IDENTIFIED FIRE ALARM CONDUIT C/W 4—WIRES.
D® NOT ENTER’ LIGHT. [ l'l MOP ROOM
1 I ! I | 4=211 9. ALL FIRE ALARM STROBE CANDELA RATINGS ARE 15c¢d UNLESS OTHERWISE NOTED ADJACENT TO DEVICE. ALL STROBES TO BE
EAPGY(SEE) L] 4-212 STORAGE SYNCHRONIZED.
i 4-213 STORAGE 10. SMOKE DETECTORS C/W LOCALIZED ALARMS SHALL BE INSTALLED IN SLEEPING ROOMS. THESE DEVICES WILL SOUND LOCALLY
4 — 7@@ ® 4-214 STAIRWAY WHEN SMOKE IS DETECTED AND CEASE WHEN THE SMOKE HAS CLEARED. A SUPERVISORY SIGNAL WILL BE SENT TO THE FIRE SEAL:
— 4-215 BEDROOM ALARM  PANEL.
] - 1 A—777 y 4-216 BEDROOM 11. CONDUIT SHALL BE RECESSED IN ALL AREAS WITH THE EXCEPTION OF AREAS CONSISTING OF BRICK OR TILE OR IN MECHANICAL LARGE FORMAT
u‘ (] \ B 8 ] o oROO OR ELECTRICAL ROOMS. SURFACE CONDUIT IN THESE AREAS SHALL BE PAINTED TO MATCH THE COLOUR OF THE WALL/CEILING.
[] [ ~ | 4_18 LAUNDRY 12. CONTRACTOR TO REPLACE ALL EXISTING PASSIVE GRAPHICS AND PROVIDE NEW IN THE LOCATIONS SHOWN ON THE CONSTRUCTION PERMIT TO PRACTICE
a 4—718 DRAWINGS. CONTRACTOR TO SUPPLY FOUR (4) ADDITIONAL PASSIVE GRAPHICS TO DEPARTMENTAL REPRESENTATIVE. WSP Canada Inc.
120V 4-219 BEDROOM :
(] | & SEDROOM 13. CONTRACTOR TO PROVIDE A BUILDING GRAPHIC SIMILAR TO PHOTO 3 ON DRAWING E2.11 AT THE SAME LOCATIONS AS ALL PERMIT N,U_MBER- F_)07641
. i < L 4-220 PASSIVE GRAPHICS. IT IS TO INCLUDE, BUT NOT LIMITED TO, THE EMERGENCY LIGHTING, FIRE EXTINGUISHERS LOCATIONS, AND En i{\’;ir;“::g"g;"sc‘;:nE;‘t’;e?fm;gerto
[] i ] 4997 BEDROOM ALL FIRE ALARM SYSTEM DEVICES. WSP TO PROVIDE CAD FILES TO CONTRACTOR TO UPDATE AND CONFIRM LOCATIONS. 9 £
® <> il N . CONTRACTOR TO SUPPLY AN ADDITIONAL FOUR (4) BUILDING GRAPHICS TO DEPARTMENTAL REPRESENTATIVE.
[] Qe | 4-922 BEDROOM
- f 47908 ] ] 4-9223 BEDROOM 14. CONTRACTOR TO AVOID PLACING NEW DEVICES ON WALLS WITH SPECIALTY PAINTING. CONTRACTOR TO RELOCATE NEW DEVICE AS
I [] <> ] AN REQUIRED TO NEAREST CLEAR WALL SPACE. REFER TO DETAIL 3 ON DRAWING E1.11 FOR EXAMPLE OF WALL WITH SPECIALTY
120V B g | 1 J 4-224 BEDROOM PAINTING.
L _ CLIENT:
] <> Cﬂ ~ ® 4-225 BEDROOM 15. CONTRACTOR TO INSTALL INITIATING AND SIGNALLING WIRING IN SEPARATE LOOPS FOR EACH BUILDING. REFER TO RISER DIAGRAM
® 3 i 4 19 4-226 BEDROOM FOR REFERENCE.
A4—P0O/ 4—-013 || ® 120V 4-227 BEDROOM 16. CONTRACTOR TO PROVIDE ADDITIONAL ACCESS HATCHES TO SUIT NEW FIRE ALARM SYSTEM INSTALLATION AS REQUIRED AND
120V [] 4—709 — — 4o BEDROOM DETERMINE NEW LOCATIONS ON SITE. CONTRACTOR TO ALLOW ADDITION OF ACCESS HATCHES WITHIN BID PRICE. . .
(] - Correctional Service
- 1, | ‘ S o — — = 4929 BEDROOM 17. REFER TO TYPICAL FIRE ALARM ISOLATION INSTALLATION DIAGRAM ON DRAWING E5.02. Service correctionnel
I | I | I
: - ] - ] i - ] & - 1A — - 4—230 BEDROOM 18. CONTRACTOR IS TO COORDINATE WITH DEPARTMENTAL REPRESENTATIVE TO ENSURE PROPER DESCRIPTION FOR ALL MONITORED Canada Canada —
|| L SPRINKLER DEVICES TO BE INCLUDED IN NEW FACP PROGRAM.
1 . 19. PROVIDE CEILING MOUNTED LAMICOIDS FOR CEILING MOUNTED DEVICES (ie. TAMPER SWITCHES, FLOW SWITCHES, ETC.)
20. CONTRACTOR TO INCLUDE ALL COSTS FOR CONTROLS, START—UP, AND COMMISSIONING FROM CONTROLS MANUFACTURER AND CLENT REF. #: CLIENT_REFERENCE_#
MAINTENANCE CONTRACTOR.
L] ® L PROJECT:
:i: 4‘ T 2 2 O =
L 4P : ® - J
X f r N
120v CONSTRUCTION KEYNOTES: GRIERSON & STAN DANIELS CENTRE 0
ni U 71 BILLINGUAL ’FIRE DO NOT ENTER’ ILLUMINATED SIGN. ILLUMINATED SIGN TO BE STANPRO SLESS—SLSES—1-WM—WH—IB C/W CUSTOM
L ] & LETTERING OR APPROVED EQUAL. FIRE ALARM UPGRADE
a n THE SIGN LOCATED IN BUILDING 3 SHALL BE TIED INTO THE FIRE ALARM SYSTEM IN BUILDING 4. WHEN BUILDING 4 IS SENT INTO ALARM,
- t ® THE SIGN LOCATED IN BUILDING 3 SHALL ILLUMINATE.
B THE SIGN LOCATED IN BUILDING 4 SHALL BE TIED INTO THE FIRE ALARM SYSTEM IN BUILDINGS 1, 2, AND 3. WHEN BUILDINGS 1, 2, AND
A 3 ARE SENT INTO ALARM, THE SIGN LOCATED IN BUILDING 4 SHALL ILLUMINATE. KEY PLAN:
4 53 47&)}22 THE DEVICE LOCATED IN BUILDING 3 SHALL BE TIED INTO THE FIRE ALARM SYSTEM FOR BUILDINGS 1, 2, AND 3.
THE DEVICE LOCATED IN BUILDING 4 SHALL BE TIED INTO THE FIRE ALARM SYSTEM FOR BUILDING 4.
120V H f
e i 120V WEATHER—PROOF STROBE TO BE MOUNTED ON EXTERIOR WALL ABOVE EXISTING SIAMESE CONNECTION. e
) FK L NOT USED.
- { PULL STATIONS SHALL BE MOUNTED ON DRYWALL PILLAR AS OPPOSED TO BRICK WHEN POSSIBLE. REFER TO DETAIL 4 ON DRAWING E1.11.
. CONTRACTOR TO PROVIDE AN ELECTRICAL SHUT OFF RELAY OPERATED BY THE FIRE ALARM SYSTEM FOR CUTTING ALL HEAT PRODUCING
SOURCES OF FUEL AND ELECTRICAL POWER FOR THE COOKING EQUIPMENT. CONTRACTOR TO INCLUDE ALL COST ASSOCIATED TO THE WORK DISCLAIMER: COPYRIGHT:
ABOVE IN THEIR BID. THIS DRAWING AND DESIGN IS COPYRIGHT PROTECTED WHICH SHALL NOT BE USED,
4» - 2 5 4 - 2 4 REPRODUCED OR REVISED WITHOUT WRITTEN PERMISSION BY WSP CANADA INC. THE
PROVIDE A HEAT DETECTOR IN ELEVATOR PIT. CONTRACTOR SHALL CHECK AND VERIFY ALL DIMENSIONS AND UTILITY LOCATIONS AND REPORT
Ml 120V ® ALL ERRORS AND OMISSIONS PRIOR TO COMMENCING WORK.
L 120V ELECTRICAL CONTRACTOR TO DISCONNECT AND RECONNECT EXISTING DOOR MAGNETIC HOLD OPEN DEVICES AT DOOR. CONTRACTOR TO THIS DRAWING IS NOT TO BE SCALED.
il N SUPPLY AND INSTALL FIRE ALARM RELAYS TO TIE DOOR INTO FIRE ALARM SYSTEM AS REQUIRED.
- - ‘T LAMICOID STATING IN ENGLISH AND FRENCH "WHEN THIS STROBE IS ON, BUILDING 3 IS IN ALARM — DO NOT ENTER.” AQ
B L LAMICOID STATING IN ENGLISH AND FRENCH "WHEN THIS STROBE IS ON, BUILDING 4 IS IN ALARM — DO NOT ENTER.”
1 il SINGLE BOOSTER POWER SUPPLY SHOWN FOR BUILDING 3. CONTRACTOR TO DETERMINE IF ADDITIONAL BOOSTER POWER SUPPLIES ARE .
42207 REQUIRED FOR BUILDING 3 AND REMAINDER OF BUILDINGS. CONTRACTOR TO PROVIDE AND ALLOW FOR ADDITIONAL BOOSTER POWER ISSUED FOR — REVISION:
] SUPPLIES IN BID PRICE.
5 21mmC c/w 4C#16 FAS TO BUILDING TELEPHONE BACKBOARD FOR AUTODIALER AND MONITORING PANEL. PROVIDE NEW AUTODIALER WITH
i 120V = 4 —770 ] TWO COMMUNICATION DIAL OUT SIGNALS OUTPUT (PRIMARY AND ALTERNATE PHONE LINES). CONFIRM PHONE NUMBERS WITH PWGSC AND
L Tl ENSURE TWO TYPES OF TRANSMISSION. PROVIDE NEW MONITORING PANEL THAT IS ULC—S561 COMPLIANT. BOTH AUTODIALER AND
1 MONITORING PANEL ARE TO BE FROM SAME MANUFACTURER. CONTRACTOR TO CONFIRM MODEL OF AUTODIALER AND MONITORING PANEL
. { i 120v U WITH OWNER AND PROVIDE ALL COSTS FOR SUPPLY AND INSTALLATION OF AUTODIALER / MONITORING PANEL IN THEIR BID.
- REMOTE LED INDICATOR IS TO BE PROVIDED FOR ALL NOT VISIBLE DUCT DETECTORS. —
4 —p 08 [ CONTRACTOR TO PROVIDE FIRE EMERGENCY PROCEDURE SIGN AT DESIGNATED LOCATIONS. SIGN SHALL INCLUDE ALL ARTICLES NOTED IN
® AJ NATIONAL FIRE CODE SECTION 2.8.2.1.1.a WRITTEN IN ENGLISH AND FRENCH. CONTRACTOR TO SUBMIT DRAFT COPY TO PUBLIC WORKS,
I 120V GREIERSON AND CONSULTANT FOR REVIEW PRIOR TO ORDERING SIGNS. CONTRACTOR TO PROVIDE FOUR (4) ADDITIONAL COPIES OF
T L EMERGENCY PROCEDURE SIGNS TO BE INSTALLED AS DIRECTED BY DEPARTMENTAL REPRESENTATIVE. y
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