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CONTRACTOR SHALL VERIFY ALL EXISTING CIRCUITS,
CIRCUIT BREAKER NUMBERS AND LOCATIONS OF
LIGHTING FIXTURES AND CONTROLLER PRIOR TO ANY
DEMOLITION OR NEW INSTALLATION.

ONLY LIGHTING CONTROL DEVICES INSIDE THE AREA OF
WORK ARE TO BE DEMOLISHED. CONTRACTOR TO PULL
BACK ALL ASSOCIATED CONDUCTORS FOR DEMOLISHED

DEVICES TO SOURCE.

EXTENDED TRACK LIGHTING RUNS REQUIRING MORE
THAN ONE TRACK TO BE INSTALLED END TO END TO
APPEAR AS A CONTINUOUS RUN.

ANGLES OF TRACK HEADS TO

BE FINALIZED ON SITE.

TRACK HEADS TO BE ADJUSTED AS NECESSARY TO
PROVIDE UNIFORM GENERAL LIGHTING.

NEW AND EXISTING EMERGENCY LIGHTING TO BE FED
FROM UNSWITCHED SIDE OF LOCAL LIGHTING CIRCUIT.
EMERGENCY LIGHTING AND EMERGENCY LIGHITNG
COMBINATION UNITS SHALL BE FED FROM SAME CIRCUIT
AS ASSOCIATED ROOM LIGHTING.

INDICATED LUMINAIRES IN STAFF ROOM 123 TO BE
SUSPENDED AT 2.6 METERS A.F.F.

INDICATED LUMINAIRES IN CAFE 106 TO BE SUSPENDED
DIRECTLY BELOW CEILING BEAMS.
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