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SEPTIC SYSTEM PROFILE
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V:1:25
MATCH TO EXISTING GRADE AT
4:1 SLOPE DOWNSLOPE OF
DISTRIBUTION FIELD
SWALE TO BLEND FROM BREAK POINT
TO 300mm DEPTH AT CORNER OF FENCE @ 2.4%.
DEPTH OF 300mm TO CONTINUE NORTH.
BACKFILL WITH SANDY LOAM
LANDSCAPED SWALE TO AS PER NB TECHNICAL
PROMOTE DRAINAGE AWAY GUIDELINES STANDARD. TOP
FROM DISTRIBUTION FIELD WITH 100mm TOPSOIL, HYDROSEED
AS SHOW ON DRAWING 02. AND HAY MULCH OVER ENTIRE
DISTURBED AREA
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DISPOSAL FIELD SECTION (TYP.)

SCALE 1:20

N1 GEOTEXTILE TO
SEPARATE BACKFILL
AND STONE TRENCH

100mm@ X 100mm@ TEE AS REQUIRED (TYP.)\

LANDSCAPED SWALE TO
PROMOTE DRAINAGE AWAY
FROM DISTRIBUTION FIELD

100mm@ X 90° BEND AS REQUIRED (TYP.)

20 X 100MM@ PERFORATED PVC LATERAL
15M IN LENGTH @0.33% (TYP.)

NEW CHAIN LINK FENCE
C/W 2 X 4m GATE

?
?
?
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10 X 100MM@ PVC HEADER @ 0.00%. LENGTH TO SUIT LATERAL (TYP.)
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DISPOSAL FIELD PLAN

LANDSCAPED SWALE TO
PROMOTE DRAINAGE AWAY
FROM DISTRIBUTION FIELD
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GRAVEL BASE MATERIAL
2%
o 7 /l_l_\
n A
— -
ASS ASS) ASS) ASS) ASS) ASS F* F< F< F< F< F< F< ASS ASRY AS O
LA A N A NA NA N A NA NA NA NA NA NA NA NA NA )
YOO A"-‘-‘-‘-‘-‘-‘-‘-‘-‘-‘- o S))
Jn " NN NEAN D NEANAAAAN \ N\
-
% 4000
5 * x
S EXISTING SUBGRADE
|_
INLET/OUTLETS TO DISTRIBUTION GRAVEL SUB-BASE MATERIAL
BOX TO BE SEALED
VIA GASKET OR GROUT.
249 bas| P4 GRAVEL ACCESS ROAD (TYP.)
A A [ SCALE 1:40
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FROM SEPTIC TANK —= ] 8 TO LATERALS —=
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ADDITIONAL DIMENSIONS:
DEPTH OF DISTRIBUTION BOX _ _ _ _
(W/O COVER): 450mm (MIN.) NOTES:
COVER THICKNESS: 150mm 1. ALL NEWLY INSTALLED SANITARY SEWER PIPING TO
CONSIST OF 100@ PVC DR35 UNLESS OTHERWISE STATED.
INLET INVERT TO SUMP: 0
250mm (MIN.) . 2. DISTRIBUTION FIELD CONSISTS OF 20 LATERALS BASED ON
o CLASS C SOIL CLASSIFICATION. DISTRIBUTION FIELD MAY
OUTLET INVERT TO SUMP: I'|I_J BE ADJUSTED DUE TO OBSERVED SOIL CONDITIONS AT
150mm (MIN.) g THE DISCRETION OF THE ENGINEER.
o)
b= 3. REMOVE AND DISPOSE OF EXISTING MATERIAL AS
l REQUIRED TO FACILITATE CONSTRUCTION OF NEW SEPTIC

SYSTEM.

DISTRIBUTION BOX DETAIL (TYP.)

SCALE 1:40

4. CONTRACTOR TO REINSTATE ALL DISTURBED AREAS WITH
100mm TOPSOIL, HYDROSEED AND HAY MULCH UNLESS
OTHERWISE STATED.

5. PROVIDE INSULATION ON PIPING BETWEEN SAMH AND
DISTRIBUTION BOX.
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