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1) DIMENSIONS ARE IN mm AND ARE TAKEN FROM GRID LINES
AND FACE OF CONCRETE FOUNDATION.

ST SAW CUT ON EACH SIDE OF
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2) ALL SITE AND BUILDING INFORMATION HAS BEEN COMPILED
FROM VARIOUS SOURCES AND IS GIVEN TO THE BEST OF OUR

5582

KNOWLEDGE.

3) GRID LINES ARE COINCIDENT WITH EXTERIOR FACE OF NEW
CONCRETE FOUNDATION AND CENTRELINE OF EXISTING
TELEPOST COLUMNS.

4) REFER TO ARCHITECTURAL, MECHANICAL AND ELECTRICAL
DRAWINGS FOR ADDITIONAL NOTES AND DETAILS.

5) COORDINATE DEMOLITION SO AS TO MINIMIZE INTERRUPTION
OF REGULAR ACTIVITIES.

Travaux publics et
Services gouvernementaux
Canada

Public Works and
Government Services

Canada

REAL PROPERTY SERVICES
Western Region
SERVICES IMMOBILIERS

Région de l'ouest

TEMPORARY SUPPORT STRUCTURE:

a) CONTRACTOR TO SUPPORT BUILDING IN PLACE TO
FACILITATE DEMOLITION OF FOUNDATION ELEMENTS AS
PER DEMOLITION DRAWINGS. DO NOT DEMOLISH
FOUNDATIONS FOR EXISTING CHIMNEYS, TELEPOST PADS,
AND PORTION OF SLABS AS SHOWN.

b) CONTRACTOR TO PROVIDE DRAWINGS AND
SPECIFICATIONS OF THE TEMPORARY SUPPORT
STRUCTURE TO SUPPORT THE BUILDING IN PLACE FOR

2648
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APPROVAL. DRAWINGS AND SPECIFICATIONS OF
TEMPORARY SUPPORT STRUCTURE TO BE SIGNED AND

4413

N STAMPED BY A PROFESSIONAL ENGINEER LICENSED IN

¥ MANITOBA, CANADA.

c) TEMPORARY SUPPORT STRUCTURE TO REMAIN IN PLACE
UNTIL THE REPLACEMENT OF THE FOUNDATION IS
COMPLETE AND THE BUILDING IS SECURED IN PLACE ON
THE NEW FOUNDATION.

DEMOLITION KEY NOTES:

@ EXISTING CONCRETE FOUNDATION WALL, CMU FOUNDATION
WALL OR SKIRTING WALL AND ASSOCIATED PIERS AND STRIP
FOOTINGS TO BE REMOVED.

4258

EXISTING TELEPOST AND ASSOCIATED PAD FOOTING TO
REMAIN

EXITING CONCRETE SLAB TO REMAIN UNLESS NOTED
OTHERWISE.

EXISTING CHIMNEY AND ASSOCIATED FOUNDATION TO REMAIN,

PROTECT DURING DEMOLITION

EXISTING STAIRS TO BASEMENT TO BE REMOVED

/"1, FOUNDATION DEMOLITION PLAN
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EXISTING STUD WALL TO BE REMOVED

o & © ©

EXISTING DOOR TO BE REMOVED, SEE ARCHITECTURAL
DEMOLITION PLAN

HATCH AND LINE LEGEND

SYMBOL

]
I

Lo

DESCRIPTION

EXISTING ELEMENTS TO BE REMOVED

AREA OF EXISTING SLAB TO BE
REMOVED
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Certificate of Authorization
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Samson Engineering Inc.

No. 3050 Expiry: April 30, 2018

EXISTING ELEMENTS TO REMAIN
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EXISTING FOOTING TO REMAIN
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ISSUED FOR CONSTRUCTION

2018/04/10

0

ISSUED FOR REVIEW

2018/01/31

Revision

Description

Date

Client

client

PARKS CANADA AGENCY

135 WASAGAMING DR.

Project title Projet
WASAGAMING, MB
154 COLUMBINE ST.
FOUNDATION
REPLACEMENT

Designed by Congu par

PD

Drawn by Dessiné par

BR

Approved by Approuvé par

PD

PWGSC Project Manager

Administrateur de Projets TPSGC
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