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01-Structural

ABBREVIATION LEGEND

ABBREVIATION DESCRIPTION

ETC ETCETERA

M METRE

MAX. MAXIMUM

MB MANITOBA

MIN. MINIMUM

mm MILLIMETRE

N/A NOT APPLICABLE

NTS NOT TO SCALE

SET NO. SET NUMBER

T/O TOP OF

THICK THICKNESS

TYP. TYPICAL

U/S UNDERSIDE OF

FW FOOTING WALL

B BEAM

O/C ON CENTRE

E/W EACH WAY

C/W COMPLETE WITH

MDD MAXIMUM DRY DENSITY

GA GAUGE

L STEEL ANGLE

HORIZ. HORIZONTAL

VERT. VERTICAL

E/S EACH SIDE

MIL

UNIT OF MEASUREMENT (0.0254 MILLIMETRE)

HSS HOLLOW STRUCTURAL STEEL

10M, 15M, 20M
REINFORCEMENT SIZE DESIGNATION

SYMBOL LEGEND

SYMBOL DESCRIPTION

NORTH ARROW

DEMOLITION KEY NOTE

SECTION MARK

ELEMENTS TO BE REMOVED

NEW ELEMENTS

EXISTING ELEMENTS

EXISTING PROPERTY LINE

GRIDLINE

CONSTRUCTION KEY NOTE

NEW DOOR

EXISTING DOOR

EXISTING WINDOW

ELEVATION MARKER

DETAIL CALL OUT

Ø DIAMETER

N

D8

1

1

1

A8

HATCH LEGEND

HATCH DESCRIPTION

CONCRETE

GRASS

STONE

INSULATION

PORTLAND CEMENT STUCCO

ASPHALT SHINGLES

FIRM IN-SITU SOIL

BACK FILL MATERIAL

CRUSHED GRANULAR

GRANULAR A BASE
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114mm THICK CONCRETE

SLAB C/W 10M

REINFORCEMENT @

300mm O/C E/W, TYP.

LINE OF 355mmX915mm CONCRETE

FOOTING BELOW, TYP.

LINE OF CONCRETE

FOUNDATION WALL, TYP.

305 TYP.305 TYP.
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S3

2

S3

1

S4

1

S6

3

S6

1

S4

2

915 TYP.

BEAM POCKET TO FACILITATE EXISTING

TIMBER BEAM, C/W STEEL SHIMS BELOW BEAM

AS REQUIRED TO OBTAIN FULL BEARING, TYP.

B
1

STEEL SHIM AS REQUIRED BETWEEN BOTTOM FLANGE

OF BEAM AND CONCRETE FOUNDATION WALL. GROUT

WITH HIGH STRENGTH NON-SHRINK GROUT, TYP.

127

EXISTING FOOTING BELOW, TYP.

DOWEL HORIZONTAL WALL REINFORCEMENT

MIN. 150mm INTO EXISTING CONCRETE

CHIMNEY C/W ADHESIVE, TYP.

FW1 FW1

FW1

F
W

1

F
W

1
F

W
1

F
W

1

F
W

1
F

W
1

F
W

2

FW2

FW2

FW1

FW1

FW3

F
W

3

114mm THICK CONCRETE SLAB

C/W 10M REINFORCEMENT @

300mm O/C E/W, TYP.

150

8
0

0

15M DOWELS,

EACH FACE
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1676

203

203

S3

2

S4

1

S6

3

S6

1

S4

2

114mm THICK CONCRETE SLAB C/W 10M

REINFORCEMENT @ 300mm O/C E/W

3
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S3

1

LINE OF FINISH, SEE

ARCHITECTURAL, TYP.
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114mm THICK CONCRETE SLAB C/W 10M

REINFORCEMENT @ 300mm O/C E/W
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02-Structural

PROPOSED FOUNDATION PLAN

1:50

1

S1

PROPOSED MAIN FLOOR PLAN

1:50

2

S1

N

CONSTRUCTION KEY NOTES:

OPENING IN FOUNDATION WALL TO PROVIDE ACCESS INTO ADJACENT

BASEMENT. SILL PLATES TO BE CONTINUOUS OVER OPENING.

SUMP PIT, SEE MECHANICAL FOR DETAILS

MAIN BUILDING SEWER SERVICE, SEE MECHANICAL FOR DETAILS

FLOOR DRAIN LOCATION, SEE MECHANICAL FOR DETAILS

EXISTING CHIMNEY, PROTECT DURING CONSTRUCTION

LOCATION OF SEWER CLEANOUT, SEE MECHANICAL FOR DETAILS

EXISTING TELEPOST AND ASSOCIATED FOOTING, PROTECT DURING

CONSTRUCTION.

LOCATION OF RADON CLEANOUT. SEE MECHANICAL FOR DETAILS.

APPROXIMATE LOCATION OF MECHANICAL PENETRATION. SEE S6 FOR

DETAILS. SEE MECHANICAL FOR EXACT LOCATION.

GENERAL NOTES:

1) THIS BUILDING IS DESIGNED IN ACCORDANCE WITH, AND SHALL BE CONSTRUCTED IN ACCORDANCE WITH THE

NATIONAL BUILDING CODE OF CANADA 2015.

2) DIMENSIONS ARE IN mm AND ARE TAKEN FROM GRID LINES AND FACE OF CONCRETE FOUNDATION.

3) ALL ELEVATIONS ARE IN METRES AND ARE REFERENCED FROM THE EXISTING BUILDING MAIN FLOOR

ELEVATION 100.000.

4) ALL SITE AND BUILDING INFORMATION HAS BEEN COMPILED FROM VARIOUS SOURCES AND IS GIVEN TO THE

BEST OF OUR KNOWLEDGE.

5) GRID LINES ARE COINCIDENT WITH EXTERIOR FACE OF NEW CONCRETE FOUNDATION AND CENTRELINE OF

EXISTING TELEPOST COLUMNS.

6) REFER TO ARCHITECTURAL, MECHANICAL AND ELECTRICAL DRAWINGS FOR ADDITIONAL NOTES AND DETAILS.

7) CONTRACTOR TO MAINTAIN AND PROTECT TEMPORARY SUPPORT OF STRUCTURE THROUGHOUT

CONSTRUCTION.

8)

9) HORIZONTAL REINFORCEMENT TO BE COMPLETE WITH CORNER BARS.

10) LAP SPLICES IN REINFORCEMENT MIN 45X BAR DIAMETER.

11) PROVIDE SILL PLATE GASKET BETWEEN ALL WOOD IN CONTACT WITH CONCRETE.

BEAM SCHEDULE

BEAM TAG SIZE QUANTITY NOTES

B1 W150X24 1 -

FOUNDATION WALL SCHEDULE

WALL TAG WIDTH REINFORCEMENT

T/O WALL ELEVATION MAIN

FLOOR ELEVATION = 100.000

NOTES

FW1 305mm
SEE S5,S6

99.683m -

FW2 305mm
SEE S5,S6

99.374m

FOR FRONT

ENTRANCE

FW3 203mm SEE S6 99.683m

FOR STAIRS

RETAINING WALL

HATCH AND LINE LEGEND

SYMBOL DESCRIPTION

NEW CONSTRUCTION

EXISTING ELEMENTS TO REMAIN AND PROTECT DURING

WORK

EXISTING STRUCTURAL ELEMENTS BELOW SLAB

NEW FOOTING BELOW

BEAM POCKET TO FACILITATE EXISTING TIMBER BEAM

STEEL SHIM BELOW STEEL BEAM C/W HIGH STRENGTH

NON-SHRINK GROUT

NEW BEAM

Certificate of Authorization
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ABCDE

7337

3666748

276

2648

4

S5

3

S5

EXISTING FIREPLACE

FOUNDATION TO REMAIN

98.235

T/O BASEMENT SLAB

100.000

T/O MAIN FLOOR SHEATHING

98.121

T/O FOOTING

VARIES

T/O GRADE

99.683

T/O FOUNDATION WALL FW1

1

S5

2

S5

1 2 3 4 5 6 7 8

17987

2492 778 2000 2480 2426 2229 5582

98.235

T/O BASEMENT SLAB

100.000

T/O MAIN FLOOR SHEATHING

VARIES

T/O GRADE

99.374

T/O FOUNDATION WALL FW2

99.683

T/O FOUNDATION WALL FW1

1271 ±

1000

98.121

T/O FOOTING

Public Works and

Canada

Government Services

Canada

Services gouvernementaux

Travaux publics et

Western Region

OF

Région de l'ouest

Samson Engineering Inc.

162 - 10th Street,

Brandon, Manitoba R7A 4E6

Phone: (204) 727-0747

Fax: (204) 725-9870

info@samsonengineering.com

PARKS CANADA AGENCY

135 WASAGAMING DR.

WASAGAMING, MB

154 COLUMBINE ST.

FOUNDATION

REPLACEMENT

PD

BR

PD

BUILDING SECTIONS

SEI2017-028

S3

6

0

0 ISSUED FOR REVIEW 2018/01/31

1 ISSUED FOR CONSTRUCTION 2018/04/10

2

3

4

5

03-Structural

BUILDING SECTION

1:50

1

S3

BUILDING SECTION

1:50

2

S3

GENERAL NOTES:

1) DIMENSIONS ARE IN mm AND ARE TAKEN FROM GRID LINES

AND FACE OF CONCRETE FOUNDATION.

2) ALL ELEVATIONS ARE IN METRES AND ARE REFERENCED FROM

THE EXISTING BUILDING MAIN FLOOR ELEVATION 100.000.

3) ALL SITE AND BUILDING INFORMATION HAS BEEN COMPILED

FROM VARIOUS SOURCES AND IS GIVEN TO THE BEST OF OUR

KNOWLEDGE.

4) GRID LINES ARE COINCIDENT WITH EXTERIOR FACE OF NEW

CONCRETE FOUNDATION AND CENTRELINE OF EXISTING

TELEPOST COLUMNS.

5) REFER TO ARCHITECTURAL, MECHANICAL AND ELECTRICAL

DRAWINGS FOR ADDITIONAL NOTES AND DETAILS.

CONSTRUCTION KEY NOTES:

EXISTING STONE RETAINING WALL, PROTECT DURING

WORK

REINSTALL EXISTING WOOD STAIRS
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ABCD

4689

3666748

276

98.235

T/O BASEMENT SLAB

100.000

T/O MAIN FLOOR SHEATHING

VARIES

T/O GRADE

99.683

T/O FOUNDATION WALL FW1

5

S5

98.121

T/O FOOTING

A B C D

3666

4689

748 276

98.235

T/O BASEMENT SLAB

100.000

T/O MAIN FLOOR SHEATHING

99.683

T/O FOUNDATION WALL FW2

VARIES

T/O GRADE

2

S6

SUMP PIT, SEE MECHANICAL FOR DETAILS

98.121

T/O FOOTING
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BUILDING SECTION

1:50

1

S4

BUILDING SECTION

1:50

2

S4

GENERAL NOTES:

1) DIMENSIONS ARE IN mm AND ARE TAKEN FROM GRID LINES

AND FACE OF CONCRETE FOUNDATION.

2) ALL ELEVATIONS ARE IN METRES AND ARE REFERENCED FROM

THE EXISTING BUILDING MAIN FLOOR ELEVATION 100.000.

3) ALL SITE AND BUILDING INFORMATION HAS BEEN COMPILED

FROM VARIOUS SOURCES AND IS GIVEN TO THE BEST OF OUR

KNOWLEDGE.

4) GRID LINES ARE COINCIDENT WITH EXTERIOR FACE OF NEW

CONCRETE FOUNDATION AND CENTRELINE OF EXISTING

TELEPOST COLUMNS.

5) REFER TO ARCHITECTURAL, MECHANICAL AND ELECTRICAL

DRAWINGS FOR ADDITIONAL NOTES AND DETAILS.
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114MM THICK CONCRETE SLAB C/W 10M

REINFORCEMENT @ 300MM O/C E/W

EXISTING TELEPOST

EXISTING TIMBER BEAM

EXISTING FLOOR JOIST

EXISTING CONCRETE SLAB

EXISTING  FOOTING

GRANULAR O DRAIN

ROCK

15M HORIZ. REINFORCEMENT

@ 300mm O/C, TYP.

LINE OF CONCRETE WALL BEYOND

305

2% SLOPE

EXISTING FLOOR JOIST

EXISTING WOOD BEAM

EXTERIOR FINISH, SEE

ARCHITECTURAL FOR DETAILS

15M STIRRUP @ 300mm O/C, TYP.

WEEPING TILE, SEE MECHANICAL FOR DETAILS

915mmX355mm CONCRETE STRIP FOOTING, TYP.

GRANULAR A BASE

6-15M HORIZ. REINFORCEMENT

AS SHOWN, TYP.

STUD INFILL WALL @ 400mm O/C

C/W 12.5mm SHEATHING

15M VERT. REINFORCEMENT

@ 300mm O/C, TYP.

6
7
5

10MIL POLY BOND BREAKER BETWEEN

EXISTING TELEPOST AND CONCRETE

75mm MIN.

7

S5

1200

10M TIE @ 600mm O/C

BLOCK FIRST 2 JOIST BAYS

@ 1200mm O/C

SLOPE 2%

GRANULAR O DRAIN

ROCK

GRANULAR O DRAIN

ROCK

INSULATION, SEE ARCHITECTURAL

FOR DETAILS, TYP.

98.235

T/O BASEMENT SLAB

100.000

T/O MAIN FLOOR SHEATHING

VARIES

T/O GRADE

99.374

T/O FOUNDATION WALL FW2

99.683

T/O FOUNDATION WALL FW1

98.121

T/O FOOTING

114MM THICK CONCRETE SLAB C/W 10M

REINFORCEMENT @ 300MM O/C E/W

15M STIRRUPS @ 300mm O/C

915mmX355mm CONCRETE STRIP FOOTING

GRANULAR A BASE

2 PLY 38X286 PRESSURE TREATED CONTINUOUS

SILL PLATE C/W 8mm PLYWOOD SHEATHING

EXISTING FLOOR JOIST

EXTERIOR FINISH, SEE

ARCHITECTURAL FOR DETAILS

15M HORIZ. REINFORCEMENT

@ 300MM O/C, TYP.

98.235

T/O BASEMENT SLAB

100.000

T/O MAIN FLOOR SHEATHING

VARIES

T/O GRADE

99.683

T/O FOUNDATION WALL FW1

WEEPING TILE, SEE

MECHANICAL FOR DETAILS

2% SLOPE

INSULATION, SEE ARCHITECTURAL

FOR DETAILS, TYP.

114mm THICK CONCRETE SLAB C/W 10M

REINFORCEMENT @ 305mm O/C E/W

6
7

5

900

Ø19mm EXPANSION ANCHOR @1200mm

O/C, MIN. 100mm EMBEDMENT

6-15M HORIZ. REINFORCEMENT

AS SHOWN, TYP.

10M TIE @ 600mm O/C

BLOCK FIRST 2 JOIST BAYS

@ 1200mm O/C

15M VERT. REINFORCEMENT

@ 300mm O/C, TYP.

15M DOWEL @ 300mm O/C, C/W HOOK AS SHOWN, TYP.

98.121

T/O FOOTING

SLO
PE 2%

GRANULAR O DRAIN

ROCK

GRANULAR O DRAIN

ROCK

114MM THICK CONCRETE SLAB C/W 10M

REINFORCEMENT @ 300MM O/C E/W

EXISTING TELEPOST, PROTECT

DURING CONSTRUCTION

EXISTING TIMBER BEAM, PROTECT

DURING CONSTRUCTION

EXISTING FLOOR JOIST

EXISTING CONCRETE SLAB

EXISTING TELEPOST FOOTING

GRANULAR O DRAIN

ROCK

98.235

T/O BASEMENT SLAB

100.000

T/O MAIN FLOOR SHEATHING

97.660

T/O EXISTING SLAB

10 MIL. POLY BOND BREAKER BETWEEN

EXISTING TELEPOST AND NEW CONCRETE

75mm MIN.

305

EXISTING FLOOR JOIST

305mm CONCRETE

FOUNDATION WALL

INSULATION, SEE ARCHITECTURAL

FOR DETAILS, TYP.

EXTERIOR FINISH, SEE

ARCHITECTURAL FOR DETAILS

1200

2% SLOPE

15M VERT. REINFORCEMENT

@ 300mm O/C, TYP.

15M HORIZ. REINFORCEMENT

@ 300mm O/C, TYP.

GRANULAR O DRAIN

ROCK

1
5

2
4

6
7

5

6

S5

WEEPING TILE, SEE

MECHANICAL FOR DETAILS

15M STIRRUP @ 300mm O/C

15M DOWEL @ 300mm O/C, C/W HOOK AS SHOWN, TYP.

915mmX355mm CONCRETE STRIP FOOTING

GRANULAR A BASE

6-15M HORIZ. REINFORCEMENT

AS SHOWN, TYP.

10M TIE @ 600mm O/C

2479

98.235

T/O BASEMENT SLAB

100.000

T/O MAIN FLOOR SHEATHING

VARIES

T/O GRADE

99.683

T/O FOUNDATION WALL FW1

114MM THICK CONCRETE SLAB C/W 10M

REINFORCEMENT @ 300MM O/C E/W

98.121

T/O FOOTING

SLOPE 2%

GRANULAR O DRAIN

ROCK

114MM THICK CONCRETE SLAB C/W 10M

REINFORCEMENT @ 300MM O/C E/W

305

2% SLOPE

EXTERIOR FINISH, SEE

ARCHITECTURAL FOR DETAILS

INSULATION, SEE ARCHITECTURAL

FOR DETAILS, TYP.

98.235

T/O BASEMENT SLAB

VARIES

T/O GRADE

114MM THICK CONCRETE SLAB

C/W 10M REINFORCEMENT @

300MM O/C E/W

1200

WEEPING TILE, SEE

MECHANICAL FOR DETAILS

15M STIRRUP @ 300mm O/C

15M DOWEL @ 300mm O/C, C/W HOOK AS SHOWN, TYP.

915mmX355mm CONCRETE STRIP FOOTING

GRANULAR A BASE

6-15m HORIZ.

REINFORCEMENT

AS SHOWN

305mm CONCRETE

FOUNDATION WALL

15M VERT. REINFORCEMENT

@ 300mm O/C, TYP.

15M HORIZ. REINFORCEMENT

@ 300mm O/C, TYP.

10M TIE @ 600mm O/C

Ø19mm EXPANSION ANCHOR MIN.

100mm EMBEDMENT

98.121

T/O FOOTING

100.000

T/O MAIN FLOOR SHEATHING

99.683

T/O FOUNDATION WALL FW1

SLO
PE 2

%

GRANULAR O DRAIN

ROCK
GRANULAR O DRAIN

ROCK

2 PLY 38X286 PRESSURE TREATED

CONTINUOUS SILL PLATE

2 PLY 38X184 CONTINUOUS BLOCKING

BLOCKING AS REQUIRED TO SUITE

BOTTOM COURSE OF EXISTING LOGS

16 GA. MUD SILL ANCHOR @ 1200mm

O/C EACH SIDE OF BEAM, TYP.

W150X24 BEAM C/W 38X140

NAILER FASTENED TO BEAM WITH

Ø12.5mm CARRIAGE BOLTS @

600mm O/C E/S OF WEB

EXISTING FLOOR JOIST, TYP.

STEEL SHIM TO SUIT BEAM ELEVATION, PROVIDE

MIN. 25mm HIGH STRENGTH NON-SHRINK GROUT

TO FACILITATE FULL BEARING

2-Ø12.5mm EXPANSION ANCHOR @ EACH SIDE

OF BEAM. MIN. 100mm EMBEDMENT

2 PLY 38X286 PRESSURE TREATED

CONTINUOUS SILL PLATE

2 PLY 38X184 CONTINUOUS BLOCKING

BLOCKING AS REQUIRED TO SUITE

BOTTOM COURSE OF EXISTING LOGS

16 GA. MUD SILL ANCHOR @ 1200mm

O/C EACH SIDE OF WALL, TYP.

1000 1000

2
0

SLOPE 2% SLOPE 2%

FLOOR DRAIN, SEE MECHANICAL

PIPE NOT SHOWN, SEE MECHANICAL

REBAR NOT SHOWN FOR CLARITY

GRANULAR O DRAIN

ROCK
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FRONT ENTRANCE FOUNDATION DETAIL

1:20

1

S5

FOUNDATION WALL DETAIL

1:20

2

S5

FOUNDATION WALL DETAIL

1:20

3

S5

SLAB DETAIL @ EXISTING TELEPOST

1:20

4

S5

FOUNDATION WALL DETAIL

1:20

5

S5

TYP. SLAB @ FLOOR DRAIN DETAIL

1:2

8

S5

TIE-DOWN STRAPPING DETAIL

1:2

7

S5

TIE-DOWN BRACKET DETAIL

1:2

6

S5
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25 TYP.

280 TYP.

WOOD PICKETS, SEE ARCHITECTURAL

HAND RAIL SEE DETAIL

98.235

T/O BASEMENT SLAB

100.000

T/O MAIN FLOOR SHEATHING

98.121

T/O FOOTING

99.213

T/O GRADE @ STAIRS

99.683

T/O FOUNDATION WALL FW1&3

9
1

5

2 PLY 38X286 PRESSURE TREATED CONTINUOUS

SILL PLATE C/W 8mm PLYWOOD SHEATHING

EXISTING FLOOR JOIST

EXTERIOR FINISH, SEE

ARCHITECTURAL FOR DETAILS

15M HORIZ. REINFORCEMENT

@ 245mm O/C, TYP.

114mm THICK CONCRETE SLAB C/W 10M

REINFORCEMENT @ 300mm O/C E/W, TYP.

Ø19mm EXPANSION ANCHOR,

MIN. 100mm EMBEDMENT

610mmX355mm CONCRETE

STRIP FOOTING

15M STIRRUP @ 300mm O/C

INSULATION, SEE ARCHITECTURAL, TYP.

10M STIRRUP @ 300mm O/C, TYP.

10M HORIZ. REINFORCEMENT, TYP.

10M REINFORCEMENT @ 300mm O/C

150 MIN.

10M STIRRUP @ 300mm O/C

C/W HOOK AS SHOWN

15M VERT. REINFORCEMENT @

300mm O/C C/W HOOK AS SHOWN

15M HORIZ. REINFORCEMENT @ 300mm O/C

WEEPING TILE, SEE MECHANICAL

FOR DETAILS, TYP.

203mm CONCRETE RETAINING WALL

1
0
7

0
4
7

0

WEEPING TILE, SEE

MECHANICAL FOR DETAILS

10M STIRRUP @ 300mm O/C

15M DOWEL @ 300mm O/C, C/W HOOK AS SHOWN, TYP.

915mmX355mm CONCRETE STRIP FOOTING

GRANULAR A BASE

2% SLOPE 2% SLOPE

150mm VOID FORM

6-15M HORIZ. REINFORCEMENT

AS SHOWN, TYP.

5-15M HORIZ. REINFORCEMENT

AS SHOWN, TYP.

367 915

915

1220 O/C TYP.

1400

114MM THICK CONCRETE SLAB C/W 10M

REINFORCEMENT @ 300MM O/C E/W, TYP.

15M VERT. REINFORCEMENT

@ 300mm O/C, TYP.

FLOOR DRAIN SEE MECHANICAL

2% SLOPE

GRANULAR O DRAIN

ROCK

GRANULAR O DRAIN

ROCK

98.235

T/O BASEMENT SLAB

100.000

T/O MAIN FLOOR SHEATHING

99.213

T/O GRADE @ STAIRS

99.683

T/O FOUNDATION WALL FW1&3

15M DOWELS @ 300mm

O/C C/W HOOK AS SHOWN

15M HORIZ. REINFORCEMENT @ 300mm O/C

203mm CONCRETE RETAINING WALL

INSULATION, SEE ARCHITECTURAL, TYP.

114mm THICK CONCRETE SLAB C/W 10M

REINFORCEMENT @ 300mm O/C E/W, TYP.

DOOR OPENING, SEE

ARCHITECTURAL

TYP. FOUNDATION BLOCKING

CONTINUOUS OVER DOOR OPENING

WOOD PICKETS, SEE ARCHITECTURAL

GUARD RAIL SEE DETAIL 3

HAND RAIL, SEE DETAIL 4.

FASTEN TO CONCRETE WALL

C/W 4-Ø4.8mmX31.8mm

CONCRETE SCREWS

REHABILITATED LOG ENDS, SEE

ARCHITECTURAL FOR DETAILS

19mm CHAMFERED

EDGE, TYP.

4-Ø12.5mnm EXPANSION ANCHOR,

MIN. 100mm EMBEDMENT

WEEPING TILE, SEE

MECHANICAL FOR DETAILS

15M STIRRUP @ 300mm O/C

15M DOWEL @ 300mm O/C, C/W HOOK AS SHOWN, TYP.

915mmX355mm CONCRETE STRIP FOOTING

GRANULAR A BASE

2% SLOPE2% SLOPE

1200

98.121

T/O FOOTING

FLOOR DRAIN, SEE MECHANICAL

2% SLOPE

1
5
2

GRANULAR O DRAIN

ROCK

INSULATION, SEE

ARCHITECTURAL, TYP.

EXISTING FLOOR JOIST, TYP.

EXTERIOR FINISH, SEE

ARCHITECTURAL FOR DETAILS

15M HORIZ. REINFORCEMENT @ 300mm O/C, TYP.

114mm THICK CONCRETE SLAB C/W 10M

REINFORCEMENT @ 300mm O/C E/W, TYP.

WEEPING TILE, SEE

MECHANICAL FOR DETAILS

15M STIRRUP @ 300mm O/C

15M DOWEL @ 300mm O/C, C/W HOOK AS SHOWN, TYP.

915mmX355mm CONCRETE STRIP FOOTING

GRANULAR A BASE

1200

98.235

T/O BASEMENT SLAB

100.000

T/O MAIN FLOOR SHEATHING

98.121

T/O FOOTING

99.374

T/O FOUNDATION WALL FW2

2% SLOPE

GRANULAR O DRAIN

ROCK

67

Ø38.1mm WOOD

HANDRAIL

Ø
5

7

Ø57mmX6.3mm FASTENER

PLATE, SEE DETAIL

TYP.

4.8mm

4
7

Ø6.4mm DOWEL TO

HAND RAIL SADDLE

TYP.

4.8mm

HANDRAIL SADDLE

2 - #8X19mm SCREW

INTO HANDRAIL

TYP.

4.8mm

TYP.

4.8mm

TYP.

4.8mm

HSS 63.5X63.5X6.4, TYP.

HSS 63.5X63.5X6.4

1
0

7
0

1
3

8
9

3
2

BASE PLATE, SEE DETAIL

L 25.4X3.2, TYP.

SEE ARCHITECTURAL

FOR WOOD PICKETS

4.8mm 25mm-75mm

TYP.

1
5

0

2
5

1
0

0
2

5

25

100 25

43

4
3

Ø16mm HOLE, TYP.

1
2

.
5

150

25 100 25

Ø16mm HOLE, TYP.

12.5

1
5

0

2
5

1
0

0
2

5

Ø16mm HOLE, TYP.

150mmX150mmX12.5mm

STEEL PLATE, TYP.

Ø57mmX6.3mm

STEEL PLATE

Ø

3

2

Ø8mm HOLE, TYP.

Ø6.4MM DOWEL TO

HAND RAIL SHOE

Ø57

4
.
8

4.8

Ø
5

7

Ø57mmX6.3mm

STEEL PLATE

Ø57mmX6.3mm

STEEL PLATE

Ø

2

1

5

 
T

Y

P

.

EXISTING LOG

NEW WOOD BLOCKING

MECHANICAL PENETRATION, TYP.

NEW CONCRETE FOUNDATION WALL

99.683

T/O FOUNDATION WALL FW1

152

3mm STEEL HANDRAIL SHOE

7
5

19

1
5

Ø

5

 

T

Y

P

.

Ø6.4MM DOWEL TO HAND

RAIL SADDLE

4

7

Ø

3

8

Ø6.4MM DOWEL TO

HAND RAIL SADDLE

75

Ø5mm HOLE, TYP.

15 15

Public Works and

Canada

Government Services

Canada

Services gouvernementaux

Travaux publics et

Western Region

OF

Région de l'ouest

Samson Engineering Inc.

162 - 10th Street,

Brandon, Manitoba R7A 4E6

Phone: (204) 727-0747

Fax: (204) 725-9870

info@samsonengineering.com

PARKS CANADA AGENCY

135 WASAGAMING DR.

WASAGAMING, MB

154 COLUMBINE ST.

FOUNDATION

REPLACEMENT

PD

BR

PD

DETAILS

SEI2017-028

S6

6

0

0 ISSUED FOR REVIEW 2018/01/31

1 ISSUED FOR CONSTRUCTION 2018/04/10

2

3

4

5

06-Structural

EXTERIOR STAIR SECTION

1:20

1

S6

EXTERIOR STAIR SECTION

1:20

3

S6

FRONT ENTRANCE FOUNDATION DETAIL

1:20

2

S6

GENERAL NOTES:

1. DIMENSIONS ARE IN MM AND ARE TAKEN FROM GRID LINES AND FACE OF CONCRETE

FOUNDATION.

2. ALL ELEVATIONS ARE IN METRES AND ARE REFERENCED FROM THE EXISTING

BUILDING MAIN FLOOR ELEVATION 100.000.

3. GRID LINES ARE COINCIDENT WITH EXTERIOR FACE OF NEW CONCRETE FOUNDATION

AND CENTRELINE OF EXISTING TELEPOST COLUMNS.

4. REFER TO ARCHITECTURAL, MECHANICAL AND ELECTRICAL DRAWINGS FOR

ADDITIONAL NOTES AND DETAILS.

5. HANDRAILS TO BE CONSTRUCTED IN ACCORDANCE WITH THE NATIONAL BUILDING

CODE OF CANADA.

HAND RAIL DETAIL

1:5

5

S6

GUARD RAIL DETAIL

1:10

4

S6

HAND RAIL FASTENER DETAIL

1:2

7

S6

BASE PLATE DETAIL

1:5

6

S6

MECHANICAL PENETRATION

1:10

8

S6

HAIND RAIL SADDLE DETAIL

1:2

9
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