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PROPOSED SOUTH ELEVATION
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GENERAL NOTES:

1. DIMENSIONS ARE IN MM AND ARE TAKEN FROM GRID LINES

AND FACE OF CONCRETE FOUNDATION.

2. ALL ELEVATIONS ARE IN METRES AND ARE REFERENCED FROM

THE EXISTING BUILDING MAIN FLOOR ELEVATION 100.000.

3. GRID LINES ARE COINCIDENT WITH EXTERIOR FACE OF NEW

CONCRETE FOUNDATION AND CENTRELINE OF EXISTING

TELEPOST COLUMNS.

4. ALL WALL PENETRATIONS INCLUDING MECHANICAL AND

ELECTRICAL EQUIPMENT SHALL HAVE FLASHING INSTALLED

COMPATIBLE WITH WALL MATERIALS, FLASHING TO BE

INSTALLED AS PER MANUFACTURE'S INSTRUCTIONS. COLOUR

TO MATCH ADJACENT CLADDING MATERIAL.

PROPOSED WEST ELEVATION
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PROPOSED EAST ELEVATION
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CONSTRUCTION KEY NOTES:

RELOCATED ELECTRICAL EQUIPMENT. SEE ELECTRICAL FOR

DETAILS

EXISTING STAIRS AND DECK TO BE REINSTALLED

EXISTING STONE RETAINING WALL, PROTECT DURING WORK

LOG CORNERS TO BE REHABILITATED. TO BE COMPLETED BY

DEPARTMENTAL REPRESENTATIVE, TYP.

NEW WOOD GUARD RAIL COMPLETE WITH 89X89 POSTS

SPACED 1219mm MAX.  AND 38X38 WOOD PICKETS SPACED

100mm MAX. SEE STRUCTURAL FOR CONNECTION DETAILS.

NEW CONCRETE RETAINING WALL, SEE STRUCTURAL FOR

DETAILS

NEW HANDRAIL, SEE A8 FOR DETAILS

NEW GUARDRAIL, SEE A8 FOR DETAILS

NEW CONCRETE STAIRS BELOW, SEE A8 AND STRUCTURAL

FOR DETAILS

NEW PORTLAND CEMENT STUCCO, EXTERIOR CLADDING (SAND

FINISH), COLOUR GRAY, SEE A6, A7, AND STRUCTURAL FOR

DETAILS

NEW CONCRETE SLAB, SEE STRUCTURAL FOR DETAILS

NEW MECHANICAL EQUIPMENT, SEE MECHANICAL FOR DETAILS

NEW ELECTRICAL EQUIPMENT, SEE ELECTRICAL FOR DETAILS

MECHANICAL LOUVERS, COLOUR GRAY TO MATCH ADJACENT

FINISH.

PORTLAND CEMENT STUCCO CONTROL JOINTS TO BE

INSTALLED AT MAXIMUM 3000mm ON CENTRE WHERE LENGTH

OF WALL STUCCO SURFACE EXCEEDS 4500mm.

DEPARTMENTAL REPRESENTATIVE TO REMOVE EXISTING

WHITE PAINT ON EXISTING ROUND LOG WALLS.

PAINT EXISTING SIDING TO BE COMPLETED BY DEPARTMENTAL

REPRESENTATIVE.

DETAIL OF PORTLAND CEMENT STUCCO PATTERN
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PROPOSED NORTH ELEVATION
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