
114MM THICK CONCRETE SLAB C/W 10M

REINFORCEMENT @ 300MM O/C E/W

EXISTING TELEPOST

EXISTING TIMBER BEAM

EXISTING FLOOR JOIST

EXISTING CONCRETE SLAB

EXISTING  FOOTING

GRANULAR O DRAIN

ROCK

15M HORIZ. REINFORCEMENT

@ 300mm O/C, TYP.

LINE OF CONCRETE WALL BEYOND

305

2% SLOPE

EXISTING FLOOR JOIST

EXISTING WOOD BEAM

EXTERIOR FINISH, SEE

ARCHITECTURAL FOR DETAILS

15M STIRRUP @ 300mm O/C, TYP.

WEEPING TILE, SEE MECHANICAL FOR DETAILS

915mmX355mm CONCRETE STRIP FOOTING, TYP.

GRANULAR A BASE

6-15M HORIZ. REINFORCEMENT

AS SHOWN, TYP.

STUD INFILL WALL @ 400mm O/C

C/W 12.5mm SHEATHING

15M VERT. REINFORCEMENT

@ 300mm O/C, TYP.

6
7
5

10MIL POLY BOND BREAKER BETWEEN

EXISTING TELEPOST AND CONCRETE

75mm MIN.

7

S5

1200

10M TIE @ 600mm O/C

BLOCK FIRST 2 JOIST BAYS

@ 1200mm O/C

SLOPE 2%

GRANULAR O DRAIN

ROCK

GRANULAR O DRAIN

ROCK

INSULATION, SEE ARCHITECTURAL

FOR DETAILS, TYP.

98.235

T/O BASEMENT SLAB

100.000

T/O MAIN FLOOR SHEATHING

VARIES

T/O GRADE

99.374

T/O FOUNDATION WALL FW2

99.683

T/O FOUNDATION WALL FW1

98.121

T/O FOOTING

114MM THICK CONCRETE SLAB C/W 10M

REINFORCEMENT @ 300MM O/C E/W

15M STIRRUPS @ 300mm O/C

915mmX355mm CONCRETE STRIP FOOTING

GRANULAR A BASE

2 PLY 38X286 PRESSURE TREATED CONTINUOUS

SILL PLATE C/W 8mm PLYWOOD SHEATHING

EXISTING FLOOR JOIST

EXTERIOR FINISH, SEE

ARCHITECTURAL FOR DETAILS

15M HORIZ. REINFORCEMENT

@ 300MM O/C, TYP.

98.235

T/O BASEMENT SLAB

100.000

T/O MAIN FLOOR SHEATHING

VARIES

T/O GRADE

99.683

T/O FOUNDATION WALL FW1

WEEPING TILE, SEE

MECHANICAL FOR DETAILS

2% SLOPE

INSULATION, SEE ARCHITECTURAL

FOR DETAILS, TYP.

114mm THICK CONCRETE SLAB C/W 10M

REINFORCEMENT @ 305mm O/C E/W

6
7

5

900

Ø19mm EXPANSION ANCHOR @1200mm

O/C, MIN. 100mm EMBEDMENT

6-15M HORIZ. REINFORCEMENT

AS SHOWN, TYP.

10M TIE @ 600mm O/C

BLOCK FIRST 2 JOIST BAYS

@ 1200mm O/C

15M VERT. REINFORCEMENT

@ 300mm O/C, TYP.

15M DOWEL @ 300mm O/C, C/W HOOK AS SHOWN, TYP.

98.121

T/O FOOTING

SLO
PE 2%

GRANULAR O DRAIN

ROCK

GRANULAR O DRAIN

ROCK

114MM THICK CONCRETE SLAB C/W 10M

REINFORCEMENT @ 300MM O/C E/W

EXISTING TELEPOST, PROTECT

DURING CONSTRUCTION

EXISTING TIMBER BEAM, PROTECT

DURING CONSTRUCTION

EXISTING FLOOR JOIST

EXISTING CONCRETE SLAB

EXISTING TELEPOST FOOTING

GRANULAR O DRAIN

ROCK

98.235

T/O BASEMENT SLAB

100.000

T/O MAIN FLOOR SHEATHING

97.660

T/O EXISTING SLAB

10 MIL. POLY BOND BREAKER BETWEEN

EXISTING TELEPOST AND NEW CONCRETE

75mm MIN.

305

EXISTING FLOOR JOIST

305mm CONCRETE

FOUNDATION WALL

INSULATION, SEE ARCHITECTURAL

FOR DETAILS, TYP.

EXTERIOR FINISH, SEE

ARCHITECTURAL FOR DETAILS

1200

2% SLOPE

15M VERT. REINFORCEMENT

@ 300mm O/C, TYP.

15M HORIZ. REINFORCEMENT

@ 300mm O/C, TYP.

GRANULAR O DRAIN

ROCK
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WEEPING TILE, SEE

MECHANICAL FOR DETAILS

15M STIRRUP @ 300mm O/C

15M DOWEL @ 300mm O/C, C/W HOOK AS SHOWN, TYP.

915mmX355mm CONCRETE STRIP FOOTING

GRANULAR A BASE

6-15M HORIZ. REINFORCEMENT

AS SHOWN, TYP.

10M TIE @ 600mm O/C

2479

98.235

T/O BASEMENT SLAB

100.000

T/O MAIN FLOOR SHEATHING

VARIES

T/O GRADE

99.683

T/O FOUNDATION WALL FW1

114MM THICK CONCRETE SLAB C/W 10M

REINFORCEMENT @ 300MM O/C E/W

98.121

T/O FOOTING

SLOPE 2%

GRANULAR O DRAIN

ROCK

114MM THICK CONCRETE SLAB C/W 10M

REINFORCEMENT @ 300MM O/C E/W

305

2% SLOPE

EXTERIOR FINISH, SEE

ARCHITECTURAL FOR DETAILS

INSULATION, SEE ARCHITECTURAL

FOR DETAILS, TYP.

98.235

T/O BASEMENT SLAB

VARIES

T/O GRADE

114MM THICK CONCRETE SLAB

C/W 10M REINFORCEMENT @

300MM O/C E/W

1200

WEEPING TILE, SEE

MECHANICAL FOR DETAILS

15M STIRRUP @ 300mm O/C

15M DOWEL @ 300mm O/C, C/W HOOK AS SHOWN, TYP.

915mmX355mm CONCRETE STRIP FOOTING

GRANULAR A BASE

6-15m HORIZ.

REINFORCEMENT

AS SHOWN

305mm CONCRETE

FOUNDATION WALL

15M VERT. REINFORCEMENT

@ 300mm O/C, TYP.

15M HORIZ. REINFORCEMENT

@ 300mm O/C, TYP.

10M TIE @ 600mm O/C

Ø19mm EXPANSION ANCHOR MIN.

100mm EMBEDMENT

98.121

T/O FOOTING

100.000

T/O MAIN FLOOR SHEATHING

99.683

T/O FOUNDATION WALL FW1

SLO
PE 2

%

GRANULAR O DRAIN

ROCK
GRANULAR O DRAIN

ROCK

2 PLY 38X286 PRESSURE TREATED

CONTINUOUS SILL PLATE

2 PLY 38X184 CONTINUOUS BLOCKING

BLOCKING AS REQUIRED TO SUITE

BOTTOM COURSE OF EXISTING LOGS

16 GA. MUD SILL ANCHOR @ 1200mm

O/C EACH SIDE OF BEAM, TYP.

W150X24 BEAM C/W 38X140

NAILER FASTENED TO BEAM WITH

Ø12.5mm CARRIAGE BOLTS @

600mm O/C E/S OF WEB

EXISTING FLOOR JOIST, TYP.

STEEL SHIM TO SUIT BEAM ELEVATION, PROVIDE

MIN. 25mm HIGH STRENGTH NON-SHRINK GROUT

TO FACILITATE FULL BEARING

2-Ø12.5mm EXPANSION ANCHOR @ EACH SIDE

OF BEAM. MIN. 100mm EMBEDMENT

2 PLY 38X286 PRESSURE TREATED

CONTINUOUS SILL PLATE

2 PLY 38X184 CONTINUOUS BLOCKING

BLOCKING AS REQUIRED TO SUITE

BOTTOM COURSE OF EXISTING LOGS

16 GA. MUD SILL ANCHOR @ 1200mm

O/C EACH SIDE OF WALL, TYP.

1000 1000

2
0

SLOPE 2% SLOPE 2%

FLOOR DRAIN, SEE MECHANICAL

PIPE NOT SHOWN, SEE MECHANICAL

REBAR NOT SHOWN FOR CLARITY

GRANULAR O DRAIN

ROCK
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FRONT ENTRANCE FOUNDATION DETAIL

1:20
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FOUNDATION WALL DETAIL
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FOUNDATION WALL DETAIL
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SLAB DETAIL @ EXISTING TELEPOST
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FOUNDATION WALL DETAIL
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TYP. SLAB @ FLOOR DRAIN DETAIL
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TIE-DOWN STRAPPING DETAIL
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TIE-DOWN BRACKET DETAIL
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