
NEW ∅150 MM PERFORATED

WEEPING TILE C/W

PARTICULATE FILTER SOCK.

NEW ∅150 MM PERFORATED WEEPING TILE C/W

PARTICULATE FILTER SOCK

NEW ∅150 MM PERFORATED
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SEE STRUCTURAL FOR

GRAVEL DETAILS.

NEW ∅150 MM PERFORATED WEEPING

TILE C/W PARTICULATE FILTER SOCK.

∅50MM DISCHARGE PIPE, WITH 25

MM INSULATION

 ∅150MM WEEPING TILE TO CONNECT

TO FIELD INSTALLED SUMP PIT INLET

OPENING .

 PROVIDE BIRDSCREEN FOR SUMP

OUTLET AND VENT,

SEE ARCHITECTURAL DRAWINGS

FOR SPLASH PAD UNDER SUMP

DISCHARGE. ∅50MM VENT PIPE, WITH 25 MM

INSULATION

 ∅100MM FLOOR DRAIN PIPE WITH 1% SLOPE TO

CONNECT TO FIELD INSTALLED SUMP PIT INLET OPENING,
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GENERAL NOTES:

1) INSTALLATION TO BE IN ACCORDANCE WITH NPCC 2015, NBCC 2015 AND ALL OTHER APPLICABLE CODES AND STANDARDS.  WHERE

CONFLICT ARISES BETWEEN THE CODES AND STANDARDS THE MOST STRINGENT REQUIREMENTS SHALL APPLY.

2) ALL ITEMS SHOWN ARE BASED UPON INFORMATION GATHERED DURING SITE VISITS AND ARE SHOWN THE BEST OF OUR KNOWLEDGE.

3) DIMENSIONS ARE IN MM AND ARE TAKEN FROM GRID LINES AND FACE OF CONCRETE FOUNDATION.

4) GRID LINES ARE COINCIDENT WITH EXTERIOR FACE OF NEW CONCRETE FOUNDATION AND CENTERLINE OF EXISTING TELEPOST

COLUMNS.

5) REFER TO STRUCTURAL, ARCHITECTURAL AND ELECTRICAL DRAWINGS FOR ADDITIONAL NOTES AND DETAILS.
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