
1 2 3 4 5 6 7 8

A

B

C

D

E

17987

2492 778 2000 2480 2426 2229 5582

7
3

3
7

3
6

6
6

7
4

8

2
7

6

2
6

4
8

717 1640

D9

1

1 2 3 4 5 6 7 8

A

B

C

D

E

17987

2492 778 2000 2480 2426 2229 5582

7
3

3
7

3
6

6
6

7
4

8

2
7

6

2
6

4
8

D9

1

Public Works and

Canada

Government Services

Canada

Services gouvernementaux

Travaux publics et

Western Region

OF

Région de l'ouest

Samson Engineering Inc.

162 - 10th Street,

Brandon, Manitoba R7A 4E6

Phone: (204) 727-0747

Fax: (204) 725-9870

info@samsonengineering.com

PARKS CANADA AGENCY
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GENERAL NOTES:

1. DIMENSIONS ARE IN MM AND ARE TAKEN FROM GRID LINES

AND FACE OF CONCRETE FOUNDATION.

2. ALL SITE AND BUILDING INFORMATION HAS BEEN COMPILED

FROM VARIOUS SOURCES AND IS GIVEN TO THE BEST OF OUR

KNOWLEDGE.

3. GRID LINES ARE COINCIDENT WITH EXTERIOR FACE OF NEW

CONCRETE FOUNDATION AND CENTRELINE OF EXISTING

TELEPOST COLUMNS.

4. REFER TO STRUCTURAL, MECHANICAL AND ELECTRICAL

DRAWINGS FOR ADDITIONAL NOTES AND DETAILS.

5. CONFIRM ROUGH OPENINGS WITH MANUFACTURERS PRIOR TO

DEMOLITION.

6. COORDINATED DEMOLITION SO AS TO MINIMIZE INTERRUPTION

OF REGULAR ACTIVITIES.

7. ALL EXISTING NON-FIXED ITEMS (CHAIRS, TABLES, SUPPLIES,

FILE CABINETS, TOOLS, ETC.) TO BE REMOVED AND STORED BY

THE DEPARTMENTAL REPRESENTATIVE.

8. SITE COMPONENTS DISTURBED DURING CONSTRUCTION TO BE

REPLACED AS THEY WERE PRIOR TO BEGINNING OF WORK.

DEMOLITION KEY NOTES:

REMOVAL OF FOUNDATION ELEMENTS, SEE STRUCTURAL

DEMOLITION FOR DETAILS.

EXISTING INTERIOR WALLS AND FINISH TO BE REMOVED AND

DISPOSED OF OFF SITE. REMOVE GYPSUM BOARD FROM U/S

OF FLOOR JOISTS AND MAKE GOOD FOR NEW FOUNDATION.

EXISTING INTERIOR STAIRS, LANDING, EXTERIOR WALLS, DOOR

AND FINISH TO BE REMOVED AND DISPOSED OF OFF SITE.

PROTECT, PATCH AND REPAIR ADJACENT WALLS DECK AND

ROOF AND MAKE GOOD FOR NEW STAIR AND FOUNDATION AS

INDICATED, SEE STRUCTURAL AND ELECTRICAL FOR FURTHER

DETAILS.

EXISTING STAIRS AND DECK TO BE REMOVED AND STORE AS

PER DEPARTMENTAL REPRESENTATIVE INSTRUCTIONS.

PROTECT, PATCH AND REPAIR ADJACENT WALLS AND MAKE

GOOD FOR NEW FOUNDATION.

EXISTING CONCRETE SLAB TO BE REMOVED AS REQUIRED

(SEE STRUCTURAL FOR DETAILS). COORDINATED WITH

DEPARTMENTAL REPRESENTATIVE.

EXISTING MECHANICAL AND ELECTRICAL EQUIPMENT, SEE

MECHANICAL AND ELECTRICAL DEMOLITION FOR FURTHER

DETAILS.

HATCH AND LINE LEGEND

SYMBOL DESCRIPTION

EXISTING ELEMENTS TO BE REMOVED

EXISTING ELEMENTS TO REMAIN

EXISTING STRUCTURAL ELEMENTS

BELOW SLAB


