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PROTECT DURING WORK

NEW WOOD BLOCKING, SEE
STRUCTURAL FOR DETAILS

NEW PRE-FINISHED METAL FLASHING UNDER EXISTING
LOG BUILDING, FASTENED TO WOOD BLOCKING

MODIFIED BITUMINOUS SHEET WATER PROOFING

NEW PORTLAND CEMENT STUCCO TO
GO 305mm MIN. BELOW GRADE

NEW 12.7mm PRESSURE TREATED PLYWOOD
SHEATHING FASTENED INTO CONCRETE

NEW BACKER ROD AND
EXTERIOR SEALANT

NEW CONCRETE SLAB, SEE
STRUCTURAL FOR DEATILS
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| 10MIL POLY VAPOUR RETARDER

U/S OF FOOTING

NEW WEEPING TILE, SEE

/"1 TYPICAL WALL SECTION

W 110

97.766

MECHANICAL FOR DETAILS

GENERAL NOTES:

1. DIMENSIONS ARE IN MM AND ARE TAKEN FROM GRID LINES
AND FACE OF CONCRETE FOUNDATION.

2. ALL ELEVATIONS ARE IN METRES AND ARE REFERENCED FROM
THE EXISTING BUILDING MAIN FLOOR ELEVATION 100.000.

3. GRID LINES ARE COINCIDENT WITH EXTERIOR FACE OF NEW
CONCRETE FOUNDATION AND CENTRELINE OF EXISTING
TELEPOST COLUMNS.

4. REFER TO STRUCTURAL, MECHANICAL AND ELECTRICAL
DRAWINGS FOR ADDITIONAL NOTES AND DETAILS.

HATCH AND LINE LEGEND
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Canada
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NEW CONSTRUCTION

EXISTING ELEMENTS TO REMAIN

T/O MAIN FLOOR SHEATHING

100.000

T/O GRADE
VARIES
EXISTING FLOOR JOIST, — |
PROTECT DURING WORK

NEW CONCRETE WALL, SEE —
STRUCTURAL FOR DETAILS

NEW CONCRETE SLAB, SEE
STRUCTURAL FOR DETAILS
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EXISTING BUILDING, PROTECT DURING WORK

NEW WOOD BLOCKING, SEE
STRUCTURAL FOR DETAILS

MODIFIED BITUMINOUS SHEET WATER PROOFING

NEW PRE-FINISHED METAL FLASHING UNDER EXISTING
LOG BUILDING, FASTENED TO WOOD BLOCKING

NEW PORTLAND CEMENT STUCCO TO
GO 305mm MIN. BELOW GRADE

NEW 12.7mm PRESSURE
TREATED PLYWOOD SHEATHING
FASTENED INTO CONCRETE

NEW 63.5mm BOARD INSULATION
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