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/"2, HEADER DETAIL

W 15

NEW CONCRETE WALL, SEE STRUCTURAL FOR DETAILS

NEW 63.5mm BOARD INSULATION

NEW 12.7mm PRESSURE TREATED PLYWOOD
SHEATHING

NEW PORTLAND CEMENT STUCCO
NEW PRE-FINISHED METAL FLASHING

NEW MODIFIED BITUMINOUS SHEET WATER
PROOFING UNDER METAL FLASHING, WRAP
AROUND DOOR OPENING

NEW SPRAYED INSULATION (FILL VOID) AROUND
DOOR FRAME

NEW THERMALLY BROKEN, INSULATED STEEL
DOOR FRAME

NEW INSULATED STEEL DOOR

NEW 12.7mm PLYWOOD AROUND ENTIRE DOOR
FRAME, PAINTED WHITE

DOOR FRAME HARDWARE
FIRE
MARK FROM TO TYPE SIZE LOUVER RATING NOTES
CORE MATL FIN GLAZ MATL JAMB FIN LABEL SET NO.
WIDTH HEIGHT THICK WIDTH HEIGHT
CRAWL-SPACE
) FRAME & DOOR, U-VALUE 1.6
1 CRAWL-SPACE EXTERIOR 1 1219mm 1168mm 44.5mm INSUL ST PT N/A N/A N/A STL/INSUL TYPE 1 PT N/A 1 (0.625 RSI) MIN.
PAINT COLOUR GREY
LABEL QUANTITY DESCRIPTION
2 HINGES
SETNO. 1 . STORE ROOM LOCK SET
: (LEVER STYLE)
1 SEALS
64 1219 644 NEW INSULATED STEEL DOOR
NEW 12.7mm PLYWOOD AROUND
ENTIRE DOOR FRAME, PAINTED
EXISTING LOG BUILDING, PROTECT WHITE
3 DURING WORK NEW SPRAYED INSULATION
3 (FILL
y VOID) AROUND DOOR FRAME
NEW PRE-FINISHED METAL FLASHING UNDER EXISTING :
LOG BUILDING, FASTEN TO WOOD BLOCKING = NEW THERMALLY BROKEN, INSULATED \
NEW MODIFIED BITUMINOUS SHEET WATER PROOFING = STEEL DOOR FRAME
UNDER METAL FLASHING, WRAP AROUND DOOR = EXISTING FLOOR JOIST, PROTECT DURING WORK
OPENING NEW MODIFIED BITUMINOUS SHEET
NEW PORTLAND CEMENT STUCCO NEW SPRAYED INSULATION (FILL VOID) AROUND WATER PROOFING
DOOR FRAME UNDER METAL FLASHING, WRAP
NEW 12.7mm PRESSURE TREATED — AROUND DOOR OPENING
PLYWOOD SHEATHING | NEW WOOD BLOCKING, SEE STRUCTURAL FOR NEW PRE-FINISHED METAL FLASHING |
DETAILS
NEW 63.5mm BOARD INSULATION 1 NEW PORTLAND CEMENT STUCCO \
:@ 8 NEW THERMALLY BROKEN, INSULATED \ i +‘ NEW 12.7mm PLYWOOD AROUND ENTIRE DOOR NEW 12.7mm PRESSURE TREATED
— STEEL DOOR FRAME \ | / FRAME, PAINTED WHITE PLYWOOD SHEATHING \
N il
NEW INSULATED STEEL DOOR \ | NEW 63.5mm BOARD INSULATION —~ = .
L
\ NEW CONCRETE WALL, SEE 5
e STRUCTURAL FOR DETAILS
<
(e}
—X

/"3 THRESHOLD DETAIL
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