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Samson Engineering Inc.

162 - 10th Street,

Brandon, Manitoba R7A 4E6

Phone: (204) 727-0747

Fax: (204) 725-9870

info@samsonengineering.com

PARKS CANADA AGENCY
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DEMO POTABLE WATER BASEMENT FLOOR PLAN
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DEMO POTABLE WATER MAIN  FLOOR PLAN
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CONSTRUCTION KEYNOTES:

APPROXIMATE LOCATION OF EXISTING  MAIN WATER SERVICE LINE ENTERING THE BUILDING. CONTRACTOR TO

CUT BACK TO FACILITATE FOUNDATION DEMOLITION. CAP AND PROTECT  MAIN WATER SERVICE PIPE FOR

REUSE.

APPROXIMATE LOCATION OF EXISTING  MAIN WATER SERVICE LINE IN THE BUILDING. EXISTING VALVES

CONNECTED TO THE EXISTING  MAIN WATER SERVICE LINE TO BE REMOVED AND  DISPOSED OFF SITE.

CUT AND CAP HOT AND COLD WATER SUPPLY PIPE 76 MM BELOW UNDERSIDE OF FLOOR SHEATHING SUITABLE

FOR RE-CONNECTION TO EXISTING LAVATORY FIXTURE IN MAIN FLOOR.

CUT AND CAP COLD WATER SUPPLY PIPE 76 MM BELOW UNDERSIDE OF FLOOR SHEATHING SUITABLE FOR

RE-CONNECTION TO EXISTING WATER CLOSET IN MAIN FLOOR

CUT AND CAP HOT AND COLD WATER SUPPLY PIPE 76 MM BELOW UNDERSIDE OF FLOOR SHEATHING SUITABLE

FOR RE-CONNECTION TO EXISTING UTILITY SINK IN MAIN  FLOOR.

CUT AND CAP HOT AND COLD WATER SUPPLY PIPE 76 MM BELOW UNDERSIDE OF FLOOR SHEATHING SUITABLE

FOR RE-CONNWECTION TO EXISTING STAINLESS  STEEL SINK IN MAIN FLOOR

REMOVE AND DISPOSE OFF SITE ALL SUPPLY PIPES BELOW MAIN FLOOR AS INDICATED.

EXISTING LAVATORY SINK FIXTURE TO REMAIN. PROTECT DURING WORK..

EXISTING WATER CLOSET FIXTURE TO REMAIN. PROTECT DURING WORK .

EXISTING UTILITY SINK FIXTURE TO REMAIN. PROTECT DURING WORK.

EXISTING STAINLESS STEEL SINK FIXTURE TO REMAIN. PROTECT DURING WORK.

DISCONNECT PIPES AND REMOVE EXISTING HOT WATER TANK (MODEL 112SEO-1R5M) AND DISPOSE OFF SITE.

REMOVE EXISTING HOSE BIBB ON BUILDING EXTERIOR.
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GENERAL NOTES:

1. ALL ITEMS SHOWN AS EXISTING ARE BASED UPON INFORMATION GATHERED DURING SITE VISITS AND ARE SHOWN THE

BEST OF OUR KNOWLEDGE.

2. DIMENSIONS ARE IN MM AND ARE TAKEN FROM GRID LINES AND FACE OF CONCRETE FOUNDATION.

3. GRID LINES ARE COINCIDENT WITH EXTERIOR FACE OF NEW CONCRETE FOUNDATION AND CENTERLINE OF INTERIOR

STRUCTURAL COLUMNS.

4. REFER TO STRUCTURAL, ARCHITECTURAL  AND ELECTRICAL DRAWINGS FOR ADDITIONAL NOTES AND DETAILS.

5. COORDINATED DEMOLITION WITH OTHER TRADES SO AS TO MINIMIZE INTERRUPTION OF REGULAR ACTIVITIES.

  6. CONFIRM ROUGH OPENINGS WITH MANUFACTURERS INSTRUCTIONS PRIOR TO DEMOLITION.

  7. SITE COMPONENTS DISTURBED DURING CONSTRUCTION TO BE REPLACED AS THEY WERE PRIOR TO BEGINNING OF

WORK.

  8. STORAGE OF EQUIPMENT AND MATERIALS AS PER INSTRUCTIONS GIVEN BY THE DEPARTMENTAL REPRESENTATIVE.

  9. MAIN FLOOR FIXTURES TO REMAIN AND TO BE PROTECTED DURING WORK.

 10. COORDINATE DEMOLITION SO AS TO MINIMIZE INTERRUPTION OF REGULAR ACTIVITIES IN BUILDING. WHERE

INTERRUPTION IS UNAVOIDABLE , COORDINATE WITH THE DEPARTMENTAL REPRESENTATIVE.
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 LINE LEGEND

SYMBOL DESCRIPTION

EXISTING PLUMBING CONSTRUCTION TO BE REMOVED &

DISPOSED

EXISTING PLUMBING CONSTRUCTION TO REMAIN AND

PROTECTED DURING WORK.
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