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NEW STEEL PAINTED GUARD RAIL POSTS AND

RAILING (BLACK), POSTS SPACED 1219mm MAX.

AND BROWN TREATED WOOD 38X38 PICKETS

SPACED 100mm MAX. SEE STRUCTURAL FOR

CONNECTION DETAILS.

NEW BROWN TREATED

WOOD HANDRAIL. SEE

STRUCTURAL FOR

DETAILS
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NEW STEEL PAINTED GUARD RAIL

POSTS AND RAILING (BLACK),

POSTS SPACED 1219mm MAX.

AND BROWN TREATED WOOD

38X38 PICKETS SPACED 100mm

MAX. SEE STRUCTURAL FOR

CONNECTION DETAILS.

NEW BROWN TREATED

WOOD HANDRAIL. SEE

STRUCTURAL FOR

DETAILS
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CONCRETE STAIRS (SEE

STRUCTURAL FOR

DETAILS)

CONCRETE RETAINING WALL

BEYOND (SEE STRUCTURAL

FOR DETAILS)

CONCRETE RETAINING WALL

BEYOND (SEE STRUCTURAL

FOR DETAILS)
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SAFETY GROOVES TO

BE TOWELED ON TOP

EDGE OF EACH TREAD

WITH 152.4mm X

114.3mm TOOL, TYP.
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25

25

CONCRETE STAIRS (SEE

STRUCTURAL FOR DETAILS)

CONCRETE RETAINING WALL BEYOND

(SEE STRUCTURAL FOR DETAILS)

CONCRETE SLAB (SEE

STRUCTURAL FOR

DETAILS)

63.5mm BOARD

INSULATION BELOW

STAIR SLAB

63.5mm BOARD

INSULATION BELOW

STAIRS

CONCRETE FOOTING

(SEE STRUCTURAL FOR

DETAILS)
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SAFETY GROOVES TO

BE TOWELED ON TOP

EDGE OF EACH TREAD

WITH 152.4mm X

114.3mm TOOL, TYP.

TIE NEW 19X184 WOOD FASCIA

CONNECTED TO EXISTING ROOF

FASCIA BOARD

EXISTING ASPHALT SHINGLES AND

ROOF MEMBRANE

CROWN ENDS CORNERS TO BE

REHABILITATED. TO BE COMPLETED

BY DEPARTMENTAL REPRESENTATIVE.

NEW PRE-FINISHED STEEL FLASHING

INSTALLED UNDER EXISTING ASPHALT

SINGLES

48 MIN.

86 MAX.

Ø38.1mm BROWN TREATED

SOLID WOOD HANDRAIL (SEE

STRUCTURAL FOR DETAILS)

STEEL WALL BRACKET,

PAINTED BLACK (SEE

STRUCTURAL FOR DETAILS)

CONCRETE

RETAINING WALL

(SEE STRUCTURAL

FOR DETAILS)
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BASEMENT STAIR PLAN
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STAIR SECTION 1
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STAIR SECTION 2
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STAIR DETAIL @ GRADE
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STAIR DETAIL @ LANDING
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ROOF EAVE DETAIL OVER STAIRS
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GUARD RAIL DETAIL @ RETAINING WALL
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GENERAL NOTES:

1. DIMENSIONS ARE IN MM AND ARE TAKEN FROM GRID LINES AND FACE OF CONCRETE

FOUNDATION.

2. ALL ELEVATIONS ARE IN METRES AND ARE REFERENCED FROM THE EXISTING

BUILDING MAIN FLOOR ELEVATION 100.000.

3. GRID LINES ARE COINCIDENT WITH EXTERIOR FACE OF NEW CONCRETE FOUNDATION

AND CENTRELINE OF EXISTING TELEPOST COLUMNS.

4. REFER TO STRUCTURAL, MECHANICAL AND ELECTRICAL DRAWINGS FOR ADDITIONAL

NOTES AND DETAILS.


