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BRACE POST
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BRACE POST

5000 mm
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127 mm (5") TOP DIA

STANDARD POST
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BRACING PANEL (SEE NOTE 7 FOR LOCATIONS)
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NATIONAL HISTORIC SITE
PERIMETER FENCE REPLACEMENT

FORT WALSH

GATE  ELEVATION

1:20

TYPICAL FENCE ELEVATION

1:20

TYPICAL INTERSECTION

N.T.S.

NOTES:

1. ALL DIMENSIONS ARE IN MILLIMETERS AND

DOUBLE DIMENSIONED TO  APPROXIMATE INCH

EQUIVALENT.

2. ALL TIMBER FENCE POSTS, BRACING, AND

GATE ASSEMBLIES SHALL BE PRESSURE

TREATED.

3. GATE ACCESS OPENING SHALL BE  MIN 3.65 m

TO MAX 4.90 m. IF EXISTING OPENING EXCEEDS

MAX CONSULT DEPARTMENTAL

REPRESENTATIVE FOR FURTHER

INSTRUCTIONS.

4. ALLOWABLE TAPER IN DIAMETER FROM END TO

END OF POSTS SHALL NOT EXCEED 38 mm.

POSTS SHALL BE INSTALLED WITH THE LARGE

DIAMETER END DOWN.

5. FIXED DIMENSIONS SHALL BE MAINTAINED AT

ALL LOCATIONS TO ALLOW FOR ANIMALS TO

GO UNDERNEATH FENCE.

6. ALL POSTS SHALL BE INSTALLED PLUMB.

7. LOCATE BRACING PANELS AS FOLLOWS:

· EACH SIDE OF ALL GATES

· AT CORNERS AND INTERSECTIONS AS

SHOWN

· AT 400 m MAX IN TANGENT SECTIONS

· AT 200 m MAX IN CURVED SECTIONS

ISSUED FOR TENDER

Canada

C1 of 1

TYPICAL PERIMETER FENCE
DETAILS

KEVIN WILLIS

LICENSEE 25258
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