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19mm TREATED TIMBER
2/C $12 TECK EI%\IYI\gHog[? (?NAEKEI([))AERD' Public Works and Travaux Publics et
¢/w #14Bond PAINT WITH 3 COATS I*I Government Services Services gouvernementaux
LUMINAIRE SCHEDULE MARINE PAINT. COLOR Canada Canada
SYMBOL| QTY | LABEL ARRANGEMENT | LUMENS | LLF | MOUNTING HEIGHT | TILT  |DESCRIPTION PXC '\ég\L/[E)FEDPJuLiEECTlg/TSKBEOTX gEgE-RELY JOUNTED To
= N C/W s
(&) 4 |[TYPE A — LED AREA LIGHT SINGLE 16,446 | 0.810| 9.144 METERS 5~ [[ED AREA LIGHT ND STAINLESS STEEL SCREWS. . SGST SI7ED AS PER
) 1 | TYPE B — LED FLOOD LIGHT  SINGLE 20,083 | 0.810| 9.144 METERS 45 [LED FLOOD LIGHT N JUNCTION  BOX.
. 19mm TREATED TIMBER PLYWOOD BACKBOARD.
12mm DIA. GALVANIZED
CALCULATION SUMMARY — WHARF — FLOODS OFF LAG BOLTS, 150mm FINISHED ONE SIDE. PAINT WITH 3 COATS
LABEL CALCTYPE UNITS AVG MAX MIN AVG/MIN | MAX/MIN - - LONG (2 REQUIRED) N Ton B OO GREY. SIZED AS PER
NEW WHARF ILLUMINANCE LUX 19.55 29.9 10.0 1.96 2.99 MOUNT BACKBOARD TO POLE WITH 2 x 12mm
EXISTING WHARF ILLUMINANCE LUX 12.70 16.2 10.0 1.28 1.67 \/O\ GALVANIZED LAG BOLTS (150mm LONG).
TREATED TIMBER POLE /_\ SECTION ’ A,
ELEVATION - 7/ ] SCALE : 1:20
NOTE: TYPE B LUMINAIRE IS DESIGNED FOR USE WITH SCALE: 1:25 E4
FUTURE DERRICK ONLY AND IS NOT INCLUDED IN THE Omm 500mm 1000mm 1500mm 2000mm 2500mm
RAMP OVERALL LIGHTING CALCULATIONS. Omm 500mm  1000mm __ 1500mm  2000mm __ 2500mm
16mm DIA. GALV. MACHINE
******************************************** ; 32 x 10 GALV. FLAT BAR
POLE LPf4g
115 147 178 204 224 218 19.2 20.3 20.4 SHAPED TO SUIT POLE
25 DIA. GALVANIZED MACHINE
BOLT (COUNTERSUNK) WITH 12mm DIA. GALV. MACHINE
10.8 13.2 16.3 19.1 21.7 23.4 228 20.6 21.5 21.8 205 20.1 204 19.2 19.7 22.0 209 189 167 152 138 11.9 11.2 11.2 111 114 GALVANIZED NUTS AND A
S WASHERS. TYPICAL FOR ALL. 12mm DIA. x 75 LG. ! 250 o.c.
10.0 10.7 125 150 17.9 20.7 23.2 25.1 25.1 225 226 229 21.7 21.4 21.1 206 22.0 236 22.1 19.9 182 168 148 135 12.4 122 12.4 13.1 GALV. LAG BOLTS i
WHEELGUARD (4 REQUIRED) 32 x 20 x 6 GALV. STEEL
117 12.3 140 166 200 22.4 239 260 26.4 257 258 26.0 248 240 238 232 247 250 231 21.2 19.6 185 17.2 154 140 138 143 147 T / $WH ARF DECK CHANNEL FRAME (4 SIDES).
e | ' — — — I:I WELD AT CORNERS AND
131 138 154 18.0 209 235 254 26.8 27.6 285 282 283 299 27.7 262 258 26.2 249 228 21.6 200 203 187 16.8 157 155 157 16.5 @OO// K TOUCH UP WITH GALV. PAINT
NEW WHARF ——F ° | ° 1 ° e
146 17.0 20.1 200 20.8 22.8 248 265 27.3 28.3 284 27.1 26.1 257 264 262 252 243 247 248 221 20.1 19.2 183 17.4 165 165 16.7
13.0 14.2 155 17.3 186 20.1 232 252 26.2 268 269 262 25.1 254 259 246 22.1 21.4 203 19.3 19.0 180 17.2 185 182 169 165 16.5 600 x 400 x 19 TREATED TIMBER PLYWOOD
" 162 158 16.1 160 140 10.1 10.3 10.4 10.0 10.1 10.3 104 13.3 148 133 200 x 200 TIMBER - ON WEB OF CHANNEL ¢/w 3 COATS OF
| X —~——————
x 126 135 144 158 167 176 219 21 246 246 244 241 237 238 241 217 194 191 182 17.4 173 166 154 17.6 181 170 163 160 5)2“?“5‘1001 W1|'1|A1RF106 100 106 109 100 119 138 140 UPPER WALE °ofleo| o S e wae 2P MARINE GREY ENAMEL
T T s (CONTINUOUS SECURELY FASTENED SECTION ‘B’ — PLYWOOD BACKBOARD
13.0 13.3 140 157 165 16.4 19.6 22.4 22.7 23.0 224 227 221 22.3 219 192 179 185 175 166 168 16.0 144 162 175 169 162 16.0 BETWEEN ALL PILE TO TIMBER FENDERS K A A EA = - AL RS R/ m)\ AAY AT AR
POLE LP#1 POLE LP#2 158 16.0 159 157 126 105 11.7 114 E- 111 115 104 124 148 133 CAPS, ALL FACES). SCALE : 1:20
13.5 13.614.0 155 16.1 16.2 19.5 21.6 21.6 21.6 21.1 20.6 20.9 21.0 21.0 18.1 168 17.8 16.916.1 16.5 15.7 14.6 16.6 17.6 17.0 16.3 16. 7 o T . O e 5 o0mm
4200 34000 34000 NEW TREATED
TIMBER POLE
SITE_LIGHTING CALCULATIONS I o e
SCALE : 1:200 I D TIMBER WALE
SECURELY FASTENED 2/C #12 TECK c/w #14 BOND
0 5 10 15 20 25 T <3
i i i " " m 300 DIA. TIMBER . . TO TIMBER FENDERS UP TO FLOOD LIGHT T~ 2/C #12 TECK WITH #14 BOND
NOTE: ALL DIMENSIONS ARE IN MILLIMETERS FENDER PILES I /UP TO AREA LIGHT
A A
¢ 600mm x 400mm x 19mm TREATED TIMBER
LEVATION — NEW POLE P3 INSTALLATION 1 120V, 15A SINGLE—GANG PLYWOOD BACKBOARD. FINISHED ONE SIDE.
LU = L A = = = =L KD WEATHERPROOF TOGGLE PAINT WITH 3 COATS MARINE PAINT.
SCALE: 1:25 SWITCH. / COLOR GREY. SECURELY MOUNTED TO POST.
Omm 500mm 1000mm 1500mm 2000mm 2500mm 2#12 AWG RW75 Cu. + SIZED AS PER JUNCTION BOX.
NOTE: ALL DIMENSIONS ARE IN MILLIMETERS RN#1146 AN S e o
| MOLDED PVC JUNCTION BOX, EEMAC 4 X RATED,
c¢/w MOUNTING FEET, GASKETTED SCREW DOWN
LT T T T T -~ T T = COVER WITH STAINLESS STEEL SCREWS.
/// 19.9 CLAS§\4 /// - = =17 7 150mm x 150mm x 50mm Dp.
M N
// 12.2m CLASS 4 ngbDMALTémﬁlﬁé‘TED TREATED N ;EDE:A ML‘l\gl'_l’\#lENgA;&'%URE /// 12.2m CLASS 4 ¢ 2/C #10 TECK CABLE WITH #12 BOND
LED, MARINE RATED TREATED ETURE. 120 VOLT TIMBER POLE N 190 VoLr ' LED, MARINE RATED TREATED o FOR AREA LIGHT
AREA LIGHTING FIXTURE, / |\ TIMBER POLE ' \ AREA LIGHTING FIXTURE, / | \/ TIMBER POLE S
120 VOLT / \ 120 VOLT / - ( 2/C #12 TECK CABLE WITH #14 BOND
/ \ FOR FLOOD LIGHT
—C / \ / TOP OF
«I \ '/ | WHEEL GUARD 0P OF
| \ | i WHARF DECK
\ } \ N | N [
\ \
\ / /I \
\\ / /
/ /
\ y / y ELEVATION — 6
\ / J/ / SCALE : 1:20 E4
\\ v/ , v/
N /// SEE DETAIL @ // /// SEE DETAIL /5\ Omm 500mm 1000mm 1500mm 2000mm 2500mm
~ _ _ .
~—_ 1~ < /// = &4/ NOTE:
2/C #12 TECK. ~8 . _ - 1. SPLICES IN ALL JUNCTION BOXES TO BE MADE USING MECHANICAL BOLTED
STRAPPED EVERY 1.5m O CONNECTORS AND HEAT SHRINK BOOQOTS.
AND WHERE REQUIRED SEE DETAIL /57
N 2. CABLE GLANDS REQUIRED ON ALL CONNECTIONS TO JUNCTION BOX.
_— r-.\ *‘-\
\STRAP CABLE TO POLE Nt . \STRAP CABLE TO POLE %thggR 3PO[EEATED
AT 1500mm INTERVALS \ 3 AT 1500mm INTERVALS
AND WHERE REQUIRED T 5 AND WHERE REQUIRED
< USING PVC COATED < USING PVC COATED BIRD SPIKES 3/C #12 CABTIRE
Al o CABLE STRAPS Al CABLE STRAPS (CONDUCTOR COUNT=
iy S : 120V, 15A SINGLE—GANG 5 ' 1 HOT, 1 NEUTRAL,
e WEATHERPROOF TOGGLE LED, MARINE RATED AREA
600 x 400 x 19mm TREATED TIMBER— — SWITCH LIGHTING FIXTURE, 120 VOLT I__LGROUND)
PLYWOOD BACKBOARD. FINISHED ONE : 5.
BACKBOARD. SIZE AS INDICATED. PAINT. COLOR GREY. SECURELY ¢/w COVER PLATE. MOUNTING BACKBOARD. SIZE AS INDICATED. TYPICAL
FINISHED ONE SIDE. PAINT WITH 3 MOUNTED TO POLE. FEeT CASKET. AND  STAINLESS FINISHED ONE SIDE. PAINT WITH 3 oV
COATS MARINE PAINT. COLOR GREY. SEE DETAIL /6 STEEL SCREWS COATS MARINE PAINT. COLOR GREY. LED, MARINE RATED FLOOD 0 ISSUED FOR TENDER 2018
— SECURELY MOUNTED TO POST. \E4/ ~ : PVC MOLDED JUNCTION BOX —g SECURELY MOUNTED TO POST. FMM‘ LIGHTING FIXTURE, 120 VOLT
SIZED AS PER JUNCTION BOX. c/w COVER PLATE, MOUNTING SIZED AS PER JUNCTION BOX. revisions date
FEET,GASKET, AND STAINLESS
SEE _DETAIL % STEEL SCREWS. SEE DETAIL % oroject orojet
/u COVER PLATE, MOUNTNG T SEAL AROUND CONDUIT OPENING S SEAL AROUND CONDUIT OPENING 2/C 12 TECK CABLE—— BERLIN WALL
: TO PREVENT WATER FROM S | TO PREVENT WATER FROM WITH #14 BOND GALVANIZED TENON MOUNTING BRACKET
e oy AN STAINLESS / ENTERING CONDUIT. . ENTERING CONDUIT. f A ¢/w GALVANIZED LAG BOLTS APPROACH STRUCTURE
o WHEELGUARD o "~ JUNCTION BOX, PVC MOLDED, OCTAGON, PEREAU (DELHAVEN)
o (@] Bl
EXISTING WHARF DECK ¢/w GASKET, COVERPLATE AND STAINLESS
2 CONCRETE WHEEL GUARD e L \ <TEEL SCREWS. KINGS COUNTY
/ FOR POLE INSTALLATION N o o N— PVC COATED CABLE STRAP NOVA SCOTIA
FINISHED GRADE F~‘ REFERENCE DETAIL @ 3 FINISHED GRADE ——2/C #12 TECK CABLE
— U W 1 WITH #14 BOND drawing dessin
TECK CABLE SIZES > >
g ko d__. SEE_DETAIL/ 1\ - SO
: TN = LUMINAIRE_MOUNTING DETAIL 5
O
J /\ \\ J - -SCALE 12-0 - - E4 SITE LIGHTING LAYOUT
l Fa) L Ta\ . :
: o | | N—19mm @ MACHINE BOLT T = AND DETAILS
| | WITH NUT AND WASHERS. 9 3 Omm 500mm 1000mm 1500mm 2000mm 2500mm
F=====3 | LENGTH AS REQUIRED. N~ N NOTE:
2/C #10 TECK CABLE } } - 2/C #10 TECK CABLE - :
WITH #12 BOND IN 53mm | | BERLIN WITH #12 BOND IN 53mm 1. FLOODLIGHT INSTALLATION APPLIES ONLY TO POLE P3
DIRECT BURIED RIGID PVC | | WALL DIRECT BURIED RIGID PVC 2. REFER TO SITE LAYOUT , DRAWING E1, FOR LUMINAIRE ORIENTATION. desioned K WOLFE p—
CONDUIT SLEEVE | | CONDUIT SLEEVE :
== —o | NOVEMBER 2018
| | ) MOUNTING NOTES: s -
| | @ o drawn K.WOLFE dessiné
| |
| | 1. ALL TECK CABLE OR METALLIC CONDUIT TERMINATED ON FIBREGLASS OR PVC BOXES [date =~ NOVEMBER 2018
\/\ ‘ SHALL UTILIZE BONDING LOCKNUTS. ALL BONDING LOCKNUTS SHALL BE CONNECTED TO[ approved EE— PP
[YPICAL DETAIL — POLE & FIXTURE INSTALLATION 2 DETAIL P3 — FIXTURE INSTALLATION m DETAIL P4 — POLE & FIXTURE INSTALLATION 4 GROUND USING A #14 AWG GREEN INSULATED CONDUCTOR. P =
SCALE: 1:25 E1[E4 SCALE: 1:25 Qy SCALE: 1:25 E1|E4 2. CONTRACTOR TO SUPPLY AND INSTALL PVC COATED CABLE GLAND FOR ALL CABTIRE | Tender S £ Soumission
Omm 500mm 1000mm 1500mm 2000mm 2500mm Omm 500mm 1000mm 1500mm 2000mm 2500mm Omm 500mm 1000mm 1500mm 2000mm 2500mm CONNECTIONS. PWGSC Project Manager Administrateur de projets TPSGC
NOTE: NOTE: NOTE: 3. CONTRACTOR TO SUPPLY AND INSTALL STAINLESS STEEL TECK CONNECTORS FOR ALL | ™™ no- du prolet
TECK CABLE CONNECTIONS. R.100038.001
1. TYPICAL FOR NEW POLES P1 AND P2. 1. ALL DIMENSIONS ARE IN MILLIMETERS 1. POLE INSTALLED TO NSPI STANDARDS. — T dooe
rawing no. no. u essin
2. ALL DIMENSIONS ARE IN MILLIMETERS. 4, CONTRACTOR TO SUPPLY AND INSTALL BIRD DETERRENTS (SPIKES) ON ALL POLE TOPS
T 2. ALL DIMENSIONS ARE IN MILLIMETERS. AND LIGHT FIXTURES. F4
PWGSC B1 (2004 AU . ;
( ) l 1|o 20r|nm | 4|o s|o | a|o | 1lo | 110 | 1lo | 1lo | 1110 | 200|mm E-DRM/GDD—E: 552335 Version 1
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