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Part 1 General 

 
1.1 SUMMARY 

 
.1 Section Includes: 

.1 Material and installation of site applied paint finishes to new interior surfaces, including site 
painting of shop primed surfaces. 

 
.2 Related Requirements  

.1 Verify all other sections in this specification for related work. 

 
1.2 REFERENCES  

 
.1 Environmental Protection Agency (EPA)  

.1 Test Method for Measuring Total Volatile Organic Compound Content of Consumer 
Products, EPA Method 24 - Surface Coatings. 

.2 SW-846, Test Methods for Evaluating Solid Waste: Physical/Chemical Methods. 

 
.2 Master Painters Institute (MPI)  

.1 The Master Painters Institute (MPI)/Architectural Painting Specification Manual (ASM) - 
current edition. 

.2 Standard GPS-1-12, MPI Green Performance Standard. 

.3 Standard GPS-2-12, MPI Green Performance Standard. 

 
.3 National Fire Code of Canada – current edition. 

 
.4 Society for Protective Coatings (SSPC)  

.1 SSPC Painting Manual, Volume Two, 8th Edition, Systems and Specifications Manual. 

 
1.3 ACTION AND INFORMATIONAL SUBMITTALS   

 
.1 Submittals in accordance with Section 01 33 00 - Submittal Procedures. 

 
.2 Product Data: 

.1 Provide manufacturer's instructions, printed product literature and data sheets for paint and 
paint products and include product characteristics, performance criteria, physical size, 
finish and limitations. 

 
.3 Upon completion, provide records of products used. List products in relation to finish system and 

include the following: 
.1 Product name, type and use. 
.2 Manufacturer's product number. 
.3 Colour numbers. 
.4 MPI Environmentally Friendly classification system rating. 
.5 Manufacturer's Material Safety Data Sheets (MSDS). 

 
.4 Samples 

.1 Submit full range colour sample chips to indicate where colour availability is restricted. 

.2 Submit duplicate 300 x 300 mm sample panels of each paint, stain, clear coating, special 
finish with specified paint or coating in colours, gloss/sheen and textures required to MPI 
Architectural Painting Specification Manual standards. 
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.3 Retain reviewed samples on-site to demonstrate acceptable standard of quality for 

appropriate on-site surface. 

 
.5 Manufacturer's Instructions: 

.1 Provide manufacturer's installation application instructions. 

 
1.4 MAINTENANCE 

 
.1 Extra Materials: 

.1 Deliver to extra materials from same production run as products installed. Package 
products with protective covering and identify with descriptive labels. 

 
.2 Quantity: provide one - four litre can of each type and colour of primer, stain and finish coating. 

Identify colour and paint type in relation to established colour schedule and finish system. 

 
1.5 QUALITY ASSURANCE  

 
.1 Qualifications  

.1 Contractor: minimum of five years proven satisfactory experience. 

.2 Journeymen: qualified journeymen who have "Tradesman Qualification Certificate of 
Proficiency" engaged in painting work. 

.3 Apprentices: working under direct supervision of qualified trades person in accordance with 
trade regulations. 

 
1.6 DELIVERY, STORAGE AND HANDLING 

 
.1 Packing, Shipping, Handling and Unloading: 

.1 Pack, ship, handle and unload materials in accordance with manufacturer's written 
instructions. 

 
.2 Acceptance at Site: 

.1 Identify products and materials with labels indicating: 
.1 Manufacturer's name and address. 
.2 Type of paint or coating. 
.3 Compliance with applicable standard. 
.4 Colour number in accordance with established colour schedule. 

 
.3 Remove damaged, opened and rejected materials from site. 

 
.4 Storage and Protection: 

.1 Provide and maintain dry, temperature controlled, secure storage. 

.2 Store materials and supplies away from heat generating devices. 

.3 Store materials and equipment in well ventilated area with temperature range 7°C to 30°C. 

 
.5 Fire Safety Requirements: 

.1 Provide one 9 kg dry chemical fire extinguisher adjacent to storage area. 

.2 Store oily rags, waste products, empty containers and materials subject to spontaneous 
combustion in ULC approved, sealed containers and remove from site on a daily basis. 

.3 Handle, store, use and dispose of flammable and combustible materials in accordance with 
National Fire Code of Canada requirements. 
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1.7 SITE CONDITIONS 

 
.1 Temperature, Humidity and Substrate Moisture Content Levels: 

.1 Perform no painting when: 
.1 Ambient air and substrate temperatures are below 10°C. 
.2 Substrate temperature is above 32°C unless paint is specifically formulated for 

application at high temperatures. 
.3 Substrate and ambient air temperatures are not expected to fall within MPI or paint 

manufacturer's prescribed limits. 
.2 Perform painting work when maximum moisture content of the substrate is below: 

.1 Allow new concrete and masonry to cure minimum of 28 days. 

.2 12% for interior wood. 

   
.2 Surface and Environmental Conditions: 

.1 Apply paint finish in areas where dust is no longer being generated by related construction 
operations or when wind or ventilation conditions are such that airborne particles will not 
affect quality of finished surface. 

.2 Apply paint to adequately prepared surfaces and to surfaces within moisture limits. 

.3 Apply paint when previous coat of paint is dry or adequately cured. 

 
.3 Additional interior application requirements: 

.1 Apply paint finishes when temperature at location of installation can be satisfactorily 
maintained within manufacturer's recommendations. 

Part 2 Products 

 
2.1 MATERIALS 

 
.1  Paint materials listed in the MPI Approved Products List (APL) are acceptable for use on this 

project. 
 

.2 Provide paint materials for paint systems from single manufacturer. 
 

.3 Conform to latest MPI requirements for interior painting work including preparation and priming. 
 

.4 Materials (primers, paints, coatings, varnishes, stains, lacquers, fillers, thinners, solvents, etc.) in 
accordance with MPI Architectural Painting Specification Manual "Approved Product" listing. 
 

.5 Linseed oil, shellac, and turpentine: highest quality product from approved manufacturer listed in 
MPI Architectural Painting Specification Manual, compatible with other coating materials as 
required. 
 

.6 Provide paint products meeting MPI "Environmentally Friendly" E2 or E3 ratings based on VOC 
(EPA Method 24) content levels. 

 
2.2 COLOURS 
 

.1 Submit the proposed Colour to Departmental Representative for review. 

 
.2 Selection of colours from manufacturers full range of colours. 

 
.3 Second coat in three coat system to be tinted slightly lighter colour than top coat to show visible 

difference between coats, if requested by Departmental Representative. 
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.4 For deep and ultra deep colours; 4 coats may be required. 

 
2.3 MIXING AND TINTING 

 
.1 Perform colour tinting operations prior to delivery of paint to site. Obtain written approval from 

Departmental Representative for tinting of painting materials. 
 

.2 Use and add thinner in accordance with paint manufacturer's recommendations.  Do not use 
kerosene or similar organic solvents to thin water-based paints. 
 

.3 Thin paint for spraying in accordance with paint manufacturer's instructions. 
 

.4 Re-mix paint in containers prior to and during application to ensure break-up of lumps, complete 
dispersion of settled pigment, and colour and gloss uniformity. 

 
2.4 GLOSS/SHEEN RATINGS 

 
.1 Paint gloss is defined as sheen rating of applied paint, in accordance with following values: 

 

 Gloss @ 60 degrees Sheen @ 85 degrees 

Gloss Level 1 - Matte Finish (flat) Max. 5 Max. 10 

Gloss Level 2 - Velvet-Like Finish Max.10 10 to 35 

Gloss Level 3 - Eggshell Finish 10 to 25 10 to 35 

Gloss Level 4 - Satin-Like Finish 20 to 35 min. 35 

Gloss Level 5 - Traditional Semi-Gloss Finish 35 to 70  

Gloss Level 6 - Traditional Gloss 70 to 85  

Gloss Level 7 - High Gloss Finish More than 85  

 
.2 Gloss level ratings of painted surfaces as indicated. 

 
2.5 INTERIOR PAINTING SYSTEMS 

 
.1 Galvanized metal: metal cabin ceiling: 

.1 INT 5.3C - Alkyd satin-like finish. 

 
.2 Millwork: wood trim molding and panelling: 

.1 INT 6.3C - Semi-transparent stain, S.B. finish; 

.2 INT 6.3D - Alkyd varnish semi-gloss finish (over S.B. stain). 

Part 3 Execution  

 

3.1 MANUFACTURER’S INSTRUCTIONS   
 
.1 Compliance: comply with manufacturer's written recommendations or specifications, including 

product technical bulletins, handling, storage and installation instructions, and data sheet. 

 
3.2 GENERAL 

  
.1 Perform preparation and operations for interior painting in accordance with MPI Architectural 

Painting Specifications Manual except where specified otherwise. 
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.2 Apply paint materials in accordance with paint manufacturer's written application instructions. 

 
3.3 EXAMINATION 

 
.1 Investigate existing substrates for problems related to proper and complete preparation of 

surfaces to be painted. Report to Departmental Representative damages, defects, unsatisfactory 
or unfavourable conditions before proceeding with work. 

 
3.4 PREPARATION 

 
.1 Protection  

.1 Protect existing building surfaces and adjacent structures from paint spatters, markings and 
other damage by suitable non-staining covers or masking. If damaged, clean and restore 
surfaces as directed by Departmental Representative. 

.2 Protect items that are permanently attached such as Fire Labels on doors and frames. 

.3 Protect factory finished products and equipment. 

 
.2 Surface Preparation: 

.1 Remove electrical cover plates, light fixtures, surface hardware. Identify and store items in 
secure location and re-installed after painting is completed. 

.2 Place "WET PAINT" signs in occupied areas as painting operations progress.  

.3 Clean and prepare surfaces in accordance with MPI Architectural Painting Specification 
Manual requirements.  Refer to MPI Manual in regard to specific requirements. 

.4 Prevent contamination of cleaned surfaces by salts, acids, alkalis, other corrosive 
chemicals, grease, oil and solvents before prime coat is applied and between applications 
of remaining coats.  Apply primer, paint, or pre-treatment as soon as possible after cleaning 
and before deterioration occurs. 

.5 Where possible, prime non-exposed surfaces of new wood surfaces before installation.  
Use same primers as specified for exposed surfaces.     
.1 Apply vinyl sealer to MPI #36 over knots, pitch, sap and resinous areas. 
.2 Apply wood filler to nail holes and cracks. 
.3 Tint filler to match stains for stained woodwork. 

.6 Sand and dust between coats as required to provide adequate adhesion for next coat and 
to remove defects visible from a distance up to 300 mm. 

.7 Clean metal surfaces to be painted by removing rust, loose mill scale, welding slag, dirt, oil, 
grease and other foreign substances in accordance with MPI requirements.   

.8 Touch up of shop primers with primer as specified. 
 
3.5 APPLICATION  

 
.1 Apply each coat at the proper consistency in accordance with the manufacturer's directions. 

 
.2 Regardless of the number of coats specified for any surface, apply sufficient number of extra 

coats of paint to produce a solid, uniform appearance and coverage in the opinion of the 
Departmental Representative. 
 

.3 Paint shall be applied by brush, roller, and airless spray. Reduce paint materials in strict 
accordance with the manufacturer's directions. 
 

.4 Top and bottom edges of doors shall receive the same finish as the face of the door. 
 
3.6 CLEANING 

 
.1 Progress Cleaning: clean in accordance with Section 01 74 11- Cleaning. 
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.1 Leave Work area clean at end of each day. 

 
.2 Final Cleaning: upon completion remove surplus materials, rubbish, tools and equipment in 

accordance with Section 01 74 11- Cleaning. 
 

3.7 RESTORATION 
 
.1 Clean and re-install hardware items removed before undertaken painting operations. 

 
.2 Remove protective coverings and warning signs as soon as practical after operations cease. 

 
.3 Remove paint splashings on exposed surfaces that were not painted. Remove smears and 

spatter immediately as operations progress, using compatible solvent. 
 

.4 Protect freshly completed surfaces from paint droppings and dust to approval of Departmental 
Representative. Avoid scuffing newly applied paint. 

 
.5 Restore areas used for storage, cleaning, mixing and handling of paint to clean condition as 

approved by Departmental Representative. 
 
 

  END OF SECTION 


