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USE EXISTING 152mm Ø SLEEVES THROUGH

EXTERIOR WALL AND FLOOR SLAB.

PROPERLY SEAL/FIRE STOP OPENING AND

AROUND CONDUITS.

NEW EXTERIOR GENERATOR DUPLEX PURPOSE

DOCKING STATION:  400A WITH KIRK-KEY INTERLOCK

NEMA 3R CABINET. REFER SPECIFICATIONS.

NEW BOLLARD

SEE DETAIL 2/E03
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NEW EXTERIOR GENERATOR DUPLEX

PURPOSE DOCKING STATION:

400A WITH KIRK-KEY INTERLOCK NEMA

3R CABINET.

REFER SPECIFICATIONS.
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Contractor to verify all dimensions & conditions

on site and immediately notify department

representative of all discrepancies.
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REF: 18-4015A

1. THE CONTRACTOR SHALL BE SOLELY RESPONSIBLE FOR
ISSUES/PROBLEMS WHICH MAY OCCUR AS A RESULT OF A
FAILURE TO FOLLOW THESE PLANS, SPECIFICATIONS AND THE
DESIGN INTENT THEY CONVEY. 

2. DO NOT SCALE DRAWINGS. REFER ANY DIMENSIONAL
CLARIFICATIONS AND/OR POSSIBLE TRADE
INTERFERENCE/CONFLICTS TO DEPARTMENT REPRESENTATIVE
FOR CLARIFICATION PRIOR TO COMMENCEMENT OF THE WORK.  

3. THE POSITION OF POLE LINES, CONDUITS, WATERMAINS, SEWERS
AND OTHER UNDERGROUND AND OVERGROUND UTILITIES AND
STRUCTURES IS NOT NECESSARILY SHOWN ON DRAWING, AND,
WHERE SHOWN, THE ACCURACY OF THE POSITION OF SUCH
UTILITIES AND STRUCTURES IS NOT GUARANTEED. BEFORE
STARTING WORK, THE CONTRACTOR SHALL INFORM
THEMSELVES OF THE EXACT LOCATION OF ALL SUCH UTILITIES
AND STRUCTURES, AND SHALL ASSUME ALL LIABILITY FOR
DAMAGE TO THEM.
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ROUNDED TOP

150mm I.D. SCHEDULE 40 STEEL PIPE
FILLED WITH CONCRETE. PIPE TO BE
PRIMED AND HAVE A HIGH VISIBILITY
YELLOW EPOXY FINAL COAT.

CHAMFER TOP OF CONCRETE
25mm FOR WATER SHEDDING.

POURED CONCRETE (25MPa MIN)
POURED INTO FORM TUBE BEFORE
BACKFILLING AND COMPACTION.
TYPICAL FOR ALL BOLLARDS.

ASPHALT PAVING ON GRANULAR FILL

GRANULAR 'A' CONFORMING TO
OPSS1010 COMPACTED TO 95%
STANDARD PROCTOR DENSITY.

SCALE:
CONCRETE BOLLARD DETAIL
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SCALE:
 CONDUIT ENTRANCE IN BUILDING ELEVATION DETAIL
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SCALE:
ELECTRICAL GROUND FLOOR & LOADING DOCK NEW WORK
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NEW EXTERIOR GENERATOR DUPLEX PURPOSE DOCKING STATION
 (400A WITH KIRK-KEY INTERLOCK NEMA 3R), REFER SPECIFICATIONS.

RUN CONDUITS UP FROM BASEMENT GENERATOR ROOM AND OUT TO LOADING DOCK THROUGH EXISTING SLEEVES THROUGH
FLOOR SLAB AND WALL. PROPERLY SEAL OPENINGS AROUND CONDUITS.

CONCRETE BOLLARD FOR PROTECTION.  REFER TO DETAIL 2 ON DRAWING E03.

PROVIDE 2-63mm CONDUITS FOR GENERATOR POWER, 1-27mm CONDUIT FOR RECEPTACLES, AND 1-53mm CONDUIT FOR
CONTROL WIRING AND INSTALL HIGH ALONG WALL AND COORDINATE ROUTING THROUGH EXISTING OPENINGS AND AROUND
EQUIPMENT. CONDUITS SHALL BE GALVANIZED RIGID STEEL WITH LIQUID TIGHT CONNECTORS.
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1. THIS CONTRACTOR SHALL ENSURE THAT CLEARANCES REQUIRED BY THE CEC 2018 FOR EQUIPMENT AND

PANELS.

2. THIS CONTRACTOR TO PROVIDE PULL BOXES EVERY 30m OR EVERY TWO  90° BENDS OR WHEN

NECESSARY.

3. THIS CONTRACTOR SHALL DETERMINE ALL WIRING AND CONDUIT LENGTHS.

GENERAL NOTES
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