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SOUTHSIDE ROAD (SEE DEMOLITION PLAN
FOR APPROXIMATE LOCATION OF EXISTING
WATERLINE AND FORCE MAIN)

BLEND TO EDGE

—REPAIR ANY ASPHALT ALONG SOUTHSIDE ROAD WHICH MAY GET
DAMAGED DURING INSTALLATION OF THE NEW RETAINING WALL

RUBBER CYLINDRICAL FENDERS NOT SHOWN. SEE
ELEVATION VIEW AND DETAIL PAGE.

2. BEDROCK MAY BE ENCOUNTERED AT AN ELEVATION
HIGHER THAN SHOWN FOR CRIB SEAT EXCAVATION.
DEPARTMENTAL REPRESENTATIVE WILL MAKE FINAL
DECISION ON EXCAVATION DEPTH IN THIS REGARD,
AND QUANTITIES OF ROCK MATTRESS WILL BE
ADJUSTED AS APPROPRIATE. IF SCRIBING IS
REQUIRED IT WILL BE COMPLETED AT NO
ADDITIONAL COST. IN ALL CASES THE MINIMUM
WATER DEPTH ON THE OUTSIDE FACE OF THE CRIB
WHARF IS TO BE —4.50m L.N.T.
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