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NOTES GENERALES :

SAUF INDICATIONS CONTRAIRES, TOUS LES EQUIPEMENTS MONTRES EN LIGNE
PALE POINTILLEE SONT EXISTANTS A CONSERVER.

SAUF INDICATIONS CONTRAIRES, TOUS LES EQUIPEMENTS MONTRES EN LIGNE
FONCEE CONTINUE SONT NOUVEAUX.

SE REFERER AUX DESSINS EN ARCHITECTURE POUR LA POSITION EXACTE DES
LUMINAIRES.

LES NOUVEAUX LUMINAIRES SUR LE NORMAL SONT ALIMENTES A 347V DEPUIS
LE PANNEAU PP-0041.

LES NOUVEAUX LUMINAIRES SUR L'ALIMENTATION D'URGENCE SONT
ALIMENTES A 347V, DEPUIS LE PANNEAU PPU-0021 AU NIVEAU 2.

INSTALLER LES CONTROLEURS DE PIECE AU-DESSUS DES PLAFONDS
SUSPENDUS.

POUR TOUS LES LOCAUX FERMES OU IL Y A DES DETECTEURS DE PRESENCE,

LE CONTROLE D'ECLAIRAGE DOIT ETRE DU TYPE A ALLUMAGE MANUEL ET
FERMETURE AUTOMATIQUE. SAUF INDICATIONS CONTRAIRES, AJUSTER LE

DELAIS DES DETECTEURS DE PRESENCE A 30 MINUTES.

POUR LES LOCAUX DE RANGEMENT, AJUSTER LE DELAIS DE FERMETURE DES
DETECTEURS DE PRESENCE A 5 MINUTES.

BUREAU EXECUTIR

NOTE :

LUMINAIRE EXISTANT 1500 x 500 mm A REINSTALLER APRES LES TRAVAUX DE
PLAFOND. FOURNIR ET INSTALLER UNE NOUVELLE LENTILLE DU TYPE
PRISMATIQUE K12 EN ACRYLIQUE. INSTALLER DE NOUVEAUX TUBES

FLUORESCENTS, COORDONNER AVEC LE GESTIONNAIRE DU BATIMENT (BGIS)
POUR LA TEMPERATURE DE COULEUR DES LAMPES A UTILISER.

GENERAL NOTES :

UNLESS INDICATED OTHERWISE, ALL EQUIPMENTS TRACED WITH THIN DASHED
LINES ARE EXISTING TO REMAIN.

UNLESS INDICATED OTHERWISE, ALL EQUIPMENTS TRACED WITH CONTINUOUS
BOLD LINES ARE NEW.

REFER TO ARCHITECTURAL DRAWINGS FOR EXACT LOCATION OF LIGHT
FIXTURES.

NEW LIGHT FIXTURES ON NORMAL POWER ARE FED AT 347V FROM PANEL
PP-0041.

NEW LIGHT FIXTURES ON EMERGENCY POWER ARE FED AT 347V FROM
PANEL PPU-0021 AT LEVEL 2.

INSTALL ROOM CONTROLLER ABOVE SUSPENDED CEILING.

FORALL CLOSED OFFICE WHERE AN OCCUPANCY SENSOR IS INSTALLED,
LIGHT CONTROL TO BE MANUAL-ON, AUTO-OFF. UNLESS INDICATED
OTHERWISE, TIME DELAY TO BE SET AT 30 MINUTES.

FOR STORAGE ROOMS, SET THE TIME DELAY OF OCCUPANCY SENSOR AT 5
MINUTES.
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NOTE :

EXISTING 1500x500mm LIGHT FIXTURES TO BE REINSTALLED AFTER NEW CEILING
INSTALLATION. SUPPLY AND INSTALL A NEW ACRYLIC K12 PRISMATIC LENS.
INSTALL NEW FLUORESCENT TUBES. COORDINATE WITH BUILDING MANAGER
(BGIS) FOR THE LAMPS COLOR TEMPERATURE TU USE.
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