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IMPORTANT:

THESE PLANS ARE INDICATIVE ONLY. THE CONTRACTOR IS RESPONSIBLE FOR
DESIGNING THE DIFFERENT ELEMENTS ACCORDING TO THE PERFORMANCE
CRITERIA LISTED IN THE SPECIFICATIONS. THIS DESIGN MUST BE CARRIED OUT

AND SEALED BY AN ENGINEER THAT IS AN 0IQ MEMBER.

IMPORTANT:

CES PLANS SONT A TITRE INDICATIF SEULEMENT. L'ENTREPRENEUR A LA

RESPONSABILITE DE PROCEDER A LA CONCEPTION DES DIFFERENTS ELEMENTS SELON
LES CRITERES DE PERFORMANCE ENUMERES DANS LE DEVIS. CETTE CONCEPTION
DOIT ETRE EFFECTUEE ET SCELLEE PAR UN INGENIEUR MEMBRE DE L'0IQ.

5075

SLAB ON GRADE:

-MONOLITHIC FINISH

-200mm THICKNESS

-ELEVATION HIGH POINT

-CONCRETE REINFORCEMENT:15M @ 200 o/c, EW. , T. & B.
-SLAB FINISH: WATER-REPELLING SILANE SEALER. PROVIDING
7700 AN INTEGRAL BARRIER AGAINST THE INGRESS OF MOISTURE

AND WATER-BORNE SALTS INTO CONCRETE
/ DALLE SUR SOL:

PROVIDE FLOOR COVER SLAB FOR
HYBRID BOILER, PUMPS AND
HYDRAULIC UNIT, SEE DETAIL

PREVOIR BASES DE PROPRETE SOUS LA
CHAUDIERE HYBRIDE, LES POMPES ET
L'UNITE HYDRAULIQUE, VOIR DETAIL

3500

AND HANDLING SLAB AT THIS POINT
MUST BE AT THE SAME ELEVATION

LE DESSUS DE LA DALLE DU BATIMENT DE
CONTROLE ET DE LA DALLE DE MANUTENTION A 1
CE POINT DOIVENT ETRE A LA MEME ELEVATION

THE TOP OF THE CONTROL BUILDING SLAB @ I

3014

-FINI A LA TRUELLE D'ACIER

I
CONTROL JOINT,
SEi TYPICAL DETAIL
TRAIT DE SCIE,

VOIR DETAIL TYPE

/ -200mm EPAIS

| -ELEVATION POINT HAUT:--
-ARMATURE: 15M @ 200 c/c CH. SENS, H. & B.

-FINI: SCELLANT A BASE DE SILANE ET REDUISANT LA
PENETRATION AUX IONS CHLORURES

TOP OF WALL (VS SLAB): 150mm
DESSUS MUR (VS DALLE): 150mm

DALLE CONDENSEUR

DRY COOLER SLAB —\

N

R

SLAB ON GRADE:

-MONOLITHIC FINISH
-150mm THICKNESS

-ELEVATION HIGH POINT:---
-WELDED WIRE MESH 152x152 - MW18.7/MW18.7

DALLE SUR SOL:

-FINI A LA TRUELLE D'ACIER

-150mm EPAIS

-ELEVATION POINT HAUT:--

-TREILLIS METALLIQUE 152x152 - MW18.7/MW18.7

L 1300
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RESERVE SPACE FOR FUTURE \

|

|

]

| CONTRDL BUILDING
BATIMENT DE CONTRO(E

CONTROL JOINT, /
SEE TYPICAL DETA(L

SLOPE 2%
PENTE 2%
<=

|

INPUT AND PREPROGESSING PAD

_ REINFORCED AND THICKENED SLAB FOR
/— FUTURE FIXED CRUSHER, SEE DETAIL

PREVOIR EPAISSISSEMENT ET

7000

H2S SCRUBBER. \
CONSTRUCTION BY OTHERS.

S
PREVOIR ESPACE POUR \ly /
FUTUR EPURATEUR H2S. \
FABRICATION PAR D'AUTRES _ /

TN "=

OUVERTURE
— POUR POMPE

SUMP 300x300x300 mm. POSITION TO BE —
COORDINATED WITH ARCHITECTURAL PLAN.
SLOPE TOWARDS SUMP IN MECHANICAL ROOM

7000

o\ 200 L
k) TP

PUISARD 300x300x300 mm, LOCALISATION A
COORDONNER AVEC ARCHITECTURE. DANS LA SALLE

MECANIQUE, PENTE ORIENTEE VERS LE PUISARD

BIOREACTOR
BIOREACTEUR

OPENING FOR INSTRUMENTS SEE
MECHANICAL PLAN M05
OUVERTURE POUR INSTRUMENTS

VOIR PLAN MECANIQUE M05

OPENING FOR SUMP-PUMP AND
BIO-FILTER (FUTURE) SEE
MECHANICAL PLAN M05
OUVERTURE POUR POMPE-PUISARD
ET BIO-FILTRE EVENTUEL VOIR

PLAN MECANIQUE M05

MIXINGPIT
FOSSE DE MELANGE

RAFT AND WALLS FINISH: SIKAGARD E.W.L. TOWEL GRADE.
2 LAYERS APPLIED AT 2 HOURS INTERVALS

FINI DU RADIER ET DES MURS: SIKAGARD E.W.L. TOWEL GRADE.

2 COUCHES A APPLIQUER A 2 HEURES D'INTERVALLE

<t
 EElnE RN G S RENFORCEMENT DE LA DALLE POUR
3 FUTUR BROYEUR FIXE, VOIR DETAIL
< COORDINATE THE SLOPE
<= TOP OF WALL (VS SLAB): 400 WITH MECHANICAL
PENTE A COORDONNER
S DESSUS MUR (VS DALLE): 400mm / ,
S | AVEC LA MECANIQUE
SLOPE 2%
S f 500 PENTE 2%
Mol ~ \ /
/ 8| <— J
[
g 7 1 3
1000] CANIVEAU 400mm DEEP WITH GALVANISED DUCK BOARD
3000 600mm DEEP BOTTOM AT THE BOTTOM OF THE CANIVEAU
CANIVEAU 400mm PROFOND AVEC CAILLEBOTIS GALVANISE
\§01802) FOSSE 600mm PROFOND AU BAS DU CANIVEAU
TOP OF WALL (VS SLAB): 1000mm
DESSUS MUR (VS DALLE): 1000mm
PROV/DE i50mm SLEEVE WITH M|X|NG PIT
CAP FOR FUTURE CABLE FOSSE DE MELANGE
PREVOIR MANCHON +50mm AVEC e
BOUCHON POUR FUTUR CABLE VUE EN PLAN DU RADIER
—— ADDITIONAL REINFORCEMENT TO BE DETAILED
BY THE DESIGNER IN STRUCTURE, TYPICAL
ARMATURE SUPPLEMENTAIRE A DETAILLER
PAR LE CONCEPTEUR EN STRUCTURE, TYPIQUE
FLARE CONCRETE SLAB
OPENING FOR SHREDDER DALLE DE BETON DE LA TORCHERE
SEE MECHANICAL PLAN M05
OUVERTURE POUR BROYEUR

VOIR PLAN MECANIQUE M05
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