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THE GROUNDS LOOKING TOWARDS THE BUILDING.
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NOTES:

BOTH ENDS OF CULVERT REQUIRE RS RIP RAP AND N2 GEOTEXTILE.
ALL SURFACES WITHIN 2m OF HYDRANT MUST BE STABLIZIED USING
GRASS, CLEAR STONE, ARMOUR STONE, OR ASPHALT.

THE ROAD SHOULDER £0.5m OR AS APPROVED BY THE ENGINEER.
HYDRANT TO BE REPAINTED AFTER INSTALLATION: TOP AND CAP TO
BE RED, BODY AND FLANGES TO BE RED, NOZZLE NOT TO BE
PAINTED AND THE BARREL TO BE PAINTED BLACK.
5. HYDRANT AND VALVE TO BE TIED—BACK TO WATERMAIN WITH
STAINLESS STEEL THREADED RODS. MECHANICAL JOINT RESTRAINTS
ARE ACCEPTABLE TO REDUCE EXCESS LENGTH OF THREADED ROD.

TYPICAL FIRE HYDRANT DETAIL
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THE EXISTING ASPHALT SHALL BE COLD MILLED—
TO THE SHAPE INDICATED. THE TRANSVERSE
BUTT JOINT SHALL BE STRAIGHT AND HAVE A
VERTICAL FACE WITH DIMENSIONS AS SHOWN.

ALL EDGES TO BE TACKED PRIOR TO PLACEMENT
OF NEW ASPHALT SEAL.
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HATCH

1809 BARRINGTON STREET, SUITE 1009
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HATCH PROJECT # H352258

SCALE : 1:10

002]004,

e e —
Omm 100 200 300 400 500 600 700 800 9001000mm

/@—TBUTI' WELD

D

89¢ PIPE CAP—/

89¢ SCH. 40 PIPE HOT

DIPPED GALVANIZED: C/W
BOLLARD COVER, SAFETY
GLOSS YELLOW

1175

35MPA CONCRETE
REFER TO DIVISION 03

FINISHED GRADE
EL. VARIES

R .
RN

\25X\
N
>
v/
N

A

6—15M REINFORCING
BARS EQUALLY SPACED—|

900

S
1200

4509 SONOTUBE\

NN

10M REINFORCING TIES AT
300 C/C 400 0.D. — >

J
VI':

0 1
COVER 450

75
COVER

TYPICAL BOLLARD DETAIL

SCALE : 1:20
Omm S500mm 1000mm 1500mm 2000mm

(7
002{004,

2500mm

o - e “, p(_\
f . wae N\ C
#3045 \

B
D. B. Colpitts \* T

’
L %
"

SIGHNATURE 7

%, 03022018~

DaTE

0 ISSUED FOR TENDER 023 1%2
F ISSUED FOR 99% REVIEW 021 1%9
E ISSUED FOR 66% REVIEW ‘20 1273
D ISSUED FOR 66% REVIEW 021 1277
C ISSUED FOR 33% REVIEW ‘22 105
B CIVIL DESIGN BRIEF 121 1061
A PREDESIGN REPORT 028({1167
revisions dote
project orojet
COMPOUND

MAINTENANCE FACILITY
FUNDY NATIONAL PARK
NEW BRUNSWICK

ALBERT COUNTY
drawing dessin
CIVIL
DETAIL SHEET
designed B COLPITTS congu
dote 08/16/17
drawn A.SCOTT dessiné
date 03/ 05/ 18
approved B COLPITTS approuvé

date 11/04/-16

Tender Soumission
v 2y

PWGSC Project Manager ministrateur de projets TPSGC
project number no. du projet
R.075814.001
drawing no. no. du dessin

C-004

PWGSC B1 (2004)

HI”IHI | | | |
l 1L 20mm 40

E-DRM/GDD-E: 547464 Version 1



		2019-02-26T12:42:14-0400
	Jean, Eric




