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BARBELE EXISTANT A EN
DISPOSER HORS SITE.
BARBELE DOUBLE TYPE 1 A |
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LEVER ET
NOUVEAU

NSTALLER

(VOIR PLAN DETAIL ET DEVIS)

EXISTING BARBED WIRE TO REMOVE ———|

AND TO DISPOSE OFF SITE. NEW
DOUBLE BARBED WIRE TYPE 1 10
INSTALL (SEE DETAIL PLAN AND

SPECIFICATIONS)

X

X

X

X

X

X

X

—X

—_

X

BARBELE EXISTANT A ENLEVER ET i
DISPOSER HORS SITE. NOUVEAU
BARBELE DOUBLE TYPE 1 A INSTALLER %
(VOIR PLAN DETAIL ET DEVIS)
EXISTING BARBED WIRE TO REMOVE
AND TO DISPOSE OFF SITE. NEW
DOUBLE BARBED WIRE TYPE 1 TO
INSTALL (SEE DETAIL PLAN AND
SPECIFICATIONS)

BARBELE EXISTANT A ENLEVER ET
DISPOSER HORS SITE. NOUVEAU
BARBELE DOUBLE TYPE 1 A INSTALLER

(VOIR PLAN DETAIL ET DEVIS)

EXISTING BARBED WIRE TO REMOVE

AND TO DISPOSE OFF SITE. NEW
DOUBLE BARBED WIRE TYPE 1 T0

INSTALL (SEE DETAIL PLAN AND
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BARBELE EXISTANT A ENLEVER ET

DISPOSER HORS SITE. NOUVEAU

W

BARBELE DOUBLE TYPE 2 A INSTALLER

(VOIR PLAN DETAIL ET DEVIS)

EXISTING BARBED WIRE TO REMOVE

AND TO DISPOSE OFF SITE. NEW
DOUBLE BARBED WIRE TYPE 2 10

INSTALL (SEE DETAIL PLAN AND

SPECIFICATIONS)
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BARBELE EXISTANT A ENLEVER ET

DISPOSER HORS SITE. NOUVEAU

BARBELE DOUBLE TYPE 2 A INSTALLER

(VOIR PLAN DETAIL ET DEVIS)

EXISTING BARBED WIRE TO REMOVE
AND TO DISPOSE OFF SITE. NEW
DOUBLE BARBED WIRE TYPE 2 10

INSTALL (SEE DETAIL PLAN AND
SPECIFICATIONS)

BARBELE EXISTANT A ENLEVER ET
DISPOSER HORS SITE. NOUVEAU

BARBELE DOUBLE TYPE 1 A

INSTALLER

(VOIR PLAN DETAIL ET DEVIS)

EXISTING BARBED WIRE TO REMOVE
AND TO DISPOSE OFF SITE. NEW

DOUBLE BARBED WIRE TYPE

INSTALL (SEE DETAIL PLAN AND

SPECIFICATIONS)
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DISPOSER HORS SITE. NOUVEAU

(VOIR PLAN DETAIL ET DEVIS)

EXISTING BARBED WIRE TO REMOVE
AND TO DISPOSE OFF SITE. NEW
DOUBLE BARBED WIRE TYPE 1 TO

INSTALL (SEE DETAIL PLAN AND

SPECIFICATIONS)

TERRAIN DE BASEBALL

BASEBALL FIELD
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BARBELE EXISTANT A ENLEVER ET

BARBELE DOUBLE TYPE 1 A INSTALLER
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BARBELE EXISTANT A ENLEVER ET
DISPOSER HORS SITE. NOUVEAU
BARBELE DOUBLE TYPE 1 A INSTALLER
(VOIR PLAN DETAIL ET DEVIS)
EXISTING BARBED WIRE TO REMOVE
AND TO DISPOSE OFF SITE. NEW
DOUBLE BARBED WIRE TYPE 1 10
INSTALL (SEE DETAIL PLAN AND
SPECIFICATIONS)

CAPUCHON EN ACIER GALVANIS E /

GALVANIZED STEEL CAP

NOUVEAU POTEAU DE @ 38mm EN ACIER GALVANIS ~ SOUDE
EN SOUDURE PLEINE SUR LE CAPUCHON EXISTANT /

NEW GALVANIZED STEEL SUPPORT @ 38mm WELDED WITH
FULL WELDS TO THE EXISTING CAP

FILS BARBELES TENDU ,MAINTENIR UN DEGAGEMENT DE 35mm
MAX. AFIN QUE LA PORTE S'OUVRE/ TIGHTEN BARBED WIRE TO
LEAVE AT MAX. 35mm AS CLEARANCE TO OPEN THE DOOR

NOUVEAU SUPPORT EN ACIER GALVANIS E IDENTIQUE A

L'EXISTANT, LE NOUVEAU SUPPORT DOIT ETRE SOUDE EN

SOUDURE PLEINE AU NOUVEAU POTEAU DE @ 38mm. LE

NOUVEAU POTEAU SERA SOUD E SUR LE CAPUCHON DU
POTEAU EXISTANT / NEW GALVANIZED STEEL SUPPORT
IDENTICAL TO EXISTING, THE NEW SUPPORT MUST BE

WELDED WITH FULL WELDS TO THE NEWROD @ 38mm
WHICH WILL BE WELDED ON THE EXISTING CAP

SUPPORT EXISTANT / EXISTING SUPPORT

FIL BARBELE / @460mm RAZOR WIR

LE BARBELE NE DOIT EN AUCUN TEMPS TOUCHER
AU CLOTURE ET AINSI CAUSER UNE INTERFERENCE
AVEC LE SYSTEME DE DETECTION DE CLOTURE

/ THE BARBED WIRE MUST NEVER TOUCH
THE FENCE AND THUS CAUSE
INTERFERENCE WITH THE CLOSURE
DETECTION SYSTEM

25mm

MAX.

COUPE TYPE - CLOTURE BARBELE TYPE 2

09

SECTION - BARBED WIRE TYPE 2

ECHELLE : AUCUNE / NO SCALE

FIL BARBELE / @460mm RAZOR WIRE

LE BARBELE NE DOIT EN AUCUN TEMPS TOUCHER
AU CLOTURE ET AINSI CAUSER UNE INTERFERENCE
AVEC LE SYSTEME DE DETECTION DE CLOTURE

/ THE BARBED WIRE MUST NEVER TOUCH
THE FENCE AND THUS CAUSE
INTERFERENCE WITH THE CLOSURE
DETECTION SYSTEM

BRAS DE POTEAU EN Y EN ACIER/
"CONCERTINA" RAZOR WIRE

N
|

@40mm/ "CONCERTINA" FIL BARBEL
"CONCERTINA" RAZOR WIRE

COUPE TYPE - CLOTURE BARBELE TYPE 1

10

SECTION - BARBED WIRE TYPE 1

ECHELLE : AUCUNE / NO SCALE
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REFECTION DU PAVAGE AUTOUR DES PUISARDS,

REGARDS, PUITS D'ACCES ET BOITIER DE VANNE

OTHER CONTRACTORS, COMPANIES OR PUBLIC UTILITY
SERVICE PROVIDERS WHICH MAY EXECUTE WORK OF ANY

NATURE DURING THE EXECUTION PERIOD
CONTRACT.

I*I Service Correctionnel Correctional Service
LEGENDE / LEGEND Canada Canada
Administration régionale Regional Headquarters
TEM EXISTANT/ PROPOSE/ Québec Quebec
EXISTING PROPOSED
ARBRE, ARBUSTE FEUILLU /
LEAFY TREF, SHRUB
Stantec Experts-conseils ltée
ARBRE, ARBUSTE FEUILLU / @
LEAFY mEE' SHRUB S 1200, boul. Saim-Mar:nn Oue'sl. bureau 302
tantec R
Télécopieur : 450.668.8232
FORAGE / DRILLING {} ’
REGARD PLUVIAL / & B Plan clé Key plan
STORM MANHOLE
REGARD SANITARE / ®
SANITARY MANHOLE
PUISARD / CATCH BASIN S S
REGARD-PUISARD /
MANHOLE~CATCH BASIN
BOITIER ET VANNE / VALVE >
|
POTEAU D'INCENDIE / FIRE HYDRANT O
L
CHAMBRE DE VANNE/ VALVE CHAMBER
BOLLARD / BOLLARD o
PANNEAU DE SIGNALISATION / b
ROAD SIGN
ENSEIGNE / SIGN A
BANC / BENCH =
LAMPADAIRE SIMPLE / 00
SINGLE STREET LAMP
LAMPADAIRE DOUBLE / OO
DOUBLE STREET LAMP Notes: Notes:
POTEAU ELECTRIQUE / POWER POST o
POTEAU TELEPHONE / HTE 1) LENTREPRENEUR DOIT FAIRE LOCALISER TOUS LES SERVICES
TELEPHONE POST D'UTILITES PUBLIQUES EXISTANTS CONNUS (MONTRES OU
LAMPADARE POTEAU / LAMP POST HEG NON AUX PLANS) PAR UNE FIRME SPECIALISEE.
L'INFORMATION RELATIVE AUX UTILITES PUBLIQUES EST
HAUBAN / GUY LINE pu BASEE SUR LES DOCUMENTS DISPONIBLES. ELLE NEST
‘ DONNEE A L'ENTREPRENEUR QU’A TITRE INDICATIF ET NE
2'50‘;5\5??[’& AWE:JFE'QUE / ® DOIT PAS ETRE CONSIDEREE COMPLETE NI EXACTE.
CONFIRMER L'EMPLACEMENT DES SERVICES ET DES
BOITE DE JONCTION / OUVRAGES SOUTERRAINS EN EFFECTUANT SOIGNEUSEMENT
TERMINAL BOX DES FOUILLES.
REGARD~TELECOM / ©) 2)  LENTREPRENEUR DOIT SOUTENIR ET PROTEGER LES
TELECOM MANHOLE CONDUITES D'EGOUTS ET D’AQUEDUC ET DE GAZ
PAVAGE / PAVING EXISTANTES, LES CABLES ET MASSIFS SOUTERRAINS DES
UTILITES PUBLIQUES, LES POTEAUX ELECTRIQUES,
BORDURE. /' CURE D'ECLAIRAGE, TELEPHONIQUES ET DE CAMERA DE
TROTTOR / SIDEWALK SURVEILLANCE. L’ENTREPRENEUR SERA TENU RESPONSABLE
DES BRIS DES OUVRAGES EXISTANTS ET DEVRA LES
CAVER / GRAVEL  |===mmmmmmmoofmmsmmomoeooo o REMPLACER A SES FRAIS.
HAIE / HEDGE TCCCCTTTCCLLLet .
3)  LENTREPRENEUR DOIT COORDONNER SES TRAVAUX AVEC
CONDUITE DE GAZ / GAS PIPE _ 66— —|— —6— — CEUX DE TOUS LES AUTRES ENTREPRENEURS, COMPAGNIES
0U SERVICES D'UTILITES PUBLIQUES QUI EXECUTERONT DES
LIMITE DE BOISE / s | sttt TRAVAUX DE QUELQUE NATURE QUE CE SOIT DURANT LA
LIMIT OF WOODED AREA PERIODE D'EXECUTION DES TRAVAUX DU PRESENT CONTRAT.
HAUT DE TALUS / TOP OF SLOPE T T T T T
SO sy 4) A TOUS LES ENDROITS 00 UNE CONDUITE PROJETEE CROISE
BAS DE TALUS / BOTTOM OF SLOPE T N UN SERVICE OU UNE CONDUITE EXISTANTE, UNE FOUILLE
GLISSIERE DE SECURITE / DOIT PREALABLEMENT ETRE REALISEE POUR CONNAITRE LE
GUARDRAIL L L LA L DIAMETRE, LA PROFONDEUR ET LE MATERIAU DE LA
CLOTURE / FENCE § 5 CONDUITE OU DU SERVICE EXISTANT.
CONDUITE D’EGOUT PLUVIAL / L _ 5) L’'ENTREPRENEUR DOIT PREVOIR EFFECTUER LES TRAVAUX
STORM SEWER PIPE = P—== DANS LE STATIONNEMENT DE SOIR APRES 17H OU DURANT
CONDUITE D'EGOUT SANITAIRE / N s UNE FIN DE SEMAINE.
SANITARY SEWER PIPE = ,
, 6)  LENTREPRENEUR DOIT PRENDRE NOTE QUE LES CABLES DE
CONDUITE DAQUEDUC / A — |- —A— — DETECTION ET LES CABLES DE FIBRES OPTIQUES DOIVENT
WATERMAIN PIPE DEMEURER EN PLACE ET FONCTIONNEL EN TOUS TEMPS.
RESEAU ELECTRIQUE SOUTERRAIN / _ c | c _ ENTREPRENEUR DOIT PROTEGER LES CABLES.
UNDERGROUND ELECTRIC NETWORK
RESEAU ELECTRIQUE AERIEN / - - 7)  LENTREPRENEUR DOIT PREVOIR A SA SOUMISSION UNE
AERIAL ELECTRIC NETWORK QUANTITE D’ENVIRON 100m? DE SURFACES EN PAVAGE A
UNDERGROUND TELEPHONE NETWORK ! T T -
UNDERGROUND CABLE NETWORK v | v - AND SERVICES (SHOWN OR NOT ON THIS PLAN) LOCATED
BY SPECIALIZED FIRM. ALL EXISTING INFORMATION ON
SERVICES AND PUBLIC UTILITIES IS BASED ON AVAILABLE
RECORDS AND IS SHOWN TO ASSIST THE CONTRACTOR
AND SHALL NOT BE CONSTRUED TO BE COMPLETE OR
ACCURATE. CONFIRM LOCATION OF BURIED UTILITIES AND
STRUCTURES BY CONDUCTING CAREFUL EXPLORATORY PITS.
LEGENDE COMPLEMENTAIRE / ADDITIONAL LEGEND 2)  THE CONTRACTOR MUST SUPPORT AND PROTECT EXISTING
SEWER, WATERMAIN AND GAS PIPES, CABLES, PUBLIC
UTILITY DUCT BANKS AND ELECTRICAL, LIGTHING,
TELEPHONE AND SECURITY CAMERA POSTS. THE
CLOTURE BARBELE TYPE 1 / BARBED WIRE CONTRACTOR WILL BE HELD RESPONSIBLE FOR ANY
FENCE TYPE 1 DAMAGE TO EXISTING UTILITIES AND WILL HAVE TO REPAIR
AT HIS OWN COST.
CLOTURE BARBELE TYPE 2 / BARBED WIRE
FENCE TYPE 2 3)  THE CONTRACTOR MUST COORDINATE HIS WORK WITH ALL

OF THIS

PAVEMENT REFAIRS AROUND CATCH EBASINS,

MANHOLES, AND VALVE HOUSING

CADRES ET GRILLES EXISTANTS A ENLEVER ET

@ DISPOSER HORS SITE. INSTALLER DE NOUVEAUX
CADRES ET GRILLES DE TYPE AJUSTABLE

EXISTING FRAMES AND GRATES TO BE REMOVED AND
DISPOSED OF OFF SITE. INSTALL NEW ADJUSTABLE

TYPE FRAMES AND GRATES

CADRES ET COUVERCLES EXISTANTS A ENLEVER ET
® DISPOSER HORS SITE. INSTALLER DE NOUVEAUX
CADRES ET COUVERCLES DE TYPE AJUSTABLE
EXISTING FRAMES AND COVERS TO BE REMOVED
AND DISPOSED OF OFF SITE. INSTALL NEW
ADJUSTABLE TYPE FRAMES AND COVERS
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CE DOCUMENT NE DOIT

PAS ETRE UTILISE A DES FINS
DE CONSTRUCTION

HIS DOCUMENT MUST NOT BE USED

FOR CONSTRUCTION

4) AT ALL LOCATIONS WHERE A PROPOSED PIPE CROSSES AN
EXISTING CONDUIT, AN EXPLORATORY PIT WILL BE
PERFORMED TO ESTABLISH THE DEPTH OF THE CONDUIT,
ITS SIZE AND ITS MATERIAL.

§)  THE CONTRACTOR MUST PLAN TO EXECUTE THE WORK IN
THE PARKING LOT AFTER S5pm OR DURING A WEEKEND.

6)  THE CONTRACTOR MUST NOTICE THAT THE DETECTION
CABLES AND OPTICALS FIBERS CABLES MUST REMAIN IN
PLACE AND FUNCTIONAL IN ANYTIME. THE CONTRACTOR
MUST PROTECT THE CABLES.

7)  THE CONTRACTOR MUST INCLUDE IN HIS TENDER
ADDITIONAL QUANTITY (ABOUT 100m*) OF EXISTING

PAVEMENT TO REPAIR AT THE CUSTOMER'S REQUEST
DURING THE CONSTRUCTION WORKS.

—SAUF INDICATIONS CONTRAIRES, LES DIMENSION
SONT EN METRES

UNLESS OTHERWSE INDICATED, ALL DIMENSIONS
ARE IN METERS
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Révisions Objet Date
Revisions Object Date

A no du détail

B sur no de dessin
location drawing no

C no de dessin

drawing no

Titre du projet Project title

Etablissement Joliette
Joliette Establishment

Réfection du gravelage périphérique
Rehabilitation of perpheral gravel path

Titre du dessin Drawing title

GENIE CIVIL
CIVIL ENGINEERING

COUR PRINCIPALE ET STATIONNEMENT

MAIN YARD AND PARKING LOT
TRAVAUX DE REFECTION DES CADRES, GRILLES ET
COUVERCLES ET TRAVAUX POUR DOUBLES BARBELES

FRAMES, COVERS AND GRATES REPLACEMENT
AND DOUBLE BARBED WIRE WORKS
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