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LEGEND

) EXISTING BUSHLINE
CONCRETE SIDEWALK
HYDRO POLE

GROUND WATER MONITORING WELL
PARKS CANADA SUPPLIED BENCH

SURFACE MOUNT TO PAD PEDESTRIAN ACCESS

CONCRETE PAVER: 200mm x 100mm x 80mm;

UNILOCK HOLLANDSTONE OR OTHER PRODUCT TURF
APPROVED BY DEPARTMENTAL REPRESENTATIVE ANCHOR BOLT (TYP.)
STAKE ON TWO SIDES COLOURS TO BE SUBMITTED TO CONCRETE PAVERS
TREE SET PLUMB AND GUYING STRAP DEPARTMENTAL REPRESENTATIVE FOR APPROVAL CONCRETE PAD 150mm NATURAL WOOD MULCH
500mm (W) X 500 (L) x 200mm (D) SOURCE AND COLOUR TO BE APPROVED BY
PIT TO BE DUG BY BACKHOE TRUNK PROTECTION: 100mm DIA. x MIN. DIMENSIONS DEPARTMENTAL REPRESENTATIVE IPLC CAR RECEPTACLE ON PEDESTAL
600mm LENGTH WEEPING TILE. POLYMERIC
MATERIAL SLICED AND WRAPPED JOINT SAND OVERHEAD LIGHTING
BERM FORMING WATER DISH AROUND BASE OF TREE. ELD,SSETEESTRAINT; APPLY PARKS CANADA APPROVED SOD
USING SOIL AROUND THE OUTSIDE
USING SOIL AROUND THE NATURAL WOOD MULCH / TO DISTURBED ADJACENT AREAS RECYCLING / GARBAGE BIN
SOURCE TO BE APPROVED BY DEPARTMENTAL REPRESENTATIVE \
(100mm DEPTH) T—F
TAMPED SOIL MIX (450 mm DEPTH) gho [ . [ [ N / MANITOBA MAPLE
2050 TAMPED SOIL MIX
FINISHED GRADE —i —‘ e (450 mm DEPTH) —‘ PAPER BIRCH
N e i N P N = = AMERICAN ELM
..................................... e st B . ) P TEND BEYOND PAVER EOGE UNDISTURBED
____________ R P SAND SETTING BED BY 200mm SHRUBBY CINQUEFOIL
. 5 - = =EE T s SRIERSSSS M 25mm THICKNESS
UNDISTURBED — — | e puasetis - — == = s uvottiNN | INRRORS WELL COMPACTED AGGREGATE BASE GALVANIZED SPIKE CONCRETE WHEELSTOPS
SolIL 11 AT T ST === 200mm DEPTH GEOTEXTILE
SCARIFY SIDES OF TREE PIT _—| ﬂ:m:m:m:m:l 11— | | m:m:m:m SIGN
TO THE DEPTH OF ONE s JﬁMﬁMﬁMﬁMﬁMﬁMﬁml : | |ﬁMﬁMﬁMﬁMﬁ
SHOVEL BLADE A== = = L = = \— — == CONCRETE CURB & GUTTER
CUT AND REMOVE BURLAP FROM THE TAMPED SOIL MIX
TOP 4 OF ROOT BALL. FOLD BACK/CUT 1000mm DEPTH /\
OFF WIRE BASKET FROM TOP OF ROOT ‘ TREE PIT: 2 X DIAMETER OF ROOT BALL TREE PIT: 2 X DIAMETER OF ROOT BALL 2 PLAZA CONSTRUCTION DETAIL
BALL. REMOVE ALL TWINE. | 1 UNDISTURBED SOIL ! | C24 Scale: NTS
3 | 20190211 ISSUED FOR TENDER MP CH
2 |201801/09 95% Submission MP CH
/1 TREE INSTALLATION o
C24) Scaler NTS NOTES: 1 |20181210 65% Submission MP CH
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100mm x 100mm PTW POST & SIGN 100mm x 100mm PTW POST & SIGN

SET PLUMB & INSTALLED SET PLUMB & INSTALLED

MIN. 1220mm BELOW GRADE MIN. 1220mm BELOW GRADE

100mm TOPSOIL CONCRETE WHEEL STOP

i 2100 MIN. i
y APPLY PARKS CANADA SURROUNDING CONCRETE ASPHALT SURFACE
APPROVED GRASS SEED Y ENSURE POSITIVE DRAINAGE T [ A
AWAY FROM POST 1S0MIN.— [ | |~ SUB.BASE 150mm P.I.P. CONCRETE
35MPA
P47y 4177 427, 47N

N COMPACTED | _— COMPACTED ‘?,ﬁ"*"'%i’ﬁ,&

GRANULAR A GRANULAR A o2 LB LG 150mm COMPACTED

SOINININ GRANULAR A
/ “““ “ %
1220 MIN. EUSIGSJXEEBED 1220 MIN. g gsg'GSRTXSEED ..................... COMPACTED
REBAR PINS UNDISTURBED SUBGRADE
SUBGRADE
_ _ NI NI IO PN N P
~ s25mm |- I * I Canada Canada
/3" SIGN INSTALL - TURF /& SIGN INSTALL - PAVEMENT /5 CONCRETE WHEEL STOPS /6 CONCRETE PAD
C24/ Scale: NTS C24/) Scaler NTS C24/ Scale: NTS C24/) Scale: NTS

BOLLARD POSTS

BOLLARDS & RELATED HARDWARE
TO BE SUPPLIED BY PARKS CANADA
DARK GREEN FINISH WITH WHITE
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75 INAA NG NN NN S S S AN
N NN AN AL KK
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AR NS IS, é i
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SEE NOTE 4
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71\ Plan
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PROPOSED
PARKING LOT
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617 —

SWALE SIDE+POND SIDE

EXISTING GROUND

616

DESIGN GROUND
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/ 2\ Profile

- Scale: 1:100
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\
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! INSTALLED BELOW
! GROUND
\

3-1 3-2
SWALE SIDE POND SIDE

/3 _lrrigation Box Detail
- Scale: NTS

NOTES:

1. THE CONTRACTOR IS RESPONSIBLE TO LOCATE UNDERGROUND
UTILITIES PRIOR TO EXCAVATION.

2. THE CONTRACTOR IS RESPONSIBLE TO DISPOSE OF SURPLUS
MATERIAL FROM SITE.

3. BERMING REQUIRED AROUND THE RAIN GARDEN TOBE 0.5 m
TOP AND TIE BACK TO EXISTING GROUND AT 4:1 SLOPE.

4.  OUTLET SWALE TO BE CONSTRUCTED TO PROVIDE POSITIVE
DRAINAGE TO EXISTING ROAD.

5. INSTALL 12" RECTANGULAR IRRIGATION BOX THROUGH BERM.
SET TOP OF BOX TO MATCH TOP ELEVATION OF THE BERM AT
617.101. DRILL 28 mm (DIA) HOLE ON POND SIDE OF THE BOX 25
mm ABOVE POND BOTTOM (SEE DETAIL 3). THIS WILL PROVIDE A
RELEASE RATE OF 1 L/s FROM POND. DRILL 50 mm HOLE ON
SWALE SIDE OF THE BOX WITH THE INVERT FLUSH WITH THE
SWALE BOTTOM. FILL INSIDE OF THE BOX WITH SAND TO THE
HEIGHT OF THE POND BOTTOM. SHAPE BERM SIDE SLOPES FOR
SMOOTH TRANSITION TO THE BOX.

6. ALL POND ELEVATIONS ARE AT TOP OF SOIL UNLESS OTHERWISE
SPECIFIED. SEE DRAWING 4162-00-L-101 LANDSCAPE PLAN FOR
SOIL EXCAVATION DEPTH AND REPLACEMENT.
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TOWNSITE PARKING LOT

EXISTING WASHROOM
D BUILDING

BIO RETENTION AREA

450 mm OF HIGH ORGANIC GROWING
MEDIUM C/W 50 mm COMPOST MULCH

SEE CIVIL FOR DRAINAGE STRUCTURE

DETAILS
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/1\ Plan

B

+++++
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- Scale: 1:250

BOTANICAL NAME COMMON NAME

HIEROCHLOE ODORATA SWEETGRASS

MATTEUCCIA STRUTHIOPTERIS OSTRICH FERN
MONARDA FISTULOSA WILD BERGMOT

RUDBECKIA LACINIATA TALL CONEFLOWER

SIZE

75mm POT
NO 1 POT

75mm POT

75mm POT

23 -RI

SPACING

400mm O.C.
500mm O.C.

600mm O.C.

900mm O.C.

PROPOSED
PARKING LOT

COMMENTS

LOW POINT
LOW POINT

EDGE PLANT

EDGE PLANT

SET SHRUB AT ORIGINAL GRADE
OF NURSERY
< 50mm (2") MULCH AFTER

————
CONTINUATION SETTLEMENT
OF
PLANTING
N W ‘ij GROWING MEDIUM
}— REMOVE CONTAINER
3 FROM ROOTBALL
2 NON-BIODEGRADABLE
MATERIAL SHOULD BE
COMPLETELY REMOVED
|~ SLOPE OF EXCAVATION
AT 1H:1V
TAMP GROWING
MEDIUM TO PREVENT
ANY SETTLEMENT
SCARIFY BOTTOM OF
SHRUB/PLUG PLANTING PLANTER TO ENSURE
ADEQUATE DRAINAGE
/T Detail
- Scale: NTS
NOTES:
1. ALL LANDSCAPE INSTALLATION SHALL BE AS PER PARKS CANADA LANDSCAPE STANDARDS.
2. PLANT MATERIAL INCLUDES ONLY NEW MATERIAL TO BE INSTALLED. NO SUBSTITUTIONS EXCEPT
AS APPROVED BY THE PROJECT LANDSCAPE ARCHITECT.
3. SHRUB BED GROWING MEDIUM SHALL BE HIGH ORGANIC SOILS WITH A MINIMUM 3cm / HR
SATURATED HYDRAULIC CONDUCTIVITY IN PLACE .
4. FINAL PLANT LAYOUT SHALL BE APPROVED BY THE DEPARTMENTAL REPRESENTATIVE PRIOR TO
PLANTING.
5. CONTRACTOR TO VERIFY LOCATION OF ALL UNDERGROUND UTILITIES PRIOR TO DOING ANY
EXCAVATION OR PLANTING.
6. THE CONTRACTOR IS RESPONSIBLE FOR DISPOSING OF ALL SURPLUS MATERIALS OFF SITE.
7. MULCH FOR RAIN GARDENS SHALL BE WELL ROTTED COMPOST MULCH 50mm DEEP.
8. SEED SHALL BE DRY SEEDED AND LIGHTLY RAKED TO PROVIDE COVER FOR THE SEED.
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