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PLANT
LIST
KEY QTY BOTANICAL NAME COMMON NAME SIZE SPACING COMMENTS


Af 364 AGASTACHE FOENICULUM ANISE HYSSOP 75mm POT 300mm O.C. EDGE PLANT
Ac 163 AQUILEGIA CANADENSIS WILD COLUMBINE 75mm POT 400mm O.C. EDGE PLANT


Cc 1 CALAMAGROSTIS CANADENSIS MARSH REED GRASS SEED 112 GRAMS
SEE NOTES - LOW
POINT


Cb 1 CAREX BEBBII BEBB'S SEDGE SEED 448 GRAMS
SEE NOTES - LOW
POINT


Ho 200 HIEROCHLOE ODORATA SWEETGRASS 75mm POT 400mm O.C. LOW POINT
Ms 74 MATTEUCCIA STRUTHIOPTERIS OSTRICH FERN NO 1 POT 500mm O.C. LOW POINT
Mf 189 MONARDA FISTULOSA WILD BERGMOT 75mm POT 600mm O.C. EDGE PLANT
Rl 46 RUDBECKIA LACINIATA TALL CONEFLOWER 75mm POT 900mm O.C. EDGE PLANT
Za 100 ZIZIA APTERA HEARTLEAF ALEXANDER 75mm POT 400mm O.C. EDGE PLANT


Cc 280,000 SEEDS PER 28 GRAMS (1 OUNCE)  - SEED HATCHED AREA WITH 4 OUNCES


Cb 34,000 SEEDS PER 28 GRAMS (1 OUNCE)  - SEED HATCHED AREA WITH 16 OUNCES


4
5


0


SET SHRUB AT ORIGINAL GRADE


OF NURSERY


50mm (2") MULCH AFTER


SETTLEMENT


GROWING MEDIUM


REMOVE CONTAINER


FROM ROOTBALL


NON-BIODEGRADABLE


MATERIAL  SHOULD BE


COMPLETELY REMOVED


SLOPE OF EXCAVATION


AT 1H:1V


TAMP GROWING


MEDIUM TO PREVENT


ANY SETTLEMENT


SCARIFY BOTTOM OF


PLANTER TO ENSURE


ADEQUATE DRAINAGE


1. ALL LANDSCAPE INSTALLATION SHALL BE AS PER PARKS CANADA LANDSCAPE STANDARDS.


2. PLANT MATERIAL INCLUDES ONLY NEW MATERIAL TO BE INSTALLED. NO SUBSTITUTIONS EXCEPT


AS APPROVED BY THE PROJECT LANDSCAPE ARCHITECT.


3. SHRUB  BED GROWING MEDIUM SHALL BE HIGH ORGANIC SOILS WITH A MINIMUM 3cm / HR


SATURATED HYDRAULIC CONDUCTIVITY IN PLACE .


4. FINAL PLANT LAYOUT SHALL BE APPROVED BY THE DEPARTMENTAL REPRESENTATIVE PRIOR TO


PLANTING.


5. CONTRACTOR TO VERIFY LOCATION OF ALL UNDERGROUND UTILITIES PRIOR TO DOING ANY


EXCAVATION OR PLANTING.


6. THE CONTRACTOR IS RESPONSIBLE FOR DISPOSING OF ALL SURPLUS MATERIALS OFF SITE.


7. MULCH FOR RAIN GARDENS SHALL BE WELL ROTTED COMPOST MULCH 50mm DEEP.


8. SEED SHALL BE DRY SEEDED AND LIGHTLY RAKED TO PROVIDE COVER FOR THE SEED.


NOTES:


CONTINUATION


OF


PLANTING


BIO RETENTION AREA


450 mm OF HIGH ORGANIC GROWING


MEDIUM C/W 50 mm COMPOST MULCH


SEE CIVIL FOR DRAINAGE STRUCTURE


DETAILS


PROPOSED
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