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DEPARTMENTAL REPRESENTATIVE.
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AECOM accepts no responsibility, and denies any liability whatsoever, to any party
that modifies this drawing without AECOM's express written consent. Do not scale
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NOTES:

1. SEE DETAIL A SHEET G1-401 FOR SUBGRADE BACKFILL AND EXCAVATION

INFORMATION.
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RUMBLE STRIPS AS PER BC MoTI SUPPLEMENT TO TAC FIG. 650.A TO FIG
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EMBANKMENT CONSTRUCTION.
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NOTES FOR CSP HANDLING AND ASSEMBLY:

1. CSP SECTIONS ARE TO BE LIFTED, NOT DRAGGED, FOR HANDLING. THEY SHALL NOT BE HANDLED IN A MANNER
THAT MAY CAUSE DAMAGE TO THE GALVANIZED COATING OR RESULT IN OTHER PHYSICAL DAMAGE. ANY SUCH
DAMAGE SHALL BE REPAIRED AT THE CONTRACTOR'S EXPENSE TO THE SATISFACTION OF THE DEPARTMENTAL
REPRESENTATIVE.

2. REFERENCE STANDARD INSTALLATION INSTRUCTIONS PROVIDED BY THE MANUFACTURER.

3. SHAPE CHECKS ARE TO BE CARRIED OUT DURING AND AFTER INSTALLATION TO ENSURE THAT THE INSTALLED
SHAPE IS AS INTENDED.
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