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/NEW SPRING LOADED EXHAUST COVER

NEW 75mm EXHAUST PIPING

XISTING ROOF?
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NEW ROOF COUNTER FLASHING AND
CAULKING TO BE WATERTIGHT FLASH
INTO EXISTING ROOF MEMBRANE TO
MATCH EXISTING MEMBRANE

Lo

NEW PIPING COUNTER
FLASHING
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\-INSTALL NEW EXHAUST PIPE THRU
\EXISTING ROOF PENETRATION. COORDINATE

ON SITE FOR EXACT LOCATION

INSTALL NEW VENTILATED METAL
THIMBLE 150mm DIA LARGER THEN
EXHAUST PIPE

VENT PIPE ENLARGEMENT/ 3

NEW FLAME NEW VENT PIPE

ARRESTER

NOTE:

SCALE : N.T.S. P—

ALL PIPING AND ACCESSORIES SUPPLIED AND INSTALL BY
CONTRACTOR UNLESS NOTED OTHERWISE. CONTRACTOR RESPONSIBLE
FOR ALL PIPING, TANK, ACCESSORIES A COMPLETE SYSTEM.
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250
MINIMUM

PROVIDE NEW FUEL FILL

/EXISTING EXTERIOR BLOCK WALL

/30mm VENT PIPE

)

BOWL c/w LOCKABLE COVER

f ]

\RE—USE OPENING IN BLOCK WALL,
SEAL PENETRATION, FOR SLEEVE
DETAIL, REFER TO 2/FP-3

[NEW 75MM FILL PIPE

EXISTING EXTERIOR STAIR AND
LANDING FOR FUEL FILL ACCESS\
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3658
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%;

FUEL LEVEL SWITCH
BY CONTRACTOR\
LEVEL MONITOR

TO BAS\_._/V____
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\ROOM 101 FLOOR

”‘/NEW FUEL LINE

CHECK VALVE

EXISTING FUEL LINE CONNECTION TO NEW FUEL
TANK TO BE REPLACED WITH NEW LINE

NEW TANK WHISTLE
(SUPPLIED WITH TANK)

NT SENSOR ALARM— T ]
(BY CONTRACTOR)

MONITORING PIPE—\

 ———

NEW DIESEL FUEL TANK
~DOUBLE WALL (2~84OL)_

TANK SUPPORT, FASTEN TANK TO STEEL
STAND AS PER MANUFACTURER INDUSTRY

1 NPS DRAIN PLUG/

Gl

EXISTING LADDER ATTACHED TO WALL\

[NEW 30mm VENT PIPE

ERNCOE

LEVEL GAUGE
(SUPPLIED WITH TANK)

oo e s s FOR

MANUAL VALVE MUST BE LOCKED OPEN
AND FACP SUPERVISED

NEW OIL FILTER (SUPPLIED
/BY CONTRACTOR)

- < H T NEW 20MM FLEXIBLE
FUEL PIPING
— — |
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FUEL LINE| CONNECTION— T |
TO NEW FUEL TANK_\ :
£ L
NEW 20MM FLEXIBLE
EXISTING STEEL SUPPORT — FUEL PIPING
TO REMAIN, MODIFY AS REQ
TO SUPPORT NEW TANK LEGS
I
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EXISTING CONCRETE .
/ PAD TO REMAIN I
ag T a A { I NEW FUEL PIPING LINES SHALL
4 N 4 g 2 , I RUN IN EXISTING PIPE ENCLOSURE
3 a 3 4 . .. % | TO DIESEL FIRE PUMP LOCATION
| |

NEW DIESEL FUEL TANK INSTALLATION DE]

[AIL

SCALE

N.T.S.
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DIESEL
ENGINE
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|
I SHAFT GUARD]
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FIRE PUMP SHAFT ENLARGEMNET

SCALE : N.T.S.

®

REFER TO VENT PIPE
ENLARGEMENT 3/FP-2 .

1500
MINIMUM
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250
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NEW 75mm EXHAUST PIPE TO BE

INSULATED ¢/w 50mm CALCIUM SILICATE
TYPE INSULATION, ALUMINUM JACKET\

NEW VIBRATION ISOLATOR SUPPORT—\

NEW RISER CLAMP TO BE
INSTALLED ON EXHAUST %

MUFFLER —\

NEW VERTICAL FLANGE ¢
FITTING EXHAUST MUFFLER
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FLANGED FLEXIBLE CONNECTOR \.

DIESEL FIRE PUMP ENGINE /NEW DIESEL CONTROL PANEL

SHAFT GUARD

NEW DIESEL FIRE PUMP (FP—Z)\ Q[?EE EPNU&EGEE/;ZTT’

0000 TP

ENSURE ALIGNMENT OF
PUMP DISCHARGE TO
EXISTING PIPING SYSTEM
(REFER TO NOTE)

MODIFY EXISTING CONCRETE
PAD TO ALLOW FOR PROPER
SHAFT ANGLE.—\

<ol
O

N UNISTRUT METAL
A CHANNEL SUPPORT

500
750

SUCTION AND RETURN FUEL PIPING—/ \—-8 VOLT DUAL BATTERY SYSTEM

GENERAL NOTE:

A) REFER TO MANUFACTURER’S GENERAL INSTALLATION GUIDELINES FOR CLEARANCES, HEIGHTS
LIMITATIONS AND OTHER GENERAL INSTRUCTIONS.

B) FIRE PUMP EXHAUST PIPING MATERIAL SHALL BE NPS 3 SCHEDULE 40 STEEL, WELDED,
EXTEND MINIMUM 1200mm ABOVE ROOF LEVEL. PRIME AND PAINT EXTERIOR PORTION (BLACK).

C) EXHAUST SYSTEM TO BE COMPLETELY INSULATED EXCEPT FOR FLEXIBLE EXHAUST PIPE.

D) CONFIRM SHAFT LENGTH AND ENSURE SHAFT ANGLE IS WITHIN MANUFACTURER'S TOLERANCE.
THIS CONTRACTOR SHALL RAISE EXISTING CONCRETE PADS AS REQUIRED TO ACHIEVE ACCEPTABLE
TOLERANCES. CONCRETE SHALL BE MPA, DOWEL INTO EXISTING PAD.

E) CONTRACTOR SHALL ALLOW FOR BASEPLATE AND FLANGED PIPE CONNECTION SEGMENT TO

ENSURE NEW PUMP DISCHARGE ALIGNS WITH EXISTING PIPE.

DIESEL FIRE PUMP INSTALLATION DETAIL [ 2

SCALE : N.T.S. P—-
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