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Reflected Ceiling Legend:
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New 304mm x 1219mm base building LED light fixture. Refer to Electrical C d
drawings. an a a

Existing recessed down light fixture to remain.

New recessed down light fixture. Refer to Electrical drawings.
New pendant light fixture. Refer to Electrical Drawings.
Mounting Height: 2100 A.F.F. to u/s of light fixture

Mounting Height: 2100 A.F.F. to u/s of light fixture
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Mounting Height: 2100 A.F.F. to u/s of light fixture

This drawing is the property of the designer. Copyright is reserved. No
reproduction may be made without prior consent of the designers and
such copies must bear their names.

New pendant light fixture. Refer to Electrical Drawings. This drawing shall not be used for construction purposes until signed by
Mounting Height: 1981 A.F.F. to u/s of light fixture the designer. o o

The contractor is to verify dimensions and data noted herein with the

. . i . conditions on the site and report any discrepancy to the designer. Do not
New pendant light fixture. Refer to Electrical Drawings. scale this drawing.

Mounting Height: 2083 A.F.F. to u/s of light fixture
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° H1 New pendant light fixture. Refer to Electrical Drawings.
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Contractor to repair T-bar grid with new suspended 610mm x 1524mm T-bar
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Suspended felt panels. Refer to elevation on ID33.
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————————— Suspended felt baffles. Refer to elevation on ID33.

Reflected Ceiling Drawing Notes:

@ Adjust cross T's as required to suit new lighting layout.
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@ Locations of suspended felt panels. Refer to Wall Finish Plan on ID30 for details.
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Reflected Ceiling General Notes:

1. Itis the Contractor's responsibility to refer to all information in the Specification Document.
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N | 2. Itis the Contractor's responsibility to read this drawing in conjunction with all other drawings in
this package. Report any discrepancies between drawings to prior to commencing with
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3. Contractor will be held responsible for any damage done to existing partitions, ceiling, finishes
and all other components to remain and to adjacent spaces.
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4. Symbols are for quantity and location only. Refer to Electrical drawings for additional information.

5. All light fixtures to be centered within acoustical ceiling tiles, unless otherwise noted.

I, the undersigned have reviewed and take responsibility for this design
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