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1 GENERAL
1. 01 RELATED REQUI REMENTS
A Basic systems to be non-progressive, moveable, ¢ eiling height,

reconfigurable componentbased partition system, fr
wherecomponentscanbeassembled,disassembled,re
in different layouts, with all parts reusable.

1. 02 RELATED REQUI REMENTS
A Section 01 00 06 - General Requirements
2 Section 01 33 00 - Submittal Procedures

Section 01 74 21 - Construction Waste Management

r w

Section 08 14 10 — Flush Wood Doors

5 Section 08 71 00 - Door Hardware

.6 Section 08 81 00 - Glazing

7 Section 09 21 16 - Gypsum Board Assemblies
.8 Section 09 68 13 — Tile Carpeting.

.9 Division 26 - Electrical

1. 03 REFERENCES

A Aluminum Association (AA):
A AADAF45-R03, Designation System for Aluminum Fi

2 American National Standards Institute (ANSI):
A ANSI A208.1-2009, Particleboard.
2 ANSI HP-1-2016, Standard for hardwood and Decora
3 ANSI LD-3-2005, High Pressure Decorative Laminat

3 American National Standards Institute (ANSI)/ Bu
Furniture Manufacturers Association (BIFMA Internat
A ANSI/BIFMA X5.6-2016, American National Standard
Furnishing - panel systems

A4 American Society for Testing and Materials Inter

A ASTM B221-14 Standard Specification for Aluminum
Extruded Bars, Rods,
Wire, Profiles and Tubes.

2 ASTM E90-09(2016), Standard Test Method for Labo
of Airborne Sound
Transmission Loss of Building Partitions and Elemen

3 American Woodwork Manufacturer's Association of

Architectural Woodwork Institute (AWI):

A Architectural Wood Standards, 2009 Edition 1.
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5 Underwriters Laboratories of Canada (ULC):
A CAN/ULC-S102-10, Surface Burning Characteristic s of Building
Materials and Assemblies.

.6 Health Canada/ Workplace Hazardous Materials Inf ormation System (WHMIS):
A1 Material Safety Data Sheets (MSDS).

1. 04 DESI GN CRI TERI A

A Soundtransmissionratingofinstalledsolidpan elpartitionstobeaminimum

STC 45 with insulation when tested to ASTM E90.

A STC rating to be without scribing system to floo r.

2 Noise Isolation Class (NIC): minimum rating of 4 2.
3 Maximum Class C/Type lll fire rating when tested to CAN/ULC-S102.
A4 Structural Performance:

A Designandsize MoveablePartition Systemandco mponentstowithstand
dead and live loads as calculated in accordance wit h NBC.

2 Designandsize Moveable Partition Systemandco mponentstowithstand
seismicloads and sway displacement as calculated i naccordance with
NBC and OBC.

3 Load-bearing capacity of Moveable Partition Syst em: not less than
136kg concentrated load.

4 Designmoveablepartitionsystemandcomponents toallowanyfurniture
manufacturer's upper storage units and work surface s to be hung off
of and supported by moveable partition systemincl osed offices. See
Furniture drawings for locations.

5 Moveable partition system to be able to support upper millwork
cabinets - refer to Architectural Drawings.

.6 Moveable partition system and components must be installed without
any drilling or screwing into floors or gypsum boar d partitions.

5 Modular:

A Panelstobebasedonsamemodulewidthas1067 mmuwidedoorandframe,
wherever possible, unless indicated otherwise on dr awings.

2 Sidelights to be based on same module as indicat ed above.

.6 Partition Thickness: 100 mm Minimum.
4 All Partitions to contain acoustic insulation un less otherwise indicated.

.8 Electrical and Communications:
A See Division 26 for Electrical Specifications.

2 Moveable Partition system to come with all elect rical outlets, back
boxes, conduit and flex as required. All junction b oxes to be
commercial grade.

3 Moveable Partition electrical (and lighting swit ches) systemto stub
up into ceiling plenum no less
than 100mm, and provide whip for Electrical connect ion to junction

box (by others).
A Whip to be minimum 3048 mm long.
2 All electrical, conduit and components to be ru n vertically
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in wall and never horizontally in base.

.3 All power outlets (unless otherwise noted) to b
400 mm A.F.F.).

A4 All light switches (unless otherwise noted) to
1170 mm A.F.F.

A4 Moveable Partitionsystemtocomewithchasefo
if required (by others).

5 Moveable Partition system to be prepped to rece
keypads and any other hardware provided by othersa
Hardware Schedule. See Architectural Drawings for |
coordinate with Design Builder.

.6 Referto Electrical Drawings for electricaland
requirements and locations.

T Hardware:

A1 Sliding door handles must be exposed and useabl

sides.
2 Sliding doors must operate with a maximum force
3 Sliding door handles must be provided with alo

that allows for single action release to open and u
door simultaneously. Refer to the hardware schedule

drawings for locations.
A4 Provideleverpassage setsorlocksetsasindic

hinges and door silencers for regular swing doors a
on the drawings and in compliance with Section 08 7

Hardware.

1. 05 ACTI ON AND | NFORNMATI ONAL SUBM TTALS
A Submit in accordance with Section 01 33 00 - Su

2 Action Submittals: Provide the following submitt
work of this Section.

3 Product Data: Submit manufacturer's printed prod
Specifications and datasheets including product cha
performance criteria, physical size, finish and lim

4 Shop Drawings: Submitdrawings stamped and signe
registeredorlicensedintheProvinceofOntario,

and extent of partitions including; but not limited

A Plans, elevations, sections, details, and attach
construction.

2 Indicate system dimensions, material description
components and finishes.

3 Submit wiring diagrams and installation details
indicatingproposedlocation,layoutandarrangemen
accessories, piping, ductwork, and other items that
to ensure coordinated installation.

A1 Submit factory test results of installed electr
and instrumentation.

A4 The review is for the sole purpose of ascertaini
the general design concept, and does not mean appro
detailsinherentintheshopdrawings, responsibili
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remain with the Contractor. Such review shall not r elieve the
Contractor of responsibility for errors or omission s in the shop

drawings or of his responsibility for meeting all r
the Contract Documents.

5 Do not commence manufacture or order materials b
are reviewed
and accepted.

3 Samples:

A Submit 300 mm x 300 mm samples of specified pane
mm long sections of frame and trim items to Design
confirmation of material selection. Submit full sam
completerangeofcolourpatternandtexturefinish
for selection by the Consultant.

2 Partition sample to show basic construction, con
glazed sections, frames, trim and finishes.

3 Submit sample of floor and ceiling fixing device

A4 Submit test reports from approved independent te
certifying moveable partition system complies with
construction and sound transmission rating as speci

5 Submit copies of WHMIS MSDS - Material Data Shee

A4 Sustainable Design Submittals: Coordinate projec
requirements with the following Sections:
A Section01 74 21- Construction/Demolition Waste
Disposal.

1. 06 PROJECT CLOSEQUT SUBM TTALS

.1 Operationand Maintenance Data: Submitmanufact
foroperationsandmaintenanceproceduresincluden
and contact information in accordance with Section
Submittals.

1. 07 QUALI TY ASSURANCE

A Qualifications: Provide proof of qualifications

Consultant:

A Supplier: Obtain materials from a supplier capab
a stock of parts and components necessary to repair
installed materials and products, and able to respo
(2) hour time period.

2 Installer: Use installers that are trained and a
manufacturer of installed materials. Provide proof
the manufacturer upon request by the Departmental R

1. 08 DELI VERY, STORAGE AND HANDLI NG

equirements of
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ce with Section 01 61 00

1 Deliver, store and handle materials in accordan
'swritteninstructions.

-CommonProductRequirementsandwithmanufacturer

oveable partition system
oors, glass and exposed
terials during transit

2 Delivery and Acceptance Requirements: Deliver m
with protective wrapping on perimeters of panels, d
framing components designed to prevent damage to ma
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and on site storage.

2 Storage and Handling Requirements:

A Inventory moveable partition system components w
project site and confirm that materials required fo
are accounted for on the delivery manifest.

2 Deliver keys to Design Builder.

1. 09 SI TE CONDI TI ONS

A Site Measurements: Verify dimensions by site mea
fabrication and indicate measurements on shop drawi
partitions are indicated to fit between or around o
coordinate fabrication schedule with construction p
delaying the Work.

2 Established Dimensions: Establish dimensions and
moveable partitions without site measurements where
cannotbe made withoutdelayingthe Work; coordinat
that actual site dimensions correspond to establish
for trimming and fitting.

1. 10 WARRANTY

A Refer to Section 01 61 00 - Common Product Requi

2 PRODUCTS

2. 01 DESI GN REQUI REMENTS

A Basic systems to be non-progressive, moveable, ¢
reconfigurable componentbased partition system, fr
wherecomponentscanbeassembled,disassembled,re
in different layouts, with all parts reusable, equi
“Altos”, Haworth “Enclose”, Steelcase “Via” or DIRT

2 Sound Transmission:

A Rating of installed solid panel partitions to be
with insulation when tested to ASTM E90.
A1 STC rating to be without scribing system to flo
2 Insulate all partitions.

2 Glass partitions to achieve a minimum STC rating
A Single glass pane partition to achieve a minimu
2 Double glass pane partition to achieve a minimu

3 Structural Performance:

A Designandsize Moveable Partition Systemandco
dead and live loads as calculated in accordance wit
Provincial, municipalandlocal Codes, Laws, by-law
in accordance with the local Authority Having Juris

2 Designandsize Moveable Partition Systemandco
seismic loads and sway displacementas calculatedi
Federal, Provincial, municipal and local Codes, Law
guidelines and in accordance with the local Authori
Jurisdiction.
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3 Load-bearing capacity of Moveable Partition Syst
136kg concentrated load.

4 Designmoveablepartitionsystemandcomponents
manufacturer's upper storage units and work surface
of and supported by moveable partition systemincl
Furniture drawings for locations.

5 Moveable partition system to be able to support
cabinets in equipment rooms, in Coat closets and as

.6 Moveable partition system and components must be
any drilling or screwing into floors or gypsum boar

A Electrical and Communication:
A Refer to Division 26 for Electrical requirements
2 Provide Moveable Partition systems as a complete
but not necessarily limited to the following:
A Electrical outlets,
2 Back boxes,
.3 Conduit: Rigid and flexible as required and as

em: not less than

toallowanyfurniture
s to be hung off
osed offices. See

upper millwork
required.

installed without
d partitions.

system including

acceptable by

the applicable Codes, Laws, by-laws, recommendation s and

guidelines.
4 Moveable Partition electrical (and lighting swi

tches) system

tostubupinto ceilingplenumnolessthan100mm, provide whip
for Electrical connection to junction box and as fo llows:

A Minimum Whip Length: 4572 mm and as follows:

A Where two (2) separate circuits are indicated for
asinglewallpanelprovidetwo(2) separatewhips,
coordinate requirements with Electrical Drawings.

2 All electrical, conduit and components to be r un
verticallyinwallandneverhorizontallyinbase; except
as indicated otherwise on the Drawings.

3 All power outlets to be mounted at 400 mm A.F. F. unless
otherwise noted.

4 All light switch boxes to be mounted at 1170 m m A.F.F.
unless otherwise noted. Switches and Cover plates w ill
be provided and installed by the Electrical Sub
Contractor.

5 Provide prefabricated wire management chase for data and
communication wirings for all Moveable Partition sy stems.

.6 Coordinate location of and Prepare Moveable Par tition system
components to receive card readers and keypads. Ref erto
Drawings for locations, coordinate with the Design Builder.

7 Refer to Electrical Drawings for electrical and
outlet requirements and locations.

5 Acceptable products:
A Teknion “Altos”.
2 DIRTT.

3 Haworth “Enclose”.

2.02 NMATERI ALS

A Pre-manufactured, component based, non-progressi
offramingmembers,wallpanelsandglazing,floor,

communication

ve wall system consisting
wallandceilingmounting
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materials,acousticfillers,doorsandhardware;fu llymoveableandreusable

in reconfigured layouts and spaces, and as follows:

A Floor Tracks: Manufacturer's standard continuous track with carpet
grippers or non-slip pads; fabricated to meet proje ctrequirements;
fill adjustment space with acoustic insulation.

2 Wood Composite Panels: factory finished NAUF wo od composite with low
pressurelaminate. Provide four laminate options:t wo laminates will
be selected from the manufacturers full range of st andard finishes
(medium grey linear woodgrain and solid colour medi um warm grey),
two solid colour laminates with matte finish (equiv alent to colours
#437 and#446“Lucida” by Abet Laminati) fromathi rd-party supplier.
Pattern, colour,texture andfinishto be selected bythe Consultant,
from manufacturers full range.

3 Panel Sizes:

A Design Panel width to accommodate partition la yout shown on
Drawings. Base panels on the same module width as a 1067 mm
wide door & frame for ease of reconfiguring.

2 Panelheight:adjustabletoaccountforfloor variations,using
manufacturer's standard materials for solid and gla zed panel
configurations indicated.

3 Panels to be one section full height monolithi ¢ unless
otherwise shown on Architectural drawings to accomm odate
whiteboards and other accessories.

4 Whiteboards:

A Facing:

A Non-magnetic: 6mm glass, back painted to manu facturer's
standard colour and finish to later selection by
Consultant.

2 Size: Refer to Drawings

5 Panel Connections: Manufacturer's standard for panel and framing
attachments.

.6 TrimandBase:Manufacturer'sstandardforcomp leteinstalledsystem.

7 AcousticInsulation: Glassfibre, containing po st-consumer and post-
industrial recycle content.

.8 Door Frames: Extruded aluminum; Door configurat ion using
manufacturer's standard attachment hardware. Includ e continuous
vinyl seal on door stop.

9 Wood Doors:

A Solid core wood as specified in Section 08 14 00 - Flush Wood
Doors, and as indicated on Drawings using manufactu rer's
standard components.

2 Wood Door Hardware: Provided by Moveable Parti tion Supplier
and as specified in Section 08 71 00 - Door Hardwar e.Hardware

consultant to provide locksets that match others.

.10  Sliding Glass Doors:
A Glass: Fully tempered, single pane glass 10mm.
2 Door Seals: to include brush and foam receiver at closer side
for light and sound seal.
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3 Glass Door Hardware: provided by Moveable Part ition Supplier
and as selected by the consultant from the manufact urer's
completerange. Provide hardware capable oflocking onsliding
doors whether they sit on inside of room or outside of room.
Hardware must be openable and unlocking with not mo re than
one releasing operation per NBC 2015, 3.3.1.13.3.

4 TrackAssembly:Manufacturersstandardassembl ywithslowdown
mechanism.

.11 Glass Windows:

A Fully tempered glass in single pane.
2 Where indicated: Fully Tempered glass in doubl e pane.
2 Performance:
A Structural; Fabricated as a self-supporting, str ucturally stable and
vibration free system when subject to impact loads occurring as a result
of normal usage.
2 Fire: Provide exposed panel finishes and surface s meeting fire hazard
classification requirements in accordance with CAN/ ULC S102 as follows:
.1 FlameSpread: ClassCFlamespread 1500rless astestedtoASTME-84.
.2 Fuel Contributed: 10 maximum.
.3 Smoke Developed: 80 maximum.

.3 Acoustical: Provide system assembly components having a minimum STC

45 when tested in accordance with ASTM E9O.
3 Components:

A Aluminum Extrusions: 6061-T6 anodizing quality aluminum meeting the
requirements of ASTM B429, and ANSI H35.1.

2 Steel Components:

A Lightweight Framing: 0.455 minimum base steel thickness in
accordance with CSA S136, 2180 galvanized in accord ance with
ASTM A653M.

2 Reinforcing: 0.866 mm minimum base steel thick ness in
accordancewithCSA S136, 7180 galvanizedinaccor dance with
ASTM AB53M.

.3 Flexible Plastic Components: Manufacturer's sta ndard PVC Free
componentsincluding; butnotlimitedto, zipperco nnections, ceiling
and wall trims and glass retainers; colour black an d custom coloured
as selected by the Consultant from the manufacturer 'scompleterange
of colours.

4 Shop Fabrication:

A Fabricatemoveablepartitioncomponentsatman ufacturer'sshop
facilities to the greatest extent possible using co mponents
of sizes not less than those specified and in modul es as
recommended by moveable partition manufacturer.

A4 Accessories:

A Acoustical Insulation and Sealant:

A Types as recommended by partition manufacturer toachieve STC
45 unless otherwise specified, and in accordance wi th Section

01 35 21 - LEED Requirements.
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2 Sound and Light Seal:

A PVC and neoprene free, available in not less t han three (3)
colours from the manufacturers complete range of co lours.

.3 Miscellaneous Trim:

A Aluminum extrusions or flexible plastic in com pliance with

Sections 01 35 21 and 01 35 22 for miscellaneous tr im, battens, fasteners,

clips, runners or tracks, leveling devices, and oth eraccessories required

for installation as recommended by partition manufa cturer.
A4 Blocking:

A Provide plywood ormetalblockinginlocations indicatedondrawings.
Blocking must
be able to support monitors and mounting brackets u p to 158 kg.

2 Blocking must be sufficient to mount display sc reens at height
determined by the consultant.

.3 Blocking must be wide sufficient to supporta b racket minimum 1200
long with 200 from top to bottom and allow for a 75 mm variation in
the location of the bracket.

A4 Coordinate exact location of blocking with Audi o-Visual supplier.

5 Indicate exact location of blocking on face of panel with removable
non marking tape.

5 Finishes: Tobeselectedbythe Consultantfrom theManufacturersfullrange
of finishes and colours.
3 EXECUTI ON
3. 01 EXAM NATI ON
A Verification of Conditions: Verify that substrat es and services required
for moveable partition systems are in place, and th at installation
tolerances are acceptable before beginning of insta llation of products
specified in this Section.
2 Installation of products specified in this Secti on will denote acceptance
of site conditions.
3 Refer to Section 09 68 13 — Tile Carpeting, for information pertaining to
floor levelling.
3. 02 | NSTALLATI ON
A Manufacturer'sinstructions:Installmoveablepa rtitionsinaccordancewith
manufacturer's written instructions and shop drawin g requirements; braced
and supported to meet requirements of local Authori ty Having Jurisdiction
using fasteners and anchorages that will not perman ently damage ceiling,

wall and floor materials installed by other Section S.
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2 Erect partitions plumb, square and level; accura tely fitted and fastened
toadjacentconstruction;adjustforfloorirregula ritiesandmaintainlevel
lines relative to ceiling construction.

3 Erect partition systems conforming to acoustical requirements for the
project; do not modify wall systems that have an ef fect on acoustical
performance ofinstalled system;installclosed cel Ifoamtape atperimeter
of each patrtition; excluding carpeted floor, as a ¢ ontinuous strip
compressed between partition materials and adjacent construction.

3. 03 CLEANI NG

.1 On completion and verification of performance o f installation, remove
surplus materials, excess materials, rubbish, tools and equipment and
perform cleaning as required 01 74 11 - Cleaning.

2 Perform cleaning afterinstallationtoremove c onstructionandaccumulated
environmental dirt.

.3 Cleansurfacesafterinstallation usingmanufac turer'swrittenrecommended
cleaning procedures.

3. 04 CLOSEQUT ACTIVITIES

A Adjusting:

A Adjustdoorsandoperatinghardwaretooperate easilywithoutbinding;
leaveworkincomplete properoperating condition; removeandreplace
defective work including doors and framing that are warped, bowed
or otherwise unacceptable.

2 Adjust misaligned trim and base materials.

2 Touch-Up Finishing: Repair or replace abraded or damaged finishes to match
adjacent materials; remove and replace panels and o ther components that
are damaged, improperly installed or soiled beyond satisfactory cleaning.

END OF SECTI ON
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1 GENERAL
1. 01 RELATED REQUI REMENTS
.1 Section 09 21 16 - Gypsum Board Assemblies.
.2 Section 09 22 16 - Non-structural Metal Framing
1. 02 REFERENCES
.1 American National Standards Institute (ANSI)
.1 ANSI A135.4-12, Basic Hardboard Standard.
.2 ANSI A208.1-09, Particleboard.
.3 ANSI A208.2-16, Medium Density Fiberboard (MDF) for Interior
Application.
.2 ASTM International
.1 ASTM E 90-09(2016), Standard Test Method for La boratory Measurement
of Airborne Sound Transmission Loss of Building Par titions and
Elements.
.2 ASTM E 336-17a, Standard Test Method for Measur ement of Airborne
Sound Insulation in Buildings.
3 CSA Group
.1  CSA 0115-M1982(R2001), Hardwood and Decorative Plywood.
.2  CSA 0151-09(R2014), Canadian Softwood Plywood.
.3 CAN/CSA-Z809-08(R2013), Sustainable Forest Mana gement.

.4 Underwriters Laboratories of Canada (ULC)
.1 CAN/ULC-S102-10, Method of Test for Surface Bur ning Characteristics
of Building Materials and Assemblies.

1. 03 ACTI ON AND | NFORMATI ONAL SUBM TTALS
1 Submit in accordance with Section 01 33 00 - Su bmittal Procedures.

2 Product Data:

.1 Submit manufacturer's instructions, printed pro duct literature and
data sheets for folding panel partitions and includ e product
characteristics, performance criteria, physical siz e, finish and
limitations.

.3 Shop Drawings:

.1 Submit drawings stamped and signed by professio nal engineer
registered or licensed in Province of Ontario, Cana da.
A Indicate installation requirements including di mensions, head
and jamb conditions, track layout, stacking arrange ment,
switching, hardware, finish and colour, operating m echanism,

electrical requirements and location.

4 Samples:
.1 Submit duplicate 300 x 300 mm samples of partit ion finish for each
colour selected.
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1. 04 CLOSEQUT SUBM TTALS

.1 Submit in accordance with Section 01 78 00 - CI oseout Submittals.

.2 Operation and Maintenance Data: submit operatio n and maintenance data for
folding panel partitions for incorporation into man ual.

1. 05 DELI VERY, STORAGE AND HANDLI NG

A Deliver, store and handle materials in accordan ce with Section 01 61 00
- Common Product Requirementsandwith manufacturer's written instructions.

2 Deliveryand Acceptance Requirements:deliverm aterialstositeinoriginal
factory packaging, labelled with manufacturer's nam e and address.

.3 Storage and Handling Requirements:

.1 Storematerials offground,indoors,indry locat ionandinaccordance
with manufacturer's recommendations in clean, dry, well-ventilated
area.

.2 Store and protect specified materials from nick s, scratches, and
blemishes.

3 Replace defective or damaged materials with new

2 PRCODUCTS
2. 01 DESI GN REQUI REMENTS

A Design and fabricate folding partitions with mi nimum STC of 52 tested to
ASTM E 90.

.2 Use vinyl fabric for covering with maximum:

A Flame spread: 25;

2 Fuel contributed: 35;

.3 Smoke developed: 50; when tested to CAN/ULC-S10 2.

2. 02 MATERI ALS

A Motorized continuously hinging folding partitio ns.

1  ToSTC52.

2 Panel core: steel frame complete with horizonta | steel reinforcement and
protectivepaneledgeplywoodcorewithTypelbond ,manufacturer'sstandard
fabrication.

3 Particleboard: ANSI A208.1, made with binder co ntaining no urea
formaldehyde.

.4 Medium-Density Fiberboard (MDF): to ANSI A208. 2, made with binder
containing no urea formaldehyde.

.5  Vinyl-coated fabric wall covering: selected fro m manufacturer's standard

range of finishes.
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2. 03 COVPONENTS

.1 Overhead suspension system:
.1 Track: manufacturer's standard painted cold rol
housing designed to support partitions.
A Equip track with integral brackets for hanger a
2 Provide switching for X, L or T pattern track i

of manufacturer's standard curved track system as i
3 Provide threaded steel rods and nuts type hange

stabilizers.
.2 Trolley:steelwheelswithballbearings,equip
and steel pendant bolt at each wheel assembly for h

2 Hardware:
A Equip partition with manufacturer's standard ha
finish selected from manufacturer's standard finish
2 Install standard latch to accept master keyed ¢

.3 Sound seals:
.1 Provide retractable automatic mechanical sound
manufacturer's standard.
.2 Useheadandfloorretractable compressiontype
.3 Design retractable seals to secure panel in pos
.4 Usemanufacturer'sstandardastragalinsertsfo
seal.

3 EXECUTI ON

3. 01 I NSTALLATI ON

A Secure and level track.

2 Install folding partitions in accordance with m
instructions.

.3 Touch up damaged finishes, repair damage to par
finish.

.4 Clean folding partition system and protect from

.5 Adjust and leave partitions in smooth operating

3.02 FI ELD QUALI TY CONTRCL

.1  Site Tests:
.1 Acoustic field testing: have field sound perfor
independent acoustical consultant in accordance wit

2 Scanning:
A Contractor shall scan the underside of the slab
structural beams to ensure the location of support
reinforcing steel.
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3. 03 CLEANI NG
A Progress Cleaning: clean in accordance with Sec tion 01 74 11 - Cleaning.
A Leave Work area clean at end of each day.
2 Final Cleaning: upon completion remove surplus materials, rubbish, tools
and equipment in accordance with Section 01 74 11 - Cleaning.

END OF SECTI ON
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1 GENERAL
1.01 RELATED REQUIREMENTS

.1 Section 09 21 16 - Gypsum Board Assemblies.

.2 Section 09 91 23 - Interior Painting.
1.02 REFERENCES

.1 Aluminum Association (AA)

.1 AA DAF 45-03(R2009), Designation System for Alu minum Finishes.

1.03 ACTION AND INFORMATIONAL SUBMITTALS

.1 Submit in accordance with Section 01 33 00 - Su bmittal Procedures.

2 Product Data:

.1 Submit manufacturer's instructions, printed pro duct literature and
data sheets for wall and corner guards and include product
characteristics, performance criteria, physical siz e, finish and
limitations.

.2 Submit2 copies of WHMIS MSDS in accordance wit h Section 01 35 29.06
- Health and Safety Requirements. Indicate VOC's fo r material as
follows:

.1 Caulking materials during application and curin g.
.2 Adhesives.

3 Installation Drawings:
A Indicate on drawings large scale details, mater ials, finishes,
dimensions, anchorage and assembly.

4 Samples:

.1 Submitduplicate300mmlongsamplesofprofile sandcoloursforcorner
guards.

1.04 DELIVERY, STORAGE AND HANDLING

A Deliver, store and handle materials in accordan ce with Section 01 61 00
-CommonProductRequirementsandwithmanufacturer 'swritteninstructions.

2 Deliveryand Acceptance Requirements:deliverm aterialstositeinoriginal
factory packaging, labelled with manufacturer's nam e and address.

.3 Storage and Handling Requirements:

.1 Storematerialsoffground,indoors,indryloc ationandinaccordance
with manufacturer's recommendations in clean, dry, well-ventilated
area.

.2 Store and protect wall and corner guards from n icks, scratches, and
blemishes.

3 Replace defective or damaged materials with new
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2 PRODUCTS

2.01 MATERIALS
.1 Stainless Steel corner guards: 1.6 mm thick, x

type 302 satinfinished stainlesssteel, withremov
adhesive mounted.

2.02 ACCESSORIES

.1 Adhesive:waterresistanttypeasrecommendedb

2.03 FINISHES
.1 Appearance and properties of anodized finishes

AssociationasArchitectural Class 1, Architectural
and Decorative.

3 EXECUTION

3.01 MANUFACTURER'S INSTRUCTIONS
.1 Compliance: comply with manufacturer's written

technical bulletins, product catalogue installation
carton installation instructions, and data sheets.

3.02 INSTALLATION

A Install units on solid backing and erect with m
straight, tight and in alignment.

3.03 CLEANING

A Progress Cleaning: clean in accordance with Sec
A Leave Work area clean at end of each day.

2 Perform cleaning afterinstallationtoremove c
environmental dirt.

.3 Cleansurfacesafterinstallation usingmanufac
cleaning procedures.

.4 Upon completion of installation, remove surplus
and equipment barriers.

5 Final Cleaning: upon completion remove surplus

and equipment in accordance with Section 01 74 11 -

3.04 PROTECTION

A Protectinstalled products and components from

2 Repair damage to adjacent materials caused by w
installation.

51 mm size, 1220 mm long,
able protective coating,

ymanufacturerforsubstrate.

designated by the Aluminum
Class2,andProtective

data, including product
instructions, product

aterials and components

tion 01 74 11 - Cleaning.

onstruction and accumulated

turer'swrittenrecommended

materials, rubbish, tools

materials, rubbish, tools
Cleaning.

damage during construction.

all and corner guards



