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DRAWING NOTES, A502

A.  SLAB TO SLAB HEIGHT: 3886mm±

GENERAL NOTES, A502

SCALE / ÉCHELLE

A502

1

1:5

SECT. DET. @ TYP.

PART. TYPE P1, A & B

SCALE / ÉCHELLE

A502

2

1:5

SECT. DET. @ TYP.

PART. TYPE P2

SCALE / ÉCHELLE

A502

3

1:5

SECT. DET. @ TYP.

PART. TYPE P3

SCALE / ÉCHELLE

A502

9

1:5

SECT. DET. @ TYP.

PART. TYPE P6

SCALE / ÉCHELLE

A502

10

1:5

SECT. DET. @ TYP.

PART. TYPE P7

SCALE / ÉCHELLE

A502

11

1:5

SECT. DET. @ TYP.

PART. TYPE P7A

SCALE / ÉCHELLE

A502

5

1:5

SECT. DET. @ TYP.

PART. TYPE P3B

SCALE / ÉCHELLE

A502

6

1:5

SECT. DET. @ TYP.

PART. TYPE P4 & P4A

SCALE / ÉCHELLE

A502

8

1:5

SECT. DET. @ TYP.

PART. TYPE P5 & P5A

SCALE / ÉCHELLE

A502

7

1:5

SECT. DET. @ TYP.

PART. TYPE P4B

1. RESILIENT BASE, TYPICAL, REFER TO A141

FLOOR FINISH PLAN

2. FLOOR FINISH, REFER TO A141 FLOOR FINISH

PLAN

3. PROVIDE TYPICAL "L" TRIM AND ACOUSTIC

BUILDING FELT LINER AT JUNCTION OF WALL &

CEILING TILE.

4. EXISTING CONCRETE FLOOR SLAB TO REMAIN

5. SUSPENDED LAY-IN ACOUSTICAL TILE CEILING

SYSTEM. REFER TO CEILING PLAN A131.

6. DIMENSION FROM FLOOR TO U/S OF CEILING IN

OFFICE SPACE: 2743mm± OR  3048mm±

DEPENDING ON LOCATION.  SEE PLAN A131.

7. NESTED TOP TRACK AND DEFLECTION

CHANNEL.

8. PROVIDE FASTENING BETWEEN UPPER- AND

LOWER-PARTITION AS REQUIRED BY

ENGINEERED SHOP DRAWINGS AND IN

COORDINATION WITH LOCALIZED

ARCH/MECH/ELEC WORK AND EXISTING

CONDITIONS.

9. SEALANT AT ALL PERIMETER JUNCTIONS

BETWEEN EXISTING SLAB AND PARTITION, AND

AT ALL PENETRATIONS THROUGH

SLAB-TO-SLAB PARTITION, TYPICAL.

10. CONTINUOUS 45mm X 3mm NOISE STOP FOAM

SEAL BETWEEN CEILING GRID AND CEILING

TRACK AND UNDER BOTTOM AND TOP TRACK

11. LAY IN ACOUSTIC CEILING PANEL SUSPENSION

SYSTEM WALL ANGLE

12. EXISTING DIMENSION FROM FLOOR TO U/S OF

EXISTING CONCRETE FLOOR SLAB ABOVE: SEE

GENERAL NOTES.

13. MECHANICALLY FASTEN TOP TRACK  OF

FURRING TO  EXISTING PERIMETER WALL

METAL WALL FRAMING CONSTRUCTION.

14. ABOVE-CEILING LATERAL BRACING FOR

PARTITION ASSEMBLY AS REQUIRED BY

ENGINEERED SHOP DRAWINGS AND IN

COORDINATION WITH LOCALIZED

ARCH/MECH/ELEC WORK AND EXISTING

CONDITIONS.

15. PROVIDE CONTINUOUS MINERAL WOOL BATT

INSULATION UNDER BOTTOM TRACK OF

PLENUM BARRIER AT JUNCTION WITH EXISTING

CEILING

16. DISTANCE FROM TOP OF P3A/P3B TO

UNDERSIDE OF CEILING: SEE SPECIALTY

DETAILS, A506.

17. UNDERSIDE OF CANOPY OVER HUDDLE. SEE

SPECIALTY DETAILS, A506.

18. FINISH TOP OF WALL WITH 1 LAYER 16mm

GYPSUM

19. HEIGHT OF PARTITION: 2011mm, SEE

SPECIALTY DETAILS, A506.

20. EXTEND GYPSUM AND BATT INSULATION TO

MIN. 100mm ABOVE FINISHED CEILING.

21. GLASS MAT SHAFT LINEAR PANEL

22. EXISTING PERIMETER WALL.

23. PORCELAIN WALL TILE.

24. PORCELAIN WALL TILE FINISH TYPICALLY ON

P1B, P4A, P5A, AND P9A PARTITION TYPES.

25. TOP TRACK

26. CERAMIC WALL TILE BACKSPLASH ON P7A AS

SHOWN IN DETAIL 1/A504

27. ROUND STEEL POST, SEE STRUCTURAL.

28. METAL MESH TO SUIT SECURE WALL

ASSEMBLY, SEE ASSEMBLY SCHEDULE, A002.

29. FURRING CHANNEL MOUNTED ON

STRUCTURAL STEEL CROSS BRACING AND

POSTS, TYPICAL. SEE ASSEMBLY SCHEDULE,

A002.

30. ALIGN BOTTOM FURRING CHANNELS WITH

BASE OF WALL/FLOOR.

31. RED FIRE RATED SEALANT AT ALL PERIMETER

JUNCTIONS BETWEEN EXISTING SLAB AND

PARTITION, AND AT ALL PENETRATIONS

THROUGH SLAB-TO-SLAB PARTITION, TYPICAL.

SCALE / ÉCHELLE

A502

4

1:5

SECT. DET. @ TYP.

PART. TYPE P3A

SCALE / ÉCHELLE

A502

12

1:5

SECT. DET. @ TYP.

PART. TYPE P12

SCALE / ÉCHELLE

A502

13

1:5

SECT. DET. @ TYP.

PART. TYPE P13
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