Attachment 1 to Annex A — Product Specification General and Miscellaneous

GENERAL SIGNAGE

1. Description:

Directional/Orientation free-standing stanchions signs may be located in lobbies across from

elevators, major hallway intersections or will provide visitor services information.

1.1 Interior Stanchion Sign - Single and Double Face

Description

Requirement

Item

Single Face OR Double Face

Dimensions/Shape

Square: 406.4mm (16”) W x 406.4mm (16”) H
*Thickness TBD, based on post top stanchion sign holder (NIC)

Sign Face,
Text/Graphics

a) 1/8” (3.18mm) aluminum, paint finish — Matthews Paint — MP 20305 Grecian
Bronze Metallic with Cut Vinyl text or graphics— 3M Metallic Gold (131). Font:
Helvetica Neue Lt Std BdCn (Bold Condensed)

b) %4” (6.35mm) vertically brushed and lacquered stainless steel with 1/16” thick
aluminum cut-out text or graphics, painted black. Font: Helvetica Neue Lt Std
BdCn (Bold Condensed)

c) %” (6.35mm) muntz plaque, patina, vertically brushed and lacquered stainless
steel with 1/16” (1.59mm) thick aluminum cut-out text or graphics. Font:
Helvetica Neue Lt Std BdCn (Bold Condensed)

*Prior to production, ensure that the technical authority has an approved
sample - submitted at previous or current call-up. Sample to be one (x1) 4”x 4”
(101.6mm x 106.35mm) panel (with specified finish) with associated text. First
sample of each finish is to be at no additional cost.

Text/Graphics

- Graphics may be provided by client (ie. HoC Coat of Arms)
- Text content to be disclosed upon call-up
- Text size to be disclosed at call-up

Sign Mount

Single faced or double faced; adaptable to be used with Tensabarrier adapter

Adhesive

Thin adhesive for vinyl graphics
Sign face mounts to bracket using 3M VHB tape or equivalent

Stanchion and
Sign Bracket (NIC)

To be used with Stanchion and post top stanchion sign holder (NIC for reference
only)

Stanchion (NIC):

Model: 890B

Tensabarrier 890 Slimline series

Base: 890B-STD Basics - 2286.35mm (7'-6") belt

Includes a no-scuff ABS cover

Size: 974mm (38.25") H, 51mm (2") dia. post, 342mm (13.5") dia.
Base Finish: Post: 33S-T Satin Black powder coat, standard finish
Belt Colour: B9 Black (PMS 426)

Base Colour: Black




Post Top Stanchion Sign Holder (NIC):

Model: BRACKET-HDSC

Tensabarrier

Colour: Black
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2. Description:

Directional/Orientation wall/surface mounted signs may be located in lobbies across from

elevators and major hallway intersections.

2.1 Wall Sign (Braille Optional)

Description

Requirement

Dimensions/Shape

- Square: 200mm (7 7/8”) W x 200mm (7 7/8") H
- Rectangular: 482.6.35mm (19”) W x 254mm (10”) H

Sign Face,
Text/Graphics

a. 1/8” (3.18mm) aluminum, paint finish — Matthews Paint — MP 20305
Grecian Bronze Metallic with cut vinyl — 3M Metallic Gold (131). Font:
Helvetica Neue Lt Std BdCn (Bold Condensed)

b. %” (6.35mm) vertically brushed and lacquered stainless steel with )
1/16” thick aluminum cut-out graphics, painted black. Font: Helvetica
Neue Lt Std BdCn (Bold Condensed)

c. %’ (6.35mm) muntz plaque, patina, vertically brushed and lacquered
stainless steel with 1/16” (1.59mm) thick aluminum cut-out graphics.
Font: Helvetica Neue Lt Std BdCn (Bold Condensed)

*Prior to production, ensure that the technical authority has an approved
sample - submitted at previous or current call-up. Sample to be one (x1) 4”x 4”
(101.6mm x 106.35mm) sample per panel finish with associated text. First
sample of each finish is to be at no additional cost.

Text/Graphics

- Graphics may be provided by client (ie. HoC Coat of Arms)
- Text content to be determined at call-up

Sign Mount

- Single faced
- Wall/surface mount — Offeror to advise on recommended mounting
approach

Install Location

To be determined at call-up

Adhesive - Thin adhesive for vinyl graphics

- Heavy-duty double-sided tape
Comments - Optional braille text

- Optional 6.35mm notch with polished edge
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3. Description
Primary identification signs within elevator lobby areas and immediate wayfinding, back-painted

glass panels with surface applied vinyl lettering.

3.1 Lobby Signage boards

Description Requirement

Dimensions/Shape a) Rectangular: 28” (711.2mm) W x 20” (508mm) H
b) Square: 20” (508mm)

Sign Front Panel - Formed of one (1) 1/4” (6.35mm) thick, low iron & toughened back

painted glass panels with chamfered edges.
- Glass bonded to MDF panel with 3M foam tape or similar, with full

assembly fixed to wall surface.

*Prior to production, ensure that the technical authority has an approved

sample - submitted at previous or current call-up. Sample to be vinyl

lettering applied to 4” (101.6mm) square piece of specified glass. First

sample to be at no additional cost.

Sign Back Panel - Solid 1/4” (6.35mm) thick MDF panel

Trim - Board assembly to be trimmed with 1/8” (3.18mm)wide satin
stainless-steel trim

- Height of trim to align with face of glass panels and be flush with
mounting wall face — concealing mounting hardware and layers of
board assembly

- Metal trim to be square edge with mitered corner joints and applied
to all edges of panel assembly

Text/Graphics - 3/32” (2mm) thick, premium, indoor/outdoor cut vinyl lettering or
graphics — matte finish. Font: Martel or Roboto (variation to be
confirmed at call-up), Colour: TBD

- Dimensions and colour to be disclosed upon call-up

- Graphics may be provided by client

- Text content to be disclosed upon call-up

Sign Mount - Single face
- Wall/surface mount




- No visible hardware
- Offeror to advise on recommended mounting approach

Install Location
Height

To be determined at call-up

Adhesive

- Thin adhesive for text and graphics
- Heavy-duty double-sided tape for wall/surface mount
- Glass bonded to MDF panel with 3M foam tape or similar
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3.2 Wayfinding Signage boards

Description

Requirement

Dimensions/Shape

a) Rectangular: 14” (355.6mm) W x 8” (203mm) H
b) Square: 14” (355.6mm)

Sign Front Panel

- Formed of one (1) 1/4” (6.35mm) thick, low iron & toughened back
painted glass panels with chamfered edges.
- Glass bonded wall surface with 3M foam tape or similar

Text/Graphics

- 3/32” (2mm) thick, premium, indoor/outdoor cut vinyl lettering or
graphics — matte finish. Font: Martel or Roboto (variation to be
confirmed at call-up), Colour: TBD

- Dimensions and colour to be disclosed upon call-up

- Graphics may be provided by client

- Text content to be disclosed upon call-up




Sign Mount

Single face

Wall/surface mount

No visible hardware

Offeror to advise on recommended mounting approach

Install Location
Height

To be determined at call-up

Adhesive

Thin adhesive for text and graphics
Heavy-duty double-sided tape for wall/surface mount

Example lllustration -
Rectangular

< 400
REAL PROPERTY
BIENS IMMOBILIERS

> 400
REAL PROPERTY
BIENS IMMOBILIERS

> 400
REAL PROPERTY
BIENS IMMOBILIERS

> 400
REAL PROPERTY
BIENS IMMOBILIERS

4. Description

HoC Corporate signage within general administration reception areas only.

4.1 Reception HoC Emblem Signage Board

Description

Requirement

Dimension/Shape

Rectangular: 51 1/4” (1301.75mm) W x 22 1/2” (571.5mm) H

Shield Panel

Formed of 1 (one) continuous piece of 5/16” (8mm) solid horizontally
brushed aluminum panel, low gloss Satin finish.

*Prior to production, ensure that the technical authority has an
approved sample - submitted at previous or current call-up. Sample
to be vinyl lettering applied to 4” (101.6mm) square piece of specified
glass. First sample is to be at no additional cost.

Text/Graphics

Text formed of 1/4” (6.35mm) thick solid aluminum, horizontal brushed
finish with low gloss satin finish. Font: Martel or Roboto (variation to
be confirmed at call-up), Colour: TBD

Studs shall be fixed to the back face of letters and emblem with no
visible hardware from the face of the lettering/ emblem.

Studs formed of 3/32” (2mm) dia. x 1 1/2" (38mm) long threaded
stainless steel

Fabricator to determine quantity and position of studs required to suit
signage conditions




Text content to be confirmed upon call-up

Emblem details engraved and painted in black — option to have no
paint

Emblem or other graphics to be provided by HoC

Sign Mount

Wall/surface mount — Offeror to advise on recommended mounting
approach.
No visible hardware

Install Location
Height

To be determined at call-up
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5. Description

Room signage (text and graphics).

5.1 Room Signage (with glass sidelight)

Description

Requirement

Sign

Vinyl text only

Text/Graphics

3/32” (2mm) thick, premium, indoor/outdoor cut vinyl lettering or
graphics — matte finish, solid colour (both sides) to include, but not
limited to; black, white, grey, dark gree. Font: Martel or Roboto
(variation to be confirmed at call-up), Colour: TBD

Height of letters for room names to be 1” —1 7/16” (25-36.5mm)
typically all uppercase

Height of letters for room numbers to be 1/2” — 13/16” (4.76mm)(12.7-
20.64mm)

Text content to be disclosed upon call-up

Sign Mount

Vinyl applied to glass

Install Location

Applied directly to corridor side of sidelight/ glazing (typical)
Height to be confirmed at call-up

Adhesive

Thin adhesive for vinyl graphics




Comments - To suit site conditions
- No hyphenation of names

*Prior to production, ensure that the technical authority has an approved
sample - submitted at previous or current call-up. Sample to be vinyl lettering
applied to 4” (101.6mm) square piece of 3/8” (9.5mm) thick glass, complete
with dusted crystal film to reverse side. First sample is to be at no additional
cost.
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6. Description

Back-painted glass panel with surface applied vinyl, applied to partition adjacent to door -
location to be agreed. No visible fixings.

6.1 Room Signage (without glass sidelight)

Description

Requirement

Dimensions/Shape

Rectangular: 20-24” (508-610 mm) W x 6-10” (152.4mm-254 mm) H

Sign Front Panel

- 1/4” (6.35mm) thick, low iron & toughened back painted glass panels

- Minimal chamfered edging

- Back-painted finish - white or light grey — final colour TBD
*Prior to production, ensure that the technical authority has an approved sample
- submitted at previous or current call-up. Sample to be vinyl lettering applied to
4” (101.6mm) square piece of specified glass. First sample is to be at no
additional cost.

Text/Graphics
Material

- 3/32” (2mm) thick, premium, indoor/outdoor cut vinyl lettering or graphics-
matte finish. Font: Martel or Roboto (variation to be confirmed at call-up),
Colour: TBD

- Solid colours to include, but not limited to; black, white, grey, dark green

- Height of letters for room names to be 1” —1 7/16” (25-36.5mm) typically
all uppercase

- Height of letters for room numbers to be 1/2” — 13/16” (4.76mm)(12.7-
20.64mm)

- Text content to be disclosed upon call-up

Install location Height

To be confirmed at call-up

Sign Mount Heavy-duty double-sided tape —Offeror to advise on recommended mounting
approach
Adhesive

Example Drawings
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7. Description

Room number signage, for rooms with no names. Surface applied vinyl to upper architrave/

head at hinge side of frame.

7.1 Vinyl Lettering Requirement

Description

Requirement

Sign

Vinyl text only

Text/Graphics

3/32” (2mm) thick, premium, indoor/outdoor cut vinyl lettering or
graphics. Font: Martel or Roboto (variation to be confirmed at
call-up), Colour: TBD

Solid colour to include, but not limited to; black, white, grey, dark
green in matte finish

Height of letters 1/2” —13/16” (4.76mm)(12.7-20.64mm)

Text content to be disclosed upon call-up

Sign Mount Applied directly to door frame
Install Location To be determined at call-up
Adhesive Thin adhesive for vinyl graphics

Example Illustration
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8. Description

Flag sign with graphic representation of room function

8.1 Faceplate/flag sign with text/image depicting room function — Coloured acrylic with bracket

Description

Requirement

Dimension/Shape

Square Flag Sign — Double Sided: 241.3mm (9.5”) W x 241.3mm (9.5”) H

Faceplate

- Formed of 1/4” (6.35mm) thick, low glare, solid colour acrylic with
minimal chamfered edging. Vinyl text applied to both sides of acrylic
panel.

*Prior to production, ensure that the technical authority has an approved
sample - submitted at previous or current call-up. Sample to be vinyl lettering
applied to 4” (101.6mm) square piece of specified acrylic. First sample is to be
at no additional cost.

Bracket

- Black metal bracket — sample to be reviewed and approved prior to
fabrication

Text/Graphics

- 3/32” (2mm) thick, premium, indoor/outdoor cut vinyl lettering or
graphics- matte finish.Font: Martel or Roboto (variation to be confirmed
at call-up), Colour: TBD

- Solid colours to include, but not limited to; black, white, grey, dark green

- Graphic to be maximum size of 6” (152.4mm) square, mounted to panel

- Text dimensions and colour to be disclosed upon call-up

- Text content to be disclosed upon call-up

Sign Mount

Wall/surface mount with bracket — Offeror to advise on recommended
mounting approach

Install Location
Height

To be determined at call-up

Adhesive

Thin adhesive for text and graphics




Example
Illustration

ROOM

) NAME

i | NOMDELA |
SALLE
BLACK BRACKET - 07-456

ACRYLIC PANEL

8.2 Faceplate/flag sign with image depicting room function — Bent Metal or Plastic

Description Requirement
Dimensions Both “wings” separately are 330mm (13”) W x 241.3mm (9.5”) H
Faceplate a. 3/16” (4.76mm) metal — smooth matte paint finish (black or white)

b. 3/16” (4.76mm) plastic — low glare solid colour plastic (black or white)
*Prior to production, ensure that the technical authority has an approved sample -
submitted at previous or current call-up. Sample to be vinyl lettering applied to 4”
(101.6mm) square piece of specified material. First sample of each material is to be
at no additional cost.

Text/Graphic | Flag sign with either a graphic representation of room function, or text descriptor and

3 room number, both formed of vinyl and applied to the surface of the sign sub-straight

- 3/32” (2mm) thick, premium, indoor/outdoor cut vinyl lettering or graphics -
matte finish. Font: Martel or Roboto (variation to be confirmed at call-up),
Colour: TBD

- Solid colours to include, but not limited to; black, white, grey, dark green

- Graphic to be maximum size of 6” (152.4mm) square, mounted to glass panel

- Text font, dimensions and colour to be disclosed upon call-up

- Text content to be disclosed upon call-up

Sign Mount - No visible hardware

- Slotted channels to enable signage to be removed and replaced without
damage to the wall surface or sign.

- Offeror to advise on recommended mounting approach

Install To be determined at call-up
Location
Height

Adhesive Thin adhesive for text and graphics
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9. Apply Text to Existing Sign

Description ‘ Requirement

Process ‘ Application of new matte black vinyl text/graphic to existing faceplate

10. Text/Graphic Removal

Description Requirement

Process Clean off existing vinyl or tactile text/graphics from existing signs. Prepare for
new text/graphic application if required.




11. Brass and Muntz Specifications

11.1 Ministerial Brass Sign

Description Requirement
Dimensions 24” (609.6mm) W x 1/8” (3.18mm)D x 12” (304.8mm) H
Plate - 353 %hard

- Satin brushed Brass
- Edges bevelled at 45 degrees 3/32” (2mm) downside
- Four (4) corner holes - 1/8” (3.18mm) dia. with 1/4” (6.35mm) dia.
countersink
- Sign to be lacquered using clear urethane lacquer specifically designed
for brass containing anti-tarnish additives
*Prior to production, ensure that the technical authority has an approved
sample - submitted at previous or current call-up. Sample to be chemically
etched text on 4” (101.6mm) square piece of specified brass. First sample is to
be at no additional cost.

Text/Graphics - Sign to be chemically etched, engraved at 0.15 to 0.20 inches in depth
- Infill to be black with gloss finish (Goudey P-128)
- Three-line Roman font — size to be disclosed at call-up

Text Layout - Language preference (English or French first) to be confirmed by the
client
- Separated by 8 1/8” (206.35mm) wide x 1/8” (3.18mm) thick horizontal
line
Sign Mount To be disclosed at call-up
Install Location To be disclosed at call-up

Example Photo

Example lllustration
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11.2 Muntz Sign

Description

Requirement

Dimensions

8” (203.2mm) W x 1/8” (3.18mm) D x 8” (203.2mm) W

Plate

- 1/8” (3.18mm)thick muntz plague, horizontally brushed finish
- Edges bevelled at 45 degrees 3/32” (2mm) downside
- Four (4) corner holes for screws — 13/64” (5mm) dia. with 25/64”
(9.5mm) inch countersink, location 19/32” (15mm) from corner edges
- Four 19/32” (15mm) dia. brushed brass screw caps
- Sign to be lacquered using clear urethane lacquer specifically designed
for muntz containing anti-tarnish additives
*Prior to production, ensure that the technical authority has an approved
sample - submitted at previous or current call-up. Sample to be chemically
etched text on 4” (101.6mm) square piece of specified brass. First sample is
to be at no additional cost.

Graphics

- Sign to be chemically etched, engraved at 0.15 to 0.20 inches in depth
- Infill to be dark brown with mat finish. Colour to be a custom blend to
match existing (Goudey P-128)

Text

ITC Garamond MM 595 BD 400 CN font (Adobe Type Library)

Text Content

Text content to be determined at call-up

Text Layout

- Language preference (English or French first) to be confirmed by the
client

- Produced templates by the HoC are provided in editable PDF format
for production of sign

Sign Mount

HoC to advise Offeror of typical installation for this sign

Install Location

To be determined at call-up

Example Photo




Example Illustration
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11.3 Muntz Sign (plaque) Refinishing

Description

Requirement

Process

Refinishing of existing Muntz sign (plaque)
- Removal of plaque from existing location/surface
- Refinishing
- Reinstallation

Examples of Graphic Symbols (finishes/size/layout will vary upon call-up)
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13- Universal Elevator

14- Electrical Room
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19- Copy Room

20- Postal Services

21- Ice Vending

22- Waterfountain

23- First Aid

24- Shower
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MISCELLANEOUS SIGNAGE

All the items below which include text are to be available in the following fonts:

- Helvetica

- Helvetica

Medium

Neue Medium

- 65 Helvetica Neue Medium (Mac) OR
- Helvetica Neue Lt Std Md (Medium) (PC)

- Garamond

- Arial Bold

- 55 Helvetica Neue (Mac) OR Helvetica Neue LT Std Roman (PC)
- 77 Helvetica Neue Bold Condensed (Mac) OR Helvetica Neue Lt Std BdCn (Bold Condensed) (PC)
- Helvetica Neue LT Std Roman

- |ITC Garamond Bold Condensed

- Times Roman Condensed
- Roboto (variation to be confirmed at call-up)

- Martel (variation to be confirmed at call-up)

12. Vinyl Text

Description

Requirement

Sign

Vinyl text only

Text/Graphics

- 3/32” (2mm) thick, premium, indoor/outdoor cut vinyl lettering or
graphics.

- Size of text: 1/4” —24” (6.35-609.6mm). See items 12.1 - 12.9 in
Annex B1-Pricing-Attachment 1-Signage General and
Miscellaneous.

- Text content and font to be disclosed upon call-up

- Solid colour to include, but not limited to:




Black Matte

Black Gloss

White Matte

White Gloss

3M Metallic Gold (131)
Metallic Silver

Other Colours - Matte
Other Colours - Gloss
o Other Metallics

O 0O 0O O O O O O

Sign Mount Applied directly to surface
Install Location To be determined at call-up
Adhesive Thin adhesive for vinyl graphics

13. Vinyl Graphics/Sym

bols/Insignia

Description

Requirement

Sign

Vinyl graphic only

Text/Graphics

3/32” (2mm) thick, premium, indoor/outdoor cut vinyl lettering or
graphics.
Size of graphics are within width and length of: 1/4” — 24” (6.35-
609.6mm) x 1/4” — 24” (6.35-609.6mm). See items 13.1 — 13.36 in
Annex B1-Pricing-Attachment 1-Signage General and
Miscellaneous.
Text content and font to be disclosed upon call-up
Will have a background and (may have multiple) graphic colours
Background and graphic colours to include, but not limited to:
o Black Matte
Black Gloss
White Matte
White Gloss
3M Metallic Gold (131)
Metallic Silver
Other Colours - Matte
Other Colours - Gloss
o Other Metallics

O O O O O O O

Sign Mount Applied directly to surface
Install Location To be determined at call-up
Adhesive Thin adhesive for vinyl graphics

14. Vinyl Graphics/Symbols/Insignia - Cut-Out to Reveal Faceplate

Description

Requirement

Sign

Vinyl graphic only

Text/Graphics

3/32” (2mm) thick, premium, indoor/outdoor cut vinyl lettering or
graphics.

Size of graphics are within width and length of: 1/4” — 24” (6.35-
609.6mm) x 1/4” — 24” (6.35-609.6mm). See items 14.1 to 14.36




in Annex B1-Pricing-Attachment 1-Signage General and
Miscellaneous..

- Graphic colour to include, but not limited to:

o Black Matte

Black Gloss

White Matte

White Gloss

3M Metallic Gold (131)

Metallic Silver

Other Colours - Matte

Other Colours - Gloss

o Other Metallics

O O O O O O O

Sign Mount

- Applied directly to surface
- Graphics to be cut out to reveal faceplate behind

Install Location

To be determined at call-up

Adhesive

Thin adhesive for vinyl graphics

15. Raised Text (1/4” thick) — Horizontally Brushed Aluminum

Description

Requirement

Sign

Raised aluminum text letters

Text/Graphics

- 1/4” (6.35 mm) thick horizontally brushed aluminum cut-out
letters

- Text content and font to be disclosed upon call-up

- Height of text range: 1/4” — 3” (6.35-76.35mm).

Sign Mount

Installed directly on surface with pins

Install Location

To be determined at call-up

16. Raised Graphics/Symbols/Insignia (1/4” thick) — Horizontally Brushed Aluminum

Description

Requirement

Sign

Raised graphics

Text/Graphics

- 1/4” (6.35 mm) thick horizontally brushed aluminum cut-out
graphics

- Size of graphics are within width and length of: 1/4” — 24” (6.35-
609.6mm) x 1/4” — 24” (6.35-609.6mm). See items 16.1 to 16.4 in
Annex B1-Pricing-Attachment 1-Signage General and
Miscellaneous.

Sign Mount

Installed directly on surface with pins

Install Location

To be determined at call-up

17. Raised Text (1/16” thick) — Horizontally Brushed Aluminum

Description

Requirement

Sign

Raised aluminum text letters

Text/Graphics

- 1/16” (1.6 mm) thick horizontally brushed aluminum cut-out
letters




- Text content and font to be disclosed upon call-up
- Height of text range: 1/4” — 3” (6.35-76.35mm).

Sign Mount

Installed directly on surface with pins

Install Location

To be determined at call-up

18. Raised Graphics/Symbols/Insignia (1/16” thick) — Horizontally Brushed Aluminum

Description

Requirement

Sign

Raised graphics

Text/Graphics

- 1/16" (1.6.35mm) thick horizontally brushed aluminum cut-out
graphics

- Size of graphics are within width and length of: 1/4” — 24” (6.35-
609.6mm) x 1/4” — 24” (6.35-609.6mm). See items 18.1 to 18.4 in
Annex B1-Pricing-Attachment 1-Signage General and
Miscellaneous.

Sign Mount

Installed directly on surface with pins

Install Location

To be determined at call-up

19. Raised Graphics/Symbols/Insignia (1/16” thick) — Painted Aluminum - All Colours and Finishes

Description

Requirement

Sign

Raised graphics

Text/Graphics

- 1/16" (1.6.35mm) thick horizontally brushed aluminum cut-out
graphics

- Size of graphics are within width and length of: 1/4” — 24” (6.35-
609.6mm) x 1/4” — 24” (6.35-609.6mm). See items 19.1 to 19.4 in
Annex B1-Pricing-Attachment 1-Signage General and
Miscellaneous.

- Graphic paint options to include all colours — matte, gloss, solid
and metallic. To be disclosed upon call-up.

Sign Mount

Installed directly on surface with pins

Install Location

To be determined at call-up

20. Raised Text (1/16” thick) — Painted Aluminum - All Colours and Finishes

Description

Requirement

Sign

Raised aluminum text letters

Text/Graphics

- 1/16” (1.6 mm) thick horizontally brushed aluminum cut-out
letters

- Text content and font to be disclosed upon call-up

- Height of text range: 1/4” — 3” (6.35-76.35mm).

- Text paint options to include all colours — matte, gloss, solid and
metallic. To be disclosed upon call-up.

Sign Mount

Installed directly on surface with pins

Install Location

To be determined at call-up




21. Raised Graphics/Symbols/Insignia (1/4” thick) — Painted Aluminum - All Colours and Finishes

Description

Requirement

Sign

Raised graphics

Text/Graphics

- 1/4” (6.35mm) thick horizontally brushed aluminum cut-out
graphics

- Size of graphics are within width and length of: 1/4” — 24” (6.35-
609.6mm) x 1/4” — 24” (6.35-609.6mm). See items 21.1 to 21.4 in
Annex B1-Pricing-Attachment 1-Signage General and
Miscellaneous.

- Graphic paint options to include all colours — matte, gloss, solid
and metallic. To be disclosed upon call-up.

Sign Mount

Installed directly on surface with pins

Install Location

To be determined at call-up

22. Raised Text (1/4” thick) — Painted Aluminum - All Colours and Finishes

Description

Requirement

Sign

Raised aluminum text letters

Text/Graphics

- 1/4” (6.35mm) thick horizontally brushed aluminum cut-out
letters

- Text content and font to be disclosed upon call-up

- Height of text range: 1/4” — 3” (6.35-76.35mm).

- Text paint options to include all colours — matte, gloss, solid and
metallic. To be disclosed upon call-up.

Sign Mount

Installed directly on surface with pins

Install Location

To be determined at call-up

23. Engraved (Etched) Metal - Text — No Paint

Description

Requirement

Sign

Engraved (etched) text in metal

Text/Graphics

- Letters engraved/etched into metal. Metal (NIC) to be disclosed at
call up.

- Text content and font to be disclosed upon call-up

- Height of text range: 1/4” — 3” (6.35-76.35mm).

Install Location

To be determined at call-up

24. Engraved (Etched) Metal - Graphics/Symbols/Insignia Metal — No Paint

Description

Requirement

Sign

Engraved (etched) graphics in metal

Text/Graphics

- Graphic engraved/etched into metal. Metal (NIC) to be disclosed
at call up

- Size of graphics are within width and length of: 1/4” — 24” (6.35-
609.6mm) x 1/4” — 24” (6.35-609.6mm). See items 24.1 to 24.4 in




Annex B1-Pricing-Attachment 1-Signage General and
Miscellaneous.

Install Location

To be determined at call-up

25. Engraved (Etched) Metal - Text — Painted

Description

Requirement

Sign

Engraved (etched) and painted text in metal

Text/Graphics

- Letters engraved/etched into metal. Metal (NIC) to be disclosed at
call up.

- Text content and font to be disclosed upon call-up

- Height of text range: 1/4” — 3” (6.35-76.35mm)

- Text paint options to include all colours — matte, gloss, solid and
metallic. To be disclosed upon call-up.

Install Location

To be determined at call-up

26. Engraved (Etched) Metal - Graphics/Symbols/Insignia Metal — Painted

Description

Requirement

Sign

Engraved (etched) and painted graphics in metal

Text/Graphics

- Graphic engraved/etched into metal. Metal (NIC) to be disclosed
at call up

- Size of graphics are within width and length of: 1/4” — 24” (6.35-
609.6mm) x 1/4” — 24” (6.35-609.6mm). See items 24.1 to 24.4 in
Annex B1-Pricing-Attachment 1-Signage General and
Miscellaneous.

- Text paint options to include all colours — matte, gloss, solid and
metallic. To be disclosed upon call-up.

Install Location

To be determined at call-up

27. Silkscreened Vinyl Text

Description

Requirement

Sign

Silkscreened vinyl text

Text/Graphics

- Silkscreened vinyl lettering

- Size of text: 1/4” —24” (6.35-609.6mm). See items 21.1 to 27.9 in
Annex B1-Pricing-Attachment 1-Signage General and
Miscellaneous.

- Text content and font to be disclosed upon call-up

- Solid colour to include, but not limited to:

o Black Matte

Black Gloss

White Matte

White Gloss

3M Metallic Gold (131)

Metallic Silver

Other Colours - Matte

0O O O O O O




o Other Colours - Gloss
o Other Metallics

Sign Mount

Applied directly to surface

Install Location

To be determined at call-up

28. Silkcreened Vinyl Graphics/Symbols/Insignia

Description

Requirement

Sign

- Silkscreened vinyl graphics

Text/Graphics

- Silkscreened vinyl graphics

- Size of graphics are within width and length of: 1/4” — 24” (6.35-
609.6mm) x 1/4” — 24” (6.35-609.6mm). See items 28.1 to 28.36
in Annex B1-Pricing-Attachment 1-Signage General and
Miscellaneous.

- Text content and font to be disclosed upon call-up

- Will have a background and (may have multiple) graphic colours

- Background and graphic colours to include, but not limited to:

o Black Matte

Black Gloss

White Matte

White Gloss

3M Metallic Gold (131)

Metallic Silver

Other Colours - Matte

Other Colours - Gloss

o Other Metallics

O 0O 0O O O O O

Sign Mount

Applied directly to surface

Install Location

To be determined at call-up

29. Vinyl Text/Graphic Removal

Description

Requirement

Process

- Clean off existing vinyl or tactile text/graphics from existing signs —
glass, metal or plastic
- Prepare for new text/graphic application if required.

30. Braille Graphics

Description Requirement
Sign - Grade 1 Braille Graphics
- Applied to plastic, glass or metal
- Translation of English and French text into Braille is required by
winning offeror and to be included in cost.
Sign Mount Applied directly to surface

Install Location

To be determined at call-up




31. Custom Signs

Description

Requirement

Sign

The Offeror must design, supply, refurbish and install signs in accordance with
the technical requirements provided by the client department or agency at
time of call-up.

These signs may include but are not limited to the following:

- Custom signage for leased, commercial buildings or heritage buildings

- Commemorative plaques

- If text type and font is included in General or Miscellaneous section,
then the text will be priced as listed in that section

*Prior to production, ensure that the technical authority has an approved
sample - submitted at previous or current call-up. Sample to be 4” (101.6mm)
square piece of specified material with specified text disclosed at call-up.

Example Custom
Sign for fireplace.
Custom font and
backplate.

UNE PETITE GOUTTE
D'ENCRE, COMME DE LA
ROSEE SUR UNE IDEE,
PRODUIT DES MOTS Qul
FONT REFLECHIR DES
MILLIERS, VOIRE DES
MILLIONS DE GENS

Example Custom
Sign. Custom font
and backplate.

Example Custom
Sign. Custom brass
backplate installed
on existing wood
placque.







