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INSET SOLID BASE COVER

C/W SNOW PLOW RING

PLACED 5mm BELOW

PAVEMENT SURFACE

CORE DIAMETER

MAX. 330mm

S.S. BOLTS AND 2 PIECE LOCK WASHERS

FLANGE RING - JAQUITH AF5402-8Y

SPACER RINGS (1MAX) AND/OR BEVEL RINGS

SEAL TO SURFACE

WITH P605 MATERIAL

SET EXTENSION IN

P-606 MATERIAL

100mm DIA. PVC PIPE

WITH GRANULAR BACKFILL

CORE 200MM DIA.

IN EXISTING PCC OR ASPHALT

PAVEMENT

EXISTING ASPHALT

APPROX. 300-550mm

EXISTING PCC OR ASPHALT

APPROX. 375mm

JAQUITH L-868, CLASS 1 BASE CAN

250mm DEPTH WITH OPEN BOTTOM
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RUNWAY OR TAXIWAY

PAVEMENT SURFACE

20mm
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m

PROPOSED TAXIWAY

EXISTING TAXIWAY

MILL TO BOTTOM OF

PROPOSED ASPHALT

OVERLAY

MAX. 200mm

200 mm PROPOSED

ASPHALT SURFACE
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CHURCHILL, MANITOBA

CHURCHILL AIRPORT

RUNWAY 15-33 

AND TAXIWAY A REPAIR

S. CHUNG

B. DONALD

D. ANDERSON

CHRISTINA KOVACS

2019 RUNWAY REPAIRS

RUNWAY AND TAXIWAY A

SECTIONS AND DETAILS

R.098099.001

C-09

13

2

0 66% Review 2019/02/28

1 99% Review 2019/03/29

2 Issued for Tender 2019/06/10

3

4

5

4136-00-mp-sect

SECTION

3

C-04

RUNWAY  STA.  5+160

1:250H  1:50V

SECTION

2

C-03

RUNWAY  STA.  5+090

1:250H  1:50V

SECTION

4

C-05

TAXIWAY  STA.  1+130

1:250H  1:50V

SEE NOTE 1

PROPOSED RUNWAY

200 MM PROPOSED

ASPHALT SURFACE

SEE NOTE 1

EXISTING RUNWAY

MILL TO BOTTOM OF

PROPOSED ASPHALT OVERLAY

MIN. 10mm, MAX. 100mm

100 mm PROPOSED

ASPHALT SURFACE

SEE NOTE 1

Proposed Runway

SECTION

1

C-03

BLAST PAD  STA.  4+990

1:250H  1:50V

Blast Pad

PROPOSED

ASPHALT SURFACE

SEE NOTE 1

EXISTING RUNWAY

MILL TO BOTTOM OF

PROPOSED ASPHALT OVERLAY

MIN. 10mm, MAX. 200mm

DETAIL

5

C-08

TEMPERATURE SENSOR

1:75

DETAIL

6

-

CRACK REPAIR

NTS

NOTES:

1. SURVEY BOREHOLE LOCATION, CORE PILOT HOLE TO TOP OF PCC, CORE

330mm DIA. IN ASPHALT TO 300mm DEPTH, CORE 200mm DIA. IN PCC TO

SUIT BOREHOLE, COMPLETE BOREHOLE DRILLING TO 10m MAX., INSTALL

PVC PIPE AND GRANULAR BACKFILL.

2. CLEAN BOREHOLE, INSTALL INSET BASE AND GROUT, INSTALL GROUND

MONITORING EQUIPMENT, PLACE FLANGE RING, COVER, SNOW PLOW RING

AND SEAL.

ROUT AND SEAL EXISTING CRACK,

FILL WITH JOINT SEALER SIGHTLY

BELOW EXISTING SURFACE

EXISTING PAVEMENT

SURFACE

DETAIL

7

-

BUTT JOINT

NTS

NOTES:

1. GRANULAR SHOULDER REGRADING IS MAX. 5.0% FOR 3m FROM

EDGE OF ASPHALT PAVEMENT, AND MAX. 2.5% TO MATCH INTO

EXISTING GRANULAR SHOULDER.

NOTES:

1. GRANULAR SHOULDER REGRADING IS MAX. 5.0% FOR 3m FROM

EDGE OF ASPHALT PAVEMENT, AND MAX. 2.5% TO MATCH INTO

EXISTING GRANULAR SHOULDER.

NOTES:

1. GRANULAR SHOULDER REGRADING IS MAX. 5.0% FOR 3m FROM

EDGE OF ASPHALT PAVEMENT, AND MAX. 2.5% TO MATCH INTO

EXISTING GRANULAR SHOULDER.

NOTES:

1. GRANULAR SHOULDER REGRADING IS 5.0% MAX.  AND TO MATCH

INTO EXISTING GRANULAR SHOULDER.

June 12, 2019
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