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REORGANIZATION LEGEND

_ _ EXISTING WALL TO PRESERVE
OR TO MODIFIE

NEW WALL TO BUILD OR WALL
UP THE OPENING LIKE THE
EXISTING AND DO THE
NECESSARY REWORKS

EXISTING WALL OR COMPOSITION
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LEVEL 5 - WORK AREA D
REFLECTED CEILING PLAN

SCALE 1:50

PLANS
I
LEVEL
I L L L L L L L L L L L L L L L L L L L L L — — — Nm QLQ
LEVEL %]Qj ® DROPPED CEILING COMPOSITION
S GYPSUM 16mm PLASTERED AND PAINTED; WHITE COLOR
28 430 ) ) N CEILING PAINT, FINISHED MATTE
- - - - -— METAL STUDS @ 406 mm C/C
28 403 GYPSUM 16mm PLASTERED AND PAINTED; WHITE COLOR
LEVEL CEILING PAINT, FINISHED MATTE
GYPSUM 16 mm PLASTERED AND
PAINT: WHITE COLOR CEILING
PAINT, FINISHED MATTE
TYPICAL DETAIL
D DROPPED CEILING
A06 SCALE: 1:10
NON-HARDENING SEALANT XX OO0
(ACOUSTIC) UNINTERRUPTED ON
GYPSUM ON EACH SIDE OF THE EXISTING CONCRETE DECKING LEVEL
WALL PLATE. ACOUSTIC TILES; REFER
TO REFLECTED CEILING
@ PLANS
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TYPICAL DETAIL

9 GLAZING PARTITION VS. INTER-CEILING SPACE

A07 ECHELLE: 1:10

TO DEMOLISH

CEILING FINISHES LEGEND:

EXISTING ONE.

PRESERVE.
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NEW SUSPENDED CEILING
(SEE COST ESTIMATE).

APPROXIMATIVE AREA FOR
CEILING RESTORATION. THE
BASIS HAS TO FOLLOW THE

EXISTING CEILING TO

EXISTING DROPPED CEILING
GYPSUM TO PAINT (COLOR
ACCORDING TO THE
\\\\\\\ # 74  REPRESENTATIVE OF THE

NEW FALLOUT GYPSUM (SEE
CONSTRUCTION DETAIL

NOTE:
- 5TH FLOOR'S LEVEL IS AT 25 900
- 6THFLOOR'S LEVEL IS AT 30 400

INTERVENTIONS LIST:

DEMOLISH THE EXISTING DOOR. CLOSE THE OPENING WITH A WALL LIKE THE EXISTING AND ADJACENT
WALL. PROVIDE FOR THE RESTAURATION OF THE BASEBOARD ON BOTH SIDES OF THE NEW WALL.

DEMOLISH EXISTING DOOR, FRAME, HARDWARE AND LATERAL GLAZING TO RELOCATE THEM.
CONTRACTOR MUST REFER TO THE FLOOR PLAN FOR THE RELOCATION. SEE Uooma
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THE FLOOR PLAN FOR THE RELOCATION. SEE DOOR

DEMOLISH THE WALL TO RECEIVE THE NEW FRAME AND/OR LATERAL GLAZING.
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CONTRACTOR MUST REFER TO THE FLOOR PLAN FOR THE RELOCATION. SEE DOOR 6

DEMOLISH THE EXISTING RUG. PROVIDE FOR THE PREPARATION IN A WAY TO RECEIVE THE NEW
CERAMIC.
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INSTALL NEW DOOR AND NEW HARDWARE IN EXISTING FRAME. CONTRACTOR WILL HAVE TO KEEP A PART
OF THE EXISTING WALL ET PROVIDE FOR THE RESTAURATION AND FOR THE PAINTING.

APROXIMATIVE CEILING AREA TO DEMOLISH. REMOVE THE TILES AND KEEP THE SUSPENSIONS IN PLACE.
THE ENGINEERING WORK WILL HAVE TO BE DONE THROUGH THE SUSPENSIONS. PUT THE SUSPENDED
CEILING TILES BACK IN PLACE AFTER THE WORKS.

APPROXIMATIVE FLOOR AREA TO DEMOLISH FOR THE PLUMBING WORKS (SEE ENGINEERING PLAN).
PROVIDE FOR THE RESTAURATION OF THE SLAB SUSH AS THE TYPICAL CONSTRUCTION DETAIL ON THE
ENGINEERING PLAN.

[<]

PROVIDE FOR THE DEMOLITION OF A SECTION OF THE WALL FOR THE ELECTRICAL AND PLUMBING
WORKS (REFER TO THE ENGINEERING PLANS FOR THE WORKS). PROVIDE FOR THE RESTAURATION OF
THE SURFACES, PLASTER AND PAINT.

THE FOLLOWING ITEMS IN THE BATHROOM OF THE EXISTING INFIRMARY WILL BE DEMOLISH AND
REINSTALL IN THE PRESENT PROJECT: HYGIENIC PAPER DISTRIBUTOR, SOAP DISTRIBUTEUR, STAINLESS
STEEL SHELF, PAPER/TRASH DISTRIBUTOR INTEGRATED AND DEODORIZING BLOCK. rEFER TO THE
EXPENDED PLAN OF THE NEW INFIRMARY'S BATHROOM FOR THE LOCATION OF THE ACCESSORIES.

N

PROVIDE FOR THE REPLACEMENT OF THE HEATING CABINET'S FRAME AFTER THE DEMOLITION OF THE
WALL.
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PROVIDE FOR THE DEMOLITION OF VINYL TILES. TILES CONTAIN CHRYSOTILE ASBESTOS. REFER TO THE
SPECIFICATIONS.

ALL THE DEMONSTRATED FURNITURE IS INCLUDED IN THE CONTRACT. (REFER TO SPECIFICATIONS)
FLOOR COATING TO DEMOLISH. (REFER TO TABLE OF FINISHES AND PLANS OF FINISHES)
WALL ACCESS COVER 200 mm X 200 mm IN SATIN STEEL OF SIZE 16 WITH PIANO TYPE CONTINUOUS

HINGE. LOCKING WITH FLAT SCREWDRIVERS. EPOXY PRIMER ANTI-CORROSION PRIMER TO BE PAINTED IN
THE SAME COLOR AS THE ADJACENTS WALL. COORDINATE INSTALLATION HEIGHT WITH PLUMBING.
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CONTRACTOR WILL HAVE TO INSTALL ADDITIONNAL TEMPORARY PROTECTION DURING WORK TO SEAL
THE DOORS LARDING TO THE SERVER ROOM.
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