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LEVEL 5 — ZONE D
VIEW PLAN

SCALE.: 1:50
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PLUMBING MATERIAL BILL

PROVIDED, INSTALLED AND CONNECTED BY THE PLUMBING CONTRACTOR

FLOOR DRAIN WITH ADJUSTABLE TOP OF 127mmg, CAST-IRON BODY FOR
INSTALLATION IN A CONCRETE FLOOR, 13mm@ NPT TRAP PRIMER PLUG, BODY
SIZES AS THE PIPING ON PLANS.

BACKFLOW PREVENTER RELOCATED. SEE NOTE-4
TOPMOUNT SINK RELOCATED. SEE NOTE-3
WALL-HUNG LAVATORY RELOCATED. SEE NOTE-2.
FLUSH VALVE TOILET RELOCATED. SEE NOTE-1

TRAP PRIMER , SOLENOID VALVE 120V. RELOCATED. SEE TYPICAL INSTALLATION
OF A TRAP—PRIMER.

TO THE
NON—POTABLE
EXISTING PIPING

)l

PLUMBING SPECIFIC NOTES:

1— RELOCATED TOILET C/W FLUSH VALVE. THE PLUMBING CONTRACTOR MUST
PROVIDE ALL NEW NECESSARY ACCESSORIES FOR THE INSTALLATION (WAX RING,
BOLTS, SCELLANT, ETC.) THE PLUMBING CONTRACTOR IS RESPONSIBLE FOR THE
LEAKAGES WHEN INSTALLING THE TOILET.

2— WALL HUNG LAVATORY RELOCATED. PROVIDE ALL THE NEW NECESSARY
ECCESSORIES FOR THE COMPLETE INSTALLATION (VALVES, FLEXIBLE STAINLESS
TUBING, OFFSET PO PLUG AND TUBULAR TRAP) THE PLUMBING CONTRACTOR IS
RESPONSIBLE FOR THE LEAKAGES WHEN INSTALLING DE LAVATORY.

3— TOPMOUNT SINK RELOCATED C/W FAUCET, EYE-WASH AND SOAP
DISPENSER.PROVIDE ALL THE NEW ACCESSORIES FOR A COMPLETE INSTALLATION
(VALVES, FLEXIBLE STAINLESS TUBING, STRAINER AND TUBULAR TRAP). THE
PLUMBING CONTRACTOR IS RESPONSIBLE FOR THE LEAKAGES TO THE FAUCETS,
COMPLETE INSTALLATION OF THE EYE-WASH AND GOOD OPERATION OF THE SOAP
DISPENSER.
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GENERAL NOTES

CONTRACTOR MUST COORDINATE HIS WORKS WITH OTHER
SPECIALITIES (PIPES, DUCTS, SPRINKLERS AND LIGHTING
FIXTURES).

DRAWINGS SHOW THE APPROXIMATIVE POSITIONING OR PIPES
AND FIXTURES. THEY DO NOT TAKE INTO ACCOUNT OF ALL
LEVELS CHANGES AND ALL DIRECTIONS NEEDED TO COMPLETE
HIS WORKS. CONTRACTOR MUST PREPARE THEIR QUOTATIONS
AND FABRICATION DRAWINGS BY MEASURING ON SITE FOR THE
PIPING AND FIXTURES. CONTRACTOR MUST TAKE INTO ACCOUNT
OF ALL EXISTING OBSTACLES, FRAMEWORK AND CLEARENCE
HEIGHTS TO RESPECT.

PLUMBING CONTRACTOR MUST DO THE WORK OF DRILLING AND
OPENING IN THE CONCRETE SLAB TO REMOVE ALL NECESSARY
PIPES. JACKHAMMER USE IS PROHIBITED. THE CONTRATOR MUST
USE A CONCRETE SAW FOR HIS CONCRETE OPENING. SCHEDULE
WITH THE OWNER THE CONCRETE DEMOLITION AT LEAST 24
HOURS BEFORE WORKS. CONCRETE FILLING OF OPENING ARE
AT CHARGE OF PLUMBING CONTRACTOR. STUFF THE FLOOR
OPENING AS EXISTING.

THE CONTRACTOR MUST PROVIDE ALL NECESSARY PIPES TO
DRAIN ALL PLUMBING APPLIANCES AND EQUIPMENTS.(EX.: DRAIN,
EQUIPMENT, SAFETY VALVE, OVERFLOW, ETC...).

THE CONTRACTOR MUST PROVIDE AND INSTALL HANGERS FOR
PIPES AND EQUIPMENTS RELATED TO PLUMBING.

THE CONTRACTOR MUST INSTALL PIPES AND ACCESSORIES AS
HIGH AS POSSIBLE TO ALLOW THE INSTALLATION OF CEILINGS
AT MAXIMUM HEIGHTS. TO BE COORDINATE ON SITE.

THE CONTRACTOR MUST CLEAN AND PICK UP ALL
CONSTRUCTION WASTE LEFT BY THE WORKS IN CEILING SPACE,
WALL SPACE AND ROOF SPACE.

THE CONTRACTOR WILL HAVE TO WORK AT THE SAME TIME
THEN OTHER SPECIALITIES. HE MUST COORDINATE HIS OWN
WORK WITH THOSE OF OTHER DISCIPLINES TO NOT DELAY
WORKS IN OTHER SPECIALITIES AS WELL AS THOSE UNDERTAKEN
BY THE OWNER.

ANY SUBDALLED SANITARY DRAINAGE PIPING AND VENT SHALL
NOT HAVE A DIAMETER LESS THAN 508.
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