
Parks Canada – Rock Slope Stabilization Program Inspection Report

GNP-006

Highway Station from 25+952 to 26+279 (Previous Hwy Sta. 17.870 to 17.543)

June 2019

Local Station = 0 to 111m

Photo 1

Photo Taken: September 2016 Note: All stabilization annotated areas/locations and quantities shown, 

must be confirmed in the field as directed by the Parks Representative.

Local Chainage: 111 m

Fresh rock fall debris in

catchment.

Local Chainage: -50 m

Blocked Culvert 50 m west

of start of rock slope.

Local Chainage: 0 to 327m

Total common excavation required

for entire slope: 550 m3

Local Chainage: 0 m

Start of rock slope.



Parks Canada – Rock Slope Stabilization Program Inspection Report

GNP-006

Highway Station from 25+952 to 26+279 (Previous Hwy Sta. 17.870 to 17.543)

June 2019

Local Station =111 m

Photo 2

Photo Taken: September 2016 Note: All stabilization annotated areas/locations and quantities shown, 

must be confirmed in the field as directed by the Parks Representative.

Fresh rockfall debris in ditch. Requires

common excavation.

Local chainage – 111 m



Parks Canada – Rock Slope Stabilization Program Inspection Report

GNP-006

Highway Station from 25+952 to 26+279 (Previous Hwy Sta. 17.870 to 17.543)

June 2019

Local Station = 111 to 267m

Photo 3

Photo Taken: September 2016 Note: All stabilization annotated areas/locations and quantities shown, 

must be confirmed in the field as directed by the Parks Representative.

Local Chainage: 152 m

Location of crest scaling.

Local Chainage: 111 m

Fresh rock fall debris in

catchment.
Local Chainage: 165 m

Approximate location of

June 2019 failure.



Parks Canada – Rock Slope Stabilization Program Inspection Report

GNP-006

Highway Station from 25+952 to 26+279 (Previous Hwy Sta. 17.870 to 17.543)

June 2019

Local Station =152 m

Photo 4

Photo Taken: September 2016 Note: All stabilization annotated areas/locations and quantities shown, 

must be confirmed in the field as directed by the Parks Representative.

Scale loose material from the

slope crest. 20 hours.



Parks Canada – Rock Slope Stabilization Program Inspection Report

GNP-006

Highway Station from 25+952 to 26+279 (Previous Hwy Sta. 17.870 to 17.543)

June 2019

Local Station = 165 m

Photo 5

Photo Taken: Google Earth Image Note: All stabilization annotated areas/locations and quantities shown, 

must be confirmed in the field as directed by the Parks Representative.

Location of June 2019 failure.

Allowance for 80 m3 trim

blasting and 24 hours of scaling.



Parks Canada – Rock Slope Stabilization Program Inspection Report

GNP-006

Highway Station from 25+952 to 26+279 (Previous Hwy Sta. 17.870 to 17.543)

June 2019

Local Station = 165 m

Photo 6

Photo Taken: June 2019 Note: All stabilization annotated areas/locations and quantities shown, 

must be confirmed in the field as directed by the Parks Representative.

After June 2019 failure.



Parks Canada – Rock Slope Stabilization Program Inspection Report

GNP-006

Highway Station from 25+952 to 26+279 (Previous Hwy Sta. 17.870 to 17.543)

June 2019

Local Station = 138 to 327m

Photo 7

Photo Taken: September 2016 Note: All stabilization annotated areas/locations and quantities shown, 

must be confirmed in the field as directed by the Parks Representative.

Local Chainage: 319 m

Location of woody debris.

Local Chainage: 267 m

Trim Blast location.
Local Chainage: 297 m

Rock bolting location.

Local Chainage: 327 m

End of rock slope.

Local Chainage: 253 m

Trim Blast location.



Parks Canada – Rock Slope Stabilization Program Inspection Report

GNP-006

Highway Station from 25+952 to 26+279 (Previous Hwy Sta. 17.870 to 17.543)

June 2019

Local Station = 253m

Photo 8

Photo Taken: September 2016 Note: All stabilization annotated areas/locations and quantities shown, 

must be confirmed in the field as directed by the Parks Representative.

Removal of dilated wedge. 100 m3 trim blast.



Parks Canada – Rock Slope Stabilization Program Inspection Report

GNP-006

Highway Station from 25+952 to 26+279 (Previous Hwy Sta. 17.870 to 17.543)

June 2019

Local Station = 267 m

Photo 9

Photo Taken: September 2016 Note: All stabilization annotated areas/locations and quantities shown, 

must be confirmed in the field as directed by the Parks Representative.

Approximate area of 140 m3 trim blast to remove

dilated rock mass. Allowance for 5 rock bolts,

each 3 m long to support the exposed rock face.



Parks Canada – Rock Slope Stabilization Program Inspection Report

GNP-006

Highway Station from 25+952 to 26+279 (Previous Hwy Sta. 17.870 to 17.543)

June 2019

Local Station = 297 m

Photo 10

Photo Taken: September 2016 Note: All stabilization annotated areas/locations and quantities shown, 

must be confirmed in the field as directed by the Parks Representative.

(4)

(4)
(4)

(4)

Install 4 rock bolts, each 4 m long into dilating

block.



Parks Canada – Rock Slope Stabilization Program Inspection Report

GNP-006

Highway Station from 25+952 to 26+279 (Previous Hwy Sta. 17.870 to 17.543)

June 2019

Local Station = 319 m

Photo 11

Photo Taken: September 2016 Note: All stabilization annotated areas/locations and quantities shown, 

must be confirmed in the field as directed by the Parks Representative.

Woody debris built up in catchment ditch at the

toe of a small avalanche chute. Remove under

Common Excavation


