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Part 1 — General

1.1

1.2

1.3
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RELATED REQUIREMENTS

A Section 26 05 00 — Common Work Results for Electrical
REFERENCES
A Underwriters Laboratories of Canada (ULC)

A1 ULC-S115-1995, Fire Tests of Fire stop Systems.

SHOP DRAWINGS

A Submit shop drawings in accordance with Section 01 33 00 - Submittal Procedures.

2 Submit shop drawings to show proposed material, reinforcement. Anchorage, fastenings
and method of installation. Construction details should accurately reflect actual job
conditions.

PRODUCT DATA
A Submit product data in accordance with Section 01 33 00 - Submittal Procedures.
2 Submit manufacturer’s product data shop for materials and prefabricated devices,

providing descriptions are sufficient for identification at job site. Include manufacturer’s
printed instructions for installation.

Part 2 - Products

21

MATERIALS
A Fire stopping and smoke seal systems: in accordance with ULC-S115.
A Asbestos-free materials and systems capable of maintaining an effective barrier
against flame, smoke and gases in compliance with requirements of ULC-S115

and not to exceed opening sizes for which they are intended.

2 Service penetration assemblies: certified ULC in accordance with ULC-S115 and listed in
ULC Guide No. 40 U19.

3 Service penetration fire stop components: certified by ULC in accordance with ULC-S115
and listed in ULC Guide No0.40 U19.13 and UKC Guide No0.40 U19.15 under the label
Service of ULC.

4 Fire-resistance rating of installed fire stopping assembly in accordance with NBC.

5 Fire stopping and smoke seals at openings around penetrations for pipes, ductwork and
other mechanical items requiring sound and vibration control: elastomeric seal.

.6 Sealants for vertical joints: non-sagging.
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Part 3 — Execution

3.1 PREPARATION

A Examine sizes and conditions of voids to be filled to establish correct thicknesses and
installation of materials. Ensure that substrates and surfaces are clean, dry and frost
free.

2 Prepare surface in contact with fire stopping materials and smoke seals to manufacturer’s

instructions.

3 Maintain insulation around pipes and ducts penetrating fire separation. Mask where
necessary to avoid spillage and over coating onto adjoining surfaces; remove stains on
adjacent surfaces.

3.2 INSTALLATION

A Install fire stopping and smoke seal material and components in accordance with ULC
certification and manufacturer’s instructions.

2 Seal holes or voids made by through penetrations, poke-through termination devices, and
unpenetrated openings or joints to ensure continuity and integrity of fire separation are
maintained.

3 Provide temporary forming as required and remove forming only after materials have

gained sufficient strength and after initial curing.

4 Tool or trowel exposed surfaces to a neat finish.

3.3 CLEANING
A Remove excess materials and debris and clean adjacent surfaces immediately after.

2 Remove temporary dams after initial set of fire stopping and smoke seal materials.

END OF SECTION
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