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GENERAL NOTES:

ALL ELEVATIONS ARE EXPRESSED IN METERS.

ALL DIMENSIONS ARE EXPRESSED IN METERS, UNLESS OTHERWISE NOTED.

VERIFY ALL ELEVATIONS AND DIMENSIONS OF EXISTING STRUCTURES AND FEATURES IN THE FIELD.

ALL WORK SHALL BE CARRIED OUT IN ACCORDANCE WITH THE LATEST EDITION OF THE NATIONAL BUILDING CODE OF CANADA,
CANADIAN CONSTRUCTION SAFETY CODE AND ALL REGULATIONS AS SET OUT BY LOCAL

AUTHORITIES HAVING JURISDICTION.

5.  COMPLY WITH ALL THE REQUIREMENTS OF THE TECHNICAL SPECIFICATIONS BOUND SEPARATELY.

6. PRIOR TO BEGINNING ANY CONSTRUCTION IT IS REQUIRED FOR CONTRACTORS AND ANY SUB CONTRACTORS

TO OBTAIN LOCATES FOR UNDERGROUND UTILITIES AND HAVE THEM AVAILABLE ON SITE WHILE EXCAVATING.
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SITE NOTES:
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1. SITE SERVICES SHOWN FOR REFERENCE ONLY. ALL SERVICE LOCATIONS ARE TO BE CONFIRMED PRIOR TO CONSTRUCTION

2. LINE WORK FOR THE EXISTING BUILDINGS AND STRUCTURES WAS OBTAINED FORM PWGCS DRAWINGS PROVIDED TO US.

3. SURVEY COMPLETED ON DECEMBER 3, 2018.
NB MONUMENT # 8967 WAS USED FOR CONTROL IN NAD83 NB STEREOGRAPHIC
EASTING: 2705749.294
NORTHING: 7462920.063
ELEVATION: 11.878

SURVEY INFORMATION WAS CONVERTED FROM NAD83 NB STEREOGRAPHIC TO NAD83 UTM ZONE 20. ELEVATIONS ARE

GEODETIC.
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