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GATE OPENING
WIDTH AS REQUIRED (MIN 3.65 (12')/MAX 4.90 (16'))

3000 mm
[118"]

5000 mm
[196"]

100 mm (4") DIA
HORIZONTAL BRACING

3.66 mm [9 GA] THICK SOFT
GALVANIZED WIRE DOUBLED
(TYP)

3.66 mm [9 GA] THICK SOFT
GALVANIZED WIRE DOUBLED
(TYP)

152 mm (6") TOP DIA
BRACE POST

152 mm (6") TOP DIA
BRACE POST

152 mm (6") TOP DIA
BRACE POST

800 mm LONG TWISTED WIRE
OR 55 mm DIA. WOODEN STAYS
(TYP , MAX SPACING 1.0 m)

WOOD ONLY

152 mm (6") TOP DIA
BRACE POST

127 mm (5") TOP DIA
STANDARD POST

WOOD ONLY

100 mm (4") DIA
HORIZONTAL BRACING
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5000 mm
[197"]

127 mm (5") TOP DIA
STANDARD POST

152mm (6") TOP DIA
BRACE POST

152 mm (6") TOP DIA
BRACE POST

5000 mm
[196"]

127 mm (5") TOP DIA
STANDARD POST

MAXIMUM POST SPACING

3000 mm
[118"]

100 mm (4") DIA
HORIZONTAL BRACING

3.66 mm [9 GA] THICK SOFT
GALVANIZED WIRE DOUBLED
(TYP)

BRACING PANEL (SEE NOTE 7 FOR LOCATIONS)
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152 mm (6") TOP DIA
BRACE POST

152 mm (6") TOP DIA
INTERSECTION END OR
CORNER POST

152 mm (6") TOP DIA
BRACE POST

152 mm (6") TOP DIA
BRACE POST

3.66 mm THICK SOFT
GALVANIZED WIRE DOUBLED
(2, TYP)

X
X

X
X

X
X

X
X

X
X

X
X

X
X

X
X

X

X
X

X
X

X
X

X
X

0 ISSUED FOR TENDER RCB KGW
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RCB KGW AS SHOWN
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NATIONAL HISTORIC SITE
PERIMETER FENCE REPLACEMENT

BATOCHE EAST

GATE  ELEVATION
1:20

TYPICAL FENCE ELEVATION
1:20

TYPICAL INTERSECTION
N.T.S.

NOTES:

1. ALL DIMENSIONS ARE IN MILLIMETERS AND
DOUBLE DIMENSIONED TO  APPROXIMATE INCH
EQUIVALENT.

2. ALL TIMBER FENCE POSTS, BRACING, AND
GATE ASSEMBLIES SHALL BE PRESSURE
TREATED.

3. GATE ACCESS OPENING SHALL BE  MIN 3.65 m
TO MAX 4.90 m. IF EXISTING OPENING EXCEEDS
MAX CONSULT DEPARTMENTAL
REPRESENTATIVE FOR FURTHER
INSTRUCTIONS.

4. ALLOWABLE TAPER IN DIAMETER FROM END TO
END OF POSTS SHALL NOT EXCEED 38 mm.
POSTS SHALL BE INSTALLED WITH THE LARGE
DIAMETER END DOWN.

5. FIXED DIMENSIONS SHALL BE MAINTAINED AT
ALL LOCATIONS TO ALLOW FOR ANIMALS TO
GO UNDERNEATH FENCE.

6. ALL POSTS SHALL BE INSTALLED PLUMB.
7. LOCATE BRACING PANELS AS FOLLOWS:

· EACH SIDE OF ALL GATES
· AT CORNERS AND INTERSECTIONS AS

SHOWN
· AT 400 m MAX IN TANGENT SECTIONS
· AT 200 m MAX IN CURVED SECTIONS

Canada
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TYPICAL PERIMETER FENCE
DETAILS
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152mm (6") TOP DIA
TYPICAL POST

TYPICAL POST SPACING

76 mm (3") DIA  x 4875 mm (16')
PEELED RAIL (TYP)
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 [20"]

508 mm
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508 mm
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2286 mm
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2286 mm
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152mm (6") TOP DIA
TRANSITION POST
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2286 mm
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2286 mm
[90"]

GALVANIZED 10Ø ASTM A307 BOLTS
C/W 2 OVERSIZED WASHERS
AT EACH POST LOCATION

152 mm (min)
[6"]

SEE SHEET C1 FOR
FENCING DETAILS

152 mm (6") TOP DIA
TRANSITION POST76 mm (3") DIA

PEELED RAIL
(TYP)
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152 mm (6") TOP DIA
TYPICAL POST

0 ISSUED FOR TENDER RCB KGW

N/A RCB 2019-01-24

RCB KGW AS SHOWN

XXXXX

N/A

NATIONAL HISTORIC SITE
PERIMETER FENCE REPLACEMENT

BATOCHE EAST

TYPICAL FENCE ELEVATION
1:20

FENCE TYPE TRANSITION
N.T.S.

NOTES:

1. ALL DIMENSIONS ARE IN MILLIMETERS AND
DOUBLE DIMENSIONED TO  APPROXIMATE INCH
EQUIVALENT.

2. ALL TIMBER FENCE POSTS AND PEELED
RAILING ASSEMBLIES SHALL BE PRESSURE
TREATED.

3. ALLOWABLE TAPER IN DIAMETER FROM END TO
END OF POSTS SHALL NOT EXCEED 38 mm.
POSTS SHALL BE INSTALLED WITH THE LARGE
DIAMETER END DOWN.

4. ALL POSTS SHALL BE INSTALLED PLUMB.
5. DUE TO ODD NUMBER OF SPACES, ONE PANEL

ON EACH SIDE OF GATE WILL USE 2743 mm (9')
RAILS.

RAIL QUANTITIES:
5180 mm (17') = 228
2590 mm (9') = 6

Canada
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WOODEN PERIMETER FENCE
DETAILS
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