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ALL EXISTING ELECTRICAL EQUIPMENT, DEVICES AND MATERIAL INDICATED ON DEMOLITION PLANS, ARE TOBE REMOVED AND _

REPLACED WITH NEW. SUCH NEW ITEMS ARE TO BE E( 9. ALLITEMS TO BE /ITH STRUCTURAL, MECHANICAL, AND CIVIL DURING DEMOLITION AND 20.  THE ELECTRICAL CONTRACTOR IS TO COORDINATE WITH MECHANICAL AND ARCHITECTURAL DRAWINGS TO ASCERTAIN WHAT EXTERIOR EQUIPMENT
R e INDICATED e IISE, AL N RECEPTAGLES AL 10 B SPEC. GRADE. NN LIGHTING 18 16 BF S AR & 76 CONSTRUGTION AND DEVICES ARE TO BE TEMPORARILY REMOVED TO ACCOMMODATE THE REMOVAL OF EXTERIOR SIDING AND ROOF COVERING. INCLUDE IN TENDER Publc Works ond Trovaue Publs ek
THOSE NDIGATED I LIGHTING FXTURE SCHEDULE NEW OEVIE GOVER PLATES ARE To BE DRUSHED STANLESS STEEL Ty At THE COST FOR DISCONNECTING ELECTRICAL POWER FROM SUCH EQUIPMENT AND DEVICES AND THE FUTURE RECONNECTION ONCE ARCHITECTURAL Govemment Sevees  Sevices gouvemementous
PANEL BOARD: 10. EXECUTE WORK BY METHODS TO AVOID DAMAGE TO OTHER EXISTING COMPONENTS AND FINISHES WHERE POSSIBLE. AND MECHANICAL WORK IS COMPLETED, Conada Canada
BOARDS BEING REMOVED: UNLESS NDICATED OTHERWISE NEW 30 AND 100K TRANSFORVERS ARE T0 BE TYPE K WITH RATINGS
SIMILAR TO THOSE BEING REMOVED. 1. ELECTRICAL CONTRACTOR TO PROVIDE NEW IDENTIFICATION LAMENCOID LABELS ON ALL ELECTRICAL EQUIPMENT INDICATING THE 21, THE ELECTRICAL CONTRACTOR IS TO EXTEND EXISTING BRANCH WIRING WHERE EXISITNG WIRING LENGTHS TO NEW BRANCH BREAKERS ARE NOT OF SUFFICIENT
EQUIPMENTS NAME AND EQUIPMENTS PURPOSE. PLUS PROVIDE NEW TYPE WRITTEN PANEL DIRECTORIES INDICATING ALL BRANCH NG 70 CONNET NO BPLICES Ik BE ALLOWED W DANE. TUBG.
2. ITIS THE RESPONSIBILITY OF THE ELECTRICAL CONTRACTOR TO VISIT SITE TO VERIFY EXISTING PANEL BOARDS AND REPLACE GIRCUIT BREAKERS LOAD DESCRIPTION.
WITH NEW PANEL BOARDS OF THE SAVIE ELECTRICAL CHARACTERISTICS CW NEW BREAKERS TO MATCH THE EXISTING
BREAKERS THEY ARE REPLACING, OR AS OTHERWISE NOTED. CONTRACTOR TO VERIFY AND UPDATE ALL PANEL SCHEDULES. 12. ELECTRICAL CONTRACTOR TO ENSURE PANEL FEEDER LUG LOCATIONS ARE POSITIONED IN NEW PANELS TO ACCOMMODATE 22. FOR OPERATION REQUIREMENTS, REFER TO SPECIFICATIONS SECTION 0135 13.13 - SPECIAL PROCEDURES FOR AIRPORT FACILITIES.
ALL NEW CONTACTORS, RELAYS, AND STARTERS ARE 0 BE RATED FOR THE LOADS THEY ARE TO CONTROL AND PROTECT. EXISTING FEEDER LENGTHS. PANEL POSITIONS MAY BE SLIGHTLY ALTERED TO MAKE UP FOR ANY SHORT FEEDER LENGTHS. WHERE
¢ CONTACTORS, RELAYS, AND S S ARETO ORTHE LOADS 0 CONTRO oree EXSTING FEEDER LENGTHS ARE NOT ADEQUATE TO CONNECT TO NEW PANEL LUGS CONTRACTOR 1 T0 PROVIOE JUNCTION 80X 2. ELECTRIOAL GONTRAGTOR TO SUPPLY AND INSTALL AL WIRING, CONDUIT AND ASSOCIATED EQUPMENT FOR THE CONTROL OF ALL MECHANICAL HYDRONIC HEATING FIXTURES
4. NEW FIRE ALARM SYSTEM COMPONENTS FOR INITIATING, SIGNALING AND SUPERVISING CIRCUITS ARE TO BE ADDRESSABLE TYPE 'ABOVE OR BELOW PANEL AND £ IRE AND CONDUIT TO ACCOMMODATE EXTENDING THE EXISTING FEEDER T CT LOGATIONS WITHMECHANICAL CONTRACTOR
MAN ADDRESSABLE FIRE ALARM PANEL IS TOBE NSTALLED N GS6 MAIN ENTRANGE AND S TOBE GONECTED T0 THE EXISTING PANEL LGS INGLUDE GOST OF SUPPLYING AND INSTALLING EXTRA JULGTION BOXES AND FEEDER EXTENSIONS I TENDER PRICE
CATED IN THE AIRPORT TERMINAL BUILDING FOR REMOTE MONITORING PURPOSES. SUPPLY AND INSTAL 13. ALL EXISTING MECHANICAL EQUIPMENT AND THEIR CONTROLS TO REMAIN. DISCONNECT SUCH EQUIPMENT FROM EXISTING BRANCH
ANV AND ALL NECESSARV HARDWARE/SOFTWARE IN ATB FIRE ALARM PANEL BOARD TO PROVIDE SUCH MONITORING. CIRCUIT BREAKER PANEL BOARD. RECONNECT TO NEW BRANCH CIRCUIT BREAKER IN NEW PANEL BOARD. BREAKER SIZE TO MATCH
5. ALLEXISTING TS FOUND TO BE IN ION IS TO BE REUSED. ANY WIRING OR CONDUIT THAT EXISTS PREVIOUS BREAKER RATING,
SUT 1S DAVAGED 15 TO BE REPLACED UNDER THE GASH ALLOWANGE. CONTRAGTOR 10 PROVIDE PRICING FOR APPROVAL PRIOR
O REPLACEMENT 16. INSTALL NEW 154, 2P ENCLOSED CIRCUIT BREAKER FOR NEW FIRE ALARM CONTROL PANEL. PAINT ENCLOSURE RED AND LABEL FIRE
ALARM CONTROL PANEL POWER SUPPLY".
6. THE CONTRACTOR IS RESPONSIBLE FOR TEMPORARY REMOVALIRELOCATION OF ELECTRICAL SYSTEMS WHICH INTERFERE WITH
‘COMPLETING THE REPAIR WORK INDICATED ON THE DRAWINGS. ELECTRICAL SYSTEMS TO BE REINSTATED ONCE REPAIR WORK IS 17. INSTALL 3 #12 RWG0-+ BOND WIRE IN 21mm CONDUIT FROM NEW FUSIBLE DISCONNECT TO FIRE ALARM CONTROL PANEL. ISTALL 3 #12 RS0
‘COMPLETE. ALL WORK MUST BE COMPLETED IN ACCORDANCE WITH ALL APPLICABLE BUILDING CODES, BY LICENSED TRADES +BOND WIRE I 21mm CONDUIT FROM DISCONNECT TO MAIN LUGS OF PANEL LPEA AND CONNECT.
PEOPLE
18, THE ELEGTRIOAL CONTRAGTOR SHALL OBTAIN ALL PERMITS AND INSPEGTIONS REQUIRED BY LAW, OROINANCES, RULES AND REGULATIONS
7. COMPLETE ALL WORK IN ACCORDANCE WITH THE NATIONAL BUILDING CODE OF CANADA (LATEST EDITION) AND THE CANADIAN PG 'AND SLBMIT SAVIE AND PAY.
ELECTRICAL CODE (LATEST EDITION) ALL CHARGES I\ CONNECTION THEREWTH,
8. ALLBUILDING ELECTRICAL AND TO REMAIN (OLITION AND
sty 19 RECONNECT NEW RECEPTACLES TO NEW PANEL REPLACING OLD PANEL. PROVIDE BREAKERS AS NECESSARY TO ACCOMMODATE,
ALL ELECTRICAL DEVICES AND EQUIPMENT WITHIN NEW
. . . . . CONSTRUCTED STORAGE BAYS 120 AND 121 ARE NEW. .
REQUIRING ALL NEW WIRE AND CONDUIT AS WELL A 1 |
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