GENERAL NOTES

1. THESE DRAWINGS REASONABLY REPRESENT EXISTING CONDITIONS. ACTUAL CONDITIONS MAY DEVIATE FROM THAT

SHOWNIDENTIFIED ON THE DRAWNGS. THE CONTRACTOR SHALL VERIFY ACTUAL CONDITIONS, CHECK ALL DIVENSIONS, A0
VERIFY MATERIALS REQUIRED TO COMPLETE THIS WORK

ANY DISCREPANCIES PRIOR TO COMMENCING WORK.

THE APPLICABLE CODES.

COMPLETE ALL WORK IN ACCORDANCE WITH THE NATIONAL BUILDING CODE OF CANADA 2015,

TATUS, SECI
DeRUPTIONS TO BULDNG OPERATIONS

AND INSTRUGTIONS.

THE CONTRAGTOR S RESPONSIELE FOR TEMFORARY REMOVALIRELOGATIONREINSTALLATION OF ELECTRIGAL AND MECHANICA
'SYSTEMS WHICH INTERFERE WITH COMPLETING THE REPAIR WORK INDICATED ON Tt

SVATEMS 70 BE REATATED ONCE REFAIR WORK 1S COMPLETE, ALL WORK MLIST BE COMPLETED N ACOORDARCE WITS ALk
APPLICABLE BLILDING CODES BY CERTIFIED TRADES PEOPLE.

IcAL
WINGS. ELECTRICAL AND MECHANICAL

‘COORDINATE REMOVAL AND REINSTALLATION OF ROOF TOP STRUCTURES AND EQUIFMENT WITH OTHERS AS REQUIRED TO INSTALL.
NEW ROOFING SYSTEM. GENERAL CONTRACTOR IS RESPONSIBLE FOR EXTENDING ALL LITILITIES AND DLICTWORK AS REQUIRE|
RECONNECT EQUIPMENT FOR COMPLETE INSTALLATION. ALL MECHANICAL AND ELECTRICAL WORK SHALL BE IN ACCORDANGE WITH

BULDING IS TOREMAN OPERATIONAL DURING DEMOLITION AND CONSTRUCTION, CONTRAGTOR T0 WANTAN QPERATIONAL

STATUS ION OF BUILDING. COORDIN RK SCHEDLLLE WITH OWNER SO AS TO MINIMIZE

EXECUTE WORK BY METHODS TO AVOID DAMAGE TO OTHER EXISTING COMPONENTS AND FINISHES WHERE POSSIBLE.

AL EXISTING SURFACES THAT ARE TO RECEIVE NEW FINISHES ARE TO BE PREFARED AS FER MANUFACTURERS RECOMMENDATION

FRAME OPENING IN EXISTING EXTERIOR WALL AS REQUIRED TO FAGILITATE INSTALLATION OF NEW DOC!

GOOD ANY DAMAGE TO EXISTING FINISHES.

INSTALL TEMPORARY CLOSURES TO OPENING IN EXTERIOR WALLS AND ROOF AS REQUIRED TO MAINTAIN SECURITY AND PROTECT

SUILDING INTERIOR FROM THE ELEMENTS,

REFER TO SPECIFIGATION SECTION D1 35 13.13 SPECIAL PROCEDURES FOR AIRPORT FAGILITIES.

MAKE GODD AL EXISTING CONCRETE BLOCK PARTITIONS UPGRADED FOR 2 HR FIRE RESISTANT RATING. REPAIR DAMAGED

CONCRETE BLOCK AS REQUIRED TO ACHIEVE FIRE RATING

LEGEND.

MAKE
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(2 FR RATED ASSEWELY EXTEND TO LS STEEL DECK]

- 22mm HAT SECT)
o G SU BOARD (MPACT RESISTANT)
- FRP PANEL_FROM FINISH FLOOR TO 2440mm AF F.

 150mm REINFORCED CONCRETE BLOCK. REFER TO STRUCTURAL FOR DETAIL

Publc Works and  Trovaue Publics et
Government Senvices Services gowernementaux
Canatia Canods

123
REINFORCED CONCRETE RETAINING WALL, APPROX.

200mm HIGH (REFER TO STRUCTURAL FOR DETAILS)

=g, | ZLEXTEND T0 S STEEL DECK)
~ 140mm CONCRETE BLOCK.

‘CONSTRUCTION NOTES!

() INSTALL NEW OVERHEAD DOOR cou FARDWARE AND 7-GIRT JAWE GUARD PROTEGTION (2400mm HGH MIN )

INSTALL NEW PARTITION. REFER TO PARTITION TYPES FOR CONSTRUCTION. ALL NEW INTERIOR WALLS,

DOGRS, AND FRAMES SHALL RECEIVE ONE PRIVE COAT AND T FINISH GOATS OF PAINT.
(2 NEW INTERIOR WINDOW s PRESSED STEEL FRAME (FIRE RATED)

(5) REPAINT ALL INTERIOR WALLS AND DOORS, AS SPECIFIED

PREPARE EXISTING STAIR TO RECEIVE NEW TREADS AND RISERS.
AS RECOMMENDED 5Y MANUFACTURER,

NEW 200mm x Smm GALVANIZED STEEL BOLLARD FILLED WITH CONCRETE FULL HEIGHT, PAINTED RED,
. (€) ROUND CONCRETE TGP. POST TO EXTEND FROM 1220mm BELOW GRADE TO 1800mm ABGVE GRADE

COORDINATE LOCATION WITH CIVIL.

(5 RELOCATED WASTE CIL TANK i NEW BOLLARDS AN CONCRETE PAD

RESTORE FINISH TO EXISTING GARAGE FLOOR. REFER TO ROOM FINISH SCHEDULE.

() CLEAN AN PAINT ALL EXSTING COLUMNS, S SPECIFED. (FOR CLARITY KOT ALL COLUMNS HAVE WERE
GED)

(12) NEW BUILT-IN WORKSTATION. REFER TO DETAIL 3A12

INSTALL NEW MAN DOOR, DOOR FRAME AND HARDWARE. PROVIDE RUBSER STOP ANGHORED TO EXISTING

FOUNDATION WAL TO PREVENT DOOR FROM GETTING DAMAGED.

() PAINTED FLOOR MARANGS FOR DESIGNATED FIR= SS0APE ROUTE

“120mm CONCRETE BLOCK
- Zamm HAT SECTION
\YERS 16mm GYPSUM BOARD (IMPACT RESISTANT)
2 HR RATED ASSENELY, EXTEND TOUS STEEL DECK]
UL Uso:
RS tomm TypE GYPSUM BOARD
D @ 400

- 2mm STEEL ST
" omm SOUND BATT SULATION
-2 LAYERS 16mm TYPE

P34 (2 HR RATED ASSEMBLY. EXTEND TO LS STEEL DECK]

GYPSUM BOARD
F5 (2 FR RATED ASSEMELY, EXTEND TO /S STEEL DECK)
“EXSTING 18 CONGRETE BLOCK
-2z BATSECT!
VP SUM BOARD (MPAGT RESISTANT)

—FRP PANEL FROM FINISH FLOOR TO 2440mm AFF.

BE 2 HR RATED ASSEMBLY, EXTENG TOUS STEEL DECK)

EXISTING 140mm CONCRETE

- Z2nm HATSECTION

2LAYERS i6mm GYPSU BOARD (NPACT RESISTANT)
“ERP PANEL FROM FINISH FLOGR 10 7640

NOTE:
1. FRP REQUIRED AT
LEVEL 1 ONLY EXCEPT
ROOMS 105, 108, AND 110

2 PROVIDE CASING BEAD
N EXPOSED EDGES @
YPSUM BD.

TERMINATIONS.
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"ADUST DIMENSION AS REQUIRED SO THAT STRUCTURAL STEEL CAN
215¢ | BE PROPERLY ERECTED AS CLOSE TO BUILDING AS POSSIBLE.
COORDINATE WITH ALL DISCIPLINES. CONFIRM WITH ENGINEER
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