GENERAL NOTES

THESE DRAWINGS REASONABLY RERRESENT EXISTING CONDITIONS ACTUAL GONDITIONS MAY DEVIATE FROM THAT SHOWNIDENTIFED ON THE DRAWNGS, THE
ACTUAL CONDITIONS, CHECK ALL DIVENSIONS, AND VERIEY WATERIALS REQU
PRIORTO

TO COMPLETE THIS WORK. CONTRAGTOR SHALL INFORM

RIFY
THE DEPARTMENTAL REPRESENTATIVE OF ANY

TH
COMPLETING THE REF)

p

BLILDING IS TO REMAIN OPERATIONAL DURING DEMOLITION AND

£ CONTRACTOR IS RESFONSIBLE FOR TEMFORARY REHOVALIRELOCATIONIREINSTALLATION OF ELECTRICAL AND VECHANICAL SYSTENS WHICH INTERFERE T
DRAWINGS. ELE

CHANICAL SYSTENS TO BE REINSTATED ONCE REPAIR WORK IS COMPLETE. AL

COMPLETE ALL WORK IN ACCORDANCE WITH THE NATIONAL BLILDING CODE OF CANADA 2015,

WORK LT 88 GOMPLETED IN ACCORDANCE WITH ALL APPLICABLE BUIDING CODES. BY CERTIFIED TRADES PEOPLE

‘COORDINATE REMOVAL AND REINSTALLATION OF ROOF TOF STRUGTURES AND EQUIPMENT WITH OTHERS AS REQUIRED TO INSTALL NEW ROOFING SYSTEM. GENERAL
CONTRACTOR IS RESPONSIBLE FOR EXTENDING ALL UTILITIES AND DUCTWORK AS REQUIRED TO RECONNECT EQUIPMENT FOR COMPLETE INSTALLATION. ALL
MECHANICAL AND ELECTRICAL WORK SHALL BE IN ACCORDANCE WITH THE APFLICABLE CODES,

STATUS, SECURITY AND WEATHER

PROTECTION OF BLILDING. COORDINATE WORK SCHEDLLE

FINISHES.

10 REFER TO SPECIFICATION SECTION 01 3

As

AL EXISTING SURFACES THAT ARE TO RECEIVE NEW FINISHES ARE TO BE PREPARED AS

TO MINIMIZE

TO BUIL

EXECUTE WORK BY METHODS TO AVOID DAMAGE TO OTHER EXISTING COMPONENTS AND FINISHES WHERE POSSIELE.

3 SPECIAL PROCEDURES FOR AIRPORT FACILITIES.

AND

FRAME OPENING IN EXISTING EXTERIOR WALL AS REQUIRED TO FACILITATE INSTALLATION OF NEW DOORS ehw HARDWARE 'NAKE GOOD' ANY DAMAGE TO EXISTING

INSTALL TEMFORARY CLOSURES TO OPENING IN EXTERIOR WALLS AND ROOF AS REQUIRED TO MAINTAIN SECURITY AND PROTECT BUILDING INTERIOR FROM THE

CONSTRUCTION NOTES:
(2 NEW 535 WIDE x 4572 HIGH RAFID ROLL OVERKEAD DOOR, o WEATHER STRIPFING AND

HARDWARE

NEW 4 30m WIDE x 4 572m HIGH RAPID ROLL OVERHEAD DOOR, ciw WEATHER STRIPFING AND
HARDWARE.

NEW 0815m WIDE x 2.1
HARDWARE

5m HIGH INSULATED METAL DOOR chw WEATHER STRIPFING, FRAME AND

NEW METAL ROOF: 0.76mm GALVALUME PRE-PAINTED. REFER TO DETAIL S/A11 FOR PROFILE

NEW VERTICAL METAL SIDING. REFER TO DETAIL 3/A1 1 FOR PROFILE.

NEW DOWNSPOUTS AND GUTTER ciw PRE-CAST CONCRETE SPLASH PAD.

NEW CONTOUR GABLE TRIM.

NEW CONCRETE FOUNDATION. COORDINATE WITH STRUCTURAL

NEW ENTRANCE CANGPY. REFER TO DETAIL 4188 FOR CANOPY SIZE

NEW DOORBELL c BILINGUAL SGN, PLUG-N, KEYPAD AND CARD READER COMPATISLE WITH ATE
SYSTEM. COORDINATE WITH ELECTRIC

NEW WINDOWS.
NEW EXHAUST HOOD. COORDINATE WITH MECHANICALELECTRICAL AND STRUCTURAL.
RELOCATED EXISTING LIGHT FIXTURE. COORDINATE WITH ELECTRICAL

NEW 610mm x 2134m HIGH INSULATED METAL DOOR cw 450mmSIDE LEAF, WEATHER STRIPPING, FRAME
AND HARDWARE.

NEW STAIR. REFER TO DRAWING S6 FOR DETAILS.
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E OIL TANK, FUEL LINES, ANTENNA, ETC. AND NEW BOLLARDS, ETC. COORDINATE
ITH MECHANICALELECTRICAL ANTENNAS To BE PROTECTED

Publc Works and  Trovaue Publics et
Covemment Services Servioes gouvernementoux
Canata Canado

NEW NORTH ELEVATION
SCALE: 1.75

1 2 3 4 5 6 7 8
NEW ELEGTRICAL PLUG AND NUMBER PAD. GOORDINATE WITH ELECTRICAL
RELOCATE ANTENNA,ETC. COORDINATE WITH ELECTRICAL
NEW INSPECTORS TEST CONNECTION. SEE MECHANICAL RAWINGS
. ! | ussree Tuss NEW INTAKE 000 SEE MECHANIEAL CRAWNGS. CODRBNATE WITH STRUETURAL DI
< Il
3 EU ‘ “ NEW LOUVERS. SEE MECHANICAL DRAWINGS. COORDINATE WITH STRUCTURAL DIV.
2llllcon | INTAKE AND EXHAUST VENTS, REFER TO MECHANICAL DWGS
I f Il EXISTING MECHANICAL EQUIPMENT REINSTALLED. REFER TO MECHANICAL DRAWINGS.
‘ ‘ ‘ : NEW CONDENSING UNIT CU-L. REFER TOMECHANICAL DWGS,
o ‘
K ‘ ‘ NEW BOLLARD, SEE DETAIL 71
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NEW SOUTH ELEVATION 1
SCALE : 175 A5
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