FWGSC 81 (2008)

™

£-oRu/con—: 547190 Version 1

I
© EXISTING NEW
® Pue o o T utics ¢
Government Services Senies qouvemementaue
5900 7700 6200 6200 6500 6500 Canata
f T T 1
| ‘ | as0 ||
= wE
j
< < 4 i q
a 4 < " a 4 9 )
9 pa)
P <| 4 4 2
4 a 4 4 2
< < a ”
a < 2 <
v 4 ST
< < 2
< / °
3 P 4 & . < 4 g
g o Lt al . , . N
a4 <
< a a
L7 < < @
2 2 <
2 4 . [EXSTNG GRADE EE
<
a ” < a " 4
EXISTING 4 EXISTING < = a T
P L — sw cur a L—" sawour A
a " < <
a a & CJ. (VP
< 4 a 4 " REFER TO
< a i < DRAWING 52
puinal < 2
’ ‘
24 < 4 a4 4 < G
4 @ 4 a4 " < ' SISz .
N A EXISTING TRENCH DRAIN ‘ 7 < H
<
|
< o 4 a9 A
C s . 4 ‘
[
< a T
<
4 g\ 5
. . |
a ™ A < I 4<:
L 2 ] % 2 [
<
2
EXISTING EXSTNG a 14
< SAW_cut SAW CUT 4 &
3l a ) < a. 4 &
8 a a <
g a 4 2 " , B P
< H el
4 9 s a .
< 4 49 4 s
4 < 4 PR 8
a ” g 3 4
< a . SIS
4 B 3 P a
a4 8
g
” < 4 4 K AN ]
o s a9, 4 . T
< . <
” < EXISTING a 4
[ sav cur @ Al |
. e e O
pa)
4 4
el e <
= - 2 " - PROVINGE OF NEWFOUNDLAND
4 PEGA  PERMIT HOLDER
@ ° mE=DA CLASS A7
4 4 ” 5 S i parmit Alowe
4 I SNC-LAVALIN Ine
b
8 4 v
5 a . a
< 4 4 ENGINEER IN RESFONSIELE GFARGE
v 07281
4 N <
T _‘T 2 <. o3 | RE-IssuED For TENDER o
l
@t lL ? ! H o2 | Re-issuep For TENDER |2y
co1 | 1ssuep For TENDER BR
1 j— aate
projent oors
LEGEND:
PIER & FOQTING TYPE PIER_SCHEDULE — —
EST. EL u/s OF FTG.+ PIER_TYPE | DIMENSIONS | VERTICAL REINFORCING [TOP_ELEVATION e
6 7 55600 SR T
N X = .95m
Pl P3 4305 450 = 20M BARS 95m FOUNDATION AND
P 450 « 450 = 20M BARS -55m
oornm CONCRETE S4B REINFORCED 150mm REINFORCED CONCRETE SLAB PS 450 « 450 —20M BARS 35m SLAB ON GRADE PLAN
0 15mm POLY VAPOUR BARRIES 0.15mm POLY VAPDUR BARRIER e 450430 = SonBars -8
CJ. — CONTROL JOINT 5o COMPACTED. CRUSHED STONE 150mm_COMPACTED CRUSHED STONE
COMPAGTED FILL COMPACTED FILL
@ — NEW FLOOR DRAN NOTE: PROVIDE 10M STIRRUPS @ 300mm c/c IN ALL CONGRETE PIERS U/N OTHERWISE
P71 — EXISTING CONCRETE SLAB TO BE DEMOLISHED TO ACCOMMODATE NEW FLOOR DRAIN. COORDINATE WITH FOOTING SCHEDULE Gesoned 5.G. Sang
MEGHANICAL REINSTATE SLAB TO MATCH EXISTING SLOPES UNLESS NOTED DTHERWISE. REFER 10 DETAL 3 FOOTING TYPE | DIMENSIONS REINFORCING e 20170529
FOR EXISTING CONSTRUGTION. FT T500 x 1500 x 350 T - 200 BARS EW. z —
] 900"« 900 x 250 3= T5M BARS N, e
: F5 500 « 900 x 250 3 = 15M BARS e 20170529 5
(1) — CONTRACTOR TO FORM NEW WALL TO FIT AROUND EXISTING PIER. PROVIDE ISOLATION JOINT TYPICAL AT ALL NEW epRre <, ez B
COLUMNS/PIERS. NOTE: FOR FOOTING TYPES F1 AND F2 REFER TO DETALS ON DRAWING S5 M.K. g
(2) - DEMOLISH EXISTING SLAB TO ACCOMMODATE NEW DRAINAGE AND RETAINING WALLS. REMOVE EXISTING FLOOR DRAIN dos  2017.05.29 g
AND CAP PIPING BELOW SLAB. REFER TO MECHANICAL . REINSTATE SLAB TO SLOPES SHOWN ON PLAN. REFER TO e o] G
DETAIL 4 FOR CONSTRUCTION. Temple, Andrew S F]
1. FOR PIER/BASEPLATE DETAILS AND CONCRETE AND FOUNDATION NOTES REFER TO DRAWING S5. profect numker o v prolet | 5
2 FOR NEW CONCRETE SLAB AREAS BETWEEN GRIDS 5 AND 8 APPLY A LIQUID PENETRATING DENSIFIER AS PER o o o o T R.077269.001 §
SPECIFICATIONS, ACCEFTABLE PRODUGT SKAFLOOR 35 OR APPROVED EQUIVALENT. REFER 10 ARCHITECTURAL FOR GONCRETE -
FLOOR TREATMENT IN OTHER AREAS. draving o ro- du dessin
; S1
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